
FOREWORD

 Make sure to read this manual carefully and keep it handy for future reference.
 When leasing or transferring this tractor, deliver this manual together with the tractor.
 The specifications in this manual are subject to change without notice.

< NOTE >

Congratulations, and welcome to the fabulous world of CK3520 / CK4020 / CK4220 ownership, where seri-
ous work is made fun again! 

This versatile tractor is a culmination of the entire tractor and diesel engine knowledge gained by the Dae-
dong Industrial Co.,LTD over the years since 1947. The CK3520 / CK4020 / CK4220 and has been de-
signed with the finest materials and under rigid quality control standards  set forth by the KIOTI Engineering 
Department.

Knowledge of tractor operation is essential for many years of dependable service and reliability. To help new 
owner's familiarize themselves with the KIOTI CK3520 / CK4020 / CK4220, it is the policy of KIOTI tractor 
to provide an owner's manual which includes helpful information about tractor safety, operation and mainte-
nance. If the information you seek is not found in this manual, your KIOTI tractor dealer will be happy to help 
you. 

Please feel free to contact DAEDONG IND. CO.,LTD with your questions/concerns. 
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This manual was compiled in compliance with the ISO 3600, standards and the instructions contained here comply with 
the requirements of the Machinery Directive 2010/52/EU in force in the European Community. For tractors sold or used 
outside the European Community, local laws will prevail.
Main protections on the tractors discussed in this manual.

ISO 3600 EU STANDARDS

DESCRIPTION NON CABIN CABIN

1. ROPS (Protection against overturning) Yes Yes

2. FOPS (Protection against objects falling from above) No Yes

3. OPS (Protection against penetration of objects from sides)
protection against hazardous chemicals

No
(CategoryⅠ)

No
(CategoryⅠ)
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This manual includes information titled as WARNING, CAUTION, IMPORTANT 
and NOTE. These titles indicate the following:

SAFETy AND vEHICLE DAMAGE WARNING

NOTE

This indicates that interesting or helpful information is being 
provided.

This indicates that a condition may result in harm, serious 
injury or death to you or other persons if the warning is not 
heeded. Follow the advice provided with the warning.WARNING

This mark indicates emphasis on notable characteristics of 
working procedures, and  information about technology for 
easier operation.IMPORTANT

This indicates that a condition may result in damage to your 
vehicle or its equipment if the caution is not heeded. Follow 
the advice provided with the caution.CAUTION
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various universal symbols have been used on the instruments and controls of your KIOTI tractor. below is a 
list of the universal symbols and their meanings.

UNIvERSAL SyMBOLS

  qT lamp

  Preheat

  headlight-high beam

ECO   ECO PTO lamp

  Single brake light

N   Neutral Position

F   Full

E   Empty

  low Fuel Warning light 

   Coolant Temperature  
Warning light

  Parking brake

  battery Charging Condition

  Engine Oil Pressure

  Turn Signal light

   Power Take-Off Clutch  
Control-On Position

  Four-Wheel Drive-On

H   high Temperature

C   low Temperature

   Water-in-Fuel Warning 
lamp

   DPF regeneration Warning 
lamp

   DPF regeneration Under-
way lamp

CRUISE 
PTO   Cruise PTO lamp
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1-� ck3520 / ck4020 / ck4220

PREcAuTIONS bEFORE OPERATION
gENERAl PREcAuTIONS

a careful operator is the best opera-
tor. most accidents can be avoided 
by observing certain precautions. to 
help prevent accidents, use these 
safety precautions, and pay attention 
to the job at hand. if you can prevent 
an accident, your time will have been 
well spent.

the following should never be al-
lowed to operate this machine.
 • Those under the influence of alcohol
 • Women that are pregnant.
 • those under 18
 • those without driver's license
 • those who are fatigued, sick or un-

der the influence of medicine; oth-
ers who are not qualified for certain 
reasons to operate this machine

do not operate the machine with fa-
tigue. take a rest if necessary.
Otherwise, an unexpected accident 
can occur.

please wear the appropriate working 
clothes.

safety helmet

fit clothes

tight sleeves

safety shoes

Otherwise, your clothes can be caught 
into rotating parts or you may slip, 
leading to an accident.

C56O101a

this tractor is basically designed for 
agricultural use or similar.
Use other than the specified cannot 
be covered by warranty. the manu-
facturer is not liable for any damage 
resulting from unauthorized use, and 
such action can lead to a dangerous 
situation to a user. authorized use 
means complying with operation, 
service and repair standards set by 
the manufacturer.

H61O440a

to w e l t u c k e d 
around the waist

C56O102a

cigarette

Muffler

slippers
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1-�for safe operation

1

5. keep safety decals clean of dirt 
and debris.

6. Watch where you are going at all 
times so that you are able to avoid 
obstacles that can cause injury or 
damage to your tractor. 

7. When starting the tractor make 
sure your path is clear of people to 
avoid accidents caused by sudden 
movements. 

8. Before operating in reverse with 
your tractor, you should always 
check to see that the path is clear.

1. it is recommended that you read 
and understand this entire manual 
before operation of your new trac-
tor. failure to do so could result in 
accidents or injury.

2. only persons who are properly 
trained should be allowed to oper-
ate the tractor.

3. read and follow all warning labels 
and decals affixed to the tractor.

4. replace any missing or damaged 
decals as soon as it is practical. 
a list of decals is shown on page 
1-27~1-33.

T66O101a T66O102a

this tractor should be operated, ser-
vice and repaired by a well-trained 
and skilled technician who is also 
aware of accompanying danger.
it is necessary to follow any applicable 
accident prevention practices, general 
health and safety standards and traffic 
regulations. the manufacturer is not 
liable for any damage resulting from 
unauthorized modification.
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1-� ck3520 / ck4020 / ck4220

16. all persons using the tractor 
should have knowledge of its 
proper operation and should read 
this manual carefully.

17. never get off the tractor without  
setting the parking brake, lower-
ing the implement to the ground 
and shutting of the tractor. 

18. No modifications should be made 
to your KIOTI tractor.

12. never start the engine while 
standing on the ground.

13. only the operator should ride on 
the tractor unless a passenger 
seat is installed. keep bystand-
ers away from the tractor while in 
operation.

14. When getting on and off the trac-
tor, hand holds and step plates 
should always be used. this will 
help to prevent accidental slips 
trips and falls.

15. Be sure to scrape off mud or soil 
from your shoes before mounting 
the tractor.

T66O103a T66O104a T66O105a

  9. never operate this tractor or 
any other agricultural equipment 
while under the influence of alco-
hol, drugs or while fatigued. 

10. While working in cooperation 
with other tractors always com-
municate your intentions.

11. do not start your tractor by short-
ing across the starter.
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1-�for safe operation

1

a ROPS and cAb should never be 
modified by welding, grinding or cut-
ting, as this can weaken the ROPS 
structure. if any components of the 
ROPS unit are damaged, they must 
be replaced.
if the ROPS unit is removed or loos-
ened for any reason, the parts should 
be fitted back to their original posi-
tions and all bolts should be properly 
torqued.

21. extra caution should be taken 
when driving tractors with narrow 
tread widths. for added stability 
you should adjust your rear wheel 
tread width, see page 4-52.

19. Before starting your tractor you 
should depress the clutch and 
make sure that all shift levers are 
in the neutral position and park-
ing brake is applied.

20. for your safety ROPS with a 
seat belt is recommended for all 
applications.

(1) tread

T66O106a T66O107a

NOTE
always use seat belt when the 
tractor is equipped with a ROPS 
and cAb. never use the seat 
belt when tractor is not equipped 
with a ROPS. (ROPS: roll-over 
protective structures)

•
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1-� ck3520 / ck4020 / ck4220

22. this cabin is not certif ied for 
chemical proof, never operate 
the tractor for chemical spray or 
in the air contaminated by any 
chemical or equivalent without 
approved personal safety equip; 
cartridge respiration/eye protec-
tion/gloves/etc.

T55O116a

RISK OF OvERTuRNINg

Tg2O103a

for your safety, tractors must be 
equipped with original safety belts.
In case of overturning, hold firmly the 
steering wheel e do not try to get 
off the seat until the tractor has come 
to a stop. if the doors are locked, 
leave the tractor through the duly in-
dicated emergency exits.

The safe working practices 
listed hereunder concerns 
only a few cases of overturn-
ing risk.
The list is therefore NOT com-
prehensive of all possible 
cases.

•

•

ImPORTANT
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1-�for safe operation

1

Tg2O104a

to avoid side overturning:
•  adjust the wheels to the maximum 

possible track width for the type of 
work you are doing.

•  lock both brake pedals together 
before driving on road.

•  reduce your speed according to 
work conditions. if the tractor is 
equipped with a front-end loader, 
carry the bucket and load as low as 
possible.

•  reduce your speed before making 
wide turns. do not let the tractor 
jump or bounce on rough terrains. 
You could lose control.

•  don't pull a load too heavy for 
your tractor. it could run away on 
the down slope or the tractor could 
jack-knife around a towed load. 

•  don't brake suddenly. apply 
brakes smoothly and gradually.

•  When going down a slope use the 
throttle to slow the tractor engine 
and use the same gear you would 
use to up the slope. shift into gear 
before you start downhill.

•  e n g a g e f o u r - w h e e l d r i v e ( i f 
equipped); this will give greater sta-
bility.

NEvER disengage the clutch 
or attempt to shift gear after 
you have started downhill.

•
wARNINg

•  always go up and down slopes fol-
lowing a straight upward or down-
ward line.

•  do not put any overloads on a front 
implement or a trailer. use suitable 
counter-weights to keep the tractor 
stable.

•  never use your tractor to round 
up farm animals.

Tg2O105a
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Tg2O106a

•  When operating near ditches and 
banks, always keep your tractor be-
hind the shear line. avoid ditches, 
embankments and r iver-banks 
which might cave in.

Tg2O107a

•  if you need cross a steep slope, 
do not steer uphill, but slow down 
and take a wide turn. always drive 
straight up or down a slope, never 
across it. When travelling up or 
down a slope, keep the heavy end 
of the tractor and the implement 
pointed uphill.

Tg2O108a

•  When driving across a slope with 
mounted implements, keep such 
implements on the uphill side. do 
not raise implements. keep them 
as low and near to the ground as 
possible.
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2. avoid accidental contact with gear 
shift levers while the engine is run-
ning. unexpected tractor move-
ments can result in bodily injury.

PREcAuTIONS duRINg OPERATION

T66O108aH11O109a

1. enter or leave the tractor leftward 
griping hand rail on a fender.

wARNINg
do not jump on or off the 
tractor. It may cause injuries. 
Always face the tractor, use 
the hand rails and steps, and 
get on or off slowly. maintain a 
minimum three point contact 
to avoid falling. (both hands on 
rails and one foot on the step, 
or one hand on the hand rail 
and both feet on the steps)

•

Tg2O109a

•  avoid crossing steep slopes if pos-
sible. if you must do so, avoid any 
holes or depressions on the down-
hill side. avoid any stumps, rocks, 
bumps or raised areas on the uphill 
side.
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4. do not operate your tractor in 
an enclosed building without the 
proper ventilation. inhaling carbon 
monoxide can cause serious injury 
or death.

T66O110a

5. make sure that all pressure lines 
are tight before starting the tractor.

6. pull only from the hitch. never 
hitch anything to the axle housing 
or any other point except the hitch. 
pulling from any other location 
only increase the risk of serious 
personal injury or death.

(1) height control hitch        (2) towing hook

Td2O110a

3. do not park your tractor on a steep 
incline, and remember to shut off 
the engine and p.t.o before dis-
mounting the tractor.

T66O109a
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  9. check for correct coupling be-
tween tow hook and trailer. see 
the towing attachments chapter.

10. use ballast weight as recom-
mended. never add more ballast 
to compensate a higher load than 
allowed. reduce load for safety.

H11O682a

11. a safety chain will help control 
drawn equipment should it be 
accidentally separated from the 
draw-bar while transporting. using 
the proper adaptor parts, attach 
the chain to the tractor draw-bar 
support or other specified anchor 
locations. provide only enough 
slack in the chain to permit turn-
ing. see your dealer for a chain 
with a strength rating equal to, or 
greater than the gross weight of 
the towed equipment. 

7. improper use of the draw-bar, even 
if correctly positioned, can cause a 
rear overturn.

8. do not overload an attachment 
or towed equipment. use proper 
counterweights to maintain tractor 
stability. hitch heavy loads to the 
draw-bar only.

M55O117a
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12. if the front of the tractor tends 
to rise up when heavy imple-
ments are attached to the three 
point hitch,  weights should be 
installed on the front of tractor. 
do not operate the tractor with a 
light front end.

T66O112a

13. always use the proper ballast 
weight on your tractor when us-
ing rear implements. 

14. Watch front and rear to avoid 
obstacles at row ends, near trees 
and around other obstructions.

T66O113a

15. do not leave implements and at-
tachments in the raised position 
when the vehicle is stopped or 
unattended.

16. When using implements or at-
tachments with your tractor you 
should first read their respective 
owner's manual. You should al-
ways keep their safe operation 
procedures in mind.

17. You should be familiar with your 
equipment and its limitations.

18. if abused or used incorrectly your 
tractor can become dangerous to 
you and bystanders. overload-
ing your tractor or using unsafe 
equipment can also be danger-
ous and should be avoided. 
refer to the "specifications of 
implement limitation", which out-
lines the maximum load for safe 
tractor operation.

wARNINg
drive carefully to avoid injury 
from penetration of objects 
from sides, because this ma-
chine does not comply to 
ROPS.

•
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19. driving forward out of a ditch or 
up steep inclines can cause the 
tractor to tip over backwards. to 
avoid this you should back out of 
these positions. four wheel drive 
tractors can give you a false 
sense of security in the tractors 
ability to maneuver out of these 
positions, so extra caution should 
be taken.

20. never try to get on or off a mov-
ing tractor.

T66O114a

21. When working in groups, always 
let the others know what you are 
going to do before you do it.

22. never "freewheel". disengaging 
the clutch or shifting into neutral 
while descending a slope as this 
could lead to a loss of control.

23. do not operate near ditches, 
holes, embankments, or other ter-
rain features which may collapse 
under the tractor's weight. the 
risk of tractor upset is even higher 
when the ground is loose or wet.

T66O115a

whEN dRIvINg ThE TRAcTOR

(1) Brake pedal (l)  (2) Brake pedal (r)
(3) Brake lock
(a) lock  (B) unlock

1. lock the brake pedals together 
when traveling at road speeds. 
Brake both wheels together or at 
the same time when making an 
emergency stop. uneven braking 
at road speeds could cause the 
tractor to tip over.

TE1O481a
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2. always slow the tractor before 
turning. turning at high speed may 
tip the tractor over 3 or cause a 
loss of control.

T66O118a

3. make sure that the slow moving 
vehicle (smv) sign is clean and 
visible. use hazard lights as re-
quired.

(1) smv emblem              

TE1O104a

  4. Observe all local traffic and safe-
ty regulations.

  5. turn the headl ights on. dim  
them when meeting another ve-
hicle.

  6. drive at speeds that allow you to 
maintain control at all times.

  7. do not apply the differential lock 
while traveling at road speeds. 
as the tractor may run out of 
control.

  8. avoid sudden movements of the 
steering wheel as this can cause 
a loss of control of the tractor. 
this risk is especially great when 
traveling at road speeds.

  9. do not operate an implement 
while the tractor is on the road. 
lock the three point hitch in the 
raised position.

10. When towing other equipment, 
use a safety chain and place an 
smv emblem on it as well.
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11. When driving the tractor after 
sunset, be sure to turn on the low 
speed indicator. (if equipped)

 otherwise, a collision can occur 
by poor visibility.

(1) low speed indicator

M55O107B

1. disengage the p.t.o, lower all 
implements, place all control le-
vers in the neutral position, set 
the parking brake, stop the engine  
and remove the key.

whEN PARKINg ThE TRAcTOR

T66O120a

(1) p.t.o shaft cover  (2) p.t.o shaft cap 
  

whEN OPERATINg ThE P.T.O

1. make sure the tractor is completely 
stopped, gears are in neutral and 
all moving components have com-
pletely stopped before connecting, 
disconnecting, adjusting, clean-
ing or servicing any p.t.o driven 
equipment.

2. keep the p.t.o shaft cover in place 
at all times. replace the p.t.o 
shaft cap when the shaft is not in 
use.

H23O121a
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3. Before installing or using p.t.o 
driven equipment, read the man-
ufacturer's manual and review the 
safety labels attached to the equip-
ment.

wARNINg
before driving an implement 
through the PTO, always make 
sure that all bystanders are 
well away from the tractor.
when using the PTO drive 
with a stationary tractor, al-
ways make sure that the gears 
are in neutral and that the 
parking brake is applied.
before starting up any PTO-
driven implement hitched to 
the three-point linkage, lift the 
implement to its full height 
and check that at least 1/4 of 
the total length of the tele-
scopic section of the drive 
shaft is engaged.

•

•

•

T66O122a

4. When operating stationary p.t.o 
driven equipment, always apply 
the tractor parking brake and place 
chocks behind and in front of the 
rear wheels. stay clear of all rotat-
ing parts.

5. do not attach a pto dirven imple-
ment i f the implements safety 
shields are damaged or not in 
place. rotating shafts are an en-
tanglement hazard.

wARNINg
Ensure that implements and 
attachments are properly in-
stalled and that the tractor and 
implement PTO RPm ratings 
match.

•
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(1) 3-point hitch lowering speed knob    
(a) fast  (B) sloW

whEN uSINg ThE 3-POINT hITch

1. use the 3-point hitch only with 
equipment designed for 3-point 
hitch usage.

2. When using a 3-point hitch mount-
ed implement, be sure to install the 
proper counterbalance weight on 
the front of the tractor.

3. When transporting on the road, 
set the implement lowering control 
in the "lock" position to hold the 
implement in the raised position.

te1o4c1a

in order to service your tractor you 
must park it on a flat level surface, set 
the parking brake, place the gear shift 
lever in neutral and stop the engine.
1. do not smoke while working around 

the battery or when refueling your 
tractor. Keep all sparks and flames 
away from the battery and fuel tank. 
the battery presents an explosive 
hazard because it gives off hydro-
gen and oxygen gas, especially 
when recharging.

SAFETy PREcAuTIONS duRINg SERvIcINg

T66O124a

2. allow the tractor time to cool off 
before servicing any part that may 
have become hot while the tractor 
was running.

3. You must always stop the engine be-
fore refueling the tractor. avoid over-
filling the tractor or spilling the fuel.

4. Before jump starting a dead bat-
tery, read and follow all of the in-
structions.

5. It is recommended to keep a first 
aid kit and fire extinguisher handy 
at all times.

T66O125a
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6. do not remove the radiator cap 
while the coolant is hot. When 
cool, slowly rotate the cap to the 
first stop and allow sufficient time 
for excess pressure to escape. 
after all the pressure is released 
remove the cap completely. if your 
tractor is equipped with a coolant 
recovery tank, add coolant there 
rather than to the radiator.

T66O126a M55O114a

7. if the tractor must be lifted for 
servicing, take it to a suitably 
equipped workshop.

8. carry out the following operations 
before any operation of the tractor: 
engage the four-wheel drive, the 
first gear and the parking brake 
and put chocks to the wheels 
touching the ground.

9. Before lifting the tractor, prevent it 
from swinging by means of wooden 
wedges applied to the front axle. 

10. Use floor jack of suitable capac-
ity and apply them at the centre 
of the front and rear axles while 
paying due attention to weight 
distribution.

11. no decals for the lifting point are 
applied on the tractor, as they 
would be, too difficult to apply in 
the available spaces and would 
be all too easily removed or ef-
faced during normal operation of 
the tractor. 

M55O115a
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apply the jack lift to the lifting 
points according to the type of 
operation and follow the safety 
procedures given before.

•
NOTE

12. When working with your trac-
tors electrical components you 
must first disconnect the battery 
cables.

13. to ensure that there are no acci-
dents from sparks you must first 
disconnect the negative battery 
cable.

T66O127a

14. tire mounting should be done by 
qualified professionals, with the 
proper equipment.

15. maintaining correct tire pressure 
is important for the life of your 
tires. 

 Do not inflate the tires above the 
recommended pressure specified 
in the owner’s manual.

16. securely support the tractor 
when changing wheels or the 
wheel tread width.

T66O128a
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(1) cardboard  (2) hydraulic line
(3) magnifying Glass

17. make sure that wheel bolts have 
been tightened to the specified 
torque.

18. leaking hydraulic fluid under 
pressure has sufficient force to 
penetrate skin, causing seri-
ous personal injury. Be sure to 
release all residual pressure. 
Before disconnecting hydraulic 
lines.

T66O129a

19. fluid leaking from pinholes may 
be invisible. do not use hands to 
search for suspected leaks; 

 use a piece of cardboard or 
wood, instead. use of safety 
goggles or other eye protection 
is also highly recommended. if 
injured by escaping fluid, see a 
medical doctor at once. This fluid 
can produce gangrene and/or 
severe allergic reaction.

T66O130a

 Before pressurizing to the hy-
draulic system, make sure that 
all connections are tight and that 
all line, pipes  and hoses are free 
of damage.
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20. keep environmental pollution in 
mind. When replacing coolant or 
oil, dispose properly.

 Be sure to observe all relevant 
regulations when you dispose of 
the engine oil, transmission oil, 
fuel, coolant, filters and battery.

T66O131a

1. never let anyone get in the loader 
and use the loader as a work-
bench. otherwise, it may lead to 
injury or even death.

SAFETy PREcAuTIONS whEN uSINg ThE lOAdER

H11O102a

2. do not stand under the lifted load-
er or get close to it.  also, lower 
the loader arm onto the ground be-
fore leaving the tractor. otherwise, 
it may lead to a fatal injury or even 
death.

H11O103a
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3. the loader can be turned over if a 
draw-bar is improperly loaded.

 make sure to use a draw-bar prop-
er for the 3-point hitch lower link. 
otherwise, it may lead to an injury 
or even death.

H11O104a

4. never carry a big object with the 
loader unless the correct imple-
ment is attached. keep a carried 
object low during driving. other-
wise, it may lead to an injury or 
even death.

H11O105a

5. When attaching or detaching the 
loader, fit parts which are con-
nected to the bucket and boom. 
the bucket or boom can be acci-
dentally dropped down, leading to 
an injury or even death.

H11O106a
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6. do not allow loader arms or attach-
ment to contact electrical power 
lines. electrocution will cause seri-
ous injury or death.

H11O107a

7. keep bystanders away. no riders.

H11O108a H11O107aC56O185a

ROPS (Roll Over Protective 
Structure), sun canopy are not 
a FOPS (Falling Object Protec-
tive Structure).

 It never can protect the riders 
against falling objects.

 Avoid driving the vehicle into 
a dangerous area such as fall-
ing rocks zone.
A cAbIN (field option) is a 
FOPS except ROPS and Sun 
canopy.

•

•

ImPORTANT
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ImPlEmENTS ANd ATTAchmENTS

WARNING
use exclusively front loader 
approved by the tractor's man-
ufacturer, with cE mark and 
parallelogram type. 
The installation and modifica-
tion of the tractor must be car-
ried out with the highest tech-
nical standards by specialised 
workshops with qualified per-
sonnel. Such workshops must 
be able to guarantee and at-
test the risk analysis provided 
for in the machinery directive 
2006/42/Ec concerning the 
foreseen and predictable use 
of the tractor with front loader, 
in order to carry out all re-
quired adaptations of the trac-
tor. 
use the front loader and all 
supplied equipment as pre-
scribed by the loader's opera-
tor manual.

•

•

•

Keep the loader's operation 
manual together with the trac-
tor's manual, always at hand 
in the storage compartment of 
the tractor. 
before driving or operation 
your tractor, it is mandatory 
to read this manual very care-
fully, with special attention to 
the chapter concerning safety 
rules.

•

•

ImPORTANT

WARNING
use of the front loader and of 
the tractor equipped with front 
loader, if not correctly carried 
out, and handling not secured 
loads constitute a serious dan-
ger for the operator and every-
one standing by, because of 
the danger of falling objects.

•

Tg2O110a
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•  three-point hitch and side mounted 

implements make a much larger 
arc when turning than towed equip-
ment. make certain to maintain 
enough clearance for safe turning. 

•  to use mounted, semi-mounted 
or towed equipment and trailers it 
is required to use exclusively ce 
marked implements, after reading 
their operation handbooks carefully, 
giving maximum attention to risks 
connected with their association to 
the tractor. 

•  implements must be hitched to the 
tractor by means of the three-point 
linkage. it is therefore necessary 
to check couplings for compatibility 
according to their classes.

  The implement has to be fitted with 
suitable supports in order to avoid 
tipping or accidental shifting dur-
ing hitching. always check three-
directional fastening to the tractor 
of the mounted or semi-mounted 
implement, to avoid dangerous 

swinging and shaking during trans-
port and work that could jeopardize 
the stability of the tractor implement 
assembly. 

•  the cardan shaft must be always 
ce-marked, provided with suit-
able guards and suitable to tractor-
implement coupling. follow all 
directions of the operation manual, 
concerning both the fastening ac-
cording to connection direction and 
safety rules to avoid rotation of 
protections (chains) and overlaying 
of the telescopic tubes. also keep 
articulation angles. 

WARNING
when a tractor with safety 
frame is equipped with a front 
loader, there is still a risk if the 
implement is improperly used. 
This risk is due to objects fall-
ing from above. The operator 
has no protection against this 
risk.

•

to reduce risks, the following precau-
tions should be used.
-  only use loader equipped with a 

load self-levelling system, i.e. of the 
parallelogram type.

-  only use specific implements for 
the operation to be performed. 
strictly follow the directions and 
warnings in the loader's operation 
manual.

-  use the machine and the imple-
ment with caution, drive on plane 
ground and avoid pits, excavations 
and ditches. do not turn, start or 
stop abruptly.

-  if a front loader is mounted, it is 
advisable to use a tractor with cab 
or with a 4-post frame with fops 
safety system. the loader installer 
should carefully analyze all risks 
and make all required adjustments.
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•  hitch loads to the drawbar only. 
towing or attaching to other loca-
tions may cause the tractor to over-
turn.

•  improper use of the drawbar, even 
if correctly positioned, can cause a 
rear overturn. 

•  do not overload an attachment 
or towed equipment. use proper 
counterweights to maintain tractor 
stability. hitch heavy loads to the 
drawbar only.

Tg2O111a

•  check for correct coupling between 
tow hook and trailer. see the tow-
ing attachments section. 

•  use bal last weight as recom-
mended. never add more ballast 
to compensate a higher load than 
allowed. reduce load. 

•  keep work surfaces and engine 
compartments c lean. • Before 
cleaning the machine, always lower 
implements to the ground, engage 
the first gear, engage the parking 
brake, turn the engine off and re-
move the key. 

•  Always use specific personal safety 
devices for each service operation. 

•  Clean steps, pedals and floor. Re-
move grease or oil. Brush away 
dust or mud. in winter, scrape away 
snow and ice. remember - slippery 
surfaces are dangerous. 

•  avoid using petrol, paraffin, paint 
thinner etc. when cleaning plastic 
parts, e.g.; console, instrument 
cluster, monitors and gauges etc. 
use onlY water, mild soap and 
a soft cloth when you clean these 
parts.using petrol, paraffin, paint 
thinner etc., will cause cracking 
or deformation of the part being 
cleaned. 

•  remove and put away any tools, 
buckets, chains and hooks.

clEANINg ThE TRAcTOR
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SAFETy dEcAl mAINTENANcE
dEcAl mOuNTINg lOcATION

T22O101B

TC220-영문-유럽,호주향-OM-01.indd   27 2018-01-15   오후 1:29:55



1-�� ck3520 / ck4020 / ck4220

T22O102B
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T22O103a

[ROPS]
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T22O104a
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dEScRIPTION

(1) part no.: t2555-52611

(4) part no.: t2555-52282

(2) part no.: t4938-53551 (3) part no.: t4938-52351

T2555-52282

WARNING 

Do not remove the radiator cap when the  
engine is running or while the engine is hot.  
If the radiator cap is removed, hot vapor or  
liquid may be violently released causing burns. 

Avoid flames and sparks. 

STOP engine while refueling 

ONLY use diesel. 
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WARNING 
Before starting and operating 

Start engine only from operators seat with 
transmission in neutral, PTO disengaged 
and hydraulic controls in lowered position. 
Slow down on turns, rough ground and 
slopes to avoid upset. 
Do not permit anyone but the operator 
to ride on the tractor, There is no safe 
place for riders. 
Lock brakes together, use warning lights
and SMV emblem while driving on roads. 

Lower equipment, place gear shift levers 
in neutral, stop engine and apply parking 
brake before leaving tractor seat. 

Avoid accidental contact with rear shift
lever while engine is running. Unexpected
tractor movement can result.

FAILURE TO FOLLOW ANY OF THE 
INSTRUCTIONS ABOVE CAN CAUSE 
SEROUS INJURY TO THE OPERATOR OR 
OTHER PERSONS.  

( Replacement manuals are available from your local dealer )
T2555-52141 

Know the operating and safety instructions 

Clear the area of bystanders.
Locate and know operation of controls. 
Fasten your seat belt. 

    in the operators manual and on the tractor.

(5) part no.: t2555-52141 (6) part no.: t4625-52351 (7) part no.: t2615-55112

WARNING 
Do NOT run an engine  
in an enclosed area. 
Exhaust fumes cause  
sickness or possible  
death.  
Do NOT touch a muffler  
with bare hands. 
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1-��for safe operation

1
(9) part no.: t2615-52131(8) part no.: t2555-52262

WARNING 

To prevent accident during  
operation: 
1. Implement that pulls or pushes  

objects should be attached only to the  
drawbar. 

2. Implements that are designed to use  
the 3-point hitch should only use the  
3-point hitch. 

To prevent severe and  
deadly injuries during  
P.T.O operation: 
1. All protective components should  

be in place. 

2. Do not let your hands, feet and  
clothes come near the implement. 

3. When disengaging an implement  
from the P.T.O, stop the engine  
in advance. When repairing or  
servicing the tractor or its part,  
depress the brake pedal to set the  
parking brake. Also, make sure to  
chock the wheels when parking  
on a hill. 

(10) part no.: t4555-52353

D A  N  G  E R
Improper operating of tractor can rollover
or upset
DO NOT operate vehicle without raised
ROPS and locking pins in position.
DO NOT attach ropes or chains to ROPS
for pulling.

Lower the ROPS for low clearance ONLY.

- NO protection is provided in lowered position.

RAISE ROPS and insert locking pin immediately
after low clearance use, or for transport
ALWAYS wear seat belt with ROPS in
raised position.
Failure to comply will result 
death or serious injury

- Seat belt is not recommended with ROPS lowered
- DO NOT fold ROPS with a canopy attached. 

T2555-52353

cAuTIONS FOR dEcAl mAIN-
TENANcE
safety decals are attached to the 
tractor for safe operation. make sure 
to follow the instruction on the decals 
as well as the following instruction: 

Keep the decals clean and in-
tact. If any decal is dirty, wash 
it with soap and dry with a soft 
cloth. 
Never use a solvent, such as 
thinner or acetone, since it 
can ruin the decals.
do not spray high-pressure wa-
ter directly onto the decal. The 
decal may fall off the tractor. 

•

•

•

cAuTION
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1-�� ck3520 / ck4020 / ck4220

If a decal is damaged or lost, 
contact your local dealer im-
mediately to install a new de-
cal.
make sure to attach the decal 
to the correct position cleanly 
without bubbles after cleaning 
its mounting surface.
If a decal is attached to a com-
ponent to be replaced, replace 
the decal as well.

•

•

•

ImPORTANT
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2-2 cK3520 / cK4020 / cK4220

(1) transmission number(1) Production serial number

this number is to identify the vehicle, 
and its plate is attached on the front 
right side of the front axle frame. 
this number is also printed on the 
bar code label which is located on 
the dash board cover on your right 
hand side. 

(1) engine serial number

Vehicle identification numBer
production serial numBer engine serial numBer transmission numBer

the transmission number is en-
graved on the inner side of the 4Wd 
shift rod of the left transmission case.

Engine identification plate is installed 
on the cylinder head cover. this 
number indicates the engine type, 
displacement, injection timing, and 
date of manufacture. 
the engine serial number is also 
stamped on the cylinder block behind 
the gear case.

TC2O203AT21O201A T21O202A
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2-�before oPeration

 date of Purchase 

 transmission number

 engine serial no: 

When in need of parts, be prepared 
to give your dealer both the tractor 
and engine serial numbers.
Fill in the following fields so that the 
production and engine serial num-
bers can be provided immediately 
when service is needed:

 tractor serial no:

(To be filled in by purchaser)

Various oils and fluids are used in this 
tractor for operation, lubrication, cool-
ing, and anti-corrosion of various parts. 
If oil or fluid is insufficient, contaminated 
or degraded, it can cause poor perfor-
mance, incorrect operation, and seized 
parts of the tractor, leading to malfunc-
tion. 
regularly add or change the fluid 
specified on the right to keep the trac-
tor in good condition.

essential replacement parts
oils and fluids

H11O204A

no. item Specification Capacity [L (U.S.gal.)]

1 engine oil
tier2 or 3 (Without dPf) - aPi ch grade above 
tier4 (With dPf) - aPi cJ grade above
sae 10W30, 10W40, 15W40

cK3520/4020: 5.5 (1.45)
cK4220: 6.0 (1.6)

2 transmission 
fluid

daedong : utf55 or
s h e l l : donax-td, 
Exxonmobil: Mobilfluid 424
 exxon hydraul 560
b P : tractran uth

22.0 (5.8)

3 grease sae multi purpose type grease as needed

4 coolant
(engine only)

fresh clean water with ethylene glycol 
(50:50)

cK3520/4020: 3.0 (0.79)
cK4220: 3.4 (0.89)
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2-� cK3520 / cK4020 / cK4220

H11O206A

belts, hoses and boots, which are 
made of rubber, get weakened and 
cracked as they age. if these parts 
are kept left in this state, they can be 
broken off, leading to a serious prob-
lem in the tractor. therefore, regu-
larly check or replace those items to 
prevent the failure. 

the battery condition is very impor-
tant for engine start performance 
especially in winter. therefore, make 
sure to check its condition daily to 
prevent its discharge. also, check its 
service life and electrolyte condition 
regularly.

H11O207A

filters Belts and ruBBer parts other components

H11O205A-1

filters for the engine, transmission, air 
cleaner, and a/c are consumables that 
purify oil and air. make sure to replace 
the these items when changing oil.

no. p/n item Qty

1 e6201-32443 Engine oil filter 1

2 t2185-38031 Hydraulic filter 1

3 e7230-11081 air cleaner 1

4 f6800-16411 Fuel filter 1

no. p/n item Qty

1 e6857-72531 fan belt 1

no. p/n item Qty

1 gb 80ah , 12V battery 1
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cK3520 / cK4020 / cK42203-�

SpecificationS
external.DimenSionS

※ a1: overall length including weight 
 a2: overall length excluding weight
   E1: front wheel tread 
 E2: rear wheel tread

H11O302A

item cK4020c
cK4220c.

cK4220cH

  1. overall length (a1) 3,260 (128.3)

  2. overall length (a2) 3,070 (120.9)

  3. overall width (b) 1,385 (54.5)

  4. overall height (c) 2,350 (92.5) 2,315 (91.1)

  5. Wheel base (d) 1,670 (65.7)

  6. tread (E1) 1,125 (44.3) 1,225 (48.2)

  7. tread (E2) 1,102 (43.4) 1,210 (47.6)

  8. Ground clearance (f) 340 (13.4)

mm (in.)

B
C

  

D
A2

F

A1 

E 2E 1

※ note:  these dimensions are measured with the standard 
tires (aG) installed to the cabin model tractor.
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spEcifications

3

3-3

※ a1: overall length including weight 
 a2: overall length excluding weight
   E1: front wheel tread 
 E2: rear wheel tread

※ note:  these dimensions are measured with the standard 
tires (aG) installed to the rops model tractor.

TD2O103A

mm (in.)

item
cK3520
cK4020

cK3520D
cK4020D

cK4220

1. overall length (a1) 3,260 (128.3)

2. overall length (a2) 3,070 (120.9)

3. overall width (b) 1,385 (54.5)

4. overall height (c) 2,500 (98.4) 2,111 (83.1) 2,500 (98.4)

5. Wheel base (d) 1,670 (65.7)

6. tread (E1) 1,125 (44.3) 1,225 (48.2)

7. tread (E2) 1,102 (43.4) 1,210 (47.6)

8. Ground clearance (f) 340 (13.4)
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cK3520 / cK4020 / cK42203-�

major.SpecificationS
[cabin]

item
model

cK3520c cK4020c cK4220c cK4220cH

Engine

model 3b183lWm-E1 3b183lWm-E 3b183lWm-a 3b183lWm-a

no. of cylinders 3

total displacement cc (cu) 1,826 (111.4)

bore and stroke mm (in.) 87 × 102.4 (3.4 x 4.03)

Engine gross power                   kW (hp) 26.1 (35) 28.3 (38)

rated revolution rpm 2,600

capacity

fuel tank l (U.s gal) 34.0 (8.98)

Transmission fluid l (U.s gal) 22.0 (5.8)
coolant  
(Engine only) l (U.s gal) 3.0 (0.79) 3.4 (0.89)

Engine oil                          l (U.s gal) 5.5 (1.45) 6.0 (1.6)

front axle oil                    l (U.s gal) 6.0 (1.6)

driving 
system

clutch dry single n/a

transmission

shuttle shift synchro shuttle hst

main shift type synchromesh / 4 speed -

range shift type constant mesh / 3 speed

no. of speeds f12 × r12 3

TC220-영문-유럽,호주향-OM-03.indd   4 2018-01-08   오전 8:57:37



spEcifications

3

3-�

item
model

cK3520c cK4020c cK4220c cK4220cH

driving 
system

Ground speed (tire for agri-
cultural)               Km/h (mph)

forward 1.65 ~ 24.18 (1.03 ~ 15.02) 0 ~ 24.71 (0 ~ 15.35)

reverse 1.61 ~ 23.56 (1.00 ~ 14.63) 0 ~ 14.82 (0 ~ 9.21)

4Wd (front Wheel drive) manual

brake Wet disc type

differential lock rear standard

tires

agricultural
front 7-16

rear 11.2-24

turf 
front 27 x 8.5-15

rear 41 x 14-20

industrial
front 25 x 8.5-14

rear 15-19.5

hy-
draulic 
system

pump capacity l/min. (gpm) 42.9 (11.3) [main: 26 (6.9) /  power steering: 16.9 (4.5)]

steering hydrostatic power steering

hydraulic lift control position control

3-point hitch category 1

max. lifting capacity    kg.f (lbs.)
at lift point 1,030 (2,270) 

at 24 in.behind lift point 740 (1,631)

no. of external hydraulic valves 1 (4 port)
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cK3520 / cK4020 / cK42203-�

item
model

cK3520c cK4020c cK4220c cK4220cH

p
t
o

rear

type independent
pto shaft 1 - 3/8" 6 splines

speed rpm
1st 540 540 540 540
2nd 750 750 - -

min. turning radius  
(With one rear wheel braked) mm(in.) 2,450 (96.46)

Weight (with cabin) kg.f(lbs.) 1,514 (3,338) 1,506 (3,320) 1,513 (3,336)
max. drawbar vertical load kg.f(lbs.) 650 (1,433)
max. trailer loading weight kg.f(lbs.) 3,000 (6,614)

Equipment 
for conve-
nience 

room mirror option option standard standard
7 pin socket option
beacon option
stereo option
rear Window Wiper standard standard option option
rear Window hot-Wire - - option standard
front Grille Guard option
hst cruise - - - option
U-type drawbar option
lower link (telescope) option
lift rod (GEar) option
fuel heater option

※ Note: The specifications are subject to change without notice.
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[ropS]

item
model

cK3520 cK4020 cK4220 cK3520D cK4020D

Engine

model 3b183lWm-E1 3b183lWm-E 3b183lWm-a 3b183lWm-E1 3b183lWm-E

no. of cylinders 3

total displacement cc (cu) 1,826 (111.4)

bore and stroke mm (in.) 87 × 102.4 (3.4 x 4.03)

Engine gross power                   kW (hp) 26.1 (35) 28.3 (38) 28.3 (38) 26.1 (35) 28.3 (38)

rated revolution rpm 2,600

capacity

fuel tank l (U.s gal) 34.0 (8.98)

Transmission fluid l (U.s gal) 22.0 (5.8)
coolant  
(Engine only) l (U.s gal) 3.0 (0.79) 3.4 (0.89) 3.0 (0.79)

Engine oil                          l (U.s gal) 5.5 (1.45) 6.0 (1.6) 5.5 (1.45)

front axle oil                    l (U.s gal) 6.0 (1.6)

driving 
system

clutch dry single

transmission

shuttle shift synchro shuttle

main shift type synchromesh / 4 speed

range shift type constant mesh / 3 speed

no. of speeds f12 × r12
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item
model

cK3520 cK4020 cK4220 cK3520D cK4020D

driving 
system

Ground speed (tire for agri-
cultural)               Km/h (mph)

forward 1.65 ~ 24.18 (1.03 ~ 15.02)

reverse 1.61 ~ 23.56 (1.00 ~ 14.63)

4Wd (front Wheel drive) manual

brake Wet disc type

differential lock rear standard

tires

agricultural
front 7-16

rear 11.2-24

turf 
front 27 x 8.5-15

rear 41 x 14-20

industrial
front 25 x 8.5-14

rear 15-19.5

hy-
draulic 
system

pump capacity l/min. (gpm) 42.9 (11.3) [main: 26 (6.9) /  power steering: 16.9 (4.5)]

steering hydrostatic power steering

hydraulic lift control position control position & draft control

3-point hitch category 1

max. lifting capacity    kg.f (lbs.)
at lift point 1,030 (2,270) 

at 24 in.behind lift point 740 (1,631)

no. of external hydraulic valves 1 (4 port)

TC220-영문-유럽,호주향-OM-03.indd   8 2018-01-08   오전 8:57:38



spEcifications

3

3-�

※ Note: The specifications are subject to change without notice.

item
model

cK3520 cK4020 cK4220 cK3520D cK4020D

p
t
o

rear

type independent

pto shaft 1 - 3/8" 6 splines

speed rpm
1st 540 540 540 540 540

2nd 750 750 - 750 750
min. turning radius  
(With one rear wheel braked) mm(in.) 2,450 (96.46)

Weight (with cabin) kg.f(lbs.) 1,314 (2,897) 1,290 (2,844) 1,365 (3,009)

max. drawbar vertical load kg.f(lbs.) 650 (1,433)

max. trailer loading weight kg.f(lbs.) 3,000 (6,614)

Equipment 
for conve-
nience 

7 pin socket standard standard option standard standard

beacon option

sun canopy option

front Grille Guard option

tool box option option - option option

swing drawbar option option - option option

U-type drawbar - - option - -
lift rod (GEar) option

fuel heater option
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noiSe.levelS.aS.perceiveD.by.tHe.operator

the following tables give the noise level values, measured from the driver’s seat in instantaneous conditions in compli-
ance with standards no.1322/2014(rvcr) annexxiii and when driving by in compliance with standard 2015/96(rEp-
pr) annexiii.

※ note: data supplied by the manufacturer, approval values pending.

item tractors.with.cabin

regulation (eU).2015/96(reppr).annexiii
(eU).2015/96(reppr).annexiii

(Stationary)
(eU)no.1322/2014(rvcr).an-

nexxiii.(internal)
permissible.
sound.level

max 84.3db(a) max 86.4db(a) max 83.7db(a)
annex ii (less than 86db(a))
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vibration.levelS.of.tHe.tractor.expoSition.to.vibrationS

in accordance to EU directive 78/764/Ec the following table shows vibration levels measured on seats, in aws.

* aws = correct weighted value of the vibration acceleration (m/s²)

operator's.vibration.level

Seat.type
Directive.of.the.european.

parliament.and.of.the.council
light-weight.operator Heavy-weight.operator

W08sss 78/764/EEc 0.83 m/s² 0.75 m/s²

Warning
the.vibration.level.transmitted.to.the.body.as.a.whole.depend.on.different.parameters,.some.of.them.relat-
ing to the machine, others to the terrain and many specific for the operator. The prevailing parameters are 
the.type.of.terrain.or.work.surface.and.the.ground.speed.
vibrations.cause.discomfort.for.the.operator.and.in.some.cases.put.his/her.health.and.safety.at.risk..
make.sure.that.the.tractor.is.in.good.condition.and.that.all.routine.servicing.is.correctly.and.regularly.car-
ried.out.
check.tire.pressure.and.the.steering.and.braking.systems.
check.that.the.operator's.seat.and.adjustment.systems.are.in.good.condition,.then.adjust.the.seat.to.the.
operator's.weight.and.size.

•

•
•

•
•

important
More information on Whole Body Vibration (WBV) on agricultural tractors can be found in more specific 
publications.and.the.relative.risks.can.be.taken.into.account.following.the.laws.of.the.country..in.order.to.
correctly estimate statistical values based on your daily work on the tractor, a specific measure instrument 
is.required,.such.a.three-axis.accelerometer.applied.to.the.seat.

•
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Driving.SpeeD.table

[manUal] Km/h (mph)

tire.Size 11.2-24.4pr.(agricultural.tire)

fWd

low 
speed

1 1.65 (1.02)

rEv

low 
speed

1 1.61 (1.00)

2 2.12 (1.32) 2 2.06 (1.28)

3 2.68 (1.67) 3 2.61 (1.62)

4 3.37 (2.09) 4 3.28 (2.04)

medium 
speed

1 5.22 (3.24)

medium 
speed

1 5.08 (3.16)

2 6.70 (4.16) 2 6.52 (4.05)

3 8.47 (5.26) 3 8.25 (5.13)

4 10.64 (6.61) 4 10.37 (6.44)

high 
speed

1 12.26 (7.62)

high 
speed

1 11.95 (7.43)

2 15.74 (9.78) 2 15.33 (9.53)

3 19.91 (12.37) 3 19.39 (12.05)

4 25.00 (15.53) 4 24.36 (15.14)

※ these speed values are based on the technical design and can be different from the actual values. 
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Km/h (mph)[HSt]

※ these speed values are based on the technical design and can be different from the actual values. 

range.shift
tire.size.11.2-24.(ag)

forward reverse

low speed 6.3 (3.91) 4.4 (2.73)

medium speed 12.2 (7.58) 8.6 (5.34)

high speed 24.3 (15.10) 16.7 (10.38)
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implement.limitationS
StanDarD.implement.DimenSionS

this Kioti tractor has been thoroughly tested for proper performance with implements sold or approved by Kioti. Use 
with implements which are not sold or approved by Kioti and which exceed the maximum specifications listed below, 
or which are otherwise unfit for use with this Kioti tractor may result in malfunctions or failures to the tractor, damage 
to other property and injury to the operator or others. [Any malfunctions or failures to the tractor resulting from use with 
improper implements are not covered by the warranty.]

item
model

tread.(max..width) lifting.capacity.max..
loading.weight.W0

(24.in..aft.of.hitch)front rear

cK3520 / cK4020 1,125 mm (44.3 in.) 1,102 mm (43.4 in.)
740 (1,631lbs.)

cK4220 1,225 mm (48.2 in.) 1,210 mm (47.6 in.)
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note : implement size may vary depending on soil operating conditions.

item
model

Actual figures trailer.loading.weight
W3..

max..capacity
implement weight W1 and /

or size max. drawbar load W2

all as in the following list  
(shown on the next page) 650 kg (1,433 lbs.) 3,000 kg (6,614 lbs.)

lifting capacity max. loading weight .............the max. allowable load which can be put on the 24 in. aft of hitch : W0

implement weight ..........................................the implement's weight which can be put on the lower link : W1

max. drawbar load .........................................W2

trailer loading weight ....................................the max. loading weight for trailer (without trailer's weight) : W3

S42O301A
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implement Description cK3520./.cK4020./.cK4220 remarks

1. loader max. bucket width 1,676 (66.0)

2. backhoe with sub frame max. digging depth 2,280 (89.8) do not use 3 point hitch backhoe

3. tiller max. width 1,656 (65.2)

4. box blade max. width 2,133 (84.0)

5. rear blade max. width 2,133 (84.0)

6. rotary cutter max. width 1,650 (65.0)

7. Grooming mower max. width 1,828 (72.0)

8. aerator max. width 1,828 (72.0)

9. landscape rakes max. width 2,133 (84.0)

note. : this is a sample of attachments commonly used. before purchasing or using any attachment on a DaeDong 
product, please review the specifications to determine if it is a compatible product. Damages or failures due to 
improper use of compatibility issue will not be covered by warranty. if you have questions concerning product 
compatibility or warranty, please consult with your local DaeDong dealer.

mm (in.)
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4-�function description and operating tips

exterior view

(1) work lamp
(2) wiper
(3) rearview Mirror
(4) turn signal lamp

(5) door handle
(6) step
(7) bonnet
(8) head lamp

  (9) top link
(10) lift rod
(11) lower link 
(12) drawbar

(13) check link
(14) brake lamp

5

3

1

2

1

8 9

74

6

1113

12

10

5

3

1

2

1

8 9

74

6

1113

1414

12

10

t22O418a
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4-4 cK3520 / cK4020 / cK4220

(1) seat
(2) steering wheel
(3) fuel filler port
(4) bonnet

(5) headlamp
(6) rops
(7) turn signal lamp
(8) rear work lamp

  (9) top link
(10) oil dipstick
(11) pto shaft 
(12) lift rod

(13) lower link
(14) check link
(15) rear view Mirror
(16) beacon lamp

7

1

6 17

2 4
316 8 10 119

12 14 13 12

5

7

1

6 16

2 4
315 8 10 119

12 14 13 12

5

tc2O401B

[rops]
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4-�function description and operating tips

switches
mounting location

(1) combination switch
(2) hazard warning flasher switch
(3) Key switch
(4) pto auto/manual switch

1

2

3

1

2

3

44

t22O401a

manual
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4-� cK3520 / cK4020 / cK4220

1 2

3

1 2

3

44

tc2O492a

(1) combination switch
(2) hazard warning flasher switch
(3) Key switch
(4) speed cruise control switch 

hst
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4-�function description and operating tips

Key switch

(1) Key switch               
(b) off  (c) acc
(d) on (e) start 

 start (e)
the position "e" indicates "start." in 
order to start the engine, depress the 
clutch pedal and turn the pto switch 
off. as soon as the engine is started, 
release the key then the key will re-
turn to the position "d."

 oFF (b)
when the key switch is in the posi-
tion "b," the engine and all electrical 
devices in the vehicle are turned off. 
However, flasher lights and turn sig-
nal lights can be operated along with 
their indication lamps on the dash 
board.

 acc (c)
when the key switch is turned to the 
position "c," the flasher lights and 
turn signal lights can be operated. 

 on (d)
the position "d" indicates the "on " 
position. as soon as the key switch 
is turned to this position, the oil 
pressure warning lamp and battery 
charge warning lamp come on (these 
turn off after the engine is started) 
and the automatic preheating func-
tion is activated.
the automatic preheating operation 
is informed by illumination of the 
preheat indicator on the instrument 
cluster. in cold weather, preheat the 
engine sufficiently until the preheat 
indicator goes off (approx. 9 sec-
onds).

tc2O404d
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4-� cK3520 / cK4020 / cK4220

combination switch

the combination switch consists of 
the headlamp, turn signal lamp and 
horn switches. its function by its po-
sition is as follows:

(1) turn signal lamp switch  
(2) headlamp switch
(3) horn switch

(1) headlamp switch
(a) off  (b) low beam on
(c) high beam on

headlamp switch

the headlamp switch can be oper-
ated only while the key switch is in 
“on ” position. turning the headlamp 
switch clockwise one click will illumi-
nate the low beam headlamps while 
turning it one more click will illumi-
nate the high beam headlamps. 

stop the engine immediately 
if the oil pressure warning 
lamp does not go off after the 
engine is started. the engine 
may be severely damaged.
if the battery charge warn-
ing lamp does not go off after 
the engine is started, check 
the electrical systems, such 
as the alternator, for damage. 
continuing to use the engine 
under this condition can dis-
charge the battery or damage 
other electrical devices.

•

•

caution

the ignition key is not directional 
and can be inserted in any direc-
tion. also, be careful not to leave 
the tractor unattended with the key 
in the tractor.
the horn, turn signal lamp and 
hazard lamp can be operated with-
out the key inserted.

note

3

1

2

3

1

2

tc2O405c

A

1

A

BB

CC

1

tc2O406c

switches Functions

off headlamp and tail light off

low beam and tail light on

high beam and tail light on

turn signal lamp on
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4-�function description and operating tips

(1) turn signal light switch
(a) right turn   (b) left turn

the turn signal lights are used when 
turning the vehicle left or right. pull-
ing the lever up blinks the right turn 
signal light while pushing the lever 
down blinks the left turn signal light. 

turn signal light switch

(1) horn switch
(a) press

the horn switch can be operated 
without the key inserted. pressing 
this switch sounds the horn.

horn switch

driving with high beam head-
lamp on disturbs the ap-
proaching vehicle’s visibility 
for safe driving. use the high 
beam headlamps only if nec-
essary.

•
warning

the turn signal light lever is not a 
self-return type. therefore, make 
sure to return the lever manually 
after turning the vehicle.
the turn signal lights can be oper-
ated without the key inserted.

note

1

C

1

AA

BB

tc2O407c

1

C

1

AA

tc2O408c
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4-10 cK3520 / cK4020 / cK4220

if the hazard lamp is turned on 
for an extended period of time 
while the engine is stopped, 
the battery can be discharged. 
therefore, use them only in 
emergency.
the hazard lamp can be oper-
ated without the key inserted.

•

•

caution

this switch can be used to warn 
other vehicles when malfunction oc-
curs in the tractor while driving on a 
public road. pressing this switch up 
blinks the hazard lamp and returning 
it turns off the lamp. the turn signal 
lights cannot be operated while this 
switch is pressed up to operate the 
hazard lamps. 

hazard warning Flasher switch

(1) hazard warning flasher switch
(a) on   (b) off

11

AA

BB

tc2O410c

to activate the cruise control func-
tion, set the desired speed and press 
the switch to the “on” position. 
depress the hst pedal to increase 
the driving speed in order to acceler-
ate at a constant speed. to deacti-
vate the cruise function, depress the 
brake pedal or press the switch to 
the “off” position.
the cruise function is not activated 
during reverse. 

11

AA

BB

(1) speed cruise control switch
(a) on   (b) off

tc2O493a

speed cruise control 
switch (hst)

TC220-영문-유럽,호주향-OM-04.indd   10 2018-02-07   오전 10:39:20



4

4-11function description and operating tips

never use the cruise control 
function on a public or bumpy 
road or during turning. 
apply the left and right brake 
pedals before activating the 
cruise control function.

•

•

warning

(1) pto switch

PRESSING

TURNS

11

PRESSING

TURNS

t22O407a

pto switch (on / oFF)

the pto switch is used to supply 
power from the tractor to the imple-
ment. 
Make sure to put this switch into the 
“off” position before starting the en-
gine. otherwise, the engine cannot 
be started. 
the rear pto rotates at 540 rpm 
when the engine speed is approx. 
2,400 rpm. 
to activate the pto, press and turn 
the switch clockwise. to deactivate it, 
press the switch once.

caution
to avoid personal injury and ac-
cident:

before d isassembl ing or 
cleaning the pto system, 
make sure that the pto switch 
is in the “oFF” position, the 
engine is stopped, and all 
parts are stopped.
always keep the pto driving 
part clean. also, check the 
pto cover is closed while pto 
is in operation.
disengage the pto while driv-
ing the tractor on the public 
road.
be careful not to get your 
hand, foot, cloth, or hair into 
any driving part while the pto 
is in operation. you can be se-
verely injured.

make sure that no one is around 
the tractor and implement while 
the pto is in operation.

•

•

•

•
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4-12 cK3520 / cK4020 / cK4220

the pto selection switch is used 
to switch between the automatic 
operation and manual operation of 
the pto.  the pto switches can be 
used as follows:
1. pto automatic operation
 when the pto selection switch is 

set in the automatic position, lifting 
the hydraulic lift arm (or an imple-
ment) to given height automatically 
disengages the pto.

pto selection switch

(1) pto selection switch

t22O408a

2. pto manual operation
  when the pto selection switch 

is set in the manual position, the 
pto is kept engaged regardless 
of the lifting height of the lift arm 
(implement).

important
to avoid a shock applied to 
the pto shaft due to abrupt 
operation, increase the engine 
speed slowly after lowering 
the engine speed and engag-
ing the pto.

•

note
the mark "

540

" on the speed-
ometer in the instrument cluster 
indicates 540 rpm of the pto.

•
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4-1�function description and operating tips

instrument cluster
instrument cluster Features

symbols on the instrument panel come on when the key switch is turned to the “on” position. 

20 21 2213

1 92 3 4

10 11 12 13 14 15 17

5 6 7 81 92 3 4

1020 21 2323 2218 1911 12 13 14 15 17

5 6 7 8

1618 19 16

CEL

N

CRUISE
PTO

LINKED
PEDAL

tc2O415e

  (1) fuel gauge
  (2) water-in-fuel warning lamp
  (3) neutral indicator
  (4) turn signal lamp (lh)
  (5) tachometer
  (6) turn signal lamp (rh)
  (7)  dpf regeneration underway lamp  

(if applicable)
  (8)  dpf regeneration warning lamp  

(if applicable)
  (9) coolant temperature gauge
(10) pto indicator
(11) single brake light
(12) hourmeter
(13) engine oil pressure warning lamp
(14) battery charge warning lamp
(15) parking brake lamp
(16) preheat indicator
(17) engine check lamp
(18) fuel level warning lamp
(19) coolant temperature warning lamp
(20) linked pedal lamp (if equipped)
(21) cruise pto lamp (if applicable)
(22) hst cruise lamp (if equipped)
(23) quick turn lamp (if applicable)
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4-14 cK3520 / cK4020 / cK4220

tachometer/hourmeter pto speed Fuel gauge

(1) tachometer  (2) hourmeter

the tachometer indicates the engine 
rpm. 
the hour meter indicates the total 
run hours of the tractor in 6 digits. 
the last digit represents 1 hour. 
the hourmeter does not operate if 
the engine is stopped even if the key 
switch is in the "on" position.

(1) 540 rpm

it indicates the engine rpm that can 
drive 540 rpm of the pto speed. for 
speedy and effective work, adjust the 
work load so that the engine rpm is 
close to this mark “

540

”.

(1) fuel gauge
     e: empty    f: full

this gauge indicates the remain-
ing fuel level after the key switch is 
turned to the “on” position. 
 • F: Fuel is fully filled.
 • e: replenish the fuel tank.
if driving is continued with the nee-
dle below the position “e,” air may 
enter the fuel supply system. in this 
case, “bleed” the system. (for de-
tailed instructions, refer to “bleeding 
fuel system” in the chapter “Mainte-
nance”)

tc2O418Btc2O416c tc2O417d
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4-1�function description and operating tips

engine coolant temperature gauge

this gauge indicates the coolant 
temperature after the key switch is 
turned to the “on” position. 
 • c: coolant is cold.
 • h: coolant is hot.
when the pointer is in the zone “h" 
during driving, it means that the en-
gine is overheated. decrease work 
load immediately.

(1) coolant temperature gauge
(2) normal operating range
 c: cold       h: hot

add fuel immediately when 
the fuel level warning lamp on 
the instrument cluster comes 
on.

•
warning

Make sure to use only genuine fuel 
as the engine can be damaged if 
unqualified fuel is used.
use fuel for winter season in cold 
weather to start the engine easier. 
the gauge needle can move on a 
hill as fuel slopes in the tank. 

note

make sure to control the work 
load so that the needle is not 
in the red zone.
if the needle stays in the red 
zone, do not stop the engine 
immediately. instead, reduce 
the work load to cool down 
the engine before stopping the 
engine.
make sure to keep the front 
grill clean so that air is sucked 
through it freely for fast cool-
ing.

•

•

•

caution

tc2O419B
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4-1� cK3520 / cK4020 / cK4220

water-in-Fuel warning lamp turn signal lamp pto indicator

when a certain amount of water (ap-
prox. 45 cc) is accumulated in the 
fuel filter, the warning buzzer sounds. 
in this case, stop the engine imme-
diately and drain water from the fuel 
filter.

operating the turn signal lamp switch 
left and right turns on the corre-
sponding lamp in green. 

this indicator shows the pto en-
gagement condition. when the pto 
is engaged, this indicator comes on. 
when the pto clutch is disengaged, 
this indicator goes off.

set the pto switch to the 
“oFF” position in order to 
start the engine.

•
caution

tc2O430c tc2O431c tc2O437c
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4-1�function description and operating tips

single braKe light engine oil pressure 
warning lamp

tc2O439B

this lamp indicates the single brake 
condition. this comes on when the 
brake pedal interlock is released.

(1) brake pedal interlock

if driving with the brake pedal 
inter lock re leased (using 
single brake) on a road or at 
a high speed, it can lead to a 
rollover. Follow the instruc-
tion.
if the single brake light is il-
luminated on the instrument 
cluster, the brake pedals are 
disconnected so either brake 
pedal can be used.
in a normal operating condi-
tion, keep the interlock to the 
lock position.

•

•

•

important

this lamp comes on when the en-
gine oil pressure or oil level is low.
this lamp is turned on when the key 
switch is turned on before starting 
the engine but turned off after start-
ing the engine. if this lamp comes 
on while driving, stop the engine im-
mediately and check the engine oil 
level.
if this lamp comes on even with the 
specified engine oil level, have the 
tractor checked by your local dealer 
or workshop immediately.

tc2O438c tc2O425c
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4-1� cK3520 / cK4020 / cK4220

battery charge warning lamp

if the oil level is below the 
specified range, the engine 
can stall.
the engine can be severely 
damaged if driving or operat-
ing the tractor with the engine 
oil warning lamp on.

•

•

caution

this lamp is turned on when the key 
switch is turned to the on position 
before starting the engine, but it is 
turned off as soon as the engine is 
started.

if this warning lamp comes 
on while driving, the charging 
system, such as the alternator, 
is malfunctioning. therefore, 
turn off all electrical devices 
and have the tractor checked 
by your local dealer or work-
shop as soon as possible.

•
caution

tc2O426c
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parKing braKe lamp preheat indicator

when the parking brake is applied, 
the lamp comes on. 

if this indicator is on even 
with the parking brake re-
l e a s e d , h a v e t h e t r a c t o r 
checked by your local dealer 
or workshop immediately.

•
caution

this indicates the operating condition 
of the preheat system. this indica-
tor comes on for approx. 8 seconds 
when the key switch is turned to the 
“on” position. in case of the basic 
model, this indicator comes on when 
the key is held in the “pre-heat” 
position by an operator. 

tc2O427c tc2O428B tc2O491a

the lamp comes on when the syn-
chronization switch or lever is con-
nected.

linKed pedal lamp (iF 
equipped)
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4-20 cK3520 / cK4020 / cK4220

hst cruise lamp (iF 
equipped)

tc2O466a

to activate the cruise control function, 
set the desired speed and press the 
switch to the “on” position.
in this case, the hst cruise lamp comes 
on the cluster meter.
depress the hst pedal to increase the 
driving speed in order to accelerate at a 
constant speed. to deactivate the cruise 
function, depress the brake pedal or 
press the switch to the “off” position.
the cruise function is not activated dur-
ing reverse. 
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controls

(1) hand throttle lever
(2) shuttle lever
(3) clutch pedal
(4) brake pedal (lh)
(5) brake pedal (rh)
(6) accelerator pedal
(7) position control lever
(8) Main shift lever
(9) range shift lever

(10) joystick lever
(11) tilt lever
(12) parking brake pedal
(13) double acting lever
(14) pto Main switch
(15) parking brake pedal

2

3

7

1

4 5
6

8

14

9

10

13

11

12

2

3

7

1

4 5
6

8

14

9

10

13

11

12

t22O402a

manual

tc2O456a

eu only
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4-22 cK3520 / cK4020 / cK4220

(1) hand throttle lever
(2) parking brake lever
(3) brake pedal
(4) range shift lever
(5) position control lever
(6) pto shift lever
(7) double acting lever
(8) hst reverse driving pedal

 (9) hst forward driving pedal
(10) tilt lever
(11) linked pedal lever

1

10 9

6

3
5

8

7

2

4

1

10 9

6

3

1111

5

8

7

2

4

tc2O413c

hst
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four speeds can be selected by 
moving this main shift lever in “h” 
shaped path. as the gears are a syn-
chromesh type, gear shifting is pos-
sible with the clutch pedal depressed 
during driving. 
in total, 12 forward driving speeds 
and 12 reverse driving speeds are 
provided by combination of the main 
shift lever (4 speeds), range shift le-
ver (3 speeds) and shuttle shift lever.

(1) range shift lever

high, mid and low speeds can be se-
lected by the range shift lever. Make 
sure to shift the range shift lever after 
the tractor is completely stopped by 
depressing the clutch pedal.
if the lever is not moved freely or 
makes abnormal noise, put the lever 
into the neutral position, engage and 
disengage the clutch, and then try to 
shift the lever.

range shiFt lever

(1) Main shift lever

main shiFt lever

before moving the shuttle 
shift lever, stop the vehicle 
completely. otherwise, abrupt 
direction change can cause an 
injury and shorten the service 
life of the transmission.

•
caution

tc2O453a tc2O454a

tc2O455a

manual

hst

manual
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4-24 cK3520 / cK4020 / cK4220

shuttle shiFt lever

(1) shuttle shift lever
f: forward driving  r: reverse driving
n: neutral

this lever is to select the forward 
and reverse driving direction. as the 
gear is a synchromesh type, shift 
operation is possible with the clutch 
pedal depressed. put this lever into 
the neutral position when the tractor 
is not driven.

t22O403a

caution
make sure to operate the shut-
tle shift lever only while the ve-
hicle is stationary. otherwise, 
the vehicle may turn abruptly, 
resulting in a personal injury 
and transmission damage.

•

1

A

B

1

A

B

steering wheel adjustment

the angle of the steering wheel can 
be adjusted for the driver’s comfort.
pull up the tilt lever, adjust the steer-
ing wheel position and push down 
the tilt lever to fix the wheel.

(1) steering wheel tilt pedal
(a) unlock  (b) lock

t21O456a

do not adjust the tilt steering 
while driving.  an accident can 
occur unexpectedly.

•
caution
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(1) clutch pedal

Make sure to depress the clutch 
pedal to its end. to start off smoothly, 
put the main and range shift levers 
into the proper positions and release 
the clutch pedal slowly.

clutch pedal

(1) brake pedal (lh)  (2) brake pedal (rh)
(3) pedal interlock latch
(a) engage  (b) disengage

braKe pedal

(1) brake pedal

never put your foot onto the 
clutch pedal during driving.
be sure to depress the clutch 
pedal fully when shifting. oth-
erwise, the shift gear can be 
broken. 

•

•

important

33

2211

AB AB

t22O404a

tc2O443B

manual

hst
interconnect the left and right 
brake pedals to avoid rollover 
or crash during driving or 
moving in or out of a field.
avoid sharp turn and braking 
at a high speed even in the 
work field. Otherwise the trac-
tor can be rolled over. 

•

•

warning

1. Make sure to latch the left and 
right brake pedals as shown in the 
figure while driving on a road. The 
tractor can roll over if depressing 
only one brake pedal at a high 
speed. 

2. to make a sharp turn in a work 
field, disengage the left and right 
brake pedals to use one of brake 
pedals separately. unlock the 
brake lock, and then turn the steer-
ing wheel while depressing the 
brake pedal on the turning side.

t22O424a
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parKing braKe 

A

B

11

22 A

B

tc2O496a

(1) brake pedal (2) parking brake lever
(a) depress (b) pull

when you pull the parking brake 
lever while depressing fully on the 
brake pedal with the right foot, the 
parking brake will engage.
depress the brake pedal fully to re-
lease the brake.

au

if the vehicle is driven with the 
parking brake partially or com-
pletely engaged, it may cause 
early wear of the brake disc. 

•
caution

to avoid possible injury, death 
or loss of property from a ma-
chine runaway:

with the engine off, the tractor 
may move unexpectedly re-
gardless of the gear shift posi-
tion. before leaving the trac-
tor, certainly apply the parking 
brake to prevent machine run-
away.

•

warning

(1) parking brake pedal 
(2) parking brake lever
(a) depress

22
111

AA

t22O457a

this is used to park the vehicle. after 
stopping the vehicle, depress the park-
ing brake pedal to apply the parking 
brake. to release the parking brake, 
pull up the parking brake lever.

eu

if you stand up from the driv-
er's seat, the engine will turn 
off.
to start the engine:

   1. turn gears to neutral.
   2. engage the parking brake.

•

•

important
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(1) accelerator pedal
(2) hand throttle lever
(a) depress

the accelerator pedal is mainly used 
during driving on a road while the 
hand throttle lever is mainly used in 
work field.

accelerator pedal

A

11

22

A

tc2O449c

hand throttle lever

the hand throttle lever is to control 
the engine rpm. 
the engine accelerates to its full 
speed by pushing the hand throttle 
lever (     position) completely out 
while pulling the lever (      position) 
decelerates the engine. 
the hand throttle lever is mainly used 
while working on a field.

 (1) hand throttle lever
                : slow          : fast

tc2O450B

do not use the hand throttle 
lever while driving on a public 
road. otherwise, it can lead 
to an accident as it becomes 
hard to decelerate the tractor 
rapidly.
if the engine stalls with the 
speed control lever engaged, 
lower and lift the lever again 
for correct operation.

•

•

caution
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linKed pedal lever (For hst models)

11

AA

BB

tc2O497a

when placing the synchronization 
lever in the “on” position, the engine 
rpm is synchronized with the hst 
driving pedal.
1) depressing the hst forward/re-

verse driving pedal: increase en-
gine rpM.

2) releasing the hst forward/re-
verse driving pedal: decrease en-
gine rpM.

(1) linked pedal lever
(a) on  (b) off

in abnormal driving condition, 
such as rapid acceleration or 
deceleration, is occurred by 
operating the hst pedal, not by 
other functions such as the load 
match, speed synchronization 
and cruise control, follow the 
following steps immediately.
1) release the driving pedal.
2) depress the brake pedal to its 

end.
3) turn the ignition switch to the 

“oFF” position.
stop the tractor by performing 
the steps above.

caution

tc2O424a

diFFerential locK pedal

manual

11
AA

BB

tc2O498a

hst

(1) differential lock pedal
(a) release to disengage  (b) lock
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the differential lock is to secure the 
differential system and keep the 
wheel rotation on both sides the 
same in order to enhance the trac-
tion of the rear axle. 
depressing the pedal engages the 
differential lock while releasing the 
pedal disengages the differential 
lock. use this system under the fol-
lowing conditions: 
1. when any wheel slips and the 

tractor does not move in the field.
2. when it is hard to escape a soft or 

muddy field.
(ref: this d/l pedal is located to 
left side on the step floor for hst 
model.)

the differential lock should be 
engaged only while the driv-
ing clutch is engaged. if the 
differential lock pedal does 
not move when depressing it, 
try to depress it again after re-
leasing it.
when engaging the differential 
lock, reduce the engine speed. 
after engaging it, accelerate 
the tractor.
make sure to set the steering 
wheel in the straight ahead 
position while the differential 
lock is in use. otherwise, the 
differential system can be 
damaged.

•

•

•

caution

(1) seat adjustment lever
(a) pull

to adjust the seat position, pull 
up the lever (1) under the front of 
the seat, slide the seat to the de-
sired position, and then release 
the lever. Make sure that the seat 
is firmly fixed by moving it gently 
after adjustment.

seat adjustment
seat sliding 

A

1

A

1
tc2O450B

do not put a hand between the 
seat and the slides when ad-
justing the seat position. you 
can get injured unexpectedly.

•
caution

TC220-영문-유럽,호주향-OM-04.indd   29 2018-02-07   오전 10:39:34



4-�0 cK3520 / cK4020 / cK4220

11

(1) cushion adjustment lever    

t21O459a

cushion strength adjustment

the seat cushion can be adjusted 
according to the weight of the driver. 
turning the cushion adjustment lever 
(1) on the front of the seat to the (-) 
direction makes the cushion softer 
while turning it to the (+) direction 
makes the cushion firmer.

tc2O415B

(1) seat belt
(2) release button
(a) release

seat belt

the seat belt is a self-retracting type. 
Make sure to fasten the seat belt be-
fore driving.

always fasten the seat belt 
when the tractor has rops 
properly. otherwise, never 
wear the seat belt.

•
warning

eu models are equipped with 
safety switches on the seat. 
when starting the engine, you 
must sit on the seat to start 
the engine.

•
note
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position control lever

(1) position control lever  (2) lock bolt
(3) lower link
(a) lowering    (b) lifting

tc2O447B

tc2O446B

make sure that the seat belt 
is not twisted. it cannot work 
properly, leading to a danger-
ous situation.
the seat belt should go around 
your body as low as possible, 
not your waist or abdomen. 
otherwise, the seat belt cannot 
protect you properly. 

•

•

warning the position control lever is used to 
adjust the height of implements on 
the 3-point hitch ends.
the implement attached to the lifting 
arm can be lowered by pushing the 
lever while the implement is raised 
by pulling the lever.
in order to limit the lowering height of 
implements, use the lock bolt (2) to 
limit the operating range of the lever.
for detailed information, refer to “how 
to drive” in chapter 5.

TC220-영문-유럽,호주향-OM-04.indd   31 2018-02-07   오전 10:39:34



4-�2 cK3520 / cK4020 / cK4220

turning the knob counterclockwise 
increases the lowering speed while 
turning it clockwise decreases the 
lowering speed. also, turning it clock-
wise to its end can fix the implement 
to a certain position.

(1) lowering speed control Knob
(a) high speed  (b) low speed

liFting arm (lower linK) 
speed control Knob

this knob does not control the lift-
ing speed of the lift arm.

note

tc2O427B

(1) draft control lever
(a) deep  (b) shallow

draFt control lever (iF 
equipped)

the draft function can be used for the 
plow which is installed to the lower link. 
(lifting arm) 
if the plow is applied with excessive 
draft, the lifting arm is automatically 
raised to reduce the draft and then 
returned to its original. this is called 
as “draft function”. the plowing depth 
can be controlled by the soil status by 
putting the draft control lever into the 
“deep” position to activate the draft 
function at mid load and putting the 
lever into the “shallow” position to acti-
vate the draft function at light load.

tc2O460a

this joystick lever is used mainly to 
operate the front end loader when at-
tached to the tractor.
for detailed information, refer to 
"handling loader" in chapter 6.

t22O406a

(1) joystick lever

joysticK lever
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this lever is used to control a auxil-
iary hydraulic implement installed to 
rear. 
see the chapter 5, “how to drive” for 
the details.

double acting lever

(1) double acting lever

tc2O428a
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cabin system 
interior devices

(1) air outlet
(2) speaker
(3) air inlet
(4) sun visor
(5) heater/air conditioner switch
(6) room lamp
(7) inside rearview Mirror
(8) cd player / radio

33

44

66

55 88

77

11 11

1111

22 22

t21O419a
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exterior devices

1. the cabin is designed optimally for the driver’s comfort and convenience.
2. this tractor has wide windows as well as outside rearview mirrors on both 

sides to provide a clear and wide rear view. 

3. the cabin can be kept comfortable 
and pleasant by operating the air 
conditioner and heater.

4. the cabin structure is safe as it is 
verified by the rops (roll over 
protection structure) test. how-
ever, make sure to fasten the seat 
belt for best the protection.

(1) work light   
(2) antenna 
(3) wiper  

(4) outside rearview Mirror
(5) door handle 
(6) turn signal lamp

1

2

5

6

3

4

1

2

5

6

3

4

t22O415a
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enter or leave the tractor through the 
left-hand door.

M55o4s4a

do not jump on or off the trac-
tor. it may cause injuries. al-
ways face the tractor, use the 
hand rails and steps, and get 
on or off slowly. maintain a min-
imum three points of contact 
to avoid falling. (both hands on 
rails and one foot on the step, 
or one hand on the hand rail 
and both feet on the steps)

•
warning

entrance 

(1) door handle

pull the handle forward to open the 
door.
the door can be locked through the 
lock on the outside of the door with 
the ignition key.

t21O421a

emergency hammer 
(only eu model)

(1) emergency hammer

emergency hammer is equipped for 
emergency situation like overturn.
use this hammer to break the glass-
es for the escaping from vehicle.  

11

t21O903a
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rear window

(1) handle of rear window 
(2) locking device

press the locking device on the rear 
window handle lightly to open the 
rear window in the cabin.
to close it, hold the handle and pull it 
gently. 

the rear window may not be 
opened due to an implement.  
make sure there is enough 
space to open the window to 
prevent damage and breakage 
by an implement.
never drive the tractor with 
the door open. an accident 
can occur.

•

•

warning

te1O479a

unlocKing the door

to open the door in the cabin, push 
the lever outwards.

(1) door lever

t21O422a
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worKing light

the working lights are installed to the 
front and rear sections of the roof, 
and their operating button is installed 
to the right panel in the cabin.

(1) working light switch (front)
(2) working light (front) 

t21O424B

to turn on, pos i t ion the swi tch 
marked (front) to "on" the position.
the key switch should be positioned 
to the "on" position at this moment.

do not drive the tractor on a 
road with the work lights on 
at night. 
the approaching or following 
vehicle’s visibility can be dis-
turbed, which is very danger-
ous for both drivers. in this 
case, use the hazard lamps.

•

•

warning

1. to turn on, position the switch 
marked (wiper) to the "on" posi-
tion.

(1) wiper operating switch (front)
(3) wiper (front)

wiper 

t21O423B
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te1o462b

(1) washer fluid tank

2. the washer f l u id i s sp rayed 
through the nozzle of the wiper by 
pressing the switch again with the 
key switch in the "acc" or "on" 
position. 

3. The washer fluid for the windshield 
is installed on the rear left side out-
side the cabin.

normal water can be used as 
the washer fluid, but it is recom-
mended to use the washer fluid 
made exclusively for vehicles. 
especially, make sure to use 
seasonal washer fluid in winter.
The washer fluid motor can be 
damaged if you are trying to 
spray the washer fluid when 
its tank is empty. therefore, 
make sure to check the fluid 
level before driving.
spray enough washer fluid 
and operate the wiper if there 
is dirt on the window. 
when operating the wiper while 
it is frozen to the window, its 
fuse can be blown. in this case, 
operate the wiper after increas-
ing the cabin temperature 
enough to defrost the wiper.
wiper blade can be damaged 
if operated on a window that is 
iced over.

•

•

•

•

important

tF1O452a

cd player / radio (optional)

(1) cd player / radio (2) power switch

inserting a cassette tape operates 
the cassette player automatically.  

pushing the pwr switch one time 
makes the power on, and pushing 
the pwr switch more one time again 
makes the power off.
for detailed information, refer to the 
owner’s manual of the audio system.
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working with the volume of 
the stereo system excessively 
high can affect the driver's 
concentration, leading to pos-
sible safety accidents.

•
caution

(1) antenna

antenna

check the contact and angle of the 
antenna in case of poor signal recep-
tion. 

t21O426a

indoor lamp

(1) indoor lamp

if you press the lens, the indoor 
lamp will be turned on. if you press it 
again, it will be turned off.

te1o465a

the room lamp can be oper-
ated without the key inserted. 
however, turning it on for an 
extended period of time can 
discharge the battery.

•
caution
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(1) inside rearview Mirror

the cabin is equipped with the inside 
rearview mirror for the driver’s con-
venience.
adjust the angle of the mirror before 
driving to secure for a clear rear 
view.

accessory (iF equipped)
inside rearview mirror

t21O427a

(1) cup holder (2) storage

There are two storage areas and five 
cup holders above the left and right 
lever guides in the cabin.

cup holder and storage

t21O428a

sun visor

(1) sun visor

pull it down to block the sunlight from 
the front. Keep it folded unless nec-
essary.

t21O429a
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(1) internal air inlet 

air recirculation and Fresh air mode

it is possible to recirculate internal air 
or draw fresh air by operating the air 
conditioner.
it is not possible to block outside air 
from coming in, even in the recircula-
tion mode. 
in the fresh air mode, air circulating 
in the cabin is 100% fresh air.

t21O430a

this cabin is not designed for 
spraying chemicals and can-
not block polluted outside air 
from entering. 

•
warning

deFogger switch (iF 
equipped)

(1) defogger switch
(a) on (b) off

t21o461a

  use this function when the rear view 
cannot be secured due to frost or 
freezing on the rear glass in winter.

  start the engine and press the upper 
art of the rear glass defogger switch. 
then, the rear glass defogger is ac-
tivated to defrost the glass in order 
to obtain clear rear view. (the switch 
“on” indicator is illuminated)

  when clear rear view through the rear 
glass is obtained, press the lower por-
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once the rear glass defogger is 
activated, it is automatically de-
activated after operation for ap-
prox. 15 minutes.
if the defogger needs to be ac-
tivated further for clearer rear 
view, press the switch again.

•

•

note

tion of the switch to deactivate the de-
fogger. (to prevent battery discharge)

avoid using any sharp tool or 
abrasive cleaner on the rear 
glass.
when cleaning or working on 
the rear glass, be careful not 
to scratch or damage the heat-
ed wires on the glass.
activating the defogger with 
the engine stopped can dis-
charge the battery. make sure 
to start and run the engine be-
fore activating the defogger.
deactivate the defogger after 
defogging and defrosting op-
eration is completed. if the de-
fogger is kept activated for an 
extended period of time, it can 
cause overload to the electric 
system, leading to damage of 
its related parts.

•

•

•

•

caution
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heater and air conditioner

the air conditioner should be operated with the engine running.

(1) fan speed control dial                   (3) temperature control dial  
(2) vent Mode control dial    (4) air conditioner switch

do not leave a child alone in the cabin. his/her health can be threat-
ened as internal temperature rises rapidly in hot weather or on a 
sunny day.

•
warning

t21O431a

use the fresh air mode in nor-
mal conditions and use the 
air recirculation mode only if 
necessary. continued opera-
tion of the air recirculation 
mode can cause the inside to 
become stuffy, causing head-
aches, drowsiness, or frost on 
the windows. do not operate 
the recirculation mode for an 
extended period of time.

•
warning
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the fan speed for the heater and air 
conditioner can be adjusted in four 
positions.

h11o493a

Fan speed control dial air conditioner switch

press it to activate the air conditioner 
and press it again to deactivate the 
air conditioner.
the heater can be operated by the 
temperature control switch and fan 
speed control switch.

t21O432a

vent mode control dial

Air flows out from four left and right 
vents toward the driver when turning 
the vent mode dial to the (     ) posi-
tion.

t21O442a
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Air flows out from four front and four 
left and right vents when turning the 
vent mode dial to the bi-level (  ) 
position.

bi-level

Air flows out from four front vents to-
ward the front glass when turning the 
vent mode dial to the (  ) position.

deFrost

t21O441a H11O497a h11o498a

temperature control switch

the desired temperature can be set 
by adjusting this dial. Warm air flows 
out by turning it clockwise (red), and 
cool air flows out by turning it counter-
clockwise. (blue)
the temperature control dial only con-
trols the amount of air flowing through 
the heater and air conditioner.
therefore, unnecessary load can be 
applied to the air conditioner if this 
dial is set to the high temperature with 
the a/c in operation.
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if you sleep with the air con-
ditioner or heater in opera-
tion, you may be suffocated to 
death. 
if keeping the a/c on for an 
extended period of time, in-
side air can become impure. 
therefore, draw outside air 
and ventilate the cabin regu-
larly.

•

•

warning
Keep the windows closed 
while the a/c is in operation 
for effective operation.
turn off the air conditioner for 
better engine power when the 
work load rapidly increases.
when the tractor is stationary 
and being used in high load 
work, reduce the a/c opera-
tion period as the engine may 
be overheated.
make sure you operate the 
air conditioner once or twice 
a month in winter season to 
prevent refrigerant leakage 
and facilitate the compressor 
lubrication for durability of the 
a/c compo-nents.
if the tractor has been parked 
under strong sunlight for a 
long period of time, open the 
windows to ventilate the cabin 
before operating the a/c.

•

•

•

•

•

caution air conditioner maintenance
Make sure to follow the instructions 
below to keep the air conditioner in 
the best condition:
1. operation in winter season:
 during the winter time, run the air 

conditioner once or twice every 
month to prevent refrigerant leak-
age and corrosion in the air con-
ditioner system and to facilitate oil 
circulation in the compressor in 
order to prevent malfunction. 

 the a/c does not operate when 
the air temperature is below 2℃. 
therefore, warm the inside air by 
operating the heater in order to be 
able to operate the a/c.

2. air conditioner condenser care:
 if there is foreign material in the 

a/c condenser and engine radia-
tor, their cooling performance may 
be deteriorated. therefore, always 
keep them clean for their optimal 
cooling performance. when clean-
ing the core of the condenser, use 
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the a/c system is charged 
with new refrigerant that does 
not destroy the ozone layer. 
be careful when servicing the 
a/c system. 
do not use unspecified re-
frigerant and compressor oil, 
or the air conditioner system 
could be seriously damaged. 
the performance of the a/c 
becomes poor when the refrig-
erant is insufficient. However, 
charging the air conditioner 
with excessive refrigerant af-
fects its performance nega-
tively. therefore, have the sys-
tem checked by a Kioti dealer 
if malfunction is found.

•

•

•

caution

speciFications For a/c 
reFrigerant and lubricant

item new 
refrigerant

compressor 
oil

type r-134a ucon488

charging 
amount 0.55 kg 265cc

have the air conditioner ser-
viced by a qualified service 
personnel. if it is serviced by 
an unqualified person, he/she 
can be injured by the refriger-
ant under high pressure.

•
warning

a soft brush and water carefully 
not to bend it. 

3. operation in summer season:
 Make sure to check the tension of 

the a/c belt before using the a/c 
frequently.

7-pin socKet (optional)

the 7-pin socket is installed on the 
rear left side of the tractor.
this supplies power to the brake 
lamps, turn signal lamps, and posi-
tion lamps of the trailer.

(1) power connector 

tc2O448B
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when driving on a road with 
an implement which has ex-
terior lamps, such as a trailer, 
make sure to turn on those 
lamps by connecting them to 
the 7-pin socket in order to 
prevent an accident.
make sure to check for proper 
operation after connecting the 
7-pin socket to the trailer. it 
may not operate depending on 
the trailer specifications. Con-
sult your local Kioti dealer 
for this issue.

•

•

warning

though the tire pressure is factory-
set to the proper tire inflation, it 
naturally drops slowly in the course 
of time. thus, check it everyday and 
inflate as necessary. 

(A) Insufficient  (B) Standard
(c) excessive

tires, wheels and ballast

t85o530a

no circuit
color oF 

wire
1 turn signal (lh) yellow
2 spare blue
3 ground white
4 turn signal (rh) green
5 illumination (rh) brown
6 stop light red
7 illumination (lh) black

do not use t ires larger or 
smaller than specified.
do not disassemble or as-
semble the tire. if it is neces-
sary to disassemble/assemble 
the tire, let a qualified service 
person perform the work.

•

•

warning
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t46w030a

the tire rims can fall out of the 
tires. causing the tire bead 
edge to blow out therefore, 
stay out of their way when 
checking or inflating tires.

•
warning

Always maintain the proper tire inflation pressure. Make sure the tire pressure 
does not exceed the pressure recommended in the manual.

inFlation pressure 

item
cK3520 / cK4020 / cK4220

remarks
tire size Inflation pressure

agricultural

front 
wheel 7-16 / 6pr 2.2 kg/cm², 215 Kpa, 31 psi

rear 
wheel 11.2-24 / 4pr 1.6 kg/cm², 152 Kpa, 22 psi

turf

front 
wheel 27 x 8.5-15 2.4 kg/cm², 235 Kpa, 34 psi

rear 
wheel 41 x 14-20 1.7 kg/cm², 167 Kpa, 24 psi

industrial

front 
wheel 27 x 8.5-14 3.2 kg/cm², 310 Kpa, 45 psi

rear 
wheel 15-19.5 2.9 kg/cm², 280 Kpa, 41 psi

Keep the front tire pressure to maximum when using the front end loader or 
front suitcase weights.
if tires with a different size from the ones above mentioned in the table are 
installed, contact the Kioti dealer for the front/rear wheel speed ratio. im-
proper front/rear wheel speed ratio can result in excessive wear of tires.

note
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t46w031a

do not weld or apply heat to 
the tire rim or disc. the tire 
can explode due to the rapidly 
increased pressure in the tire.
Check tires for inflation pres-
sure, damage, deformation, 
and excessive wear on lug and 
damage of rim and disc. also 
check if wheel bolts, rim bolts, 
and nuts are loose.

•

•

warning

tread

When working on a field where crops are linearly aligned, the tread should be 
adjusted so that the tires do not cross over the crops. also, it is necessary to 
increase the tread to prevent any accident when working on a slope or trailing.

(1) bolt  (2) rim bolt     (3) rim            (4) disc

never operate the tractor with a loose rim, wheel, or axle.
Always tighten nuts or bolts to the specified torque.
make sure to perform inspection daily.

•
•

warning

td2O457B
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tc2O454B

wheel
position

agricultural turf industrial

Front

rear

standard tread dimension mm (in.)

t22O454r

1,126
(44.33)

1,248
(49.13)

1,247
(49.1)

1,102
(43.38)
1,385
(54.52)

1,210
(47.63)

1,578
(62.12)

1,202
(47.32)

1,595
(62.79)
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Front tire specs and wheel 
bolt/nut torque

tire size

agricultural

7-16 / 6pr

tightening torque of wheel bolts (nuts)
7.9~9.2 kgf·m
57~67 lbf.ft
77~90 n.m

use tires approved by Kioti 
only.
assemble the tire as shown in 
the figure.
contact your local Kioti deal-
er if it is necessary to change 
the tire specification or instal-
lation method.

•

•

•

warning
(1) wheel bolt  (2) rim bolt
(3) rim  (4) disc

rear wheel installation 
pattern

wheel installation direction
for agricultural tires, make sure to 
install them with their arrow marks 
on their side pointing the front driving 
direction.
the tire is correctly installed if the 
tread mark “v” on the ground is 
shown correctly, not up side down, 
while the tractor is moving forward.

tc2O429a

(a) tread

front tread can not be adjusted. if it 
is necessary to adjust it, contact your 
local Kioti dealer.
if it is damaged by unapproved modi-
fication, it will not be covered by war-
ranty.

wheel torque and direction
Front wheel installation 
pattern

t85O535a 
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tightening torque

wheel bolt (nut) 20~23 kgf·m
144~166 lbf.ft
196~226 n.mrim bolt

rear tire specs and wheel 
bolt/nut torque

tire size

agricultural

11.4-24 / 4pr

use tires approved by Kioti 
only.
assemble the tire as shown in 
the figure.
contact your local Kioti deal-
er if it is necessary to change 
the tire specification or instal-
lation method.

•

•

•

warning
(1) additional front weight

if the loader is not installed, attach a 
weight to the front frame of the trac-
tor as a safety measure. 
if a heavy implement is installed at 
the rear or when towing a heavy 
trailer, the front wheels may be lifted. 
Add sufficient weight to keep steer-
ability and to prevent rollover. 
if sufficient weight, such as a front 
loader, is applied to the front wheels, 
remove the additional front weight.

additional weight (optional)
additional Front weight

if the front tires are excessively load-
ed, it becomes hard to steer the trac-
tor, the tires can be worn faster and 
the durability of the front axle can be 
deteriorated.

t22O420a
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when ins ta l l ing or remov ing a 
weight, always check the tire inflation 
pressure and adjust it as necessary. 
the front weights are available at the 
Kioti dealer. for required number 
of weights, consult your local Kioti 
dealer.

components For additional Front weight

1 3

2

4 5 6
7

te1O4e9a

(1) front weight
(2) retaining pin
(3) front weight bolt
(4) nut
(5) spring washer

(6) plain washer
(7) clip pin

max. load

26 kg × 6 pieces (343 lbs.)

additional weight might be 
needed for transporting heavy 
implements.
reduce the speed regardless 
of additional weight when driv-
ing on a bumpy or rough road 
with the implement lifted. the 
tractor can roll over.

•

•

caution

attach only required amount 
of weight.
the durability of the axle and 
tires can be degraded.

•

•

important for detailed information on installa-
tion, contact your local Kioti dealer.

(1) rear weight   (2) weight bolt
(3) nut  (4) spring washer
(5) bolt

H11O4e2B

max. load

25 kg x 4 pieces (220 lbs.)
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attach only required amount 
of weight.
unnecessary weight can result 
in poor braking performance, 
rapid wear of the brake discs, 
shortened axle life, and in-
crease in fuel consumption.

•

•

important
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5-� ck3520 / ck4020 / ck4220

1. Start the engine and idle the en-
gine at a low speed for 3 to 4 min-
utes in advance.

2. increase the idling time in cold 
weather.

3. do not drive the tractor at the max-
imum speed on a road.

4. never apply excessive load during 
work.

5. idle the engine at a low speed for 
2 to 3 minutes before stopping it.

PRE-OPERATION CHECK

 • Walk around inspection.
 • engine oil level.
 • transmission oil level.
 • coolant level.
 • clean the front grill and radiator 

screen.
 • air cleaner element.
 • Brake pedal free play.
 • all dash gauges and indicators.
 • Head lights, tail lights, and working 

lights.
 • accessible wiring harness for any 

damage.
 • Seat belt, ropS and cabin for 

damage.
 • Fuel level.
 • all “danger” and “Warning” 

decals.
 • tire pressure and wheel bolt tight-

ness condition.
For detailed information, refer to 
“Maintenance schedule chart” in 
chapter 7.

it is a good practice to know the con-
dition of your tractor before you start 
it. you should do routine check before 
each use.

driving a new tractor at a high speed 
or under heavy load can affect its du-
rability.
Make sure to run the tractor at the 
proper work load and speed for the 
initial operation of 10 to 20 hours.

INITIAl OPERATION

CHECK ITEms

TIPs fOR bREAKING-IN

Park the tractor on the level 
ground, stop the engine, and 
apply the parking brake before 
checking or repairing it.
Refer to "Daily check item" in 
Chapter "maintenance" for fu-
eling.
be sure to read and under-
stand the information titled as 
“DANGER”, “WARNING”, and 
“CAUTION” thoroughly for the 
safe operation.

•

•

•

CAUTION
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1. Make sure there is no obstacle 
around the tractor.

2. Securely engage the parking brake 
and depress the brake pedal.

OPERATING THE ENGINE
sTARTING ENGINE

To avoid accidents:
be sure to read and under-
stand the warning and caution 
decals on the tractor thor-
oughly.
Run the engine only in a well-
ventilated area, or you can be 
suffocated by exhaust gas.
Never start the engine unless 
you are on the driver’s seat. 
The tractor can abruptly start 
off, resulting in an injury or 
accident.

•

•

•

WARNING

Using an additive so the en-
gine will start more easily can 
damage the engine. And it will 
not be covered by warranty. 
Never try to start the engine 
for over 10 seconds consecu-
tively to protect the start mo-
tor and battery from damage.

•

•

ImPORTANT

make sure that the brake ped-
als are fully depressed before 
pulling the parking brake lever 
up.

•
ImPORTANT

(1) Brake pedal (2) parking Brake lever
(a) pull (B) depress

When the parking brake is en-
gaged, the parking brake lamp 
on the instrument cluster illu-
minates. When releasing it, the 
parking brake lamp is turned off.

•
NOTE

A

B

11

22 A

B

tC2O496A

A

B

11

22 A

B

t22O426A

mANUAl

HsT
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(1) Main Shift lever     (2) range Shift lever

3. Set the main, range and shuttle 
shift levers in the neutral position.

(1) position control lever
(a) down

4. lower the implement by pushing 
the position control lever forward.

 (1) clutch pedal

make sure that no one is near 
the implement or behind the 
tractor.

•
WARNING

1

2

1

2

t21O502b

tC2O452b

mANUAl

HsT

tC2O504b

AA

11

t22O503A

mANUAl

 (1) Brake pedal

A

11

A

t22O504A

HsT
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5. depress the clutch pedal. (the en-
gine will not start unless the clutch 
pedal is depressed.)

 depress the brake pedal. (HSt 
model)

starting condition:
HsT: brake pedal depressed & 
PTO switch off
mechanical : clutch pedal de-
pressed & PTO switch off & 
sited on the seat (only for Eu-
rope models)

•

•

ImPORTANT

6. insert the key into the key cylinder, 
turn it to the "on" position and wait 
until the preheat indicator goes off 
(approx. 8 seconds).

7. When the engine is started, release 
the key. then, the key is automatically 
turned back to the “on” position.

8. When the engine is started, Warm up 
the engine for 3 to 4 minutes (10 
minutes in winter) after releasing 
the clutch pedal.

Never operate the start motor 
for more than 10 consecu-
tive seconds as it consumes 
an excess of battery power. If 
the engine cannot be started 
within 10 seconds, wait for 30 
seconds and try again. 
When trying to start the en-
gine again, wait until the fly-
wheel is completely stopped.

•

•

WARNING

(1) key Switch
(B) oFF (c) acc
(d) on (e) Start 

tC2O404d
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(1) instrument cluster
(2) engine oil pressure Warning lamp
(3) charge Warning lamp

9. check to see that all the warning 
lamps on the instrument cluster 
are turned “oFF.” 

if any lamp remains on, immediately 
stop the engine and determine the 
cause. 

tC2O503b

2. if the charge warning lamp (3) 
does not go off in 4 to 5 seconds 
after the engine is properly started, 
it means that the battery is not be-
ing charged. Have the charging 
system, such as the battery and 
alternator, inspected.

3. refer to “instrument panel” in chap-
ter 4 for detailed information about 
other indicators and lamps.

1. if the oil pressure warning lamp (2) 
does not go off in 4 to 5 seconds 
after the engine is properly started, 
stop the engine immediately and 
check the engine oil level. if the 
engine oil level is proper, contact 
your local KIOTI dealer.

CHECKING WARNING lAmPs

The engine can be severely 
damaged if it is run with the 
oil pressure warning lamp ON.

•
WARNING

If driving the tractor for an ex-
tended period of time with the 
charge warning lamp ON, the 
battery can be discharged and 
the tractor’s electrical system 
can be damaged.

•
WARNING
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t85O532A

sTOPPING ENGINE

1. Make sure to reduce the engine 
rpm before stopping the engine.

2. depress the clutch pedal and put 
all shift levers in the neutral posi-
tion.

3. run the engine at the idle speed 
for approx. 2 to 3 minutes, and 
then turn the key switch to the 
“oFF” position to stop the engine.

4. remove the key.

it is recommended always to warm 
up the engine before driving in order 
to maintain the durability of the en-
gine. Before warming up the engine, 
make sure that each part in the en-
gine is properly lubricated and each 
hydraulic part is in a perfect condition 
in order to prevent malfunction in the 
engine as well as the hydraulic sys-
tem.

WARmING UP

Never touch the muffler or hot 
covers until they have cooled 
down after running the engine 
or driving the tractor.

•
WARNING

Turn off all the electrical de-
vices and remove the ignition 
key before leaving the tractor.
Do not leave the tractor out-
side unattended. It can be 
stolen, as the key used for all 
KIOTI tractors are the same in 
design.
The horn, turn signal lamp 
and hazard lamp can be oper-
ated without the key inserted. 
Therefore, using these com-
ponents without the engine 
started can discharge the bat-
tery.

•

•

•

ImPORTANT
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HOW TO WARm UP ENGINE
1. Start the engine and run it at a low 

speed and without a load for ap-
prox. 3 to 4 minutes.

2. in cold weather, increase the warm 
up time to 10 minutes.

3. if it is very cold, warm up the en-
gine for approx. 15 minutes.

4. the engine throttle can be open to 
50 % in order to shorten the warm-
ing up time.

5.	The	engine	 is	 sufficiently	warmed	
up when the temperature gauge on 
the instrument panel indicates 1/4 
of the normal temperature range, 
regardless of the warming-up time.

6. do not increase the work load rap-
idly after starting work.

7. run the engine without load for 
approx. 2 to 3 minutes before stop-
ping the engine after work.

(1) dead Battery  (2) Jump cable
(3) Helper Battery
(a) ground (transmission case)

JUmP sTARTING

if the battery is discharged and the 
engine cannot be started, it is possi-
ble to start the engine by connecting 
the discharged battery to a battery 
from another tractor or other extra 
battery.

1. check that the rated voltage of the 
discharged battery is same as the 
voltage of the other tractor or ve-
hicle	 for	 jump	start.	 (Specification	
for this tractor: 12 v)

Warming up the engine ex-
cessively increases fuel con-
sumption and affects the dura-
bility of the tractor negatively.
Never warm up the engine and 
leave the tractor for an extend-
ed period of time. It can cause 
fire and an accident.
Never leave the tractor unat-
tended while warming up.
be sure to apply the parking 
brake while warming up the 
engine.
If the warm-up is skipped or 
missed, the tractor can take 
off abruptly to cause a fatal 
accident.

•

•

•

•

•

WARNING

tc2o507a
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2. check the length of the jump 
cable and position another trac-
tor near the tractor with the dis-
charged battery. then, put all the 
shift levers in the neutral position, 
apply the parking brake, and stop 
the engine.

  3. Wear protective glasses and 
gloves and open the hoods of 
both tractors. remove the bat-
tery terminal cover as necessary.

  4. connect the alligator clips on 
both ends of the red positive 
cable to the positive terminals 
of both batteries.

  5. connect one clip of the black 
negative cable to the negative 
terminal of the normal battery 
and the other clip to the tractor 
body with the discharged battery. 
Make sure to connect the clip to 
the body part without paint.

  6. Start the engine of the tractor 
with the normal battery. 

  7. Start the engine of the tractor 
with the discharged battery.

  8. disconnect the black cable from 
the negative battery terminals of 
both of the tractors.

  9. disconnect the red cable.
10. run the engine for at least 30 

minutes to charge the discharged 
battery.

11. if the battery is discharged again, 
replace it or check the charging 
system, such as the alternator.

OPERATING THE TRACTOR
HOW TO DRIvE

1. adjust the seat and fasten the seat 
belt.

Check if the seat is securely 
locked after seat adjustment.
Do not adjust the seat while 
driving. The seat may move 
suddenly causing loss of con-
trol of the tractor.

•

•

WARNING

(1) Seat adjustment lever
(a) pull

A

1

A

1
tC2O450b
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H11o511a

(1) Seat Belt

2. Wear the seat belt. 3. Make sure that both brake pedals 
are interlocked. 

(1) Brake pedals (lH/rH)\
(2) Brake pedal interlock latch
(a) depress

be sure to fasten your seat 
belt if the tractor is equipped 
with the ROPs or cabin. 
The seat belt should go around 
your pelvis or as low as possi-
ble, not your waist or abdomen. 
Otherwise, the seat belt cannot 
protect you properly. 
Do not wear the seat belt if the 
ROPs is not installed or folded 
down.

•

•

•

WARNING

If depressing only one brake 
pedal at a high speed, the trac-
tor can lose its balance and be 
overturned.

•
WARNING

td2o509a

mANUAl
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4. pull the position control lever back-
ward to raise the implement on the 
3-point hitch.

(1) position control lever
(a) lifting

if the implement won't be lifted, 
press the one-touch switch (lift-
ing/lowering). otherwise, lower 
the position control lever com-
pletely and lift it again.

•
NOTE

tc2o510a tC2O450b

5. increase the engine rpM slowly 
from idle speed to medium speed.

 (1) Hand throttle lever
                : Slow          : Fast

A

B

11

22 A

B

tC2O496A

(1) Brake pedal (2) parking Brake lever
(a) pull (B) depress

A

B

11

22 A

B

t22O426A

mANUAl

HsT
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6. depress the brake pedal to release 
the parking brake. (HSt)

 push the release lever to release 
the brake.

(1) Main Shift lever  
(2) range Shift lever

1

2

1

2

t21O502b

tC2O452b

mANUAl

HsT

7. depress the clutch pedal fully.

(1) clutch pedal
(a) depress

To avoid accidents:
Do not release the clutch ped-
al abruptly. The tractor may 
start off abruptly, resulting in 
rollover.

•

CAUTION

AA

11

t22O503A
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8. Move the main and range shift le-
vers into the desired positions. (For 
the HSt model, move the range 
shift lever to the desired position.)

9. the tractor starts to move if you 
release the clutch pedal slowly. 
(For the HSt model, the tractor 
starts to move when depressing 
the forward HSt pedal slowly.)

Never put your foot on the 
clutch pedal during driving. 
The clutch disc can be rapidly 
worn.
make sure to operate the 
clutch fast when disengaging 
it and slowly when engaging 
it.
Do not change the tractor 
speed abruptly for safe driv-
ing.
When driving on a slope or 
loading or unloading the trac-
tor to a transporting vehicle, 
reduce the speed in advance 
so that there is no need to 
shift the gear in the middle 
of the slope. Also, do not put 
your hand on the shift lever 
while driving on a slope. The 
tractor may rol l down the 
slope due to the disengaged 
gear which is very dangerous.

•

•

•

•

CAUTION

(1) knock Bolt  (2) Mounting Bolt

1. Unscrew the knock bolt. then, 
loosen the mounting bolts.

HOW TO fOlD ROPs

td2O512A

you should always stop the 
engine, remove the key and 
set the parking brake before 
raising or folding the ROPs.
Always perform such tasks 
from a safe and stable posi-
tion at the rear of the tractor.

•

•

CAUTION
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It is very dangerous to drive 
with the ROPs folded. fold the 
ROPs only when there is ab-
solutely no possibility for roll 
over. If the situation changes, 
raise the ROPs upright imme-
diately.

•
CAUTION

2. Fold the ropS.

(1) ropS

3. align the bolt holes and fit the 
mounting bolt to them.

td2O513A

To avoid accidents:
Hold the ROPs tightly with 
both hands and fold the ROPs 
slowly and carefully.

•

CAUTION

To avoid accidents:
fix the mounting bolts firmly 
and secure the frame with the 
knock bolt.

•

CAUTION
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HOW TO RAIsE ROPs TO UPRIGHT POsITION

1. Unscrew the mounting bolts.
2. Set the ropS in the upright posi-

tion.
3. align the bolt holes and fit the 

mounting bolts to them.
4. tighten the knock bolt and fix it 

with the nut.

td2O514A

(1) Mounting Bolt

To avoid accidents:
make sure to set the ROPs up-
right and fasten the seat belt 
during work. If it is necessary 
to work with ROPs folded, do 
not fasten the seat belt. fas-
tening seat belt with folded 
ROPs can be dangerous in 
case of tractor rollover.

•

CAUTION

ROPs (Roll Over Protective 
structure), sun canopy or 
cabin are not a fOPs (falling 
Object Protective structure). 
It never can protect the rid-
ers against falling objects. 
Avoid driving the vehicle into 
a dangerous area such as fall-
ing rocks zone.    Otherwise, it 
may lead to a serious injury. 

•
ImPORTANT

(1) Block  
(2) Brake pedal
(3) parking Brake lever 

PARKING

22

33

t22o501a

AU

1. pull the parking brake lever (3) up 
with the brake pedals depressed 
forward to engage the pedals with 
the latch. if the braking force is in-
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The brake pad can be rapidly 
worn if you drive with the park-
ing brake applied.
Never park the tractor on a 
steep slope in any circum-
stance. A severe accident can 
occur.

•

•

WARNING

To avoid possible injury, death 
or loss of property from a ma-
chine runaway:

With the engine off, the tractor 
may move unexpectedly re-
gardless of the gear shift posi-
tion. before leaving the trac-
tor, certainly apply the parking 
brake to prevent machine run-
away.

•

WARNING
(1) parking Brake pedal 
(2) parking Brake lever
(a) depress

22
111

AA

t22O457A

EU

sufficient,	depress	the	pedals	more	
firmly.	(For	AU	model)

    depress the parking brake pedal 
to apply the parking brake. (For eU 
model)

2.  Before leaving the tractor after 
parking it, make sure to stop the 
pto, lower the implement onto 
the ground, and stop the engine.

3. if it is necessary to leave the trac-
tor with the engine running, put all 

the shift levers in the neutral posi-
tion and apply the parking brake 
firmly.

4. When parking the tractor on a 
slope, stop the engine with the 
parking brake applied and all gears 
engaged in the low speed position.

5. if it is necessary to park the tractor 
on a slope with the engine running, 
apply the parking brake and chock 
all four wheels.

6. to release the parking brake, de-
press	the	brake	pedals	firmly	once	
again. (For aU model)

 to release the parking brake, pull 
up the parking brake lever. (For eU 
model)
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you should turn slowly by reducing ve-
hicle speed.

TURNING

Get off the tractor after check-
ing that the tractor is com-
pletely stopped and the park-
ing brake is firmly applied.
Do not park the tractor on tall 
grass or hay. If grass or hay 
contacts with the muffler, it 
can catch fire.

•

•

ImPORTANT

To prevent accidents due to loss 
of steering control:

If you turn at high speed, the 
tractor can turn over.
Never use the differential lock 
system when turning at high 
and low speeds. A serious ac-
cident can occur.

•

•

WARNING

DRIvING ON slOPE

1. please drive according to the con-
ditions of the slope at safe speed 
so that the engine is not under 
heavy load if possible.

2. Make sure to shift to the lower 
gear in order to prevent the engine 
from stalling on an uphill.

3. drive with the low speed gear on 
a downhill road to facilitate the en-
gine brake.

make sure the brake pedals 
are interlocked and differential 
lock pedal is released.
Do not disengage the clutch 
or put the shift lever in the 
neutral position on a steep 
slope. Otherwise, the tractor 
may become inoperable.
before entering a steep slope, 
move the shift lever down to 
a proper gear and never try 
to move the shift lever on a 
slope. A serious accident can 
occur.

•

•

•

WARNING
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for a heavy load job, such as 
front end loader operation, 
use low speed of the range 
shift lever.

•
ImPORTANT

 t85o536a

PRECAUTIONs WHEN COmING 
IN AND OUT Of WORK fIElD

1. Make sure that the left and right ped-
als are interlocked.

2.	Enter	and	exit	 the	field	by	driving	the	
tractor at a right angle to the bank.

3. it is recommended to use the 4Wd 
and drive backward when moving 
onto a bank.

1. When you change the driving di-
rection on a road, let other vehicles 
know your direction with the turn 
signal lights.

2. do not use the high beam head-
lights when another vehicle is ap-
proaching from the opposite direc-
tion so that not to interrupt another 
driver’s view.

3. always interlock the left and right 
brake pedals while driving on a 
public road. (Manual)

(1) turn Signal lamp (rr)  
(2) turn Signal lamp (Frt)

PRECAUTIONs WHIlE DRIv-
ING ON THE ROAD

tc2o517a
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(1) Brake pedal (lH)  (2) Brake pedal (rH)
(3) pedal interlock latch
(a) Whenever traveling on the road

make sure to connect the left 
and right brake pedals firmly 
before driving on a road. If 
they are not interlocked, the 
tractor can be pulled to one 
side, resulting in rollover or 
collision.

•
WARNING

When you are driving on a 
road, observe all local traffic 
and safety regulations. Only 
the operator should ride on 
the tractor.
If the tractor is broken down 
during driving on a road, move 
i t to a safe place with the 
flasher lights blinking. If not, it 
can cause a personal injury. 

•

•

WARNING

tc2o518a

mANUAl

yyyO186A

lOADING INTO AND UNlOAD-
ING OUT Of THE TRUCK

1. When you load the tractor, load it 
by driving backward.

2. if the engine stalls out halfway, 
step on the brake pedal at once, 
and then release the pedal slowly 
to reach the road. after that, start 
the engine to try to load again.
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When transporting the trac-
tor with a truck, fix the trac-
tor firmly onto the truck and 
be aware of the height of the 
loaded tractor to avoid hit-
ting the ceiling of a tunnel or 
the bottom of a bridge. make 
sure to follow this instruction 
as such accidents frequently 
happen.

•
WARNING

PRECAUTIONs WHEN UsING POWER sTEERING

(1) power Steering Wheel

1. the power steering function is acti-
vated only while the engine is run-
ning. the steering wheel can be 
operated but becomes very heavy 
while the engine is stopped. How-
ever, the steering wheel becomes 
slightly heavier when the engine is 
running at a low speed.

tC2O519b

2. if you operate the steering wheel 
with the tractor loaded, using the 
implement or loader, the steering 
wheel operation can be somewhat 
a little heavy. operate the steering 
wheel while driving the tractor at a 
low speed in this case. 

3. When a loader is mounted, adjust 
the air pressure of the front tires to 
its	maximum	specification,	mount	a	
weight or implement on the 3 point 
hitch of the tractor, and remove the 
front weight to make the front and 
rear balance more stable for safe 
working.

4. When turning the steering wheel to 
its end, the operating sound of the 
safety valve (relief valve) can be 
heard. do not operate the tractor if 
the valve sound is heard continu-
ally. (ok for a short period of time).

 the temperature of the hydraulic 
fluid may rise, causing malfunc-
tions.
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the power steering system in this 
tractor is a load reaction, full hy-
draulic type.

the full hydraulic system means 
that power necessary for power 
steering is transferred by hydrau-
lic fluid only and therefore me-
chanical devices, such as racks 
and pinions, are not installed to 
the tractor. therefore, it features 
simpler structure. However, the 
angles of the steering wheel and 
front wheels are not bound to 
each other, so they can be dif-
ferent sometimes. therefore, the 
angle of the KIOTI emblem on 
the center of the steering wheel 
may differ occasionally, which is 
normal.

•

NOTE
the power steering system in this 
tractor is a load reaction, full hy-
draulic type.

the load reaction type means 
that the reaction force or impact 
applied to the front axle is trans-
ferred to the steering wheel. 
therefore, the steering wheel 
can be returned to its straight-
forward position from the turning 
position.

therefore, it is easy to control the 
steering wheel during driving. (it 
has automatic return function, 
but its reactivity is not sensitive.) 

•

NOTE

When driving on a road with 
an implement attached to the 
rear of the tractor, the contact 
of the front wheels becomes 
poor, resulting in poor steer-
ability. In this case, attach a 
proper front weight and drive 
at a low speed.

•
WARNING

If a malfunction occurs while 
driving on a road, stop the 
tractor in a safe place and ser-
vice it. If it is not possible to 
move the tractor, turn on the 
hazard lights and set a warn-
ing triangle behind the tractor. 
Otherwise, a rear end accident 
may occur. 
The center of gravity of the 
tractor is higher compared 
to other common vehicles, 
so the possibility of the roll-
over accident is very high. be 
extra careful when driving on 
a lateral slope, bumpy road, 
road with puddles, and nar-
row road. make sure to set the 
ROPs in its original position 
(straight up position) and fas-
ten the seat belt.

•

•

WARNING

TC220-영문-유럽,호주향-OM-05.indd   21 2018-02-07   오후 1:09:49



5-�� ck3520 / ck4020 / ck4220

If stopping the engine while 
driving, the steering perfor-
mance can become deterio-
rated due to loss of hydraulic 
power, resulting in a severe 
accident. Never stop the en-
gine while driving.
Keep your hands on the steer-
ing wheel after turning to re-
turn the steering wheel back 
to the straight-ahead position. 
This steering wheel is not a 
self-return type. Taking your 
hands off the steering wheel 
during driving can lead to a 
serious accident.

•

•

WARNING

the 3-point hitch can be controlled by 
the position control lever.
1. the position control lever is used 

to lift or lower the lifting arm (lower 
link) of the 3-point hitch.

2. pushing the lever forward lowers 
the lower link while pulling the le-
ver backward lifts the lower link.

3. the height of the lower link is pre-
cisely controlled proportional to the 
position of the lever.

(1) position control lever
(a) lowering   (B) lifting

tC2O520A

3-POINT HITCH CONTROl POsITION CONTROl

4. the lower link is lifted by the hy-
draulic energy of the tractor while it 
is lowered by potential energy of its 
own weight. therefore, the imple-
ment cannot be lowered by the hy-
draulic pressure.

5. therefore, the implement attached 
to the lower link may be lifted by 
protrusion on the ground when it is 
lowered to the ground. it is called 
as	"floating."

(1) lower link

td2O520A
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(1) lowering Speed control lever
(a) High Speed  (B) low Speed

6. the lowering speed of the lower 
link is proportional to the applied 
weight but can be controlled by 
adjusting the draining passage of 
the	hydraulic	fluid.	(See	“Lowering	
speed control valve of lifting arm” 
on page 4-29)

(1) position control lever  (2) lock Bolt

7. the lower limit of the implement’
s height can be set by limiting the 
movement of the control lever by 
the lock bolt.

tC2O522AtC2O427b

If trying to lift an object with 
e x c e s s i v e w e i g h t b y t h e 
3-point hitch while the tractor 
is not equipped with proper 
front suit case weights, the 
front wheels may be lifted 
instead, leading to roll over. 
make sure to follow the speci-
fications for use.

•
WARNING
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(1) top link

For implement installation to the 
3-point hitch, refer to the operating 
tips for the 3-point hitch (page 6-2).

tC2O523A

If the lifting arm is properly 
operated but abnormal noise 
is still heard, the hydraulic 
system may be malfunction-
ing. In this case, let the engine 
idle for an 10 to 15 minutes 
additionally and then try to 
start the engine again. If the 
problem is still present, con-
tact your local KIOTI Dealer.
If the tractor has been stored 
for a long period of time or 
the transmission fluid is just 
changed, abnormal noise may 
be heard and the hydraulic 
lifting arm may be inoperable 
temporarily. In this case, let the 
engine idle for 3 to 4 minutes.

•

•

CAUTION
DRAfT CONTROl (If EqUIPPED)

1. the draft control function is used 
to prevent the wheels from rotating 
idle and the engine from stopping 
due to excessive draft load when 
the tractor is used for work which 
requires a lot of draft, such as 
plowing.

(1) draft control lever
(a) lowering

tC2O461A
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(1) top link

2. the draft function is activated 
when the top or middle hole on the 
top link of the 3-point hitch is used. 
the top hole is for sensitive draft 
control.

3. to keep the plowing depth shal-
low, put the draft control lever to 
the rear (Shallow) position. the 
plowing depth tends to become 
deeper naturally by outer condi-
tions. When the load increases by 

tC2O462A

the increase of the plowing depth 
while the draft control lever is set 
to the “Shallow” position, the plow-
ing depth is maintained as shal-
low because the reaction force is 
transferred to the internal system 
via the top link and the lifting arm 
is automatically lifted.

4. to keep the plowing depth deep, 
put the draft control lever to the 
front (deep) position.

5. the position of the draft control 
lever should be different based 
on the condition of soil to keep 
the plowing depth constant. When 
working	on	a	new	field,	it	is	recom-
mended to put the draft control 
lever to the proper position for the 
desired plowing depth and lock the 
lever with the lock bolt.

6. When using an implement which 
requires no draft function, such as 
a rotary tiller and mower, use the 
bottom hole on the top link and put 
the draft control lever in any posi-
tion.

CAUTION
If the lifting arm is properly 
operated but abnormal noise 
is still heard, the hydraulic 
system may be malfunction-
ing. In this case, let the engine 
idle for an 10 to 15 minutes 
additionally and then try to 
start the engine again. If the 
problem is still present, con-
tact your local KIOTI Dealer.

•

7. However, if the draft control lever is 
pushed forward to its end, the low-
est position of the lifting arm can be 
lowered a little. on the other hand, 
if the lever is pulled back to its end, 
the highest position of the lifting 
arm can be raised a little.
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CAUTION
The implement may shake up 
and down as the draft sensor 
is under impact when the trac-
tor is passing over irregular 
ground with the middle or low-
est top link hole selected. In 
this case, put the draft control 
lever to the “Deep” position 
to decrease the sensitivity of 
the draft function or select the 
highest top link hole.
If the tractor has been stored 
for a long period of time or 
the transmission fluid is just 
changed, abnormal noise may 
be heard and the hydraulic 
lifting arm may be inoperable 
temporarily. In this case, let the 
engine idle for 3 to 4 minutes.

•

•

REmOTE HyDRAUlICs
DOUblE ACTING lEvER (If EqUIPPED)

this product is equipped with two 
double acting valves (self-return 
type) to supply hydraulic power to 
the outside. Use them properly ac-
cording	 to	 an	 implement's	 specifica-
tions.
 • For the self-return type double act-

ing lever, it returns to its neutral 
position	 to	block	 the	hydraulic	fluid	
when it is pushed/pulled and then 
released. therefore, this type of 
double acting valve lever should be 

coupler Size

port a, B, c, d pt 1 / 2

lever 1 Push Pull

valve 
1

port

a out      in         

B in         out      

lever 2 Push Pull

valve 
2 

port

c out      in         

d in         out     

pressure returning

(1) double acting valve 1, lever 1
(2) double acting valve 2, lever 2
(a) port a (c) port c
(B) port B (d) port d

t22O502A
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pulled or pushed continuously for 
operation which is suitable for an 
implement with a short operating 
time, such as a hydraulic cylinder.

Put the detent valve operating 
lever into the neutral position 
when the hydraulic implement 
is not in use. If the detent 
valve is kept in the operating 
position for an extended pe-
riod of time, the relief valve is 
kept open and the temperature 
of the hydraulic fluid rises, 
leading to damage of various 
hydraulic parts, such as the 
oil seals and O-rings.
When the detent va lve is 
in operation, unnecessary 
load is applied to the engine. 
Therefore, the engine power 
decreases significantly, and 
noise and vibration increase 
by opening of the relief valve.

•

•

ImPORTANT

It is hard to start the engine 
while the detent valve is in op-
eration. This is especially true 
in winter and exhaust gas in-
creases even after the engine 
is started.
The detent valve can be ap-
plied as an option.

•

•

ImPORTANT

(a) diameter

A

tC2O525A

the hose unions used must comply 
with iSo standards.
dimension (a) must be between 
20.48 and 20.56 mm (0.806 and 
0.809 in.).

PT1/2 COUPlER sOCKET  
(ImPlEmENT)
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CONNECTING AND DIsCONNECTING ImPlEmENT

CONNECTION
1. Make sure to stop the engine be-

fore connecting it.
2. Move the double acting valve le-

ver forward and backward for 4 
to 5 times to release the pressure 
in the hydraulic line of the tractor. 
otherwise, it is hard to connect the 
couplers, and hydraulic fluid can 
be sprayed from the line and get 
in to your eyes while connecting 
them.

3. remove any foreign mater ia l 
around the male and female cou-
plers. if foreign material enters the 
hydraulic components, it can lead 
to malfunction of the system.

4. open the dust-proof cover of the 
female coupler of the tractor and 
insert the male coupler of the im-
plement. a clicking sound is heard 
when the couplers are engaged.

5. pull the hydraulic hose of the im-
plement to check that the couplers 
are properly connected.

6. Start the engine and check the op-
erating status and leakage.

DIsCONNECTION
1. Make sure to stop the engine be-

fore disconnecting it.
2. release any residual pressure in 

the hydraulic hoses of the imple-
ment and tractor by operating the 
double acting valve lever 4 to 5 
times.

3. remove any foreign material around 
the couplers.

4. lower the imp lement on the 
ground or remove any external 
load applied to the implement. dis-
connecting hoses while outer load 
is applied to the implement is very 
difficult	 and	dangerous	due	 to	 the	
pressurized	fluid	in	the	hose.

5. remove the male coupler by push-
ing the female coupler boss back-
ward.

6. close the dust-proof cover of the 
female coupler. Wrap the male 
coupler of the implement with a 
plastic bag to prevent contamina-
tion. 

Never connect or disconnect 
the implement hydraulic hoses 
while the pressure in it is not re-
leased or the engine is running. 
It is hard to connect and discon-
nect the hose and hydraulic fluid 
can be sprayed from the hose, 
and get into your eyes or skin.
stop the engine and wear pro-
tective glasses and gloves be-
fore work.

•

•

WARNING
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3-POINT HITCH IMPLEMENT AND LOADER OPERATION

REMOvAL AND INsTALLATION Of 3-POINT 
HITCH IMPLEMENT (INCLuDINg CONNECTION 
Of uNIvERsAL jOINT) ............................................ 6-2

OPERATION fOR 3-POINT HITCH IMPLEMENT 
MOuNTINg COMPONENTs ..................................... 6-4
Adjustment of lift rod .........................................................6-4
Adjustment of top link .........................................................6-5
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1. place implement on the level 
ground.

2. drive the tractor backward to move 
as close as possible to an imple-
ment (approx. 5 cm). then, adjust 
the height of the lower link to be 
parallel to the pins of the imple-
ment.

3. place the shift levers in the neutral 
position, stop the engine and apply 
the parking brake.

(1) check link  (2) turn Buckle

4. lengthen the chain by turning the 
check link turn buckle.

5. first install the left lower link to the 
implement pin, insert the lynch pin 
into the hole, and turn the ring to 
hold the implement pin securely. 

6. install the right lower link to the 
implement pin, insert the lynch pin 
into the hole, and turn the ring to 
hold the implement pin securely.

(1) turn Buckle  (2) lift rod (rh)
(3) lower link  (4) implement pin
(5) lynch pin

H61O601A H61O615A

REMOvAL AND INsTALLATION Of 3-POINT HITCH IMPLEMENT  
(INCLuDINg CONNECTION Of uNIvERsAL jOINT)

(1) implement support  (2) lower link

A40O613A
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7. install the top link to the top link 
hole of the implement. loosen the 
lock nuts of the top link and turn 
the top link handle to adjust the 
length of it as needed. Align the 
pin hole for the top link with the top 
link hole on the implement to insert 
the set pin. insert the snap pin into 
the set pin hole securely to hold 
the set pin.

(1) implement support 

8. raise up the implement with the 
position control lever of the tractor. 
remove the implement support as 
needed. Align the implement by 
adjusting the length of the check 
chains on both sides. tighten the 
lock nuts on the check chain se-
curely. 

9. Adjust the tip angle of implement 
by adjusting the length of the top 
link. tighten the top link lock nuts 
securely. 

10. Adjust the balance of the imple-
ment by adjusting the length of 
the lift rod (rh). tighten the turn 
buckle lock nut of the lift rod (rh) 
securely afterward.

H61O608A

(1) top link (2) lock pin
(3) snap pin 

111

22
33

T22O609A
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6-� ck3520 / ck4020 / ck4220

(1) top link
(2) lift rod (l)

(3) lift rod (r)
(4) check chain

(5) lower link
(6) drawbar (optional)

OPERATION fOR 3-POINT HITCH IMPLEMENT MOuNTINg 
COMPONENTs

(1) lift rod  (2) turn Buckle
(3) lock nut

1. Adjust the implement balance by 
turning the turn buckle.

2. After adjustment, secure it with the 
lock nut.

ADjusTMENT Of LIfT ROD

11

5

4

5

32

5

66
4

5

32

T22O601A

TC2O603A
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6-53-point hitch implement And loAder operAtion

(1) top link  (2) set pin
(3) lynch pin  (4) top link handle 

1. install the top link to the desired 
hole, install the set pin and lynch 
pin securely.

2. tighten the lock nut on the top link 
securely after adjusting top link 
length.

1. Adjust the check chain to control 
horizontal sway of the implement.

 it is also used to set the implement 
on the back of the tractor in center.

2. loosen the lock nut to adjust the 
check chain, pull out the turn buck-
le and adjust it until the desired 
transverse moving distance is ob-
tained.

ADjusTMENT Of TOP LINk ADjusTMENT Of CHECk LINk

(1) check chain               (2) turn Buckle                 
(3) lock nut

DIsMOuNTINg THE IMPLEMENT

1. park the tractor with the implement 
on the level ground and lower the 
implement all the way down. install 
the implement support as needed.

2. disconnect the top link and lower 
links from the implement by re-
moving the pins. 

3. Be sure to insert the set pins, lynch 
pins and snap pins back to the 
implement securely to keep those 
safe. 

4. stop the engine and move the re-
mote hydraulic control lever back 
and forth to release the hydraulic 
pressure in the system before dis-
connecting hydraulic couplers. 

5. put the top link back to its hook. 
hold both lower links together with 
a rubber band. otherwise, the low-
er links can contact with rear tires 
and cause damage to the lower 
links and tires while driving.

TC2O604A TC2O605A
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6-6 ck3520 / ck4020 / ck4220

(1) safety chain

H11O104AH11O682A

DRAw BAR AND TRAILER

the drawbar is used to pull an imple-
ment, such as a trailer. make sure to 
check the max. towing weight of the 
trailer and max. vertical load that can 
be applied to the drawbar.

(1) drawbar

T22O602A

type drawbar

Approval number to be announced

maker daedong or kioti

maximum horizontal load/d-value : n/A

towable mass (t) : 5,750 ~ 6,100 kg
(12,676 ~ 13,448 lb.)

maximum permissible vertical load on the coupling point : 3,300 kg (7,275 lb.)

position of cou-
pling point

height above ground 338 mm (13.3 in.)

distance from vertical plane passing 
through the axis of the rear axle 626 mm (24.6 in.)
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6-�3-point hitch implement And loAder operAtion

Never use any other part for 
pulling except draw bar. Pull-
ing with top link, ROPs and 
etc. will cause a fatal accident.
Be sure to install the auxiliary 
safety chain when installing a 
trailer.
Improper use of the draw-bar, 
even if correctly positioned, 
can cause a rear overturn.
Do not overload an imple-
ment or towed equipment. 
use proper counterweights to 
maintain tractor stability. Hitch 
heavy loads to the draw-bar 
only.
Make sure that there is no one 
nor object between the tractor 
and trailer.

•

•

•

•

•

wARNINg

sPECIfICATION

S43O120B

(1) pto shaft cover
(2) pto shaft cap

Before you install the some kind of 
implement, take off pto shaft cap(2) 
and install the universal joint of im-
plement.
if necessary, fold up the pto shield 
guard (1).

PTO & PTO sHIELD guARD

PTO type Nominal 
diameter

Number and 
type

 of splines

Nominal PTO 
rated rotational 

frequency

Recommended PTO 
power at rated engine 

speed(kw)

1 35 6 straight 
splines

540
up to 25

750

PTO sheild guard
Category Regulation

t1 compliance with iso 500-1

TC220-영문-유럽,호주향-OM-06.indd   7 2018-01-05   오후 5:56:22



6-� ck3520 / ck4020 / ck4220

H11O682A

1. consult your local kIOTI dealer for 
selection of the universal joint.

2. when selecting a universal joint, 
make sure that it is not too short to 
come off of the female and male 
shafts at the highest position or too 
long to impact its female and mail 
shafts at the lowest position.

3. move the joint back and forth to 
check that its lock pin is properly 
seated to the groove of the pto 
shaft. 

(1) universal joint

INsTALLINg PTO sHAfTPRECAuTIONs wHEN usINg THE PTO

use in rice fields: when using the 
tractor in rice fields, where the water 
level could rise above the height of 
the pto shaft, ask your dealer for 
instructions on all necessary water-
proofing and sealing measures. if 
such measures are not taken, the 
guarantee could be rendered invalid.

when using the PTO drive with 
a stationary tractor, ALwAYs 
make sure that the gears are 
in neutral and that the parking 
brake is applied.
Before starting up any PTO-
driven implement hitched to 
the three-point linkage, lift the 
implement to its full height 
and check that at least 1/4 of 
the total length of the tele-
scopic section of the drive 
shaft is engaged.

•

•

wARNINg

To avoid accidents, always 
make sure that all PTO guards 
are in position and stay well 
clear of the driveline when us-
ing the PTO.
Always disengage the PTO 
and stop the engine before 
connecting, disconnecting or 
adjusting implements that are 
connected to it.
Before driving an implement 
through the PTO, ALwAYs 
make sure that all bystanders 
are well sway from the tractor.

•

•

•

wARNINg
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6-�3-point hitch implement And loAder operAtion

11

C56O140A

T66O122A

(1) lock pin

Before starting up any PTO-
driven implement hitched to 
the three-point linkage, lift the 
implement to its full height 
and check that at least 1/4 of 
the total length of the tele-
scopic section of the drive 
shaft is engaged.

•
wARNINg

Make sure that the PTO safety 
cover is in its position before 
driving the PTO shaft.
Never go close to the rotating 
PTO or universal joint shaft. A 
severe accident can happen.
Before driving an implement 
through the PTO, always make 
sure that all bystanders are 
well away from the tractor.
when using the PTO drive with 
a stationary tractor, always 
make sure that the gears are 
in neutral and that the parking 
brake is applied.
The tractor PTO and universal 
joint should not be interfered 
by any surrounding parts.

•

•

•

•

•

wARNINg
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6-10 ck3520 / ck4020 / ck4220

M55O626A

refer to the chart below as to install-
ing of an universal joint.

(1) pto cover
(A) Allowable Angle Of Universal Joint: 50˚

Allowable angle of universal joint

50˚

TYPE Of PTO sHAfT

sAe 1-3 / 8" 6 splines
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6-113-point hitch implement And loAder operAtion

Td2O631A

(1) loader mounting Bracket
(2) Balancing cylinder
(3) loader Arm
(4) Boom
(5) grill guard
(6) tilt cylinder
(7) Bucket

HANDLINg LOADER

for detailed information about installa-
tion and use of the front loader, refer to 
the separate manual of the loader.

Check the transmission fluid 
level and add fluid as neces-
sary after installing an imple-
ment related to the hydraulic 
fluid, such as a loader or back-
hoe, and driving the tractor for 
a test. 

•
IMPORTANT
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6-1� ck3520 / ck4020 / ck4220

fIxATION POINTs fOR fRONT END LOADER

3 1 

4 2 

[Clutch housing]

[Flywheel housing]

[Front axle frame]

[Flywheel housing]

[Front axle frame]

[Rear axle & Transmission]
S76O605A

[front axle frame]

[flywheel housing]

[clutch housing]

[front axle frame]

[flywheel housing]

[rear axle & transmission] 

when you do install the front loader, certainly mount the bolt for mounting bracket at the indicated points.•
wARNINg
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6-1�3-point hitch implement And loAder operAtion

DRIvINg ON sLOPE
wHEN LOADED BuCkET AND 
REAR BALLAsT ARE INsTALLED 

Driving on uphill 

H11O554A

H11O555A

Driving on downhill 

wHEN uNLOADED BuCkET AND REAR BALLAsT ARE INsTALLED 

Driving on downhill 

H11O557A

Driving on uphill 

H11O556A

when driving downhill with the empty 
bucket and rear ballast installed, 
keep the rear ballast toward the 
higher level of the ground. in other 
words, drive backward on uphill and 
forward on downhill. 
use the 4wd to increase traction 
when driving on a slope with the 
loaded bucket and rear ballast in-
stalled. 
on a bumpy road, lift the bucket and 
implement high so that they do not 
hit any obstacle. 
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6-1� ck3520 / ck4020 / ck4220

PARkINg wITH LOADER INsTALLED 

M55O625A

when park ing the t ractor 
which is equipped wi th a 
loader or backhoe, make sure 
that the boom of the loader 
or backhoe is lowered on the 
ground. Otherwise, the tractor 
can become unstable, leading 
to an unexpected accident, 
such as roll over. 

•
CAuTION

jOYsTICk LEvER

(1) joystick lever

1. up and down of boom
 pulling the joystick lever back (B) 

lifts the boom of the loader while 
pushing it forward (A) lowers the 
loader boom.

(A) Boom down (B) Boom up

T22O604A T22O605A

T22O603A

N

dOWNdOWN & 
ROLLBACK

UP

ROLLBACK dUMP

UP & 
ROLLBACK

UP & 
dUMP

dOWN &
dUMP 

FLOAT
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6-153-point hitch implement And loAder operAtion

2. roll back & dump
 "roll back" means that the bucket 

scoops up. to operate this func-
tion, move the joystick lever to 
the left (A). "dump" means that 
the bucket dumps. to operate this 
function, move the joystick lever to 
the right (B).

3. float
 the floating function is activated 

when the joystick lever is pushed 

(A) Bucket roll Back  (B) Bucket dump

one position further to forward 
from the down position. when the 
lever is in this position, the boom 
moves up and down freely along 
the surface of the ground as the 
hydraulic line is opened from the 
valve to the boom cylinder. this 
function is useful when removing 
soft objects on hard ground (for 
example, when removing snow or 
sand on paved road.

4. down & roll back
 the boom can be lowered and the 

bucket can scoop up by operating the 
joystick lever to the front left position 
(10 o’clock position).  however, the 
operation time may not be shortened 
much since the boom is lowered first 
and then the bucket is rolled back due 
to unbalanced hydraulic pressure in 
the hydraulic circuit.

5. down & dump
 the boom can be lowered and the 

bucket can dump by operating the 
joystick lever to the front right posi-

tion (2 o’clock position). however, 
these two operations may not be 
performed simultaneously due to 
unbalanced hydraulic pressure in 
the hydraulic circuit.

6. up & roll back  
 the boom can be lifted and the 

bucket can scoop up by operating 
the joystick lever to the rear left 
position (7 o’clock position). how-
ever, these two operations may not 
be performed simultaneously due 
to unbalanced hydraulic pressure 
in the hydraulic circuit.

7. up & dump
 the boom can be lifted and the 

bucket can dump by operating the 
joystick lever to the rear right posi-
tion (5 o’clock position). however, 
the operation time is may not short-
ened much since the bucket dumps 
first and then the boom is lifted due 
to the unbalanced hydraulic pres-
sure in the hydraulic circuit.

T22O605A

TC220-영문-유럽,호주향-OM-06.indd   15 2018-01-05   오후 5:56:28



6-16 ck3520 / ck4020 / ck4220

If the boom or bucket is not 
operating, properly, lower the 
bucket onto the ground, stop 
the engine, and reduce all hy-
draulic pressure. Then, check 
all the hydraulic connections 
and connect them again.
Before connecting or discon-
necting the hydraulic hose 
coupling for the loader, lower 
the boom onto the ground, 
stop the engine, and move the 
joystick lever front and back, 
left and right for several times 
to remove residual pressure in 
the hydraulic hose.

•

•

IMPORTANT
Make sure to lock the joystick 
lever while moving. Otherwise, 
its vibration can cause safety 
problems, such as falling off 
of the implement.
Do not leave the tractor with 
the boom off the ground in 
any circumstances. If it is nec-
es-sary, lock the joystick.
when the joystick lever is not 
in use, lock it since the imple-
ment can fall down if the lever 
is operated accidently.

•

•

•

wARNINg

8. locking/unlocking joystick
 pulling the joystick lock lever in 

locks the joystick while pushing 
it outward unlocks the joystick as 
shown in the figure.

A

B

A

B111

TE1O621A

(1) joystick lock lever
(A) lock  (B) unlock

TC220-영문-유럽,호주향-OM-06.indd   16 2018-01-05   오후 5:56:28



56

6-1�3-point hitch implement And loAder operAtion

jOYsTICk vALvE

(A) A2 : Bucket up (roll Back)
(B) B2 : Bucket down (dump)
(c) A1 : Boom up 
(d) B1 : Boom down  

TE1O621A

To avoid accidents:
Pressurized diesel fuel or hy-
draulic fluid may be sprayed 
on your skin or eyes, lead-
ing to a severe injury or even 
death.
To check for leaks, use a 
board and wear protective 
gloves and goggles.
If your eyes come into contact 
with the hydraulic fluid, see 
your doctor immediately.
Never try to disconnect the 
tube and quick coupler while 
the tractor and implement are 
in operation. Release the pres-
sure by operating the lever 
after the engine is stopped.

•

•

•

•

wARNINg

the hoses and couplers for in-
stallation are supplied with the 
implements (like front loader).

•
NOTE
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7-�maintenance

MAINTENANCE ChECk lIsT
DAIly ChECk ITEM

※ refer to section "maintenance code" for detailed information related to maintenance codes.

sERVICE sChEDUlE Maintenance 
codesItem sERVICE REQUIRED

engine oil Check the oil level and add as needed. Do not overfill. e

hydraulic (transmission/
front axle) oil level check level and add as needed. D

Air cleaner and its filter Check the filter condition for leakage and damage. Clean the element. t

engine cooling system clean the radiator, screen and grill. check coolant level and add anti-freeze if necessary. f, g, ac

seat Belt check the condition of seat belt and mounting hardware. repair or replace as needed.

tires check for wear, damaged tires and ensure for proper sized tires and correct air pressure.

parking brake check for automatic rotation and have it adjusted by your dealer if necessary.

clean pedals clean brake pedals, travel control pedal, clutch pedal and footrest area. h

general items check for loose or broken parts, damaged cabin component, instrument operation, loose wheel nuts 
/ bolts, oil leaks and damaged or missing signs (Decals), floor mat. Replace them as necessary. q, ag, ah, am

pto check spline condition. replace the pto cover if damaged or missing.

three-point linkage check operation and condition of pins, links and bars.

loader (if equipped) check mounting hardware for loose or broken parts.
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7-� ck3520 / ck4020 / ck4220

MAINTENANCE sChEDUlE ChART

NO.
Maintenance 

Interval
Item

Run hour Run Age
Remarks

Mainte-
nance
codes10 50 100 200 250 400 600 800 1500 3000 1 year 2 year

1 engine oil & filter
change

Di / iDi ⊙ ○ ○

l
crDi

tier2 or 3 ○ ○

tier4 ○ ○

check ○ e

2 Transmission oil filter replace ⊙ ○ m

3 HST oil filter replace ⊙ ○

4
transmission fluid change ○ m

transmission fluid level check ⊙ D

5
front axle oil change ○ n

front axle oil level check ⊙

6 front axle pivot adjust ○

7 engine start system check ○

8 greasing apply ○ p

9 wheel bolt torque check ○ q

10 Battery condition check ○ *3 w

※ tier2 or 3 - without Dpf,  tier4 - with Dpf
※ Di: Direct injection / iDi: in Direct injection / crDi: common rail Direct injection
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7-5maintenance

NO.
Maintenance 

Interval
Item

Run hour Run Age
Remarks

Mainte-
nance
codes10 50 100 200 250 400 600 800 1500 3000 1 year 2 year

11 air cleaner element

check ⊙

t, afclean ○ *1
#

replace ○ ○ *2

12 Fuel filter element replace ○ # s

13 fan belt, air-con belt adjust ○ *3 v, aB

14 clutch pedal free play adjust ⊙ ○ o

15 Brake pedal free play adjust ⊙ ○ r

16 radiator hose and 
clamp

check ○
g

replace ○

17 radiator grill clean ⊙ z

18 power steering hose 
and oil line

check ○
aa

replace ○

19 fuel line
check ○

# u
replace ○

20 intake air line
check ○

x
replace ○ *3

TC220-영문-유럽,호주향-OM-07.indd   5 2018-01-15   오후 1:12:40



7-� ck3520 / ck4020 / ck4220

NO.
Maintenance 

Interval
Item

Run hour Run Age
Remarks

Mainte-
nance
codes10 50 100 200 250 400 600 800 1500 3000 1 year 2 year

21 toe-in adjust ○ y

22 engine valve clear-
ance adjust ○ ae

23 fuel injection nozzle 
injection pressure check ○ #

24 injection pump check ○ #

25 cooling system clean ○ aJ

26
coolant replace ○ aJ

coolant level check ⊙ f

27 Air-con filter replace ○ ai

28 fuel system check *3 c

29 fuse replace *3 an, 
aq, ap

30 light bulb replace *3 aq

31 seat belt check ○

32 tire pressure & damage check ○

33 parking brake check ○

34 pto cover check ○
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7-7maintenance

⊙ must be done after the first 10 or 50 hours of operation.
  ＊1 Air cleaner should be cleaned more often in dusty conditions than in normal condition.
  ＊2 Every year or every 6 times of cleaning.  ＊3 Replace only if necessary.

The items listed above (# marked) are registered as emission related critical parts by kIOTI in U.s. EPA ex-
haust emission standard non-road emission regulation.  As the engine owner, you are responsible for the 
performance of the required maintenance on the above instruction.

•

•

IMPORTANT

NO.
Maintenance 

Interval
Item

Run hour Run Age
Remarks

Mainte-
nance
codes10 50 100 200 250 400 600 800 1500 3000 1 year 2 year

35 3-point hitch &
drawbar check ○

36 pin fastening check ○
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7-� ck3520 / ck4020 / ck4220

lUBRICANTs

to prevent serious damage to the equipment, use only genuine kIOTI fluids, oils and greases or equivalents. 

No. Item [l (U.s.gal.)] lubricants

1 fuel 34.0 (8.98) ultra-low sulfur diesel (sulfur content: 15 ppm or less)

2 coolant (engine only) ck3520 / ck4020: 3.0 (0.79)
ck4220: 3.4 (0.89) antifreezing solution: ethylene glycol + pure water (50:50)

3 engine oil ck3520 / ck4020: 5.5 (1.45)
ck4220: 6.0 (1.6)

engine oil : tier 2 or 3 - api ch grade above
                   tier 4 - api cJ grade above
oil viscosity : sae 10w30, 10w40, 15w40

4 Transmission fluid 22.0 (5.8)

DaeDong : utf55 or
s  h  e  l  l   : Donax-tD, 
Exxonmobil: Mobilfluid 424
    exxon hydraul 560
B             p : tractran uth
in winter season : Duratrantm xl synthetic Blend

5 front axle oil 6.0 (1.6) sae 90 gear oil or better, or same as transmission oil

6

grease
- front axle support
- Brake pedal
- Brake lever
- top link holder
- control lever

a little sae multi-purpose type grease

WARNING
Check the oil level periodically. Correct the oil level, if needed, before operating.
Always check and add oil with the tractor on a flat, level surface.

•
•
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1. the hood opener is a rod placed in 
the frame hole to ensure safety.

 to open the hood, press in the 
opener with the ignition key or ap-
propriate tool.

2. the hood stays open by itself with 
air cylinder. to close it, just press 
down without any bothering pro-
cess.

td2O702A

MAINTENANCE CODE
hOW TO OPEN ThE hOOD (A)

(1) hood  (2) opening Button
(a) press  (B) open

(1) hood

Never open the hood while the 
engine is running.

•
CAUTION

A
11

A

22

BB

tC2O752A tC2O701B

EU AU

1. it is very easy to open the hood 
with one touch pulling knob. 

2. the hood stays open by itself with 
air cylinder. to close it, just press 
down without any bothering pro-
cess.

(1) hood  (2) opening knob
(a) pull  (B) open
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7-10 ck3520 / ck4020 / ck4220

1. turn the key switch to "on" and 
check the amount of fuel with the fuel 
gauge.

2. if the needle on the fuel gauge is 
close to “e” or the fuel level is low, 
open the fuel tank filler cap and add 
the fuel.

3. after adding the fuel, close the fuel 
tank filler cap.

To avoid personal injury:
Do not smoke while refueling.
Add fuel in a well-ventilated 
area.
Be sure to stop the engine be-
fore refueling.
As dirt or sand contained in 
fuel may cause malfunction to 
the fuel injection pump, use 
the strainer when refueling.

•
•

•

•

CAUTION

Be careful not to let the fuel 
tank become empty. Otherwise 
air will enter the fuel system, 
necessitating bleeding before 
next engine start.
Be careful not to spill during 
refueling. If a spill occur, wipe 
it off at once, or it may cause 
a fire.
If unit is not used for a long 
time, make sure the fuel vis-
cosity is suitable for the cold 
weather. 

•

•

•

IMPORTANT

tC2O701A

(1) fuel tank cap

ChECkING AND ADDING fUEl (C)

the fuel tank is installed in the mid-
dle of the tractor body. make sure to 
use pure and high-quality diesel fuel. 

fUEl TANk CAPACITy

34 l (8.98 u.s.gal.)
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ChECkING TRANsMIssION flUID lEVEl (D)

1. park the tractor on a level ground 
and lower the implement.

2. make sure the parking brake is 
set.

3. set all shift levers into the neutral 
position.

4. stop the engine.

(1) oil Dipstick and filler port

t22O705A tC2O703A

5. pull out the oil dipstick, clean it, 
and then insert it into its original 
position. then, pull it out again and 
check if the oil level is within the 
specified range.

6. if the oil level is too low, add some 
new oil so that the level is within 
the allowable range. 

(1) oil Dipstick
(a) upper limit

If the level is low, do not run 
the engine.
Never add oil over the upper 
limit.
Be sure to check the oil level 
after installing a hydraulic im-
plement. Add fluid as needed.
Check the oil level with the 
cylinders of an implement ex-
tended and check again with 
the cylinders retracted. Add 
oil to adjust the oil level within 
the range of the oil limit. (Upper 
or lower)

•

•

•

•

IMPORTANT
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7-12 ck3520 / ck4020 / ck4220

1. check the engine oil daily.
2. park the tractor on a level ground 

and lower the implement.
3. if the engine was just running, 

wait for approx. 5 minutes before 
checking the oil level.

(1) oil filler neck  (2) oil Dipstick
(a) oil level is acceptable within this range

tC2O753A

ChECkING ENGINE OIl lEVEl (E)

To avoid injury:
Be sure to stop the engine be-
fore checking the oil level.

•

CAUTION

td2O707A

4. pull out the oil dipstick, clean it, 
and then insert it into its original 
position. then, pull it out again and 
check if the oil level is within the 
specified range.

5. if the oil level is too low, add some 
new oil so that the level is within 
the allowable range. 

(1) oil Dipstick  
(a) upper limit  (B) lower limit

When using oil of different 
maker or viscosity from the 
previous one, remove all of 
the old oil. Never mix two dif-
ferent types of oil.
Do not start the engine when 
the oil level is below the lower 
limit.
Wipe the oi l dipstick with 
clean cloth or tissue. If foreign 
material enters the oil sump, it 
can lead to malfunction of the 
engine.
Never add oil over the upper 
limit.

•

•

•

•

IMPORTANT
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(1) reservoir tank
(a) full  (B) low

ChECkING COOlANT lEVEl (f)

1. check to see that the coolant level 
is between the "full" and "low " 
marks of the reservoir tank.

2. when the coolant level drops due 
to evaporation, add water only up 
to the "full" level mark. in case 
of leakage, add anti-freeze and 
water in the specified mixing ratio 
up to the "full" level mark. (refer 
to the instructions for cleaning the 
cooling system and changing cool-

tC2O706A

ant in chapter maintenance for 
every two years.)

3. the tractor is furnished in the fac-
tory with a mixture of anti-freeze 
(ethylene glycol) and water in a ra-
tio of 50:50 which is usable in any 
season.

(1) radiator screen  (2) nut
(a) Detach

ClEANING RADIATOR GRIll 
AND sCREEN (G)

1. check that the radiator grill and 
screen are free of foreign materials.

2. if there are foreign materials stuck in 
the screen, unscrew its nut, remove 
it from the mounting location and re-
move all foreign materials from it. 

tC2O706A

To avoid accidents:
Be sure to stop the engine be-
fore removing the screen.

•

CAUTION
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7-1� ck3520 / ck4020 / ck4220

The bonnet grill and screen 
must be clean from debris to 
prevent the engine from over-
heating and to allow good air 
intake for the air cleaner.

•
IMPORTANT 1. the brake and c lu tch pedals 

should be inspected for free travel, 
and smooth operation.

2. you should adjust these pedals 
if an incorrect measurement is 
found. (refer to the instructions for 
adjusting the clutch and brake ped-
als in the chapter maintenance.)

ChECkING BRAkE AND 
ClUTCh PEDAls (h)

1. inspect the instrument panel for 
broken gauge(s), meter(s) and in-
dicators.

2. replace if broken.

ChECkING hEAD lIGhT, hAz-
ARD lIGhT ETC. (J)
1. inspect the lights for broken bulbs 

and lenses.
2. replace if broken.

ChECkING sEAT BElT AND 
ROPs (k)
1. always check the condition of the 

seat belt and rops before operat-
ing the tractor.

2. replace if damaged.

ChECkING GAUGEs, METER 
AND INDICATORs (I) 

when depressing the brake 
pedals separated, both of the 
brake pedals should be moved 
down to the same depth.

•
NOTE
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ChANGING ENGINE OIl AND REPlACING fIlTER (l)

(1) oil filler hole  (2) oil Dipstick
(a) oil level is acceptable within this range

1. park the tractor on a level ground 
and start the engine to warm it up.

tC2O753A

2. stop the engine, apply the parking 
brake and remove the drain plug.

3. wait until the oil is cooled down.
4. place the oil pan under the en-

gine and unscrew the drain plug 
counterclockwise to drain the oil 
completely. all the used oil can be 
drained out easily when the engine 
is still warm.

(1) Drain plug

td2O710A

(1) engine oil filter

5. Remove the oil filter from the bot-
tom of the fuel filter on the right 
side of the engine.

6. Apply a thin film of oil to the O-ring 
of a new filter and tighten the new 
filter firmly by hand.

7. Fill the engine oil to the specified 
level and tighten the oil filter to the 
specified torque.

t21O706B
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7-1� ck3520 / ck4020 / ck4220

OIl CAPACITy [l (U.s.gal.)]

ck3520 / ck4020 5.5 (1.45)

ck4220 6.0 (1.6 )

  8. run the start motor for approx. 
10 seconds to distribute oil to 
each part of the engine.

  9. run the engine for approx. 5 min-
utes and check for proper opera-
tion through the engine oil warning 
lamp. then, stop the engine. (it is 
normal that the oil warning lamp is 
off while the engine running)

10. check the engine oil level again 
with the oil dipstick. if the level is 
low, add more oil. 

the engine oil filter should be 
replaced when changing the en-
gine oil. 

•
NOTE

The engine oi l is very hot 
while the engine is running 
or right after the engine is 
stopped. Be careful not to be 
burnt.
Avoid oil contact while chang-
ing or adding engine oil and 
wear eye protection to prevent 
eye contact.
Prolonged and repeated con-
tact with the engine oil may 
cause skin disorders and 
skin cancer. If skin contact is 
made, wash thoroughly with 
soap or hand cleaner as soon 
as possible.
keep the used oil out of reach 
of children.

•

•

•

•

WARNING
To avoid injury:

Be sure to stop the engine 
before changing the fluid or 
replacing the filter.
Check the engine oil level 
before every operation of the 
tractor. If the engine oil is 
insufficient, the engine can 
be damaged, and this is not 
covered by warranty. Be sure 
to add the engine oil when its 
level is below the lower limit 
of the oil dipstick.
Do not dispose of used oil 
and oil filter into drainage and 
other places not designated 
by regulations. Observe ap-
plicable regulations when dis-
posing used oil and filters. 

•

•

•

CAUTION
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Use only specified engine oil 
and kIOTI genuine filter to 
insure smooth operation and 
durability of the engine.

•
IMPORTANT

tC2O713A

REPlACING TRANsMIssION flUID AND fIlTER (M)

If transmission fluid is contaminated 
or the transmission is repaired, trans-
mission fluid should be changed. 
Make sure to replace its filter as well. 
also, replace the oil filter at every 
200 hours of operation.
1. park the tractor on a level ground 

and start the engine to warm it up.
2. stop the engine, apply the parking 

brake and remove the drain plug.

(1) hydraulic filter   (2) hst filter

3. To drain the used fluid, place a oil 
container under the transmission 
case and remove the drain plug to 
drain used fluid.

 If the fluid does not flow out freely, 
unscrew the breather plug on the 
side of the hydraulic cylinder on 
the left of the top link bracket to 
facilitate drainage. reinstall the 
drain plugs securely afterward. 

4. Unscrew the fluid filter from the rear 
right section on the tractor using a 
filter wrench.

(1) Drain plug

tC2O708A
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7-1� ck3520 / ck4020 / ck4220

(1) oil Dipstick and filler port
(a) oil level is acceptable within this range

5. Apply a thin film of clean oil onto 
the O-ring of a new filter.

6. Tighten the filter until it touches the 
mounting surface. then, tighten 
the filter for a half turn further with 
a hand. 

7. After installing a new filter, run the 
engine for a few minutes and stop 
it. 

8. check the oil level again and add 
more oil to the specified level.

tC2O702A

(1) Drain plug

1. remove the drain plugs from the 
front axle case (lh/rh) and front 
axle support to drain oil.

2. after draining, reinstall the drain 
plugs securely.

3. remove the bleeding plug from the 
front axle case and add oil through 
the filler hole.

ChANGING fRONT AxlE 
CAsE OIl (N)

tC2O709A

OIl CAPACITy

22 l (5.8 u.s.gal.)

To avoid injury:
Be sure to stop the engine 
before changing the fluid or 
replacing the filter.
Cool down the fluid sufficient-
ly. you can get burnt by hot 
fluid. 

•

•

CAUTION

To prevent serious damage to 
the hydraulic system, use only 
a KIOTI genuine filter.
Do not operate the tractor 
immediately after changing 
transmission fluid. Run the 
engine at medium speed for a 
few minutes to prevent dam-
age to the hydraulic system.

•

•

IMPORTANT
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4. add oil while checking the oil level 
with the dipstick attached to the 
filler plug. (Refer to the instructions 
for the lubrication system in chap-
ter maintenance.)

5. after adding oil, fit the filler plug 
again.

6. wait for 15 minutes and check the 
oil level again. if the amount is in-
sufficient, add more oil.

(1) oil Dipstick
(a) upper limit

tC2O710A

OIl CAPACITy

6.0 l (1.6 u.s.gal.)

tC2O714B

(1) Brake pedal  (a) free play

ADJUsTING BRAkE PEDAl (O)

MANUAl

tC2O711A

hsT

tC2O712A

MANUAl

hsT

(1) lock nut  (2) turn Buckle

tC2O715A
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prolonged use of the brake pedal 
increases its free play. this free play 
deteriorates the brake performance 
and can cause a problem to the 
brake system. 
the brake pedal can be adjusted as 
follows:
1. release the parking brake.
2. Depress the right brake pedal 

slightly until some resistance is 
felt. then, measure the free play 
from the top of the pedal.

3. when adjustments are needed, 
loosen the locking nut and turn the 
turn buckle until the rod length is 
at the desired and acceptable limit.

4. after adjustment, tighten the lock-
ing nut firmly.

5. repeat the same procedure for the 
left brake pedal and measure its 
free play.

6. interlock the brake pedals after 
checking or adjusting them.

PROPER BRAkE PEDAl fREE 
TRAVEl (A)

20 - 30 mm (0.8 ~ 1.2 in.)

stop the engine and chock the 
wheels before checking brake 
pedal.
keep the free play in the right 
and left brake pedals equal.

•

•

CAUTION
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(1) position control lever shaft housing

(1) front Bracket (axle pivot) (1) rear Bracket (axle pivot)

tC2O718A

tC2O716A

Apply quality multi-purpose grease to the locations specified in the following figure at every 50 hours of use or when 
necessary. also, record the operating hour on every application.

lUBRICATING GREAsE NIPPlE (P)

(1) lift rod

tC2O720A

tC2O719A

(1) clutch pedal

tC2O717A
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7-22 ck3520 / ck4020 / ck4220

ADJUsTING ClUTCh PEDAl (R)

Item Tightening torque

front 
wheel

Bolt 7.9~9.2 kgf·m
57~67 lbf.ft
77~90 n.mnut

rear 
wheel

Bolt 20~23 kgf·m
144~166 lbf.ft
196~226 n.mnut

tC2O721A

ChECkING WhEEl BOlT/NUT TORQUE (Q)

(1) front wheel Bolt/nut
(2) rear wheel Bolt/nut 

check wheel bolts and nuts regu-
larly especially when new. if they are 
loose, tighten them as follows. 

To avoid injury:
Never operate tractor with a 
loose rim, wheel, or axle.
Any time bolts and nuts are 
loosened, retighten to speci-
fied torque.
Check all bolts and nuts fre-
quently and keep them tight.

•

•

•

CAUTION

(1) Brake pedal  (2) clutch rod
(3) lock nut
(a) free play

t22O703A

t22O703A
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1. if the clutch does not operate 
properly due to its excessive play, 
adjust its play regularly. 

2. to adjust the free play, unscrew its 
lock nut and adjust the clutch rod. 

3. after setting the play properly, 
tighten the lock nut firmly.

Proper clutch pedal free play (A)

20 - 30 mm (0.8 ~ 1.2 in.)

fUEl fIlTER (s)

REMOVING WATER fROM fUEl 
fIlTER
1. water and dust in fuel are accumu-

lated in the filter. Remove the plug 
from the bottom of the fuel filter to 
drain any impurities.

2. after draining, tighten the plug with 
a hand. (Do not use a tool.)

3. start the engine and check for fuel 
leakage.

REPlACING fUEl fIlTER
1. Wipe the surface of the fuel filter 

clean.
2. unscrew the plug on the bottom of 

the fuel filter to drain fuel.
3. Remove the fuel filter. 
4. remove foreign materials, such 

as dirt, thoroughly and replace the 
fuel filter with a new one.

(1) fuel filter  (2) Drain plug

1

2

1

2

tC2O710B
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(1) filter  (2) Dust cap
(3) evacuator valve

1. the air cleaner uses a dry ele-
ment. never apply oil.

2. make sure that dust is not accu-
mulated over the half of the dust 
cap. remove the dust cap, wipe 
out any dust and clean the filter 
every week. if the tractor is oper-
ated in extremely dusty conditions, 
daily inspection is required.

3. Do not service the filter unless it 
should be cleaned.

ClEANING AND REPlACING AIR ClEANER fIlTER (T)

tC2O721B

4. For filter replacement, refer to the 
instruction for replacing the air 
cleaner filter for every year.

To clean the filter, use only clean dry 
compressed air on the inside of the 
filter. Air pressure at the nozzle must 
not exceed 2 kgf/cm² (29 psi). main-
tain reasonable distance between 
the nozzle and the filter.

EVACUATOR VAlVE
open the evacuator valve gab by 
fingers once a week under ordinary 
conditions or daily when used in 
dusty conditions to get rid of large 
particles of dust and dirt.

The air cleaner will only fulfill 
its function if it is correctly 
and regularly maintained. A 
poorly maintained air cleaner 
will mean loss of power, ex-
cessive fuel consumption and 
a reduction in engine life.
Do not run the engine with fil-
ter element removed. 

•

•

IMPORTANT

Be sure to refit the cover with 
the arrow  (on the rear of 
cover) upright. If the cover is 
improperly fitted, the evacu-
ator valve will not function 
and dust will adhere to the 
element. (Refer to the instruc-
tions for replacing the air 
cleaner filter for every year in 
Chapter Maintenance.)

•
IMPORTANT
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1

2

1

2

t21O721B

ChECkING fUEl lINEs (U)

(1) fuel pipe  (2) fuel hose clamp

although checking the fuel pipe con-
nection is recommended every 100 
service hours, it should be done ev-
ery 6 months if operation does not 
exceed 100 hours in 6 months.
1. if the hose clamps are loose, ap-

ply a slight coat of lubricant onto 
the threads and securely tighten 
it.

2. the fuel pipe is made of rubber and 
ages regardless of period of ser-
vice. change the fuel pipe together 

with the hose clamps every two 
years and securely tighten.

3. if the fuel pipes and hose clamps 
are found damaged or deterio-
rated earlier than two years, then 
change them immediately.

4. a f te r the fue l p ipe and hose 
clamps have been changed, bleed 
the fuel system. 

stop the engine when check-
ing the items above.
Inspect the fuel pipe regularly. 
The fuel pipes are subject to 
wear and aging. failure to per-
form periodic inspections may 
lead to a fuel leak. fuel leaking 
on a hot engine could cause a 
fire.

•

•

WARNING

When disconnecting the fuel 
pipe for replacement, plug 
both ends with cloth or paper 
to prevent dust or foreign ma-
terial from entering it. Other-
wise, the fuel injection pump 
can be damaged. Pay extra 
caution to the fuel pump to 
prevent dust from entering it. 
It is hard to start the engine-
again with the empty fuel tank.
In this case, bleed and pump 
the system using the bleeding 
bolt on the top of the fuel filter 
before starting the engine.

•

•

IMPORTANT
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(1) adjusting Bolt 
(a) adjusting Belt tension   
(B) pull

ADJUsTING fAN BElT TENsION (V)

in order to extend the fan belt’s life-
time, the tension of the belt should 
be correctly adjusted if it slips. the 
belt tension should be inspected 
regularly according to the following 
procedure:
1. stop the engine and apply the 

parking brake.
2. open the hood.
3. in order to measure the belt ten-

sion, apply thumb pressure strong-
ly to the “a” location of belt.

td2O725A

(1) Battery 

BATTERy (W)
PRECAUTIONs fOR hANDlING

sight glass Battery condition

Blue Battery normally 
charged

Black
Battery discharged, 
immediate charge 
required

white replace the battery

4. if the tension is incorrect, loosen 
the alternator mounting bolts and, 
using a lever placed between the 
alternator and engine block, pull 
the alternator out until the deflec-
tion of the belt falls within accept-
able limits.

5. Be sure to retighten the alternator 
mounting bolt and hinge bolt se-
curely after adjusting belt tension.

6. replace the fan belt if it is dam-
aged, cracked or worn.

Belt deflection for proper fan belt ten-
sion (A)

A deflection of between  
7 ~ 9 mm (0.28 ~ 0.35 in.) when the belt 

is pressed in the middle of the span.

To avoid injury:
Be sure to stop the engine be-
fore checking belt tension.

•

CAUTION

tC2O726A
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mishandling the battery shortens the 
service life and adds to maintenance 
costs. if the battery is insufficiently 
charged, the headlights may dim and 
the engine is hard to start. it is im-
portant to inspect the battery periodi-
cally.
1. the battery cable should always 

be clean and firmly connected. 
when installing a new or used bat-
tery, clean its terminals.

2. check the battery and cable for 
damage and corrosion.

3. apply grease to the terminals and 
cable end in order to prevent cor-
rosion.

The battery gas can explode. 
Do not expose the battery to 
flames or sparks. It may cause 
a fire.
The battery fluid contains sul-
furic acid that can burn you. 
Do not allow the battery fluid 
to contact your eyes, skin, or 
painted surfaces. If you acci-
dentally get it in your eyes or 
on your skin, flush with water 
and contact your doctor.
Be sure to wear eye protection 
while working on the battery. 
The battery fluid can hurt your 
eyes.
Use only the battery with the 
specified voltage. Otherwise, 
it may cause a fire.

•

•

•

•

WARNING

(1) Battery switch
(a) off (B) on

when the battery switch is set in the 
"off" position, power is blocked. 
when it is in the "on" position, pow-
er is supplied. set the switch in the 
"off" position for long-term storage.

A

B

11

A

B

tC2O754A

BATTERy sWITCh
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BATTERy TyPE VOlTs (V)

gB 80r (80 ah) 12

1. to slow charge the battery, con-
nect the battery positive terminal 
to the charger positive terminal 
and the negative to the negative, 
and then recharge in the standard 
fashion.

2. Boost charging is only for emer-
gencies. it will partially charge the 
battery at a high rate and in a short 
time. failure to do this will shorten 
the battery’s service life.

3. when the battery is discharged 
and should be replaced, replace it 
with a new one with same specifi-
cation and capacity.

ChARGING

The charge warning lamp 
comes on if the charging sys-
tem is defective. If it comes on 
while driving, have the system 
checked or repaired by your lo-
cal kIOTI Dealer.
keep the battery fully charged. 
If the battery fluid concentration 
is too low during the winter sea-
son, the battery may be frozen.
Do not start the engine when 
the battery is frozen. Try to 
warm it up first.
If the battery is not securely 
installed, the battery case and 
electrolytes could be damaged 
by vibration. To prevent the 
battery acid from contacting 
the terminals, apply grease 
around the battery terminals 
and connections.
Never check the charge status 
of the battery by placing a metal 
object across the posts. Use a 
voltmeter or hydrometer.

•

•

•

•

•

CAUTION 1. when storing the tractor for a long 
period, remove the battery from 
tractor and store in a dry place out 
of direct sunlight. 

2. the battery self discharges while it 
is stored. recharge it once every 
three months in hot seasons and 
once every six months in cold sea-
sons.

DIRECTION fOR sTORAGE 
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(1) air line hose   (2) clamp

1. if the hose clamps are loose, tight-
en clamps securely.

2. if the hoses and clamps are dam-
aged, you must replace them at 
once. failure to do so could lead 
to engine damage.

ChECkING INTAkE AIR lINE (x)

tC2O727B t46OA36A

(a) wheel - to - wheel Distance at front
(B) wheel - to - wheel Distance at rear

1. Park tractor on a flat surface.
2. turn s teer ing wheel so f ront 

wheels are pointed straight ahead.
3. lower the implement, lock the 

parking brake and stop the engine.
4. measure distance between tire beads 

(center) at front of tire and hub height. 
5. measure distance between tire 

beads at back of tire and hub height. 
6. front distance should be 2~8 mm 

(0.079 ~ 0.315 in.) less than rear 
distance. if not, adjust the length 
of the tie rod joint.

ADJUsTING TOE-IN (y)
ADJUsTING PROCEDURE

tC2O728A

check to ensure the radiator hoses 
are free from damage and are tight-
ened properly every 200 hours or ev-
ery 6 months, whichever comes first.
1. if the hose clamps are loose or wa-

ter leaks from hose, tighten clamps 
securely. 

2. if the radiator hose is swollen, 
hardened, cracked or damaged, it 
should be replaced immediately. 
also, it should be replaced every 2 
years. 

(1) clamp  (2) radiator hose

ChECkING RADIATOR hOsE 
AND ClAMP (z)
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take the following actions in the 
event the coolant temperature reach-
es the boiling point, what is called 
"over-heating".
1. stop the machine in a safe place 

and keep the engine unloaded 
idling.

2. after 5 minutes of unloaded idling, 
shut the engine down.

3. keep yourself away from the trac-
tor for another 10 minutes or until 
steam has stopped blowing out of 
the engine.

4. make sure that there is no danger 
and repair the cause of the over-
heating according to the manual’s 
instruction. (refer to the instruction 
in chapter. troubleshooting before 
starting the engine.)

(1) power steering oil line

1. check to see that all hydraulic 
lines and hose fittings are tight and 
undamaged.

2. if damage is found you should re-
place the hose or clamp at once.

tC2O729A

POWER sTEERING lINE (AA)

(1) adjusting screw  (2) lock nut

ADJUsTING fRONT AxlE 
PIVOT PIN (AD)

if the front axle pivot pin adjustment 
is not correct, front wheel vibration 
can occur.

ADJUsTING PROCEDURE
loosen the lock nut, tighten the ad-
justing screw all the way, and then 
loosen the screw by 1/6 turn. re-
tighten the lock nut.

td2O730A
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this service can be affected by the 
engine sensitively. therefore, contact 
your local kIOTI Dealer for this ser-
vice.

ADJUsTING ENGINE VAlVE 
ClEARANCE (AE)

if the air cleaner is not in a good con-
dition, the lifetime of the engine can 
be shortened, excessive soot can be 
produced, and the engine power can 
be deteriorated. Therefore, the filter 
should be inspected frequently. its 
replacement interval can be changed 
according to driving conditions. re-
place the filter according to the fol-
lowing procedure:

REPlACING AIR ClEANER fIlTER (Af)

(1) filter  (2) Dust cap
(3) evacuator valve

tC2O721B

1. open the hood and check the suc-
tion hose and air cleaner housing for 
damage.

2. unscrew the air cleaner clip and 
remove the cover.

3. clean the inside of the air cleaner 
housing thoroughly.

4. replace the filter and check the 
housing for damage.

5. Install the cover and fix it with the 
clip.

when installing the cover, make 
sure that the dust collection 
valve is heading down. 

•
NOTE
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Use only a kIOTI genuine fil-
ter. If using a product other 
than the genuine one, it can 
damage the engine internal 
section and sensor.
Make sure that no dust enters 
the system by installing the 
cover firmly.
When removing the filter, be 
careful not to let foreign mate-
rial enter the air inlet.

•

•

•

CAUTION

1. after loosening bolts from the left 
and right side of the cabin roof and 
separate the filter. 

(1) Bolt                         (2) filter

REPlACING  AIR fIlTER (AI)

22 22

1111

t21O904A

Tractor with cabs have no 
protection against dangerous 
substances, but have a protec-
tion against dust (Category 2). 
If the tractor is used to spray 
phytosanitary products or 
chemicals generally thought 
of as hazardous to health, the 
operator must wear individual 
protections (mask) suitable to 
the harmfulness of the actual 
product used.

•
WARNING
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ChECk AND ClEAN CAB AIR INTAkE fIlTER

Check and clean the intake air filter 
every 100 hours or more often if 
needed. Keep the air filter clean for 
efficient operation of the heating and 
cooling system. replace with genu-
ine parts if damaged or when the 
filter cannot be cleaned.

Cab air filters remove dust in 
the air, but are not capable 
of removing chemicals used 
in spraying crops or in weed 
control. Many chemicals used 
for these purposes are toxic 
when improperly used, and 
can be hazardous to operators 
and others in the area. 
follow the instructions of 
manufacturers of both the 
equipment and the chemicals 
regarding prohibitions against 
inhalation of dust or spray, 
personal hygiene practices, 
and other precautions noted 
by the manufacturers.

•

•

WARNING

The Manufacturer has no re-
sponsibility whatever, either 
direct or indirect, for applica-
tion of special filters and/or 
changes to the air intake sys-
tem of the cab. 
Every change to the cab intake 
system can result in a health 
hazard for the operator and 
significantly alter the perfor-
mance of the air conditioning 
system. In any case, the cab 
is not guaranteed as perfectly 
dust-tight.
Always wear individual protec-
tions when working in particu-
larly dusty environment.

•

•

•

CAUTION

replace f i l ters with or iginal 
spares only.

•
NOTE

Always wear protective clothing, 
e.g.: overalls, goggles, gloves 
and face mask when preparing 
equipment for chemical spray-
ing operations and AlWAys fol-
low the chemical manufacturers 
instructions.

IMPORTANT

the air intake f i l ters should be 
checked weekly or daily if used in 
extreme conditions. the standard 
paper element has the following ef-
ficiency with a maximum differential 
pressure increase of 2 mbar. sae 
gross gauze mesh 99.5%.

this element gives no protection 
against chemical spray.

•
NOTE
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Dispose of filters correctly in 
accordance with local regula-
tions. Be responsible for the 
environment.

•
IMPORTANT

Take the f i l te r o f f be fore 
washing the cab. If the cab is 
washed and the filter has not 
been demounted, take care to 
prevent the jet of water from 
splashing on to the protective 
grille. otherwise your cab's 
filter will be irreparably dam-
aged.

•
WARNING

11

tg1o753a

Remember that the cab filter 
is not suitable for chemicals in 
general. Absolute protection 
against these products can 
therefore only be achieved by 
taking the precautionary mea-
sures required by the degree 
of harmfulness of the actual 
products used.
This latter precaution must be 
strictly observed for filters of 
any type.

•

•

WARNING

(1) filter
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Only install carbon filters sup-
plied sealed when delivered: 
comply with the operating 
instructions on the container 
and enclosed in the filter pack-
age.
Careful ly comply with the 
operating instructions on the 
filter packages or labels. Re-
place the filters at the intervals 
specified by the filter manu-
facturer. 
Contact your Dealer if specific 
filters against chemicals must 
be used.

•

•

•

CAUTION

Always wear the right sort of 
personal protective equipment 
to protect against the harmful 
products used.

•
WARNING

4. use clean, fresh water and anti-
freeze to fill the reservoir tank.

5. follow the cleaner manufacturer’s 
instruction.

flUsh COOlING sysTEM AND ChANGING COOlANT (AJ) 

1. park the tractor on level ground, 
stop the engine and let the engine 
cool down. 

2. to drain coolant, remove the drain 
plug from the radiator and turn the 
radiator cap to the 1st notch to 
release pressure in the radiator. 
then, remove the cap completely.

3. After all coolant is drained, fit the 
drain plug.

(1) Drain plug

tC2O730B
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(1) radiator cap  (2) reservoir tank
(a) full  (B) low

  6. install the radiator cap securely.
  7. start and idle the engine for few 

minutes.
  8. stop the engine and let it cool.
  9. Drain water and cooling system 

cleaner and close drain cock. 
then, fi l l with antifreeze and 
water mixture and close radiator 
cap securely.

10. run tractor at idle until up to op-
erating temperature.

tC2O731A

Do not start engine without 
coolant.
Use clean, fresh water and 
anti-freeze to fill the radiator 
and reservoir tank.
When the anti-freeze is mixed 
with water, the anti-freeze mix-
ing ratio must be no less than 
50% mixture of water and anti-
freeze.
securely tighten radiator cap. 
If the cap is loose or improp-
erly fitted, water may leak out 
and the engine could over-
heat.
If the radiator cap has to be 
removed, follow the caution 
above and securely retighten 
the cap.
Use clean, fresh water and 
anti-freeze to fill the reservoir 
tank.
If the coolant leaks, contact 
your local kIOTI Dealer.

•

•

•

•

•

•

•

IMPORTANT11. check the coolant level in the 
reservoir tank. if the level is low, 
add coolant.

To avoid accidents:
Do not remove the radiator 
cap while the coolant is hot. 
steam or scalding liquids re-
leased from hot cooling sys-
tem can burn you seriously. 
Cool down the engine first.
Even though the coolant is 
cooled down, turn the cap to 
its first stop and then wait un-
til it is depressurized before 
removing the cap completely.

•

•

CAUTION

COOlANT CAPACITy [l (U.s.gal.)]
(Engine Only)

ck3520 / ck4020 3.0 (0.79)

ck4220 3.4 (0.89)
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Anti-
freeze %

(Eth-
ylene 

glycol)

freezing 
Point

Boiling Point

°f °C °f °C

40
50

-12
-34

-24
-37

222
226

106
108

This tractor is filled with 50% of eth-
ylene glycol at factory. 
if the anti-freeze has been replaced 
by tap water later on, the coolant can 
freeze, leading to damage to the cyl-
inder and radiator when the ambient 
temperature is below zero (32 °f). 
therefore, make sure to change 
water into anti-freeze before winter 
season comes. 
when changing the anti-freeze with 
one of another type, flush the cooling 
system several times and contact a 
professional for the mixture ratio.

ANTI-fREEzE

*  at 760 mmhg pressure (atmo-
spheric). a higher boiling point is 
obtained by using a radiator pres-
sure cap.

the temperatures shown on the left 
are industry standards that necessi-
tate a minimum glycol content in the 
concentrated antifreeze. 
when the coolant level drops due to 
evaporation, add water only. in case 
of leakage, add anti-freeze and wa-
ter in the specified mixing ratio.
anti-freeze absorbs moisture. 
keep unused anti-freeze in a tightly 
sealed container.
Do not use radiator cleaning agents 
when anti-freeze has been added to 
the cooling water. (anti-freeze con-
tains an anti-corrosive agent, which 
will react with the radiator cleaning 
agent forming sludge which will af-
fect the engine parts)

•

•

•

•

NOTE

11

22

t21O720B

BlEEDING fUEl sysTEM (Ak)

(1) Drive pump  (2) air plug

1. make sure that the amount of fuel 
in the fuel tank is sufficient.

2. if air is introduced into the fuel 
filter, unscrew the bleeding bolt 
(2) shown in the above figure, and 
turn the ignition switch to run the 
start motor. then, air in the fuel 
filter is bled through the bleeding 
bolt as shown in the figure above.
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3. when fuel is visible through the 
bleeding bolt, tighten the bolt and 
start the engine.

Bleeding is not necessary if in-
stalling the fuel port after fueling.

•
NOTE

Never bleed the fuel system 
while the engine is hot.

•
CAUTION

After bleeding, fuel without air 
bubbles is filtered by the fuel 
filter and is transferred to the 
fuel injection pump. Maintain 
the proper fuel level in the fuel 
tank before the fuel tank be-
comes empty. If all fuel is com-
pletely consumed in a Diesel 
engine, fuel should be added 
to the fuel tank and then the 
fuel system should be bled.

•
IMPORTANT

if the engine cannot be started 
even after bleeding the fuel sys-
tem, contact your local Dealer.

•
NOTE

To protect the catalyst filter, 
keep the followings:

Make sure to use only genuine 
fuel.
keep the engine oil change 
schedule.
Check the engine oil level fre-
quently to keep it to the speci-
fied level.
Avoid any unnecessary engine 
idling.
Never stop the engine during 
driving.
Never place the shift lever in 
the neutral position when driv-
ing downhill.
Do not use any engine oil ad-
ditive or fuel additive.
Avoid driving with any warn-
ing lamp illuminated.
Do not allow any flammable 
materials, such as dry grass 
and paper, to come near the 
catalyst filter while parked.

•

•

•

•

•

•

•

•

•

IMPORTANT
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1. there is a plug under the clutch 
housing.

2. Drain the water completely and 
install the plug. Drain the water 
into a container and dispose of it in 
a proper manner for environment 
protection.

tC2O733A

(1) plug

DRAINING WATER fROM 
ClUTCh hOUsING (Al)

(1) wiper

check the operation and wear of the 
wiper blades frequently. to replace the 
wiper blade, press the wiper fixing le-
ver to separate it and then pull it away.
to remove the wiper arm, lift the cap 
of the wiper arm, remove the nut, 
and set the wiper arm upright. then, 
hold the arm head and shake it left 
and right to remove the wiper arm 
from the drive spindle. Disconnect 
the washer fluid hose and then install 
a new wiper arm to its position by 
aligning it to the proper angle.

ChECkING AND REPlACING WIPER(AM)
INsPECTION

11

t21o460a

REPlACEMENT

(1) wiper arm (2) wiper fixing lever
(3) wiper Blade

h11o649a

1. set the wiper upright to replace the 
wiper blade.

2. hold the blade with one hand and 
press the blade fixing lever with 
the other hand to separate the 
blade from the fixing part.
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(1) wiper Blade

h11o650a

3. lower the blade and pull out the 
blade by moving it in the shape of  
"U". (Arrow direction in the figure)

(1) wiper arm   (2) fixing lever

h11o651a

4. set a new wiper blade horizontal 
so that the fixing lever is facing 
down. align the wiper arm with 
the fixing lever slot and lower the 
blade.

When the wiper blade is sepa-
rated, the wiper arm should 
not contact the windshield or 
rear glass. The glass can be 
damaged.

•
CAUTION

h11o652a

5. lift the wiper blade to its end and 
install it so that the fixing lever is 
engaged with the wiper arm. (a 
clicking sound is heard)
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When wiping the windshield, 
set the wiper blade upright, 
spray water onto the glass 
with a hose, and wipe the 
glass with clean cloth.
If the wiper blade is frozen to 
the glass in a cold weather 
or there is not washer fluid, 
never operate the wiper.
In order to prevent damage 
of the wiper blade, never use 
synthetic detergent, thinner or 
solvent on the windshield.

•

•

•

CAUTION

(1) fuse Box

tC2O734A

BODy fUsE (AN)

fuses protect the tractor electrical 
system from potential damage.
a blown fuse indicates that there is 
an overload or short somewhere in 
the electrical system.

the fuse panel is located in the right 
section of the engine compartment. 

tC2O735A
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there are marks for the fuse capacity and location on the cover of the fuse panel. replace the fuse according to the 
following procedure:
1. turn the key switch to the “off” position and turn off all the electrical devices.
2. open the fuse box cover and check the fuse in question using fuse tongs.
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5A
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tG1O769A

tG1O770A

(1) normal fuse

(1) Blown fuse

Never use a fuse with the ca-
pacity higher than specified 
on the fuse box cover.
If using a faulty fuse, steel 
wire, or foil, the electrical de-
vice can be damaged or even 
can catch a fire.

•

•

WARNING

if the replaced fuse is blown 
soon, it is probable that the wir-
ing system is faulty. in this case, 
contact your local kioti Dealer. 
if the fusible link, relay or other 
electric component is defective, 
contact your local kioti Dealer.

•

•

NOTE
H11O655A

3. if the fuse is blown, replace it with 
a new fuse with same capacity. 
Make sure it is firmly installed.

4. install the fuse box cover.
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MAIN fUsE (AP)

(1) main fuse
(a) charging power fuse  
(B) preheating power fuse

tC2O738A

tC2O737A

the main fuse is to protect electric 
devices and wirings. if the ignition, 
preheat, charge or main function is 
faulty, find and move its cause and 
replace the fuse with a new one.

Using a non-approved slow-
blow fuse can damage elec-
trical systems in the tractor 
severely. 
Refer to the chapter “Trouble-
shoot ing” in th is manual 
or contact your local kIOTI 
Dealer for specific information 
dealing with electrical prob-
lems.

•

•

IMPORTANT

the bulbs and their capacity used 
in this tractor are listed in the below 
table. this section only describes 
procedures the users can handle.

REPlACING BUlB (AQ)

sE-
QUENCE

BUlB CAPACITy

1 headlamp 55w/55w

2 position lamp 
(front) 5w

3 stop/position 
lamp (rear) 21w/5w

4 turn signal 
lamp 21w

5 work lamp 21w

6 rear work 
lamp 21w
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hEADlAMP

1. turn the key switch to the “off” 
position and open the hood.

(1) hood  (2) opening Button
(a) press  (B) open

A
11

A

22

BB

tC2O752A

(1) cap  (2) connector

2. remove the cap.
3. press and turn the socket coun-

terclockwise to remove the bulb. if 
the bulb is blown, replace it with a 
new bulb with the same capacity.

td2O739A
Make sure to use a kIOTI 
genuine bulb. Using a non-
recommended bulb can cause 
a fire.
The headlamps can temporar-
ily be fogged due to rain or 
car wash. This is because of 
the temperature difference be-
tween the inside and outside 
of the lamp, which is normal.

•

•

CAUTION

If using a bulb other than the 
specified one, the lamp can be 
damaged and the tractor can 
even catch fire.
Make sure to use bulbs with 
the specified capacity.

•

•

WARNING
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REAR TURN sIGNAl lAMP AND POsITION lAMP

tC2O739A

(1) turn signal lamp

1. the rear turn signal lamps are 
mounted on the rear fender.

(1) connector  (2) nut

td2O741A

2. Disconnect the connector and 
loosen the nut from the bottom of 
the fender to remove the turn sig-
nal lamp assembly.
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td2O742A

3. loosen the screw to remove the 
cover.

(1) screw  (2) cover

td2O743A

(1) turn signal lamp  (2) position lamp

4. turn the socket counterclockwise 
to remove the bulb and replace it 
with a new one.

fRONT TURN sIGNAl lAMP AND 
POsITION lAMP

1. the front turn signal lamps are in-
stalled onto the rops frame.

2. loosen the screw to remove the 
lens.

tC2O740A

(1) screw  (2) lens

TC220-영문-유럽,호주향-OM-07.indd   48 2018-01-15   오후 1:12:50



57

7-��maintenance

3. remove the bulb by turning its 
socket counterclockwise. install a 
new bulb.

td2O745B

(1) turn signal lamp Bulb
(2) position lamp Bulb

REAR WORk lAMP

td2O746A

(1) screw  (2) lens

1. loosen the screw to remove the 
lens.

td2O747A

(1) Bulb socket

2. remove the bulb by turning its 
socket counterclockwise. install a 
new bulb.
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1. Check the bolts and nuts for loose-
ness, and tighten if necessary.

2. apply grease to tractor areas 
where bare metal will rust also to 
pivot areas.

3. Detach the weights from the trac-
tor body.

4. inflate the tires to a pressure a 
little higher than usual.

  5. Change the eng ine o i l and 
run the engine to circulate oil 
throughout the engine parts all 
for about 5 minutes.

  6. Use the clutch locking pin to 
keep the clutch disengaged. if 
the clutch is left engaged for a 
long period of time, the clutch 
cover may rust, making clutch 
disengagement impossible at the 
next operation.

  7. With all implements lowered to 
the ground, coat any exposed 
area such as hydraulic cylinder 
piston rods with grease.

  8. remove the battery from the trac-
tor. store the battery following the 
battery storage procedures. (see 
section "Battery” in Chapter mainte-
nance.)

  9. Keep the tractor in a dry place 
where the tractor is sheltered 
from rain. Cover the tractor.

10. Clean the engine components as 
well as the tractor.

TRAcTOR STORAGE
DAILy STORAGE

1. Keep the tractor clean when it is 
stored. make sure to wash it after 
work.

2. store it indoors if possible. if it 
should be kept outside, cover it.

LONG-TERm STORAGE

3. remove the battery from the trac-
tor in winter and store it indoors.

4. add anti-freeze to the tractor in 
winter season in order to prevent 
the radiator from freezing.

5. remove the ignition key and store 
it separately.

if the tractor will be kept unused for 
up to 1 year, follow the following 
instructions. this is to operate the 
tractor again with minimum prepara-
tion after long-term storage. after 
performing the following instructions, 
repeat them for the extension period.

When operating the tractor in 
an enclosed area, ventilate the 
area to release exhaust gas to 
the outside. The exhaust gas 
is colorless and not visible, 
but is harmful.

•
WARNING

If the tractor is not used for 
an extended period of time, 
follow the instructions below 
to prevent corrosion and per-
formance deterioration of the 
tractor while it is stored.

•
ImPORTANT

TC220-영문-유럽,호주향-OM-08.indd   2 2018-01-05   오후 1:38:04



8

8-�storage anD DisPosal

11.	Add	grease	 to	 all	 the	grease	 fit-
ting.

12. Flush the cooling system and 
drain water from it. also, add 
anti-freeze as well as water.

13. Chock the frame in order to re-
move the weight from the tires.

14.  install the cover to the exhaust 
pipe.

15.  attach a tag onto the tractor to 
inform the storage condition of 
the tractor.

16. if the tractor is equipped with an 
air-conditioner system, start the 
engine and activate the air-con-
ditioner system once a month.

(1) latch  (2) Clutch pedal
(A)	Depress	 	 (B)	Pull	forward	to	fix

17. interlock the brake pedals and 
apply the parking brake. Depress 
the clutch pedal fully and move 
the latch. When the clutch pedal 
is released, the latch hook is en-
gaged with the clutch.

To avoid injury:
Never clean the tractor body 
while the engine is running.
Never run the engine in an 
enclosed area without proper 
ventilation system in order to 
prevent poisoning by exhaust 
gas.
When storing the tractor, re-
move the key from the switch 
and store it separately in order 
to prevent an unauthorized 
person from operating the 
tractor and being injured.
cover the tractor after the 
muffler and the engine have 
cooled down. 
If the battery is not to be re-
moved, disconnect its nega-
tive terminal at least. The wir-
ing can be gnawed by rodents, 
leading to a fire. 

•

•

•

•

•

cAUTION

22

111 AA

BB

T22O801a
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1. Check the tire air pressure and in-
flate	the	tires	if	they	are	low.

2. install the battery. Check that the 
battery is fully charged before in-
stalling it.

3. Check the fan belt tension. 
4.	Check	all	 fluid	 levels.	 (Engine	oil,	

transmission/hydraulic oil, and en-
gine coolant)

5. remove grease from the exposed 
cylinder rod.

6. apply grease to the lubrication 
points.

7. Depress the clutch pedal and undo 
the latch hook.

8. get onto the tractor and start the 
engine.

9. Check if the instrument panel and 
all parts operate correctly while 
running the engine for a few min-
utes.

USING TRAcTOR AFTER LONGTERm STORAGE

10. Drive the tractor outside and 
check if it is operating properly. 
Park the tractor outside and idle 
engine for at least 5 minutes. 
stop the engine and visually in-
spect the tractor. Check if there 
is leakage.

11. start the engine, release the 
parking brake and depress the 
brake pedal to check for its prop-
er condition. adjust the free play 
of the brake pedal if necessary.

12. stop the engine and check for 
leakage. repair any part as re-
quired.

USAGE AND DISPOSAL

in order to protect the environment, 
use and dispose of the tractor keep-
ing the following in mind:
1. When changing the oil or coolant 

by yourself, be careful not to spill it 
and dispose used oil and coolant 
properly according to the appli-
cable regulations.

2. never leave or discard the expired 
tractor or implement, but contact 
your local KIOTI Dealer to dispose 
it according to the regulations. 

3. avoid working under high load as it 
can cause excessive exhaust gas, 
which is harmful to the environ-
ment.
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cause countermeasures

1.  When engine is difficult to 
start

• Fuel is thick and doesn’t flow. • Check the fuel tank and fuel filter.

• Remove water, dirt and other impurities.

•  As all fuel will be filtered by the filter, if there should be water 
or other foreign matters on the filter, replace the filter.

•  Air or water mixed in fuel sys-
tem.

•  If air is in the fuel filter or injection lines, the fuel pump will 
not work properly.

•  To obtain proper fuel injection pressure, unscrew the fuel 
cap nut and inspect the system.

•  Loosen air vent screw over fuel filter and fuel injection pump 
to eliminate all the air in the fuel system.

•  Thick carbon deposits on orifice 
of injection nozzle.

•  This is caused when water or dirt is mixed in the fuel. Clean 
the injection nozzle and check the fuel filler hole for damage.

•  Check to see if nozzle is working properly or not, if not, 
install a new nozzle.

• Valve clearance is wrong •  Contact your KIOTI dealer.

•  Engine oil become thick in 
cold weather and engine 
cranks slow.

•  Change grade of oil according to the weather (temperature).

This troubleshooting chart summarizes simple service items for users who are familiar with mechanical systems.
For more detailed service items, contact your local KIOTI Dealer.

ENGINE TROUBLESHOOTING
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※ If you have any question, contact your KIOTI Dealer. 

cause countermeasures

1.  When engine is difficult to 
start

•  Start motor does not rotate 
when key switch is turned

•  Depress the clutch pedal unless depressed.

•  Put the PTO switch to the OFF position.

•  If the switch or start motor is faulty, have it repaired in a 
workshop.

•  If any terminal is loose or corroded, clean or fix it firmly.

2. When power is insufficient •  Valve out of adjustment •  Contact your KIOTI dealer.

•  Air cleaner is dirty •  Clean or replace the element at every 100 to 200 hours of 
operation. 

•  Fuel injection pressure is 
wrong

•  Contact your KIOTI dealer.

3.  When color of exhaust is 
specially bad

•  Fuel is of extremely poor qual-
ity

•  Select good quality fuel.
   Temp.           Fuel type 
   Over -10°C  NO. 2 diesel
   Below -10°C  NO. 1 diesel

•  Nozzle is bad •  If necessary, replace with new nozzle.
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TRacTOR TROUBLESHOOTING

cause countermeasures

1.  When tractor does not move 
while engine is running

•  Shift lever is in neutral position •  Check the shift levers.

•  Parking brake is applied •  Release the parking brake.

2.  Clutch is not operating prop-
erly

•  Clutch slips (Idles) •  Check and adjust the clutch pedal play. Contact your KIOTI dealer. 

•  Faulty clutch pedal position sensor. Contact your KIOTI dealer.

•  Worn hydraulic clutch. Contact your KIOTI dealer.

•  Incorrect calibration with clutch engagement. Correct the en-
gagement timing after consulting with your KIOTI Dealer.

•  Clutch cannot be disengaged •  Check and adjust the clutch pedal play. Contact your KIOTI dealer.

•  Defective hydraulic valve or hydraulic system. Contact your 
KIOTI dealer.

•  Incorrect calibration with clutch engagement. Correct the en-
gagement timing after consulting with your KIOTI Dealer.

3.  Brake is not operating prop-
erly

•  Brake does not operate or 
only one brake pedal operates

•  The brake pedal play is excessive. Adjust the play.

•  The brake lining is worn or stuck. Have it replaced in a workshop. 

•  Brake pedal does not return 
properly

•  The brake return spring is damaged. Replace it.

•  Grease is insufficient on each mating surface. Remove rust 
and apply grease.
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cause countermeasures

4.  Steering wheel is not 
operating properly 

•  Steering wheel is heavy or 
vibrates

•  The toe-in is incorrect. Adjust it again.

•  The tire inflation pressure is different. Inflate the left and right tires 
into the specified pressure.

•  Each connection is loose. Re-tighten each connection and replace the part.

•  Steering wheel play is excessive •  The steering wheel shaft is worn. Have it repaired in a workshop.

•  Metal parts are worn. Have them repaired in a workshop.

•  Each connection has play. Tighten the connection again.

5. Hydraulic system is faulty •  Oil is leaked from pipe or hose •  The pipe clamp is loose. Re-tighten it.

•  The pipe is cracked. Have it repaired in a workshop.

•  3-point hitch cannot be lowered •  The valve and cylinder are damaged. Have them repaired at your KIOTI dealer.

•  3-point hitch cannot be lifted •  The transmission fluid is insufficient. Add it to the specified level.

•  There is air in the intake pipe. Bleed the pipe.

•  The oil filter is clogged. Clean or replace it.

•  The hydraulic filter, valve and cylinder are malfunctioning. Have them 
repaired at your KIOTI dealer.
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cause countermeasures

5.  Hydraulic system is 
faulty •  3-point hitch vibrates by itself 

•  Defective sensor. Contact your KIOTI dealer.

•  Select the highest top link hole. 

6. Electric system is faulty

•  Headlamps cannot be 
turned on or are dim.

•  The fuse is blown. Check the wiring and replace the fuse.

•  The bulb is blown. Replace it

•  The ground and terminal wirings are poorly contacted. Check and clean them.

•  The battery electrolyte level is low. Charge the battery.

•  Battery cannot be charged •  Check the battery and alternator. 

•  Horn does not sound •  The horn switch is faulty. Replace it.

•  The wiring is faulty. Repair it.

•  The horn is damaged. Repair or replace it. 

•  Turn signal lamps do not blink •  The bulb is blown. Replace it.

•  The blinking device is faulty. Repair or replace it.

•  The ground and terminal wirings are poorly contacted. Check and clean them.

•  Work lamps do not come on •  The bulb is blown. Replace it. 

•  The ground and terminal wirings are poorly contacted. Check and clean them.

※ If you have any question, contact your KIOTI Dealer. 
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NUMERIC
3-point hitCh Control position Control ..............5-22
3-point hitCh iMplEMEnt AnD loADEr opErAtion ..6-1
7-pin soCKEt (optionAl) ..................................................4-48

A
ACCElErAtor pEDAl .........................................................4-27
ACCEssorY (if EquippED) ................................................4-41
ADDitionAl front wEight ..............................................4-54
ADDitionAl wEight (optionAl) ......................................4-54
ADjusting BrAKE pEDAl (o) ............................................7-19
ADjusting ClutCh pEDAl (r) ..........................................7-22
ADjusting EnginE VAlVE ClEArAnCE (AE) .................7-31
ADjusting fAn BElt tEnsion (V) ...................................7-26
ADjusting front AxlE piVot pin (AD) .........................7-30
ADjusting proCEDurE ....................................................7-29
ADjusting proCEDurE ....................................................7-30
ADjusting toE-in (Y) ..........................................................7-29
ADjustMEnt of ChECK linK ..............................................6-5
ADjustMEnt of lift roD ...................................................6-4
ADjustMEnt of top linK ...................................................6-5
Air ConDitionEr switCh .................................................4-45
Air rECirCulAtion AnD frEsh Air MoDE ...................4-42
AntEnnA .................................................................................4-40

Anti-frEEzE ..........................................................................7-37

B
BAttErY (w) ...........................................................................7-26
BAttErY ChArgE wArning lAMp ..................................4-18
BAttErY switCh ..................................................................7-27
BEforE opErAtion ..............................................................2-1
BElts AnD ruBBEr pArts ..................................................2-4
Bi-lEVEl ..................................................................................4-46
BlEEDing fuEl sYstEM (AK) ............................................7-37
BoDY fusE (An) ....................................................................7-41
BrAKE pEDAl .........................................................................4-25

C
CABin sYstEM  ......................................................................4-34
CAutions for DECAl MAintEnAnCE ............................1-33
CD plAYEr / rADio (optionAl) ........................................4-39
ChAnging EnginE oil AnD rEplACing filtEr (l) .....7-15
ChAnging front AxlE CAsE oil (n) ..............................7-18
ChArging ..............................................................................7-28
ChECK AnD ClEAn CAB Air intAKE filtEr ...................7-33
ChECK itEMs ...........................................................................5-2
ChECKing AnD ADDing fuEl (C) ......................................7-10
ChECKing AnD rEplACing wipEr(AM) ..........................7-39
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ChECKing BrAKE AnD ClutCh pEDAls (h) ..................7-14
ChECKing CoolAnt lEVEl (f) .........................................7-13
ChECKing EnginE oil lEVEl (E) ......................................7-12
ChECKing fuEl linEs (u) ..................................................7-25
ChECKing gAugEs, MEtEr AnD inDiCAtors (i)  ........7-14
ChECKing hEAD light, hAzArD light EtC. (j) ...........7-14
ChECKing intAKE Air linE (x) ..........................................7-29
ChECKing rADiAtor hosE AnD ClAMp (z) ...................7-29
ChECKing sEAt BElt AnD rops (K) ................................7-14
ChECKing trAnsMission fluiD lEVEl (D) ................... 7-11
ChECKing wArning lAMps ................................................5-6
ChECKing whEEl Bolt/nut torquE (q) ......................7-22
ClEAning AnD rEplACing Air ClEAnEr filtEr (t) ...7-24
ClEAning rADiAtor grill AnD sCrEEn (g) ................7-13
ClEAning thE trACtor ....................................................1-26
ClutCh pEDAl ......................................................................4-25
CoMBinAtion switCh ..........................................................4-8
CoMponEnts for ADDitionAl front wEight ..........4-55
ConnECting AnD DisConnECting iMplEMEnt .........5-28
Controls ..............................................................................4-21
Cup holDEr AnD storAgE ..............................................4-41
Cushion strEngth ADjustMEnt .................................4-30

D
DAilY ChECK itEM ..................................................................7-3
DAilY storAgE .......................................................................8-2
DECAl Mounting loCAtion .............................................1-27
DEfoggEr switCh (if EquippED) ..................................4-42
DEfrost .................................................................................4-46
DEsCription .........................................................................1-31
DiffErEntiAl loCK pEDAl ................................................4-28
DirECtion for storAgE  .................................................7-28
DisMounting thE iMplEMEnt...........................................6-5
DouBlE ACting lEVEr .......................................................4-33
DouBlE ACting lEVEr (if EquippED) ............................5-26
DrAft Control (if EquippED) ........................................5-24
DrAft Control lEVEr (if EquippED) ..........................4-32
DrAining wAtEr froM ClutCh housing (Al) ...........7-39
DrAw BAr AnD trAilEr .......................................................6-6
DriVing on slopE ...............................................................5-17
DriVing on slopE ...............................................................6-13
DriVing spEED tABlE .........................................................3-12

E
EMErgEnCY hAMMEr(onlY Eu MoDEl) ........................4-36
EnginE CoolAnt tEMpErAturE gAugE .....................4-15
EnginE oil prEssurE wArning lAMp .........................4-17
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E
EnginE sEriAl nuMBEr .......................................................2-2
EnginE trouBlEshooting ...............................................9-2
EntrAnCE  .............................................................................4-36
EssEntiAl rEplACEMEnt pArts ......................................2-3
ExtErior DEViCEs ..............................................................4-35
ExtErior ViEw .......................................................................4-3
ExtErnAl DiMEnsions ........................................................3-2

F
fAn spEED Control DiAl .................................................4-45
filtErs .....................................................................................2-4
fixAtion points for front EnD loADEr ..................6-12
flush Cooling sYstEM AnD ChAnging CoolAnt 

(Aj)  .......................................................................................7-35
for sAfE opErAtion ...........................................................1-1
front tirE spECs AnD whEEl Bolt/nut torquE ...4-53
front turn signAl lAMp AnD position lAMp ..........7-48
front whEEl instAllAtion pAttErn ..........................4-53
fuEl filtEr (s)......................................................................7-23
fuEl gAugE ..........................................................................4-14
funCtion DEsCription AnD opErAting tips ..............4-1

G
gEnErAl prECAutions.......................................................1-2

H
hAnD throttlE lEVEr ......................................................4-27
hAnDling loADEr ............................................................... 6-11
hAzArD wArning flAshEr switCh ..............................4-10
hEADlAMp ..............................................................................7-46
hEADlAMp switCh ................................................................4-8
hEAtEr AnD Air ConDitionEr.........................................4-44
horn switCh ..........................................................................4-9
how to opEn thE hooD (A) ...............................................7-9
how to DriVE .........................................................................5-1
how to DriVE .........................................................................5-9
how to folD rops ............................................................5-13
how to rAisE rops to upright position ................5-15
how to wArM up EnginE ...................................................5-8
hst CruisE lAMp (if EquippED) ......................................4-20

I
iMplEMEnt liMitAtions .....................................................3-14
iMplEMEnts AnD AttAChMEnts .....................................1-24
inDEx .......................................................................................10-1
inDoor lAMp ........................................................................4-40
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inflAtion prEssurE  .........................................................4-50
initiAl opErAtion .................................................................5-2
insiDE rEArViEw Mirror .................................................4-41
inspECtion ............................................................................7-39
instAlling pto shAft .........................................................6-8
instruMEnt ClustEr .......................................................4-13
instruMEnt ClustEr fEAturEs ...................................4-13
intErior DEViCEs ...............................................................4-34

J
joYstiCK lEVEr ...................................................................4-32
joYstiCK lEVEr ...................................................................6-14
joYstiCK VAlVE ....................................................................6-17
juMp stArting .......................................................................5-8

K
KEY switCh .............................................................................4-7

L
lifting ArM (lowEr linK) spEED Control KnoB ....4-32
linKED pEDAl lAMp (if EquippED) .................................4-19
linKED pEDAl lEVEr (for hst MoDEls) ......................4-28
loADing into AnD unloADing out of thE truCK ..5-19
long-tErM storAgE ...........................................................8-2
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