
FOReWORD

	 	Make	sure	to	read	this	manual	carefully	and	keep	it	handy	for	future	reference.
	 	When	leasing	or	transferring	this	tractor,	deliver	this	manual	together	with	the	tractor.
	 	The specifications in this manual are subject to change without notice.

<	NOTE	>

Congratulations,	and	welcome	to	the	world	of	RX6030 / RX7030 / RX8030 ownership,	where	serious	work	is	made	fun	
again!	

This versatile tractor is a culmination of the entire scope of tractor and diesel engine knowledge gained by the DAe-
DONG IND. Co., LTD,	since	1947	The	RX6030 / RX7030 / RX8030 has been designed with the finest materials, under 
rigid quality control standards  set forth by the KIOTI	Engineering	Department.

Knowledge of tractor operation is essential for many years of dependable service and reliability. To help new owners 
familiarize	themselves	with	the	KIOTI RX6030 / RX7030 / RX8030,	it	is	the	policy	of	KIOTI	tractor	to	provide	an	owners	
manual which includes helpful information about tractor safety, operation and maintenance. If the information you seek 
is	not	found	in	this	manual,	your	KIOTI tractor dealer will be happy to help you. 

Please	feel	free	to	contact	DAeDONG IND. CO.,LTD / DAeDONG-USA, INC.	with	your	questions/concerns.	
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SAFeTY AND vehICLe DAmAGe WARNING

This	 manual	 includes	 information	 titled	 as	 WARNING, CAUTION, ImPORTANT and	
NOTe.	These	titles	indicate	the	following:

NOTe

 This indicates that interesting or helpful information is being pro-
vided.

WARNING

 This indicates that a condition may result in harm, serious 
injury or death to you or other persons if the warning is not 
heeded. Follow the advice provided with the warning.

 This indicates that a condition may result in damage to your 
vehicle or its equipment if the caution is not heeded. Follow 
the advice provided with the caution.

 This mark indicates emphasis on notable characteristics of 
working procedures, and  information about technology for 
easier operation.ImPORTANT

CAUTION
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UNIveRSAL SYmBOLS

various universal symbols have been used on the instruments and controls of your KIOTI	tractor.	
below is a list of the universal symbols and their meanings.

fuel-level headlight-low beam Preheat

parking brake headlight-high beam auto	switch

battery charging condition four-wheel drive-on h h:	high	speed	travel	light

Engine	oil-pressure fast m M:	Middle	speed	travel	light

Power	take-off	clutch	
control-off	position slow L l:	low	speed	travel	light

Power	take-off	clutch	
control-on	position Differential	lock single brake light

Turn	signal hazard	warning	lights
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1-� rX6030 / rX7030 / rX8030

Precautions before oPeration
general Precautions

a careful operator is the best opera-
tor. most accidents can be avoided 
by observing certain precautions. to 
help prevent accidents, use these 
safety precautions, and pay attention 
to the job at hand. if you can prevent 
an accident, your time will have been 
well spent.

5. keep safety decals clean of dirt 
and debris.

6. Watch where you are going at all 
times so that you are able to avoid 
obstacles that can cause injury or 
damage to your tractor. 

7. When starting the tractor make 
sure your path is clear of people to 
avoid accidents caused by sudden 
movements. 

8. before operating in reverse move-
ments with your tractor, you should 
always check to see that the path is 
clear.

1. it is recommended that you read 
and understand this entire manual 
before operation of your new trac-
tor. failure to do so could result in 
accidents, injury, or death!

2. only persons who are properly 
trained should be allowed to oper-
ate the tractor.

3. read and follow all warning labels 
and decals affixed to the tractor.

4. replace any missing or damaged 
decals as soon as it is practical. 
a list of decals is shown on page 
1-20~26.

T66O101a T66O102a
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1-�safetY precautions

1

T66O103a

  9. never operate this tractor or 
any other agricultural equipment 
while under the influence of alco-
hol, drugs or while fatigued. 

10. While working in cooperation 
with other tractors always com-
municate your intentions.

11. do not start your tractor by short-
ing across the starter.

12. never start the engine while 
standing on the ground.

13. only the operator should ride on 
the tractor unless a passenger 
seat is installed. keep bystand-
ers away from the tractor while in 
operation.

14. When getting on or off the trac-
tor, make sure to hold the hand 
rail and set your feet on the step 
firmly to ensure your safety.  This 
will help to prevent accidental 
slips trips and falls.

15. be sure to scrape off mud or soil 
from your shoes before mounting 
the tractor.

T66O104a

16. all persons using the tractor 
should have knowledge of its 
proper operation and should read 
this manual carefully.

17. never get off the tractor without  
setting the parking brake, lower-
ing the implement to the ground 
and shutting of the tractor. 

18. No modifications should be made 
to your Kioti tractor.

T66O105a
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1-� rX6030 / rX7030 / rX8030

a roPs and cab should never be 
modified by welding, grinding or cut-
ting, as this can weaken the roPs 
structure. if any components of the 
roPs unit is damaged, it must be 
replaced.
if the roPs unit is removed or loos-
ened for any reason, the parts should 
be fitted back to their original posi-
tions and all bolts should be properly 
torqued.

21. Extra caution should be taken 
when driving tractors with narrow 
tread widths. for added stability 
you should adjust your rear wheel 
tread width, see page 4-63~4-65. 

19. before starting your tractor you 
should depress the clutch and 
make sure that all shift levers are 
in the neutral position and park-
ing brake is applied.

20. for your safety, a roPs with a 
seat belt is recommended for all 
applications.

(1) tread

T66O106a T66O107a

 always use seat belt when the 
tractor is equipped with a roPs 
and cab. never use the 
seat belt when tractor 
is not eQuiPPed with a 
roPs.

 (roPs: roll-over protective 
structures)

note
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1-�safetY precautions

1

22. this cabin is not certif ied as 
chemical proof, never operate 
the tractor for chemical spraying 
or in the air contaminated by any 
chemical or equivalent without 
approved personal safety equip; 
cartridge respiration/chemsvit/
eyeprotection/gloves/etc.

1. avoid accidental contact with gear 
shift levers while the engine is run-
ning. Unexpected tractor move-
ments can result in bodily injury or 
death.

2. do not park your tractor on a steep 
incline, and remember to shut off 
the engine and pto before dis-
mounting the tractor.

Precautions during oPeration
when starting the engine

T66O109aT66O108aT55O116a
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1-� rX6030 / rX7030 / rX8030

3. do not operate your tractor in an 
enclosed building without the prop-
er ventilation. Exhaust containing 
carbon monoxide can cause seri-
ous injury or death.

T66O110a

4. make sure that all pressure lines 
are tight before starting the tractor.

5. the front hitch receiver can be 
installed on front axle frame. Pull 
only from the draw-bar and front 
hitch receiver. never hitch 
anything to the aXle hous-
ing or any other Point 
eXcePt indicated Points. 
pulling from any other location 
only increases the risk of serious 
personal injury or death.

(1) drawbar (2) front hitch receiver

M55O120a

6. improper use of the draw-bar, even 
if correctly positioned, can cause a 
rear overturn.

7. do not overload an attachment 
or towed equipment. use proper 
counterweights to maintain tractor 
stability. hitch heavy loads to the 
draw-bar only.

M55O117a
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1-�safetY precautions

1

 8. check for correct coupling be-
tween tow hook and trailer. see 
the towing attachments chapter.

 9. use ballast weight as recom-
mended. never add more ballast 
to compensate a higher load than 
allowed. reduce load for safety.

10. a safety chain will help control 
drawn equipment should it be 
accidentally separated from the 
draw-bar while transporting. us-

H11O682a

ing the proper adaptor parts, 
attach the chain to the tractor 
draw-bar support or other speci-
fied anchor locations. provide 
only enough slack in the chain to 
permit turning. see your dealer 
for a chain with a strength rat-
ing equal to, or greater than the 
gross weight of the towed equip-
ment. 

11. if the front of the tractor tends to 
rise up when heavy implements 
are attached to the three point 
hitch, weights should be installed 
on front of the tractor. do not op-
erate the tractor with a light front 
end.

T66O112a
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1-� rX6030 / rX7030 / rX8030

12. always use the proper ballast 
weight on your tractor when us-
ing rear implements. 

13. Watch front and rear to avoid 
obstacles at row ends, near trees 
and around other obstructions.

T66O113a

14. do not leave implement and at-
tachments in the raised position 
when the vehicle is stopped or 
unattended.

15. When using implements or at-
tachments with your tractor you 
should first read their respective 
owner's manual. You should al-
ways keep their safe operation 
procedures in mind.

16. you should be familiar 
with your eQuiPment and 
its limitations.

17. if abused or used incorrectly your 
tractor can become dangerous to 
you and bystanders. overload-
ing your tractor or using unsafe 
equipment can also be danger-
ous and should be avoided. 
refer to the "specifications of 
implement limitation", which out-
lines the maximum load for safe 
tractor operation. 

18. driving forward out of a ditch or 
up steep inclines can cause the 
tractor to tip over backwards. to 
avoid this you should back out of 
these positions. four wheel drive 
tractors can give you a false 
sense of security in the tractors 
ability to maneuver out of these 
positions, so extra caution should 
be taken.

19. never try to get on or off a moving 
tractor.

T66O114a

 drive carefully to avoid injury 
from penetration of objects 
from sides, because this ma-
chine does not comply to oPs.

WARNING
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1-�safetY precautions

1

20. When working in groups, always 
let the others know what you are 
going to do before you do it.

21. never "freewheel" by disengaging 
the clutch or shifting into neutral 
while descending a slope, as this 
could lead to a loss of control.

22. do not operate near ditches, 
holes, embankments, or other ter-
rain features which may collapse 
under the tractor's weight. the 
risk of tractor upset is even higher 
when the ground is loose or wet.

T66O115a

2. always slow the tractor before 
turning. turning at high speed may 
tip the tractor over or cause a loss 
of control.

1. lock the brake pedals together 
when traveling at road speeds. 
brake both wheels together. when 
making an emergency stop. un-
even braking at road speeds could 
cause the tractor to tip over.

when driving the tractor

(1) brake pedal (l)  (2) brake pedal (r)
(3) brake pedal lock

T66O118aM55O110a
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3. make sure that the slow moving 
vehicle (smv) sign is clean and vis-
ible. use hazard lights as required.

  4. Observe all local traffic and safe-
ty regulations.

  5. turn the headlights on. dim them 
when meeting another vehicle.

  6. drive at speeds that allow you to 
maintain control at all times.

(1) smv emblem              

M55O108a

  7. do not apply the differential lock 
while traveling at road speeds. as 
the tractor may run out of control.

  8. avoid sudden movements of the 
steering wheel as this can cause 
a loss of control of the tractor. 
this risk is especially great when 
traveling at road speeds.

  9. do not operate an implement 
while the tractor is on the road. 
lock the three point hitch in the 
raised position.

10. When towing other equipment, 
use a safety chain and place an 
smv emblem on it as well. 11. When driving the tractor after 

sunset, be sure to turn on the low 
speed indicator. (if equipped)

 otherwise, a collision can occur 
by poor visibility.

(1) low speed indicator          

M55O107B
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1-11safetY precautions

1

1. disengage the pto, lower al l 
implements, place all control le-
vers in the neutral position, set 
the parking brake, stop the engine  
and remove the key.

when ParKing the tractor

T66O120a

(1) pto shaft cover  (2) pto shaft cap 
  

when oPerating the Pto

1. make sure the tractor is completely 
stopped, gears are in neutral and 
all moving components have com-
pletely stopped before connecting, 
disconnecting, adjusting, cleaning 
or servicing any pto driven equip-
ment.

2. keep the pto shaft cover in place 
at all times. replace the pto shaft 
cap when the shaft is not in use.

3. before install ing or using pto 
driven equipment, read the man-

M55O109a

ufacturer's manual and review the 
safety labels attached to the equip-
ment.

WARNING
 before driving an implement 

with the Pto, always make 
sure that all bystanders are 
well away from the tractor.

	when using the Pto drive with 
a stationary tractor, always 
make sure that the gears are 
in neutral and that the parking 
brake is applied.

	before starting up any Pto-
driven implement hitched to 
the three-point linkage, lift the 
implement to its full height and 
check that at least 1/4 of the 
total length of the telescopic 
section of the drive shaft is en-
gaged.

	ensure that implements and 
attachments are properly in-
stalled and that the tractor and 
implement Pto rPm ratings 
match.
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(1) 3-point hitch lowering speed knob    
(a) "sloW"  (b) "fast" 

when using the 3-Point hitch

1. use the 3-point hitch only with 
equipment designed for 3-point 
hitch usage.

2. When using a 3-point hitch mount-
ed implement, be sure to install the 
proper counterbalance weight on 
the front of the tractor.

3. When transporting on the road, 
set the implement lowering control 
in the "lock" position to hold the 
implement in the raised position.

T66O122a

4. When operating stationary pto 
driven equipment, always apply 
the tractor parking brake and place 
chocks behind and in front of the 
rear wheels. stay clear of all rotat-
ing parts.

5. do not attach a pto driven imple-
ment i f the implements safety 
shields are damaged or not in 
place. rotating shafts are an en-
tanglement hazard.

M55O111a

in order to service your tractor you 
must park it on a flat level surface, set 
the parking brake, place the gear shift 
lever in neutral and stop the engine.
1. do not smoke while working around 

the battery or when refueling your 
tractor. Keep all sparks and flames 
away from the battery and fuel 
tank. The battery presents an ex-
plosive hazard because it vents off 
hydrogen and oxygen gas, espe-
cially when recharging.

safety Precautions 
during servicing

T66O124a
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1-1�safetY precautions

1

2. allow the tractor time to cool off 
before servicing any part that may 
have become hot while the tractor 
was running.

3. You must always stop the engine be-
fore refueling the tractor. avoid over-
filling the tractor or spilling the fuel.

4. before jump starting a dead bat-
tery, read and follow all of the in-
structions. (refer to the page 5-10)

5. It is recommended to keep a first 
aid kit and fire extinguisher handy 
at all times.

6. do not remove the radiator cap 
while the coolant is hot. When 
cool, slowly rotate the cap to the 
first stop and allow sufficient time 
for excess pressure to escape. 
after all the pressure is released 
remove the cap completely. if your 
tractor is equipped with a coolant 
recovery tank, add coolant there 
rather than to the radiator.

T66O125a T66O126a

never touch the turbocharger while 
the engine is running. touching the 
turbocharger can cause serious in-
jury.

(1) turbocharger

T11O758a
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10. use a floor jack of suitable ca-
pacity and apply them at the 
centre of the front and rear axles 
while paying due attention to 
weight distribution.

11. no decals for the lifting point are 
applied on the tractor, as they 
would be, too difficult to apply in 
the available spaces and would 
be all too easily removed or ef-
faced during normal operation of 
the tractor. 

M55O115aM55O114a

7. if the tractor must be lifted for 
servicing, take it to a suitably 
equipped workshop.

8. carry out the following operations 
before any operation of the tractor: 
engage the four-wheel drive, the 
first gear and the parking brake 
and put chocks to the wheels 
touching the ground.

9. before lifting the tractor, prevent it 
from swinging by means of wooden 
wedges applied to the front axle. 

this engine is coated with an-
ti-corrosive to prevent prema-
ture corrosion. this coating 
on hot components, includ-
ing the exhaust manifold and 
turbocharger, may be deterio-
rated by high heat during use, 
resulting in loss of its effect. 
therefore, such areas may be 
corroded in course of time.

•
note
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1

12. When working with your trac-
tors electrical components you 
must first disconnect the battery 
cables.

13. to ensure that there 
are no accidents from 
sParKs you must first 
disconnect the negative 
battery cable.

T66O127a

14. tire mounting should be done by 
qualified professionals, with the 
proper equipment.

15. maintaining correct tire pres-
sure is important for the life of 
your tires. Do not inflate the tires 
above the recommended pres-
sure specified in the owner ’s 
manual. (see page 4-62)

16. securely support the tractor 
when changing wheels or the 
wheel tread width.

T66O128a

apply the jack lift to the lifting 
points according to the type of 
operation and follow the safety 
procedures given before.

•
note
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20. keep environmental pollution in 
mind. When replacing coolant or 
oil, dispose of it properly.

 be sure to observe all relevant 
regulations when you dispose of 
the engine oil, transmission oil, 
fuel, coolant, filters and battery.

T66O131a

19. fluid escaPing from Pin-
holes may be invisible. do 
not use hands to search 
for susPected leaKs; 

 use a piece of cardboard or 
wood, instead. use of safety 
goggles or other eye protection 
is also highly recommended. if 
injured by leaking fluid, see a 
medical doctor at once. This fluid 
can produce gangrene and/or 
severe allergic reaction.

T66O130a

(1) cardboard  (2) hydraulic line
(3) magnifying Glass

17. make sure that wheel bolts have 
been tightened to the specified 
torque.

18. leaking hydraulic fluid under 
pressure has sufficient force to 
penetrate skin, causing serious 
personal injury. be sure to release 
all residual pressure. before dis-
connecting hydraulic lines.

 before adding pressure to the 
hydraulic system, make sure that 
all connections are tight and that 
all lines, pipes  and hoses are 
free of damage.

T66O129a
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1

1. never let anyone get in the loader 
and use the loader as a worksta-
tion. otherwise, it may lead to a 
fatal injury or even death.

H11O102a

safety Precautions when using the loader

2. do not stand under the lifted loader 
or get close to it. also, lower the 
loader arm onto the ground before 
leaving the tractor. otherwise, it 
may lead to a fatal injury or even 
death. use the safety bar to prop 
up the loader.

H11O103a

3. the loader can be turned over if a 
draw-bar is improperly loaded.

 make sure to use a draw-bar prop-
er for the 3-point hitch lower link. 
otherwise, it may lead to an injury 
or even death.

H11O104a
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6. do not allow loader arms or attach-
ment to contact electrical power 
lines. electrocution will cause seri-
ous injury or  death.

H11O107a

5. When attaching or detaching the 
loader, fit all parts which are con-
nected to the bucket and boom. 
the bucket or boom can be acci-
dentally dropped down, leading to 
an injury or even death.

H11O106a

4. never carry a big object with the 
loader unless the correct imple-
ment is attached. keep a carried 
object low during driving. other-
wise, it may lead to an injury or 
even death.

H11O105a
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1

7. keep bystanders away. no riders.
 otherwise, it may lead to a fatal 

injury or even death.

H11O108a
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T11O105C

safety decal maintenance
decal mounting location (cabin)
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1

T11O106B
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T11O107D

decal mounting location (roPs)
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1

T11O108D
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decals

3. part no. : t4930-52391

CAUTION
1. To use an implement that uses external hydraulic pres-

sure, such as a front loader, check the transmission
fluid amount. If it is insufficient, add the fluid before its 
operation.

2. Lower the bucket onto the ground before stopping the 
engine. Otherwise, it can cause an accident or injury.

2. part no. :  t4182-531911. part no. : t4710-52201

WARNING

► Do not operate any part outside the vehicle other 
than installation and removal of an implement.

► Make sure to set all the levers in their neutral posi-
tion and apply the parking brake before working on 
level ground.

►Turn OFF the P.T.O switch before working the tractor.
►Working the tractor with the engine at a high speed 

can cause the attached implement moving up, 
down, left or right abruptly. Make sure to run the 
engine at a low speed and secure a safe distance 
before working  on a field.

Lifting

Lowering

Precautions during rocker switch operation

5. part no. : t4930-52371

WARNING

Do not remove the radiator cap when the 
engine is running or while the engine is hot. 
If the radiator cap is removed, hot vapor or 
liquid may be violently released causing burns.

WARNING

T4182-53191

TO AVOID POSSIBLE INJURY, 
DEATH OR LOSS OF PROPERTY FROM A MACHINE RUNAWAY

- With the engine off, unexpected machine movement could result 
   regardless of the gearshift position.
- Before dismounting the machine, apply the parking brake to 
  prevent machine runaway.

4. part no.: t4938-52321

(Caution) Release the parking brake when driving otherwise 
       it would cause early abrasion of brake disk, overheating 
       of transmission and problems in hydraulic part.

* Be sure to pull the parking brake up 
   when parking or stopping.
* Pull the brake lever up to set the 
   parking brake.
* Push the brake lever down while
   pushing the button to release the
   parking brake

WARNING

T4938-52321

TF120(RX6030,7030,8030)-AU-01.in24   24 2015-10-29   오후 6:38:00
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1
6. part no. : t4930-52471

WARNING

Do NOT run an engine 
in an enclosed area.
Exhaust fumes cause 
sickness or possible 
death. 
Do NOT touch a muffler 
with bare hands.

7. part no. : t4930-52311

WARNING

To prevent accident during 
operation:
1. Implement that pulls or pushes 

objects should be attached only to the 
drawbar.

2. Implements that are designed to use 
the 3-point hitch should only use the 
3-point hitch.

To prevent severe and 
deadly injuries during 
P.T.O operation:
1. All protective components should 

be in place.

2. Do not let your hands, feet and 
clothes come near the implement.

3. When disengaging an implement 
from the P.T.O, stop the engine 
in advance. When repairing or 
servicing the tractor or its part, 
depress the brake pedal to set the 
parking brake. Also, make sure to 
chock the wheels when parking 
on a hill.

8. part no. : t4625-52351 9. part no. : t4682-53552
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10. part no. : t4930-52481

Avoid flames and sparks.

STOP engine while refueling

ONLY use diesel.

11. part no. : t5210-52311

WARNING
Use the quick-turn function only during a normal 
work. Never use the quick-turn function under 
the following conditions. It can lead to rollover.
  1. Driving at a high speed
  2. Driving on a steep slope or sharp turn
  3. Plowing at a high speed
  4. Work with a loader
The owner has the sole responsibility for any 
problem occurred by not following the above 
instruction.

1. Make sure to follow the precautions specified 
    in the operating manual and safety decals.
2. Keep the safety instructions in the operating 
    manual and safety decals.
3. Never modify the machine without approval.
4. Never use an implement with the capacity 
    other than the specified.
The owner has the sole responsibility for any 
problem occurred by not following the above 
instruction.

1. When the vehicle is equipped 
    with the ROPS, always fasten 
    your seat belt. When no ROPS 
    is installed, never wear the seat 
    belt.
2. When driving the tractor 
    equipped with the ROPS, make 
    sure to wear the seat belt. If the 
    tractor overturns, hold the 
    steering wheel firmly and never 
    jump off the vehicle.

T5210-52311

1. Ventilate the cabin periodically when working 
    in the cabin with the A/C activated for an 
    extended period of time. Air in the cabin can 
    become stale.
2. Never sleep in the cabin with the A/C ON. 
    You can be suffocated to death.

12. part no.: t4125-56181

T4125-56181
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cautions for decal maintenance

safety decals are attached to the 
tractor for safe operation. make sure 
to follow the instruction on the decals 
as well as the following instruction: 

 Keep the decals clean and in-
tact. if any decal is dirty, wash 
it with soap and dry with a soft 
cloth.  

 never use a solvent, such a 
thinner or acetone, since it 
can ruin the decals.

 do not spray high-pressure 
water directly onto the decal. 
the decal may fall off the trac-
tor. 

caution

 if a decal is damaged or lost, 
contact your local Kioti deal-
er immediately to install a new 
decal.

 make sure to attach the decal 
in the correct position cleanly 
without bubbles after cleaning 
its mounting surface.

 if a decal is attached to a com-
ponent to be replaced, replace 
the decal as well.

imPortant
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Vehicle identification number
tractor serial number engine serial number transmission serial number

(1) Transmission Serial Number(1) Tractor Serial Number plate

This number is to identify the vehicle, 
and its plate is attached on the front 
right side of the front axle frame. 

T11O206A

(1) Engine Serial Number

T11O204A

It is stamped on the range shift lever 
case on the left side of the tractor. 

The engine number is stamped on 
the cylinder block surface which is 
rear side of the alternator on the left 
side of the engine.

T11O205A
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2-�pRECAUTIONS BEfORE OpERATION

Your dealer is interested in your new 
tractor and has the desire to help 
you get the most value from it. After 
reading this manual thoroughly, you 
will find that you can do some of the 
regular maintenance yourself.
however, when in need of parts, 
warranty or major service, be sure to 
see your Kioti dealer. for service, 
contact the Kioti dealership from 
which you purchased your tractor or 
your local authorized Kioti dealer.
When in need of parts, be prepared 
to give your dealer both the tractor 
and engine serial numbers.
Before using non-Kioti approved 
implements, contact your nearest 
dealer, regarding safety  application 
of the implement.

	tractor model name:

To be filled in by purchaser.

	tractor serial no:

	engine serial no:

	date of Purchase:
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filters

H11O205A-1

Belts, hoses and boots, which are 
made of rubber, get weakened and 
cracked as they age. If these parts 
remain in this state, they can be bro-
ken off, leading to a serious problem 
on the tractor. Therefore, regularly 
check or replace those items to pre-
vent the failure. 

The battery condition is very impor-
tant for engine start performance es-
pecially in winter.
Therefore, make sure to check its  
condition daily.

filters for the engine, transmission, 
air cleaner, and A/C are consum-
ables that purify oil and air. Make 
sure to replace the  these items 
when changing oil. 

no. Part no descriPtion QtY

1 E6201-32443 Engine Oil filter 1

2 T4620-38032 hydraulic filter 1

3 T4682-25732 fuel filter Ele-
ment 1

4 E7230-11081 Air Cleaner filter 1

no. Part no descriPtion QtY

1 E6305-72533 fan Belt 2

2 E7220-72611 A/C Belt 1

no. Part no descriPtion QtY

1 C7910-42204 Battery 1

H11O204A

Various oils and fluids are used in this 
tractor for operation, lubrication, cool-
ing, and anti-corrosion of various parts. 
If oil or fluid is insufficient, contami-
nated or degraded, it can cause poor 
performance, faulty operation, and 
seized parts on the tractor, leading to 
malfunctions. 
Regularly add or change the fluid 
specified on the right to keep the 
tractor in perfect condition. 

essential rePlacement Parts
oils and fluids

no. item sPecification
caPa

remark
l (u.s.gal.)

1 Engine oil
(with filter)

Tier2 or 3 (without dpf) - ApI Ch grade above 
Tier4 (with dpf) - ApI CJ grade above
SAE10W30 / SAE10W40 / SAE15W40

7.7 (2.03) (*)
9.0 (2.38) (**)

2 Transmission 
fluid

dAEdONg UTf55
Exxonmobil Mobilfluid424
Bp: Tractran UTh
 Exxonmobil hydraulic560
Shell: donax Td

60 (15.9)

3 front axle case SAE90 oil and the same level or above, or TM 8.5 (2.2)

4 grease SAE multi purpose type grease SAE 90 level more than
or TM oil and the same

5 Antifreeze fresh clean water with ethyleneglycol (50:50) –

※ (*): 4B243 engine, (**): 4f243 / 4fT-TM2 / 4fT-Tp2 engine
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2-�pRECAUTIONS BEfORE OpERATION

H11O206A H11O207A

belts and rubber Parts other comPonents

Belts, hoses and boots, which are 
made of rubber, get weakened and 
cracked as they age. If these parts 
remain in this state, they can be bro-
ken off, leading to a serious problem 
on the tractor. Therefore, regularly 
check or replace those items to pre-
vent the failure. 

The battery condition is very impor-
tant for engine start performance es-
pecially in winter.
Therefore, make sure to check its  
condition daily.

filters for the engine, transmission, 
air cleaner, and A/C are consum-
ables that purify oil and air. Make 
sure to replace the  these items 
when changing oil. 

no. Part no descriPtion QtY

1 E6201-32443 Engine Oil filter 1

2 T4620-38032 hydraulic filter 1

3 T4682-25732 fuel filter Ele-
ment 1

4 E7230-11081 Air Cleaner filter 1

no. Part no descriPtion QtY

1 E6305-72533 fan Belt 2

2 E7220-72611 A/C Belt 1

no. Part no descriPtion QtY

1 C7910-42204 Battery 1
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※these dimensions are measured with standard tires (aG) installed on the cabin model tractor.

A1

A2

A3

D

D47O301a

General specifications
external DiMensions

E
2

B

1E

D

A3

C

A2

F

A1
t11O301a

ropscaBin
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3-3spEcifications

3

※	 a1: overall length including weights
 a2: overall length excluding weights
 a3: overall length including weight support
 E1: front wheel tread  E2: rear wheel tread

mm (in.)

iteM rx6030c
rx6030
rx7030

rx8030c
rx8030pc

rx8030
rx8030p

1. overall length (a1) 4,020 (158.2) 4,050 (159.4)

2. overall length (a2) 3,685 (145.0) 3,715 (146.2)

3. overall length (a3) 3,780 (148.8) 3,810 (150)

4. overall width (b) 1,800 (70.8) 1,960 (77.2)

5. overall height (c) 2,630 (103.5) 2,700 (106.2) 2,655 (104.5) 2,730 (107.5)

6. Wheel base (d) 2,100 (82.7) 2,130 (83.9)

7. tread (E1) 1,465 (57.6) 1,475 (58.1)

8. tread (E2) 1,415 (55.7) 1,515 (59.6)

9. Ground clearance (f) 420 (16.5) 440 (17.3)
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3-� rx6030 / rx7030 / rx8030

General specifications
[Manual]

iteM rx6030c rx6030 rx7030 rx8030c rx8030

E
ng

in
e

model 4b243dtm 4f243dtm 4ft-tm2

number of cylinders 4

total displacement cc(cu in. ) 2,435 (148.6)

bore and stroke mm (in.) 87 x 102.4 (3.4 x 4.0)

Engine gross power kw (hp) 44.7 (60) 49.2 (66) 54.4 (73)

pto power kw (hp) 39 (52.3) 43 (57.6) 49 (65.5)

rated revolution rpm 2,600

ca
pa

cit
ie

s

fuel tank l (U.s.gal) 95 (25.1) 85 (22.5) 95 (25.1) 85 (22.5)

Engine oil (with filter) l (U.s.gal) 7.7 (2.03) 9.0 (2.38)

transmission oil l (U.s.gal) 60 (15.9)

front axle oil l (U.s.gal) 8.5 (2.2)

d
riv

e 
tra

in

clutch dry single plate hydro multi Wet disc dry single 
plate

transmission

shuttle synchro shuttle

main synchro mesh  
4 stages

range constant mesh  
6 stages

speeds 24 x 24
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3-�spEcifications

3

iteM rx6030c rx6030 rx7030 rx8030c rx8030

d
riv

e 
tra

in

Ground speed 
[tire for agricultural 
(aG)]

forward km/h (mph) 0.16~36.36  
(0.10~22.59)

0.17~37.86 
(0.11~23.53)

reverse km/h (mph) 0.16~35.75  
(0.10~22.21)

0.17~37.23 
(0.11~23.13)

4-wheel drive hydro multi Wet disc

Quick turn (Qt) na

brake Wet multi disc

differential lock rear standard

ti
re

s

agricultural
front 11.2 - 20 11.2 - 24

rear 14.9 - 30 16.9 - 30

h
yd

ra
ul

ic
 s

ys
te

m

pump capacity

total  
hydraulic flow lpm (cc/rev) 67.6 (26) 72.8 (28)

implement lpm (cc/rev) 41.6 (16)

power steering lpm (cc/rev) 26 (10) 31.2 (12)

steering hydrostatic power 
steering
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3-� rx6030 / rx7030 / rx8030

iteM rx6030c rx6030 rx7030 rx8030c rx8030

h
yd

ra
ul

ic
 s

ys
te

m

3 point lift control type position, draft,  
mixed control

standard remote 
valve quantity rear remote hydraulic valve 2 (port:4)

3-point hitch categoryⅡ

max. lifting  
capacity 

24 in. (610 mm) 
behind kg.f (lbs) 1,630 (3,594) 1,768 (3,898)

lower link end kg.f (lbs) 2,075 (4,575) 2,256 (4,974)

p
to rear

type independent

p·t·o shaft saE 1-3/8, 6 spline

speed (pto rpm) 540 / 540E

min. turning radius 
(with one rear wheel 
braked)

agricultural mm (in.) 3,110 (122.4) 3,370 (132.7)

Weight 
(incluiding cabin,  
excluding front weight)   

kg.f (lbs) 2,630 (5,798) 2,360 
(5,203) 2,795 (6,162) 2,535 

(5,589)

max. drawbar vertical load kg.f (lbs) 750 (1,655) 900 (1,984)

automation system auto p·t·o std.

※The specifications are subject to change without notice.
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3-�spEcifications

3

iteM rx8030pc rx8030p

E
ng

in
e

model 4ft-tp2

number of cylinders 4

total displacement cc (cu in.) 2,435 (148.6)

bore and stroke mm (in.) 87 x 102.4 (3.4 x 4.0)

Engine gross power kw (hp) 54.4 (73)

pto power kw (hp) 49 (65.5)

rated revolution rpm 2,600

ca
pa

cit
ie

s

fuel tank l (U.s.gal) 95 (25.1) 85 (22.5)

Engine oil (with filter) l (U.s.gal) 9.0 (2.38)

transmission oil l (U.s.gal) 60 (15.9)

front axle oil l (U.s.gal) 8.5 (2.2)

d
riv

e 
tra

in

clutch hydro multi Wet disc clutch

transmission

shuttle power shuttle

main synchro mesh 4 stages

range constant mesh 6 stages

speeds 24 x 24

[power shuttle]
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3-� rx6030 / rx7030 / rx8030

iteM rx8030pc rx8030p

d
riv

e 
tra

in

Ground speed  
[tire for agricultural 
(aG)]      

forward km/h (mph) 0.17~37.86 (0.11~23.53)

reverse km/h (mph) 0.17~37.23 (0.11~23.13)

4-wheel drive hydro multi Wet disc clutch 

Quick turn (Qt) na

brake Wet multi disc

differential lock rear standard

ti
re

s

agricultural
front 280/85r24 (radial tire)

rear 420/85r30 (radial tire)

h
yd

ra
ul

ic
 s

ys
te

m pump capacity

Total hydraulic flow lpm (cc/rev) 72.8 (28)

implement lpm (cc/rev) 41.6 (16)

power steering lpm (cc/rev) 31.2 (12)

steering hydrostatic power steering

3 point lift control type position, draft, mixed control

standard remote 
valve quantity rear remote hydraulic valve 2 (port:4)
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3-�spEcifications

3

	※The specifications are subject to change without notice.

iteM rx8030pc rx8030p

hy
dr

au
lic

 sy
ste

m 3-point hitch categoryⅡ

max. lifting  
capacity 

24 in. (610 mm) behind kg.f (lbs) 1,768 (3,898)

lower link end kg.f (lbs) 2,256 (4,974)

p
to rear

type independent

p·t·o shaft saE 1-3/8, 6 spline

speed (pto rpm) 540 / 540E

min. turning radius 
(with one rear wheel braked) agricultural mm (in.) 3,370 (132.6)

Weight 
(incluiding cabin, excluding front weight) kg.f (lbs) 2,795 (6,162) 2,540 (5,600)

max. drawbar vertical load kg.f (lbs) 900 (1,985)

automation system auto p·t·o std.
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3-10 rx6030 / rx7030 / rx8030

noise leVels as perceiVeD By the operator
the following tables give the noise level values, measured from the driver’s seat in instantaneous conditions in compliance 
with standards EEc77/31(dba) - annex ii (without load) - and when driving by in compliance with standard EEc 74/151 (dba).

	※note: data supplied by the manufacturer, approval values pending.

tractors with cabin

Model Directive of the european 
parliament and of the council 

noise level at the operator’s 
ear according to 2009/76/ec 

noise level in motion
according to 2009/63/ec 

rx6030(c)
rx7030
rx8030(c/p/pc)

2003/37/Ec 87 db(a) 81 db(a) 
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3-11spEcifications

3

in accordance to EU directive 78/764/Ec the following table shows vibration levels measured on seats, in aws.

* aws = correct weighted value of the vibration acceleration (m/s2)

operator's Vibration level

seat type Directive of the european 
parliament and of the council light-weight operator heavy-weight opeartor

W08ss 78/764/EEc 0.83 m/s2 0.75 m/s2

 More information on Whole Body Vibration (WBV) on agricultural tractors can be found in more specific 
publications and the relative risks can be taken into account following the laws of the country. in order to 
correctly estimate statistical values based on your daily work on the tractor, a specific measure instrument 
is required, such a three-axis accelerometer applied to the seat

iMportant

the vibration level transmitted to the body as a whole depend on different parameters, some of them relating to 
the machine, others to the terrain and many specific for the operator. The prevailing parameters are the type of 
terrain or work surface and the ground speed.
Vibrations cause discomfort for the operator and in some cases put his/her health and safety at risk.
Make sure that the tractor is in good condition and that all routine servicing is correctly and regularly carried out.
check tire pressure and the steering and braking systems.
check that the operator's seat and adjustment systems are in good condition, then adjust the seat to the opera-
tor's weight and size.

•

•
•
•
•

warninG

ViBration leVels of the tractor exposition to ViBrations
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3-1� rx6030 / rx7030 / rx8030

km/h (mph)

operatinG the leVer forwarD reVerse

ranGe Main rx6030 rx7030 rx8030 rx6030 rx7030 rx8030

l

low

1 0.16 (0.10) 0.17 (0.11) 0.16 (0.10) 0.17 (0.11)

2 0.21 (0.13) 0.22 (0.14) 0.21 (0.13) 0.22 (0.14)

3 0.27 (0.17) 0.28 (0.17) 0.27 (0.17) 0.28 (0.17)

4 0.37 (0.23) 0.39 (0.24) 0.37 (0.23) 0.38 (0.24)

middle

1 0.49 (0.30) 0.51 (0.32) 0.48 (0.30) 0.50 (0.31)

2 0.65 (0.40) 0.67 (0.42) 0.64 (0.40) 0.66 (0.41)

3 0.82 (0.51) 0.85 (0.53) 0.80 (0.50) 0.84 (0.52)

4 1.13 (0.70) 1.18 (0.73) 1.12 (0.70) 1.16 (0.72)

high

1 1.51 (0.94) 1.57 (0.98) 1.48 (0.92) 1.54 (0.96)

2 1.99 (1.24) 2.07 (1.29) 1.95 (1.21) 2.03 (1.26)

3 2.51 (1.56) 2.61 (1.62) 2.47 (1.53) 2.57 (1.60)

4 3.49 (2.17) 3.63 (2.26) 3.43 (2.13) 3.57 (2.22)

traVelinG speeD
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3

km/h (mph)

operatinG the leVer forwarD reVerse

ranGe Main rx6030 rx7030 rx8030 rx6030 rx7030 rx8030

h

low

1 1.57 (0.98) 1.63 (1.01) 1.54 (0.61) 1.61 (1.00)

2 2.07 (1.29) 2.16 (1.34) 2.03 (1.26) 2.12 (1.32)

3 2.61 (1.62) 2.72 (1.69) 2.57 (1.60) 2.67 (1.66)

4 3.63 (2.26) 3.78 (2.35) 3.57 (2.22) 3.72 (2.31)

middle

1 4.75 (2.95) 4.95 (3.08) 4.67 (2.90) 4.87 (3.03)

2 6.26 (3.89) 6.52 (4.05) 6.16 (3.83) 6.41 (3.98)

3 7.90 (4.91) 8.23 (5.11) 7.77 (4.83) 8.09 (5.03)

4 10.99 (6.83) 11.44 (7.11) 10.80 (6.71) 11.25 (6.99)

high

1 14.60 (9.07) 15.21 (9.45) 14.36 (8.92) 14.95 (9.29)

2 19.25 (11.96) 20.05 (12.46) 18.93 (11.76) 19.71 (12.25)

3 24.29 (15.09) 25.30 (15.72) 23.88 (14.84) 24.87 (15.45)

4 33.76 (20.98) 35.16 (21.85) 33.20 (20.63) 34.57 (21.48)
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3-1� rx6030 / rx7030 / rx8030

iMpleMent liMitations
stanDarD size By iMpleMent

iMpleMent Description rx6030/rx7030/rx8030 reMarKs

1. loader max. bucket width below 2,134 (84.0)

2. backhoe with sub frame max. digging depth not use do not use 3 - point hitch 
backhoe

3. mid mower max. width not use

4. tiller max. width not use

5. box blade max. width below 2,134 (84.0)

6. rear blade max. width below 2,134 (84.0) Use it only to lowest top link hole

7. rotary cutter max. width below 2,134 (84.0)

8. aerator max. width below 2,134 (84.0)

9. landscape rakes max. width below 2,134 (84.0)

mm (in.)
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DESCRIPTION OF OPERATING SYSTEM

4
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4
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crUise control switch .................... 4-31
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DESCRIPTION OF OPERATING SYSTEM

4
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DESCRIPTION OF OPERATING SYSTEM
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4-4 rx6030 / rx7030 / rx8030

ExTERIOR vIEw (CAbIN)

T11O443B

(1) working lamp
(2) wiper
(3) rear view mirror
(4) turn signal lamp
(5) step

              (6) bonnet
              (7) head lamp
              (8) top link
              (9) lift rod
            (10) lower link

          (11) draw bar
          (12) backup lamp
          (13) license plate bracket   
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4-�description oF operating system

4

ExTERIOR vIEw (ROPS)

(1) steering wheel
(2) rear view mirror
(3) bonnet
(4) head lamp
(5) step

    (6) seat
    (7) joy-stick lever
    (8) combination lamp
    (9) rops
  (10) top link

    (11) license plate
    (12) rear lamp
    (13) lift rod
    (14) draw bar
    (15) lower link

T11O443B
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4-� rx6030 / rx7030 / rx8030

SwITCh MOuNTING lOCATION

(1) Key switch
(2) combination switch
(3) hazard lamp switch
(4) driving mode selection switch
(5) instrument panel

MANuAl

M55O4K5A
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4-�description oF operating system

4

(1) Key switch
(2) combination switch
(3) hazard lamp switch
(4) driving mode selection switch
(5) instrument panel

POwER ShuTTlE

T11O4A56
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4-� rx6030 / rx7030 / rx8030

KEY SwITCh

(1) Key switch

M55O4K6A

       (a)
the posit ion "a" indicates the 
"manual preheat". this position 
is a self-return type, so the key 
should be held there while pre-
heating. the pre-heating indication 
lamp on the dash board will turn 
on at the same time. Pre-heating  
more than 30 seconds consecu-
tively can reduce the preheat 
system’s life.

 The pre-heating operation will 
automatically be activated in 
this position "D" (ON). The 
automatic preheat operation 
is indicated by the glow plug 
indicator. Make sure to preheat 
the engine until the glow plug 
indicator goes off (approx. 8 
seconds) in cold weather.   

NOTE          (b)
when the key switch is in position 
"b", the engine and all electrical de-
vices in the vehicle are turned off.
however flasher lights and turn 
signal lights can be operated along 
with their indication lamps on the 
dash board.

  acc (c)
when the key switch is turned 
to the position "c", brake lights, 
flasher lights and turn signal lights 
can be operated. 

       (d)
the position "d" indicates the "on" 
position. as soon as the key switch 
is turned to this position, the oil 
pressure warning lamp and battery 
charge warning lamp comes on 
(these turn off after the engine is 
started). 

       (e)
 the position "e" indicates "start". 

in order to start the engine, de-
press the clutch pedal  and turn 
the pto switch off.

 as soon as the engine is started, 
release the key then the key will 
return to the position "d".

(a) pre-heat
(b) stop

(c) acc
(d) on

(e) start  
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4-�description oF operating system

4

COMbINATION SwITCh

(1) turn signal light switch       
(2) head light switch  (3) horn switch

hEAD lIGhT SwITCh

(1) head light switch
(a) oFF  (b) low beam on
(c) high beam on

Stop the engine immediately 
if the oil pressure warning 
lamp does not go off after the 
engine is started. The engine 
may be severely damaged.
If the battery charge warn-
ing lamp does not go off after 
the engine is started, check 
the electrical systems, such 
as the alternator, for damage. 
Continuing to use the engine 
under this condition can dis-
charge the battery or damage 
other electrical devices.

•

•

CAuTION

the ignition key is not directional 
and can be inserted in any direc-
tion. also, be careful not to leave 
the tractor unattended with the 
key in the tractor. 
the horn, turn signal lamp, and 
hazard lamp can be operated 
without the key inserted.

•

•

NOTE

the head light switch can be operated 
only while the key switch is in "on" 
position. turning the head light switch 
clockwise one click will illuminate the 
low beam head lights while turning it 
one more click will illuminate the high 
beam head lights.

 Driving with high beam head 
light disturbs the approaching 
vehicle’s visibility for safe driv-
ing. use the high beam head 
lights only if necessary.

WARNING

the combination switch consists of 
the head light, turn signal light, and 
horn switches. its function by its po-
sition is as follows:

oFF : head light and tail light oFF
 : low beam and tail light on
 : high beam on
 : turn signal light and tail light on

T11O405AT11O404A
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4-10 rx6030 / rx7030 / rx8030

TuRN SIGNAl lIGhT SwITCh

(1) turn signal light switch         
(a) right turn  (b) left turn       

the turn signal lights are used when 
turning the vehicle left or right. pull-
ing the lever up blinks the right turn 
signal light while pushing the lever 
down blinks the left turn signal light.

(1) horn switch

the horn switch can be operated 
without the key inserted. pressing 
this switch sounds the horn.

hORN SwITCh
hAzARD lAMP SwITCh

(1) hazard lamp switch
(a) on  (b) oFF

the turn signal light lever is not 
the self-return type. therefore, 
make sure to return the lever 
manually after turning the vehicle.
the turn signal lamps can be op-
erated without the key inserted.

•

•

NOTE

this switch can be used to warn 
other vehicles when malfunction oc-
curs in the tractor while driving on a 
public road. pressing this switch up 
blinks the hazard lamp and returning 
it turns off the lamp. the turn signal 
lights cannot be operated while this 
switch is pressed up to operate the 
hazard lamps.   

T11O406A T11O407A M55O4A2A
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4-11description oF operating system

4

4wD SwITCh

CAuTION
 If the hazard lamps are turned 

on for an extended period of 
time while the engine is stopp-
ed, the battery can be discha-
rged. Therefore, use them only 
in emergency.

 The hazard lamp can be oper-
ated without the key inserted.

to engage the 4wd, press the 
switch up. to disengage it, return the 
switch. 
the 4wd function can be used un-
der the following conditions:
1. if high traction is needed in a wet 

area
2. when towing a trailer or using a 

loader

the 4wd (4 wheel driving) is to 
increase traction by driving four 
wheels. it is hydraulically operated 
by a simple switch operation.

T11O464A

operate this switch to select the 
4wd (4-wheel drive) and Qt (Quick 
turn) driving modes. pressing its up-
per part selects the 4wd mode while 
pressing its lower part selects the 
quick turn mode. each driving mode 
has the following function:

SwITCh TuRNING lAMP
2wd normal turning lamp oFF

4wd normal turning 4wd
lamp on

Qt

if the steering 
angle of the front 
wheels is over 35 
degrees during 
turning, the front 
wheels rotate 2 
times faster than 
the rear wheels 
for a sharp turn.

Qt lamp 
on

(1) driving mode selection switch
(a) 4wd          (b) Quick turn (if equipped)
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To avoid accident:
 Engage the switch only when 

the vehicle is stationary.
 while the 4wD is engaged, 

dr ive the vehicle with low 
speed as steering and braking 
characteristics may differ. 

 It is possible to engage the 
4wD during driving. however, 
you may hear noise or feel 
slight shift or impact at times 
in this case. For safe driving, 
engage the 4wD when the trac-
tor is stationary.

 The 4wD should not be used 
on a paved road as tires can 
be worn faster and could cause 
damage to front axle.

CAuTION

3. when working on a sandy surface
4. when the tractor is pushed out by 

reaction from the implement during 
cultivating on a hard surface.

5. When cultivating a field or driving 
over a bank

1. to activate the quick-turn function, 
press the switch downward.

2. when operating the switch to acti-
vate the quick-turn function, make 
sure that the front wheels are in 
the straight ahead position.

hOw TO uSE QuICK-TuRN FuNCTION

be sure to select the 2wD dur-
ing driving, as 4wD or quick-
turn can cause an unexpected 
accident during driving.
Never make a sharp turn dur-
ing driving.
If your work requires mid to 
high load applied to the front 
loader or four wheels, using 
the quick-turn function can 
damage the quick-turn clutch 
disc or wear it prematurely. 
Therefore, never use the quick-
turn function under this condi-
tion.

•

•

•

CAuTION

The quick-turn function is use-
ful when working with a rotary 
in field. however, be cautious 
during its use as its misuse 
can cause rollover. Never use 
this function during driving. 
Also, never use it on a steep 
slope and sharp corner.
As a sa fe ty measure , the 
quick-turn function cannot be 
activated when the range shift 
lever is set to the high speed 
position and the vehicle speed 
is over 6 km/h. 
Make sure to set the switch to 
the 2wD or 4wD position be-
fore leaving the field.

•

•

•

CAuTION
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PTO SwITCh

(1) pto switch
(a)            - "on"  (b)          - "oFF"ON  Off   

the pto switch is used to supply 
power from the tractor to the imple-
ment.
Make sure to put this switch into 
the "OFF" position before starting 
the engine. Otherwise, the engine 
cannot be started. 

To avoid personal injury and ac-
cident:
 before disassembling or clean-

ing the PTO system, make 
sure that the PTO switch is in 
the "OFF" position, the engine 
is stopped, and all parts are 
stopped.

 Always keep the PTO driving 
part clean. Also, check the 
PTO cover is closed while PTO 
is in operation.

 Disengage the PTO while driv-
ing the tractor on the public 
road.

 be careful not to get your 
hand, foot, cloth, or hair into 
any driving part while the PTO 
is in operation. You can be se-
verely injured or killed!

 Make sure tha t no one is 
around the tractor and imple-
ment while the PTO is in op-
eration.

CAUTION

T11O465A T11O4A34

ROPSCAbIN

(1) pto switch
(a)            - "on"  (b)          - "oFF"ON  Off   

the rear pto rotates at 540 rpm 
when the engine speed is approx. 
2,444 rpm. 
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this switch is to switch between the 
automatic and manual pto opera-
tions. in the manual operation, the 
pto rotates regardless of the height 
of the implement. in the automatic 
operation, the pto stops rotating as 
the implement is raised.

PTO SElECTION SwITCh

(1) pto selection switch
(a) aUto  (b) manUal

DPF REGENERATION SwITCh

Tf1O402A

(1) dpF regeneration switch
(a) activation (b) deactivation

ACTIvATION (uPPER buTTON)
perform the following procedure 
when the regeneration warning lamp 
comes on :
1. park the vehicle on level ground
2. run the engine at the idle speed.
3.  depress the brake pedal and lock 

it in place.
4.  do not depress the clutch pedal.
5.  run the engine 3 to 4 minutes. 

then, press the regeneration button 
over 2 second.

T11O4A51

(1) pto selection switch
(a) aUto  (b) manUal

ROPS

Tf1O401A

CAbIN CAbIN
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CluTCh PEDAl ENGAGEMENT CONTROl buTTON

Tf1O403A

(a) Fast  (b) slow

the engagement height of the clutch 
pedal can be adjusted with this button 
and this function is only available for 
the power shuttle model.
pressing the upper portion of the but-
ton speeds up the clutch engagement 
operation while pressing its lower por-
tion slows down the clutch engagement 
operation.

6.  the regeneration underway lamp  
blinks after the regeneration warning 
lamp goes off.

  wait for approx. 30 to 40 minutes 
until the regeneration process is 
completed.

DEACTIvATION (lOwER buTTON)
do not press the deactivation button 
during the regeneration process.
however, in an emergency, press 
the deactivation button to stop the 
regeneration process.

T11O4A52

(1) dpF regeneration switch
(a) activation (b) deactivation

ROPS

T11O4A31

(a) Fast  (b) slow

CAbIN ROPS
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Tf1O404A

(1)  pto cruise
(2) pto setting switch

PTO CRuISE

activating the pto cruise function 
during work can keep the pto speed 
constant for enhanced operating 
condition.

PTO CRuISE ACTIvATION
run the engine at a speed over 1,300 
rpm. with the brake and clutch 
pedals released, set the pto cruise 
switch to the on position and press 
the set (1) portion of the cruise acti-
vation switch

the cruise setting switch can be 
operated as follows while the pto 
cruise function is activated.

• res(+) :  speed is increased by 50 
rpm when pressing it.

• set(-) :  speed is decreased by 50 
rpm when pressing it.

CAbIN

 T11O4A54

ROPS

(1)  pto cruise
(2) pto setting switch
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PTO CRuISE DEACTIvATION
depress the brake pedal or clutch 
pedal or set the pto cruise switch to 
the "oFF" position to deactivate the 
pto cruise function.
if the pto cruise function is deac-
tivated by depressing the brake or 
clutch pedal with the pto cruise 
switch set in the "on" posit ion, 
pressing the res(+) switch once re-
sumes the previous pto activation 
setting.

If the brake pedals are not 
connected to each other, de-
pressing the brake pedal does 
not deactivate the PTO cruise 
function.

•
IMPORTANT

Tf1O405A

(1)  calibration switch

CAlIbRATION SwITCh

this switch is for calibration of shuttle 
lever and clutch pedal. if any calibra-
tion is required please contact KIOTI 
dealer at your earliest convenience.

T11O4A55

ROPS

(1)  calibration switch

CAbIN
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INSTRuMENT PANEl

symbols on the instrument panel come on when the key switch is turned to the "on" position. 

12120 2 3 4 5 5 7 9 8 10 11 17

1819 161312 1514

612120 2 3 4 5 5 7 9 8 10 11 17

1819 161312 1514

6

T12O460A

(1) air Filter clogging warning lamp
(2) battery charge warning lamp
(3) high beam indicator 
(4) glow plug indicator
(5) turn signal lamp
(6) tachometer
(7) pto on indicator
(8) one side brake lamp
(9) parking brake indicator 

(10) low Fuel level warning indicator 
(11) Forward indicator 
(12) 4wd operation indicator
(13) Fuel gauge
(14) engine oil pressure warning lamp
(15) hour meter
(16) coolant temperature gauge
(17) neutral indicator
(18) reverse indicator
(19) coolant temperature warning lamp
(20) Quick / turn warning lamp (if equipped)
(21) differential lock warning lamp

[ rx6030   rx6030c ]
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Tf1O406B

(1) tachometer / hourmeter
(2) Fuel gauge
(3) engine coolant temperature gauge
(4) turn signal lamp
(5) engine oil pressure warning lamp

(6) battery charging lamp 
(7) head light high beam lamp
(8) glow plug indicator
(9) single brake light

(10) rpm linked pedal

(11) coolant temperature warning lamp
(12) differential lock warning lamp
(13) pto indicator
(14) 4wd indicator
(15) Quick / turn warning lamp (if equipped)
(16) parking brake warning lamp
(17) hms lamp
(18) low Fuel level warning indicator
(19) air Filter warning lamp
(20) eco pto lamp
(21) auto level work light
(22) no stall switch
(23) cruise indicator
(24) speed limit switch
(25) back Up light
(26) auto tilling depth work light
(27) auto draft work light
(28) turn Up light
(29) calibration lamp
(30) communication error
(31) cruise pto warning lamp
(32) dpF warning light
(33) dpF progress light
(34) engine check warning lamp
(35) water-in-Fuel warning lamp

[ rx7030 ]
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9

11

31 32

2721

te3o410a

(1) engine oil pressure warming lamp
(2) battery charge warming lamp
(3) high beam indicator
(4) glow plug indicator
(5) turn signal light (lh)
(6) tachometer
(7) turn signal light (rh)
(8) brake (one side) lamp
(9) coolant temperature gauge
(10) calibration lamp
(11) communication error

(12) speed limit switch
(13) water sensor
(14) engine check lamp
(15) regeneration Underway lamp
(16) regeneration warning lamp
(17) hour meter / error code
(18) cruise pto
(19) parking brake indicator
(20) 4wd engaged indicator
(21) pto indicator
(22) Fuel level warning lamp

(23) low speed indicator
(24) mid speed indicator
(25) high speed indicator
(26) Fuel gauge
(27) Qt
(28) hms
(29) automatic draft operation
(30) tilling depth operation
(31) automatic draft operation
(32) turn-up 
(33) back-up

[ rx8030c   rx8030pc ]
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TAChOMETER/hOuRMETER FuEl GAuGE

(1) Fuel gauge
"e" : empty  "F" : Full

(1) tachometer (2) hourmeter indicator
(3) rated engine speed indicator

Tf1O408ATf1O407A

the tachometer indicates the engine 
rpm.
the mark " "(3) indicates approx. 
engine rated speed. you can have 
the 540 pto rpm while the engine 
speed is around this indicator. 
For speedy and effective work, ad-
just the work load so that the engine 
rpm is close to this mark " ".
the hourmeter does not operate if 
the engine is stopped even if the key 
switch is in the "on" position.

this gauge indicates the remain-
ing fuel level after the key switch is 
turned to the "on" position. 
F : Fuel is fully filled. 
E : replenish the fuel tank.
if driving is continued with the needle 
below the position "e", air may enter 
the fuel supply system. in this case, 
"bleed" the system. (For detailed in-
structions, refer to "bleeding fuel sys-
tem" in the chapter "maintenance")

 make sure to use only correct 
fuel as the engine can be dam-
aged if unqualified fuel is used.

 Use fuel for winter season in 
cold weather to start the engine 
easier. 

 the gauge needle can move on 
a hill as fuel slopes in the tank. 

NOTE

This indicator comes on when 
the fuel level in the tank is low.  
Therefore replenish the fuel 
immediately when the needle 
approachs the "E" position.  

•
WARNING
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ENGINE COOlANT TEMPERATuRE GAuGE

Tf1O409A

(1) coolant temperature gauge
(2) normal temperature range
"c" : cold   "h" : hot

this gauge indicates the coolant 
temperature after the key switch is 
turned to the "on" position.  
C : coolant is cold.
h : coolant is hot.
The range marked in "2" in the figure 
indicates the normal engine tempera-
ture (normal driving range).

CAuTION
Make sure to control the work 
load so that the needle is not 
in the red zone.
IF ThE NEEDlE STAYS IN ThE 
RED zONE, DO NOT STOP 
ThE ENGINE IMMEDIATElY. 
I N S T E A D , R E D u C E T h E 
wORK lOAD TO COOl DOwN 
ThE ENGINE bEFORE STOP-
PING ThE ENGINE.
Make sure to keep the front 
grill clean so that air is sucked 
through if freely for fast cooling.

•

•

•

TuRN SIGNAl lAMP

operating the turn signal lamp switch 
up and down turns on the corre-
sponding lamp in green. 

Tf1O410A
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hEAD lIGhT hIGh bEAM lAMP

this lamp comes on in blue when the 
high beam head light is switched on.
driving with high beam head light 
disturbs an approaching vehicle’
s visibility. For safe driving, use the 
high beam head light only if neces-
sary. 

Tf1O412ATf1O411A

bATTERY ChARGING lAMP

this lamp is turned on when the 
starting switch is turned on before 
starting the engine but turned off af-
ter starting the engine.

CAuTION
If this warning lamp comes 
on while driving, the charging 
system, such as the alternator, 
is malfunctioning. Therefore, 
turn off all electrical devices 
and have the tractor checked 
by your local KIOTI Dealer or 
workshop as soon as possible.

•
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Tf1O413A

GlOw PluG INDICATOR

this indicates the operating condition 
of the preheat system. in case the  
auto pre-heating kit is installed, this 
indicator comes on 8 seconds when 
the key switch is turned to the "on" 
position. in case of basic model, this 
indicator comes on when the key is 
held in "pre-heat" position by op-
erator. 

 If the oil level is below the 
specified range, the engine 
can seize. 

 The engine can be severely 
damaged if driving or operat-
ing the tractor with the engine 
oil warning lamp ON.

CAUTION

Tf1O414A

this lamp comes on when the en-
gine oil pressure or oil level is low.
this lamp is turned on when the 
starting switch is turned on before 
starting the engine but turned off 
after starting the engine. if this lamp 
comes on while driving, stop the 
engine immediately and check the 
engine oil level.
if this lamp comes on even with the 
specified engine oil level, have the 
tractor checked by your local KIOTI 
dealer or workshop immediately.

ENGINE OIl PRESSuRE wARNING lAMP

TF120(RX6030,7030,8030)-AU-04.in24   24 2016-06-17   오후 1:54:15



4-2�description oF operating system

4

this comes on when the driving 
mode selection switch is set to the 
quick-turn mode.

QuICK / TuRN wARNING lAMP  
(IF EQuIPPED)

Tf1O417A

AIR FIlTER wARNING lAMP

this lamp illuminates when the air 
filter is clogged by dust etc.

Tf1O416A

this comes on when the differential 
lock is engaged.

DIFFERENTIAl lOCK wARNING lAMP

Tf1O415A
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4wD INDICATOR

this comes on to indicate 4wd en-
gagement.
the 4wd indicator is turned off tem-
porarily while the quick turn mode is 
in operation.

Tf1O418A

The durability of the axle can be 
deteriorated if only one brake 
pedal is depressed while the 
4wD is activated.

•
CAuTION

if the range shift is at middle speed, 
this lamp turned in green.

M INDICATOR

Tf1O420A

if the range shift is at high speed, 
this lamp turned in green.

h INDICATOR 

Tf1O419A
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PARKING bRAKE wARNING lAMP

when the parking brake is actuated, 
the lamp lights "on". 

 If this indicator is ON even with 
the parking brake released, 
have the tractor checked by 
your local KIOTI dealer or 
workshop immediately.

 If you drive with parking brake 
locked, a warning lamp will turn 
on and off on the buzzer. (For 
the tractor with power shuttle)

CAUTION

Tf1O422A

PTO INDICATOR

this indicator shows the pto en-
gagement condition. when the pto 
is engaged, this indicator comes on. 
when the pto clutch is disengaged, 
this indicator goes off.

 Set the PTO switch to the 
"OFF" position in order to start 
the engine.

CAUTION

if the range shift is at low speed, this 
lamp turned in green.

l INDICATOR 

Tf1O421A Tf1O424A
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Tf1O423A

this indicator comes on when the 
fuel level in the tank is low. if driving 
the vehicle until running out of fuel, 
the engine and fuel system can be 
damaged. when this indicator comes 
on, add fuel immediately.

lOw FuEl lEvEl wARNING 
INDICATOR 

If the fuel is empty, the warning 
indicator will turn on and off 
with the buzzer on the panel.
After 30 seconds, just the in-
dicator will stay on until filling 
with fuel.

•

•

CAuTION

if the coolant temperature is 239℉ 
or above 239℉ (115℃) for more 
than 5 seconds, buzzer is heard and 
lamp is turned on. stop the engine, 
contact a KIOTI dealer immediately.

COOlANT TEMPERATuRE 
wARNING lAMP 

Tf1O425A

the warning buzzer sounds when 
(approx. 45 cc) of water is accumu-
lated in the fuel filter. in this case, 
stop the engine immediately and 
drain water from the fuel filter.

wATER IN FuEl wARNING lAMP

Tf1O426A
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this lamp on when it is on regenera-
tion in dpF.

REGENERATION uNDERwAY lAMP

Tf1O428A

this lamp on when any major electric 
device or engine fuel system is mal-
functioning.

ENGINE ChECK wARNING lAMP

Tf1O429A

	u
wARNING

when on regeneration, Don’t 
touch the part of DPF because 
it is very hot around DPF.

•
wARNING

if carbon is accumulated in the ex-
haust catalytic filter, the warning 
lamp comes on or blinks.
if this lamp comes up, push down the 
"regeneration" button. (refer to the 
page 4-14)

Tf1O427A

REGENERATION wARNING lAMP
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this switch is to settle the revolution 
of pto. when you push down the 
button of set(-) while turn the pto 
cruise button on, this lamp turn on.

CRuISE PTO wARNING lAMP

Tf1O430A

bRAKE (ONE SIDE) lAMP

(1) brake pedal lock (both sides) 
M55O4L4A

Tf1O431A

this lamp indicates the operating 
status of the brake (one side). this 
comes on when the brake lock for 
two brake pedals is unlocked.

when driving on a public road 
or at a high speed, never use 
only one brake pedal. The 
tractor can roll over. 
while the brake (One side) 
lamp is illuminated, the brake 
pedals are not interlocked and 
only one brake pedal can be 
depressed accidentally. Make 
sure to set the pedal lock to the 
"lock" position in a normal 
condition. 

•

•

IMPORTANT
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SPEED lIMIT SwITCh

this speed limit switch is to maintain 
the operating speed constant.
in this case, the speed limit lamp in 
the cluster meter.

TE3O437A

NOTE

when work ing i n a na r row 
space, turning the switch “on” 
with the hst forward driving 
pedal depressed can maintain 
the constant speed. depressing 
the pedal to its deepest position 
does not accelerate the vehicle, 
but still maintains the speed con-
stant in the “on” position.

•

TE3O436A

CRuISE CONTROl SwITCh

to activate the cruise control function, 
set the desired speed and press the 
switch to the “on” position.
in this case, the speed limit lamp in the 
cluster meter.
depress the hst pedal to increase the 
driving speed in order to accelerate at a 
constant speed. to deactivate the cruise 
function, depress the brake pedal or 
press the switch to the “oFF” position.
the cruise function is not activated dur-
ing reverse. 
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TE3O435A

NO STAll SwITCh

this no stall switch is to protect the 
engine in case of momentary engine 
overload.
in this case, the speed limit lamp in 
the cluster meter.

when engine overload occurs 
with the no stall switch in the 
“on” position, engine load de-
creases to protect the engine.

•
NOTE

only for loader work. (never use 
for trailer work)

•
IMPORTANT
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ERROR INDICATOR

Contact to local KIOTI dealer.•
wARNING

1

TE3O434A

(1) display

you can see the error code below on the lcd window for hour meter. when 
you found these on the lcd, please contact with Kioti dealer.

NO. DISPlAY DESCRIPTION

1 err-001 no signal at tacho input

2 err-002 no signal at water temp

3 err-006 no signal at glow lamp input

4 err-007 no signal at pto crUise lamp

5 err-008 no signal at water in FUel input

6 err-009 no signal at hoUr input

some error codes may not be 
displayed depending on the 
model.

•
NOTE
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OPERATING ThE CONTROlS

(1) hand throttle lever
(2) shuttle shift lever
(3) clutch pedal

(4) steering column tilt
(5) brake pedal (l)
(6) brake pedal (r)

(7) main shift lever
(8) range shift lever
(9) joy-stick lever

(10) double acting lever 
(11) pto change lever

MANuAl

T11O448A
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(1) hand throttle lever
(2) shuttle shift lever
(3) clutch pedal

(4) steering column tilt
(5) brake pedal (l)
(6) brake pedal (r)

(7) main shift lever
(8) range shift lever
(9) joy-stick lever

(10) double acting lever 
(11) pto change lever
(12) position/draft control lever

POwER ShuTTlE

Tf1O432A
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T11O4A37

ROPS

(1) hand throttle lever
(2) shuttle shift lever
(3) clutch pedal
(4) steering column tilt

(5) brake pedal (l)
(6) brake pedal (r)
(7) main shift lever
(8) range shift lever

(9) joy-stick lever
(10) double acting lever 
(11) position / draft control lever
(12) parking brake lock lever

(13) pto change lever
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(1) main shift lever
(a) hand clutch

Tf1O433A

MAIN ShIFT lEvER

Four speeds can be selected by 
moving this main shift lever in the 
「h」 shaped path. it is possible to 
shift this lever from the 1st to 4th 
gears even when the tractor is mov-
ing by disengaging the clutch as 
these gears are synchromeshed. 
there are 4 speeds for the main shift 
lever, 3 speeds for the range shift 
lever and 2 directions for the shuttle 
shift lever. therefore, there are 12 
forward driving speeds and 12 re-
verse driving speeds in total.

RANGE GEAR ShIFT lEvER

Tf1O434A

(1) range gear shift lever (6 speeds)     
(c) creep speed  (l) low speed
(n) neutral  (m1) middle speed 1
(m2) middle speed 2  (h) high speed
(d) drive

6 speeds can be selected by oper-
ating the range gear shift lever in 
the「 」shaped pattern. Only shift 
this lever after the tractor is com-
pletely stopped by depressing 
the clutch pedal. if the lever does 
not move freely or makes abnormal 
noise, put the lever in the neutral po-
sition, depress the clutch pedal, and 
then try to shift the lever.

hAND CluTCh

this functions as the foot clutch ped-
al. when pressing this button during 
driving, the main shift lever can be 
operated. (without depressing the 
foot clutch pedal)
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Make sure to shift the range 
gear shift lever with the clutch 
pedal depressed and the trac-
tor stationary.
Never put the range gear shift 
lever in the h gear position 
during driving backward as it 
is dangerous to drive at a high 
speed.
The tractor is not braked by 
depressing the brake pedal 
without depressing the clutch 
pedal at a low speed as rota-
tional force of the axle has a 
major effect at a low speed. 
Therefore, d isengage the 
clutch before depressing the 
brake pedal to stop the tractor.
To shift the lever, depress the 
clutch pedal fully.

•

•

•

•

CAuTION

ShuTTlE ShIFT lEvER

(1) shuttle shift lever
(h) high speed travel light
(m) middle speed travel light
(l) low speed travel light

this lever is to select the forward 
and reverse driving direction. 
power shuttle model is an electronic 
hydraulic shift type which can shift 
without the clutch pedal depressed. 
manual model is a synchronized 
mesh type, it is necessary to stop the 
vehicle prior to shifting during driving.  
put this lever into the neutral position 
when the tractor is not driven. abrupt 
operation of the lever can shorten 
the life of the transmission.

T11O450B

POwER ShuTTlE

MANuAl

The synchronized shuttle shift 
lever may be shifted while the 
tractor is moving slowly and 
the clutch is depressed, but 
sudden gear shift changes 
without clutching may cause 
transmission damage.

•
IMPORTANT
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4Reduce speed before moving 
this lever since it is very dan-
gerous to switch the driving 
direction at a high speed.

•
CAuTION

celerated under 5.6 m/h (9 Km/h) 
and then the driving direction is 
changed to reverse.

 if the shuttle shift lever is placed in 
the neutral position from forward or 
reverse, the tractor is decelerated 
slowly due to the lose of powers.

(1) pto shift lever
(a) 1st  (b) 2nd

PTO ShIFT lEvER 

Tf1O435A

this lever is used to shift to one of 
the 2 pto speeds as follow:

when you work in light load, use 2nd 
pto stage.
For high load work, select the 1st 
gear (540) position and set the en-
gine speed to 2500 rpm to obtain 
540 rpm of the pto speed. 

(rpm)

Shift 1st 2nd

pto rpm 540 540e

▶ hOw TO uSE ThE ShuTTlE ShIFT
     lEvER
	to select the driving direction, if 

the shuttle shift lever is pushed for-
ward with lifting slightly, the tractor 
is driving forward, and if the shuttle 
shift lever is pulled backward with  
lifting slightly, the tractor is driving 
reverse.

	at in i t ia l s tar t ing, control the 
shuttle lever with the engine rpm 
decreased. when the tractor has 
star ted to move, depress the 
foot throttle pedal to increase the 
speed.

 if the transmission temperature is 
low, there may be starting-shock 
during shifting. make sure to warm 
up the engine before driving the 
tractor. 

 even at the high speed you can 
shift the shuttle lever without de-
pressing clutch pedal. if the shuttle 
shift lever is pulled back during 
forward driving, the tractor is de-

TF120(RX6030,7030,8030)-AU-04.in39   39 2016-06-17   오후 1:54:28



4-40 rx6030 / rx7030 / rx8030

To prevent injuries:
when connecting, discon-
necting or cleaning any PTO 
driven equipment, stop all 
rotating parts, stop the engine 
and disengage the PTO.

•

CAuTION

	u
wARNING

Ensure that implements and 
attachments are properly in-
stalled and that the tractor and 
implement PTO RPM ratings 
match.

•
wARNING

also, for light load work, select the 
2nd gear (540e) position and set the 
engine speed to 1800 rpm to obtain 
540 rpm of the pto speed. 

(1) clutch pedal

Tf1O436A

CluTCh PEDAl

make sure to depress the clutch ped-
al to its end. to start off smoothly, put 
the main and range shift levers into 
the proper positions and release the 
clutch pedal slowly. 
it is possible to shift the shuttle shift 
lever without depressing the clutch 
pedal. however, the clutch pedal 
should be depressed in advance 
to cut the power before shifting the 
main or range shift lever into the de-
sired position. (power shuttle only)

when releasing the pedal, re-
move your foot from the pedal 
slowly to avoid abruptly driv-
ing off.

•
CAuTION

 Never put your foot onto the 
clutch pedal during driving. 
The clutch disc can be worn 
prematurely.

 be sure to depress the clutch 
pedal fully when shifting. Oth-
erwise, the shift gear can be 
broken.

IMPORTANT
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4

Make sure to interlock the 
brake pedals, as an accident 
such as rollover or impact can 
occur during driving on the 
road at high speed.
The durability of the axle can 
be deteriorated if only one 
brake pedal is depressed while 
the 4wD is activated. I t is 
more effective to use the quick 
turn function, rather than the 
brake (one side) pedal, while 
the 4wD is activated and to 
use the brake (one side) pedal 
while the quick turn function 
is activated.

•

•

wARNING

STEERING whEEl ADjuSTMENT

the angle of the steering wheel can 
be adjusted for the driver’s comfort.
hold the steering wheel with both 
hands, depress the tilt pedal lightly 
and then adjust the position of the 
steering wheel as desired. 

(1) steering wheel tilt pedal
(a) lowering  (b) lifting

Tf1O438A

Do not adjust the tilt steering 
while driving.  An accident can 
occur unexpectedly.

•
CAuTION

bRAKE PEDAl

1. make sure to link the left and right 
brake pedals as shown in the figure 
while driving on a road. the tractor 
can roll over if depressing only one 
brake pedal at a high speed. 

2. To make a sharp turn in a work field, 
disengage the left and right brake 
pedals to use one brake pedal. Un-
lock the brake lock, and then turn 
the steering wheel while depressing 
the brake pedal on the turning side.

(1) brake pedal (l)  (2) brake pedal (r)
(3) pedal interlock
(a) Unlock  (b) lock

Tf1O437A

TF120(RX6030,7030,8030)-AU-04.in41   41 2016-06-17   오후 1:54:29



4-42 rx6030 / rx7030 / rx8030

PARKING  bRAKE  lEvER 

to stop the tractor, depress the brake 
pedal and pull the lever up to apply 
the parking brake. (Usa/aU only)

(1) parking brake lever   (2) brake pedals
(3) pedal interlock
(a) depressing  (b) pressing down  

Eu

M55O4M1A

 If the vehicle is driven with the 
parking brake partially or com-
pletely engaged, it may cause 
early wear of the brake disc.

 If the indicator is ON even with 
the parking brake released, 
have the tractor checked by 
your local KIOTI dealer or 
workshop immediately.

CAuTION

to stop the tractor, depress the 
brake pedal and pull the lever up to 
apply the parking brake. to engage 
the parking brake, pull the lever up. 
to release the parking brake, pull up 
and press the thumb button. then, 
while holding the button in, lower the 
brake lever. (eU only)

To avoid possible injury, death 
or loss of property from a ma-
chine runaway:
 with the engine off, the tractor 

may move unexpectedly re-
gardless of the gear shift posi-
tion.

 before leaving the tractor, 
firmly apply the parking brake 
to prevent machine runaway.

※	Only power shuttle model.

wARNING
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hAND ThROTTlE  lEvER

(1) hand throttle lever
              : "slow"       : "Fast"

M55O4M2A

the hand throttle lever is to control 
the engine rpm. the engine accel-
erates to its full speed by pushing 
the hand throttle lever (     position) 
completely out while pull ing the 
lever (     position) decelerates the 
engine. 
the hand throttle lever is mainly 
used while working in a field.

Do not use the hand throttle 
lever while driving on public 
highways. Otherwise it can 
lead to an accident as it be-
comes hard to decelerate the 
tractor rapidly.

•
CAUTION

FOOT ThROTTlE 

(1) Foot throttle 
(a) depress

Tf1O439A

the foot throttle is mainly used dur-
ing driving on a road while the hand 
throttle lever is mainly used in work  
field.
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M55O4M3A

DIFFERENTIAl lOCK PEDAl

(1) lock pedal
(a) release to "disengage"
(b) depress to "engage" 

the differential lock is to secure the 
differential system and keep the 
wheel rotation on both sides the 
same in order to enhance the trac-
tion of the rear axle. 
depressing the pedal engages the 
differential lock while releasing the 
pedal disengages the differential lock.
Use this system under the following 
conditions:

1. when any wheel slips and the 
tractor does not move in the field.

2. when it is hard to break away 
from a soft or muddy field.

The differential lock should be 
engaged only while the driving 
clutch is engaged. If the differ-
ential lock pedal does not move 
when depressing it, try to de-
press it again after releasing it.
when engaging the differential 
lock, reduce the engine speed. 
After engaging it, accelerate 
the tractor.
Make sure to set the steering 
wheel in the straight ahead po-
sition while the differential lock 
is in use. Otherwise, the differ-
ential system can be damaged.

•

•

•

CAuTION

(1) seat adjustment lever 

M55O4M4A

SEAT ADjuSTMENT
SEAT SlIDING 

to adjust the seat position, pull the 
lever (1) up under the front of the 
seat, slide the seat to the desired po-
sition, and then release the lever.
Make sure that the seat is firmly fixed 
by moving it gently after adjustment.

CAbIN
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the seat height can be adjusted to 
fit to the driver. turning the handle 
(1) on the front of the seat clockwise 
raises the seat while turning it coun-
terclockwise lowers the seat.

(1) seat height adjustment handle

M55O4M6A

SEAT hEIGhT ADjuSTMENTSEAT bACK REClINING

(1) seat back  adjustment lever   

M55O4M5A

to change the seat back angle, raise 
the lever (1) on the left of the seat. 
then, adjust the seat back angle 
with the lever pulled. release the le-
ver after adjustment. make sure that 
the lever is returned and the seat is 
firmly fixed after adjustment.

Do not put a hand between the 
seat and the slides when ad-
justing the seat position. You 
can be injured unexpectedly.

•
CAuTION

T11O4A41

(1) seat adjustment lever 

ROPS
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(1) cushion adjustment lever    

M55O4M7A

CuShION STRENGTh ADjuSTMENT

(1) seat belt  (2) release button
(a) release

M55O4M8A

SEAT bElT

the seat cushion can be adjusted 
according to the weight of the driver. 
turning the cushion adjustment lever 
(1) on the front of the seat to the (-) 
direction makes the cushion softer 
while turning it to the (+) direction 
makes the cushion firmer.

the seat belt is semi-automatic self-
retracting type. make sure to fasten 
the seat belt before driving. to dis-
engage the seat belt, press its red 
release button.

T11O4A42

(1) cushion adjustment lever    

ROPSCAbIN
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T11O452A

POSITION CONTROl lEvER

(1) position control lever (2) lock bolt
(3) lower link     
(a) lifting   (b) lowering

the position control lever is used to 
adjust the height of implements on 

the 3-point hitch ends.  
the implement attached to the lifting 
arm can be lowered by pushing the 
lever while the implement is raised 
by pulling the lever.
in order to limit the lowering height of 
implements, use the lock bolt (2) to 
limit the operating range of the lever.
For detailed information, refer to         
"3 point hitch control" in chapter 5.

 Make sure that the seat belt 
is not twisted. It cannot work 
properly, leading to a hazard-
ous condition.

 The seat belt should go around 
your body as low as possible, 
not your waist or abdomen. 
Otherwise, the seat belt cannot 
protect you properly. 

WARNING
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this joystick lever is used mainly to 
operate the front end loader when at-
tached to the tractor.
For detailed information, refer to 
"handling loader" in chapter 6.

(1) joystick lever

Tf1O440A

jOYSTICK lEvER

the lever into the "shallow" position 
to activate the draft function at light 
load.
For detailed information, refer to 
"draft control" in chapter 5.

(1) draft control lever
(a) lifting  (b) lowering

the draft function can be used for 
the plow which is installed to the 
lower link (lifting arm). 
if the plow is operated with excessive 
draft, the lifting arm is automatically 
raised to reduce the draft and then 
returned to its original. this is called; 
"draft Function". the plowing depth 
can be controlled by the soil status 
by putting the draft control lever into 
the "deep" position to activate the 
draft function at mid load and putting 

DRAFT CONTROl lEvER

T11O453A

CAbIN
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turning the knob counterclockwise 
increases the lowering speed while 
turning it clockwise decreases the 
lowering speed. also, turning it clock-
wise to its end can fix the implement 
to a certain position.

lIFTING ARM (lOwER lINK) 
SPEED CONTROl KNOb

 this knob does not control the 
lifting speed of the lower link.

NOTE

(1) lowering speed control Knob
(a) high speed  (b) low speed

M55O560A

DOublE ACTING lEvER

(1) double acting valve 1 & lever 1 
(a) port a  (b) port b

T11O454A

this lever is used to control a auxil-
iary hydraulic implement installed on 
rear. 

CAbIN

T11O4A43

(1) joystick lever

ROPS
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pushing the lever supplies the port a 
with hydraulic pressure while pulling 
it supplies the port b with hydraulic 
pressure.

(1) double acting valve 1 & lever 1
(2) double acting valve 2 & lever 2
(a) port a  (b) port b
(c) port c  (d) port d

T11O4A44

ROPS

 Put the detent valve(if equipp-
ed) operating lever into the 
neutral posit ion when the 
hydraulic implement is not in 
use. If the detent valve is kept 
in the operating position for 
an extended period of time, 
the relief valve is kept open 
and the temperature of the hy-
draulic fluid rises, leading to 
damage of various hydraulic 
parts, such as the oil seals and 
O-rings. 

WARNING

For detailed information, see "opera-
tion" in chapter 5.
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CAbIN SYSTEM
INTERIOR DEvICES

(1) speaker
(2) air grill
(3) air inlet  

(4) heater/air conditioner switch
(5) room lamp
(6) cd player(bluetooth player)

(7) air intake gill  lever
(8) room mirror (if equipped)
(9) sun visor (if equipped)

Tf1O451A
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ExTERIOR DEvICES

pulling the handle forward can open 
the door.
the door can be locked through the 
lock on the outside of the door with 
the ignition key. 

1. the cabin is designed optimally 
for the driver’s comfort and conve-
nience.

2. this tractor has wide windows as 
well as outside rearview mirrors on 
both sides to provide a clear and 
wide rear view. 

3. the cabin can be kept comfortable 
and pleasant by operating the air 
conditioner and heater.

ENTRANCE

(1) door lock   (2) door handle(1) work lamp (2) antenna
(3) wiper (4) outside rearview mirror
(5) door handle (6) turn signal lamp

4. the cabin structure is safe as it is 
verified by the ROPS (roll over 
protection structure) test and 
FOPS (Falling object protection 
structure) . however, make sure 
to fasten the seat belt for the best 
protection.

T11O438ATf1O442A
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enter or leave the tractor through the 
left-hand door.

M55O4s4A

Do not jump on or off the tractor. 
It may cause injuries. Always face 
the tractor, use the hand rails and 
steps, and get on or off slowly. 
Maintain a minimum three point 
contact to avoid falling (both 
hands on rails and one foot on the 
step, or one hand on the hand rail 
and both feet on the steps).

•
wARNING

pull up and push the window handle 
gently to open the rear door. to close 
the door, pull and close the door and 
push down the window handle.

Tf1O443A

REAR wINDOw

(1) handle of rear window (2) pull

uNlOCKING ThE DOOR

TG1O429A

(1) door lever

push the lever to open the door in 
the cabin.
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The rear window may not be 
opened due to an implement.  
Make sure to check if there is 
enough space to open the win-
dow to prevent damage and 
breakage by an implement.
Never drive the tractor with 
the door open. An accident 
can occur.

•

•

wARNING

do not leave the doors fully open 
while driving the tractor. side win-
dows can be partially open to vent 
the cab.

(1) side window

T11O466A

SIDE wINDOw wORKING lIGhT

(1) working light switch (Front)

the working lights are installed to the 
front and rear sections of the roof, 
and their operating buttons are in-
stalled in the right panel in the cabin.
to turn on, position the switch marked 
(front) to the "on" position.
the key switch should be positioned 
to the "on" position to power the 
working lights.

Tf1O444A
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Do not drive the tractor on a 
road with the work lights "ON" 
at night. 
The approaching or following 
vehicle’s visibility can be dis-
turbed, which is very danger-
ous for both drivers. In this 
case, use the hazard lamps. 

•

•

wARNING

(1) wiper operating switch (Front)
(2) wiper operating switch (rear)

wIPER 

T11O427A

1. to turn on, position the switch 
marked (wiper) to the "on" position.

2. the washer f l u id i s sp rayed 
through the nozzle of the wiper by 
pressing the switch again with the 
key switch in the "acc" or "on" 
position. 

(1) washer Fluid tank

M55O4N4A

3. The washer fluid tank for cleaning 
the windows is installed behind the 
license plate bracket on the rear 
left side outside the cabin. check 
the washer fluid level and top off 
the tank if necessary.
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Normal water can be used as 
the washer fluid, but it is recom-
mended to use the washer fluid 
made exclusively for vehicles. 
Especially, make sure to use 
seasonal washer fluid in winter.
The washer fluid motor can be 
damaged if you are trying to 
spray the washer fluid when its 
tank is empty. Therefore, make 
sure to check the fluid level be-
fore driving.
Spray enough washer fluid and 
operate the wiper if there is dirt 
on the window. when operat-
ing the wiper while it is frozen 
to the window, its fuse can be 
blown. In this case, operate the 
wiper after increasing the cabin 
temperature enough to defrost 
the wiper.
wiper blade can be damaged if 
operating on a window that is 
iced over.

•

•

•

•

wARNING

MODE SElECTION SwITCh

(1) eco/mode selection switch
(a) mode button (b) eco button

1. eco/mode selection switch

    ・mode button (a)
  each press ing of the mode 

switch changes the indication 
on the instrument cluster led in 
the following order: odometer ► 
instant fuel consumption ► aver-
age fuel consumption ► total fuel 
consumption.

white Fuel efficiency - below 0 ~ 6ℓ/h or 
engine rpm - below 1,000

Green Fuel efficiency - 6 ~ below 12.5ℓ/h

Red Fuel efficiency - 12.5ℓ/h or more

・eco range comparison

    ・eco button (b)
  each pressing of the eco button 

toggles the eco indicator on/off. 
this indicator shows the level of 
fuel consumption: white for low 
consumption, green for middle 
level consumption and red for 
high fuel consumption.

T12O470A
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RADIO CASSETTE/CD PlAYER (IF EQuIPPED)

(1) cd player  

s430455A

pushing the pwr switch one time 
makes the power on, and pushing 
the pwr switch one more time again 
makes the power oFF.

 If the volume of the audio sys-
tem is too high, the driver can 
be distracted, resulting in an 
accident.

CAUTION

INSERTING CD/CASSETTE TAPE
inserting a cd/cassette tape oper-
ates the cd/cassette player auto-
matically. For detailed information, 
refer to the owner’s manual for the 
audio system. 

bluETOOTh PlAYER/RADIO

(1) bluetooth player/radio
(2) power switch

Tf1O452A

this vehicle is equipped with a blue-
tooth player which has an audio/radio 
function and wireless lan communi-
cation. Using the bluetooth function, 
it is possible to pair and use it with 
other bluetooth enabled devices. For 
detailed information, refer to the ste-
reo system's user manual.
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ANTENNA
RADIO ANTENNA

(1) antenna

check the contact and angle of the 
antenna in case of poor signal recep-
tion.

T11O4A30

CAuTION
working with the volume of 
the stereo system excessively 
high can affect the driver's 
concentration, leading to pos-
sible safety accidents.

•

CAbIN lAMP

(1) cabin lamp

if you press the lens , the cabin 
lamp will be turned on. if you press it 
again, it will be turned off.

Tf1O445A

CAuTION
The cabin lamp can be oper-
ated without the key inserted. 
however, turning it on for an 
extended period of time can 
discharge the battery.

•
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ACCESSORY
ROOM MIRROR (IF EQuIPPED)

(1) room mirror

the cabin is equipped with the room 
mirror for the driver’s convenience.
adjust the angle of the mirror before 
driving for a clear rear view.

Tf1O446A

CIGARETTE lIGhTER

press and release the cigarette lighter.
when it is heated to the specified 
level, it pops out automatically. then, 
it is ready to be used. it can also be 
used as a power source. it is oper-
able only when the ignition switch is 
in the "on" position.

(1) cigarette lighter

Tf1O447A
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(1) cup holder (2) storage

CuP hOlDER AND STORAGE 

there are cup holders and storage sections for keeping cups and manuals for 
convenience.

Tf1O448A

SuN vISOR (IF EQuIPPED)

(1) sun visor

pull it down to block the sunlight from 
the front. Keep it folded unless nec-
essary.

Tf1O449A

7105

Tf1O450A
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4

RECIRCulATION/FRESh AIR MODE

(1) air vent  (2) vent lever
(a) Fresh air  (b) recirculation

it is possible to recirculate internal air 
or draw fresh air when the air condi-
tioner is in operation.
pushing the vent lever to "a" opens 
the vents and draws fresh air from 
outside. pushing the vent lever to "b" 
closes the vents to recirculate the air 
in the cabin.

M55O4N8A

	u
wARNING

This cabin is not designed for 
spraying chemicals and can-
not block polluted outside air 
from entering. 

•
wARNING
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hEATER AND AIR CONDITIONER 

M55O4J4A

the air conditioner should be operated with the engine running.

(1) Fan speed control dial    (2) vent mode control dial
(3) temperature control dial    (4) air conditioner switch

wARNING
Do not leave a child alone in the cabin. his/her health can be threatened 
as internal temperature rises rapidly in hot weather or on a sunny day.
use the fresh air mode in normal conditions and use the air recir-
culation mode only if necessary. Continued operation of the air 
recirculation mode can cause the inside to become stuffy, causing 
headaches, drowsiness, or frost on the windows. Do not operate the 
recirculation mode for an extended period of time.

•

•

wARNING

H11O493A

the fan speed for the heater and air 
conditioner can be adjusted in four 
positions.

FAN SPEED CONTROl DIAl
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4

AIR CONDITIONER SwITCh

press it to activate the air conditioner 
and press it again to deactivate the 
air conditioner.
the heater can be operated by the 
temperature control switch and fan 
speed control switch.

vENT MODE CONTROl DIAl 

M55O4J5A M55O4J6A

·         : when the vent mode control 
dial is turned to the (    ) posi-
tion, air comes out from the 4 
vents on the left and right.

·        : when the dial is turned to 
the bi-level (   ) position, air 
comes out from 4 vents in 
the front and 4 vents on the 
left and right.

·  : when the dial is turned to 
the defrost (   ) position, air 
comes out from 4 vents in 
the front to defrost the wind-
shield.

H11O498A

the desired temperature can be set 
by adjusting this dial. Warm air flows 
out by turning it clockwise (red), and 
cool air flows out by turning it coun-
terclockwise. (blue)
the temperature control dial only con-
trols the amount of air flowing through 
the heater and air conditioner.
Therefore, unnecessary load can 
be applied to the air conditioner if 
this dial is set to the high tempera-
ture with the A/C in operation.

TEMPERATuRE CONTROl SwITCh
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After parking the tractor under 
direct sunlight for an extended 
period of time, open all the 
windows to remove hot air in 
the cabin and operate the A/C.
Keep the windows closed 
while the A/C is in operation 
for effective operation.
Turn off the air conditioner for 
better engine power when the 
work load rapidly increases.
when the tractor is stationary 
and being used in high load 
work, reduce the A/C opera-
tion period as the engine may 
be overheated.
If cold air does not come out 
from the vents during long 
hours of driving, turn off the 
air conditioner, set the fan 
speed control dial to the 4th 
speed, drive for 5 to 10 min-
utes, and then turn on the air 
conditioner.

•

•

•

•

•

CAuTION
Make sure you operate the 
air conditioner once or twice 
a month in winter season to 
prevent refrigerant leakage 
and facilitate the compressor 
lubrication for durability of the 
A/C components.

•
CAuTION A/C REFRIGERANT AMOuNT IN-

SPECTION
insufficient refrigerant can lead to 
poor performance of the air condi-
tioner. also, excessive refrigerant 
can affect the a/c components. if 
any malfunction is found, have the 
system checked by your dealer.

A/C REFRIGERANT CAPACITY

Type Capacity

hFc-134a 0.75 kg (1.65 lbs.)

TF120(RX6030,7030,8030)-AU-04.in64   64 2016-06-17   오후 1:54:43



4-��description oF operating system

4

As the A/C refrigerant is under 
high pressure, have the A/C 
serviced only by a qualified 
service personnel. Otherwise, 
injuries can occur.
If you sleep with the air con-
ditioner or heater in opera-
tion, you may be suffocated to 
death. 
If keeping the A/C on for an 
extended period of time, in-
side air can become impure. 
Therefore, draw outside air 
and ventilate the cabin regu-
larly. 

•

•

•

wARNING
Keep the windows closed 
while the A/C is in operation 
for effective operation.
Turn off the air conditioner for 
better engine power when the 
work load rapidly increases.
when the tractor is stationary 
and being used in high load 
work, reduce the A/C opera-
tion period as the engine may 
be overheated.
Make sure you operate the 
air conditioner once or twice 
a month in winter season to 
prevent refrigerant leakage 
and facilitate the compressor 
lubrication for durability of the 
A/C components.
If the tractor has been parked 
under strong sunlight for a 
long period of time, open the 
windows to ventilate the cabin 
before operating the A/C.

•

•

•

•

•

CAuTION

7-PIN POwER OuTPuT SOCKET

(1) power connector

M55O4N9A

the 7-pin socket is installed on the 
rear left side of the tractor.
this supplies power to the brake 
lamps, turn signal lamps, and posi-
tion lamps of the trailer.
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NO. CIRCuIT
COlOR OF 

wIRE
1 earth white
2 spare black
3 left turn signal yellow
4 stop red
5 right turn signal green
6 tail brown
7 spare blue T56O530A

TIRES, whEElS AND bAllAST

though the tire pressure is factory-
set to the proper tire inflation, it 
naturally drops slowly in the course 
of time. thus, check it everyday and 
inflate as necessary. 

Do not use tires larger or small-
er than specified.
Do not disassemble or assem-
ble the tire. If it is necessary 
to disassemble/assemble the 
tire, let a qualified service per-
son perform the work.

•

•

wARNING

when driving on a road with 
an implement which has ex-
terior lamps, such as a trailer, 
make sure to turn on those 
lamps by connecting them to 
the 7-pin socket in order to 
prevent an accident.
Make sure you check for prop-
er operation after connecting 
the 7-pin socket to the trailer. 
It may not operate depending 
on the trailer specifications. 
Consult your local KIOTI Deal-
er for this issue.

•

•

wARNING (A) Insufficient  (B) Standard
(c) excessive
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4
T46w030A

always maintain the proper tire in-
flation pressure. make sure the tire 
pressure does not exceed the pres-
sure recommended in the manual.

INFlATION  PRESSuRE

Class Tire Sizes Inflation  Pres-
sure

Front 11.2x20/8pr 34.1psi (2.4kg/cm2)

rear 14.9x30/8pr 25.6psi (1.8kg/cm2)

The tire rims can fall out of the 
tires. Causing the tire bead 
edge to blow out. Therefore, 
stay out of their way when 
checking or inflating tires.

•
wARNING

Keep the front tire pressure to 
maximum when using the front 
end loader or front suitcase 
weights.
if tires with a different size from 
the ones already in use are in-
stalled, contact the KIOTI dealer 
for the front/rear wheel speed 
ratio. improper front/rear wheel 
speed ratio can result in exces-
sive wear of the tires.

•

•

NOTE T46w031A

Do not weld or apply heat to the 
tire rim or disc. The tire can 
explode due to the rapidly in-
creased pressure in the tire.
Check tires for inflation pres-
sure, damage, deformation, 
and excessive wear on lug and 
damage of rim and disc. Also 
check if wheel bolts, rim bolts, 
and nuts are loose.

•

•

wARNING

T46w030A

※this pressure is based on agriculture tire.
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TREAD

the rear axle tread width is adjustable by changing the installation of the tire 
(together with rim) to the disk, to suit the type or condition of work.

(1) disc   (2) rim bolt  (3) rim

Never operate tractor with a 
loose rim, wheel, or axle. 

Always tighten nuts  or bolts 
to the specified torque.
Make sure to frequently check 
that all these parts are firmly 
tightened. 
Make sure to perform inspec-
tion daily. 

•

•

•

wARNING

T11O429A
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41,373
(54.1)

1,374
(54.1)

1,666
(65.6)

1,554
(61.1)

1,424
(56.1)

1,467
(57.8)

1,551
(61.1)

1,501
(59.1)

1,571
(61.9)

1,609
(63.3)

1,679
(66.1)

1,443
(56.8)

Standard be adjusted

Fr
on

t
r

ea
r

FRONT/REAR TIRE TREAD [Rx6030(C/P/PC)]

T12O461A

mm (in.)
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1,465
(57.7)

1,416
(55.7)

1,528
(60.2)

1,442
(56.8)

1,554
(61.2)

1,593
(62.7)

1,691
(66.6)

1,485
(58.5)

1,583
(62.3)

1,563
(61.5)

1,455
(57.3)

Standard be adjusted

Fr
on

t
r

ea
r

FRONT/REAR TIRE TREAD [Rx7030(C/P/PC)]

T12O462A

mm (in.)
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41,476
(58.1)

1,515
(59.6)

1,613
(63.5)

1,713
(67.4)

1,811
(71.3)

1,676
(66.0)

1,566
(61.7)

1,576
(62.0)

1,466
(57.7)

1,666
(65.6)

Standard be adjusted

Fr
on

t
r

ea
r

FRONT/REAR TIRE TREAD [Rx8030(C/P/PC)]

T12O463A

mm (in.)
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(1) wheel nut / bolt  (2) rim bolt
(3) rim  (4) disc

the front and rear axle tread width 
are adjustable by changing the in-
stallation of the tire (together with 
rim) to the disk, to suit the type or 
condition of work. ref to “tread” in 
prior page.

tightening torque of wheel 
bolt and nut

Front
196.1~225.6 N·m 

20~23 kgf·m
144.7~166.3 lb·ft

rear
274.6~318.7 N·m 

28~32.5 kgf·m
202.5~235.1 lb·ft

whEEl TORQuE AND DIRECTION
FRONT/REAR  whEEl INSTAllATION PATTERN 

 use tires approved by KIOTI only.
 Assemble the tire as shown in the figure.
 Contact your local KIOTI Dealer if it is necessary to change the tire 

specification or installation method. 

WARNING

FRONT AND REAR whEEl bOlT AND NuT TORQuE 

RIM bOlT AND NuT TORQuE 

tightening torque of rim bolt 
and nut Front & rear

259.9~304 N·m 
26.5~31 kgf·m

191.7~224.2 lb·ftT11O459A
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4
(1) additional Front weight

if the loader is not installed, attach a 
weight to the front frame of the trac-
tor as a safety measure. 
if a heavy implement is installed at 
the rear or when towing a heavy 
trailer, the front wheels may be lifted. 

Add sufficient weight to keep steer-
ability and to prevent rollover. 
if sufficient weight, such as front 
loader, is applied to the front wheels, 
remove the extra front weight.

ADDITIONAl wEIGhT
ADDITIONAl FRONT wEIGhT

T11O444B

if the front tires are excessively load-
ed and it becomes hard to steer the 
tractor, the tires can be worn faster 
and the durability of the front axle 
can be deteriorated.

For agricultural tires, make sure to 
install them with their arrow marks on 
their side pointing to the front driving 
direction. 
the tire is correctly installed if the 
tread mark "v" on the ground is 
shown correctly, not up side down, 
while the tractor is moving forward.

whEEl INSTAllATION DIRECTION
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5

4

3

2

1

COMPONENTS FOR ADDITIONAl FRONT wEIGhT

(1) Front-end weight  
(2) retaining pin
(3) Front weight mounting bolt 
(4) Front weight bolt
(5) nut 

A40O4D4A-1

when installing or removing a weight, 
always check the tire inflation pres-
sure and adjust it as necessary. 
the front weights are available at the 
KIOTI dealer. For required number 
of weights, consult your local KIOTI 
dealer. 

At tach on ly the requ i red 
amount of weight. Otherwise, 
the life of the axle or wheel 
can be shortened.

•
IMPORTANT

Additional weight might be 
needed for transporting heavy 
implements. 
Reduce the speed regardless 
of additional weight when driv-
ing on a bumpy or rough road 
with the implement lifted. The 
tractor can roll over.

•

•

CAuTION

1

H11O4E1A

(1) rear weight

ADDITIONAl REAR wEIGhT (IF EQuIPPED)

the rear weight is used to maximize 
the traction of the tractor by increas-
ing the grip of the rear wheels when 
using a heavy trailer or plow.

Max. load

27 kg x 10 pieces (595 lbs)
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4

ref to the following information for the determination of the total mass, the axle loads, the tire load carrying capacity.

MASS(ES) AND TIRE(S)

var. Axle
No. Tire sizes load 

Capacity (kg)
Technically permis-

sible maximum 
mass per axle (kg)

Distribution of 
this(these) mass(es)  
among the axles (%)

Maximum permissible 
vertical load on the 

coupling  point (daN)

aah
abm

Front 
wheel

agri
11 2-20, 8pr 1,120 2,100 42

750

320/70 r20 1,150 2,100 42

agn 300/70 r20 1,215 2,100 42

turf 31x13 5x15,8pr 1,180 2,100 42

ind 12.5/80-18,10pr 2,135 2,100 42

rear 
wheel

agri
14 9-30, 8pr 1,930 2,900 58

420/70 r28 2,070 2,900 58

agn 420/70 r30 2,120 2,900 58

turf 44x18x20,4pr 1,550 2,900 58

ind 18.4-24,8pr 2,900 2,900 58
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PRE-OPERATION CHECK

It is a good practice to know the con-
dition of your tractor before you start 
it. You should do a routine check be-
fore each use.

CAUTION
 Park the tractor on the level 

ground, stop the engine, and 
apply the parking brake before 
checking or repairing it.

 Refer to "DAILY CHECKING 
ITEMS" in the section 7 "MAIN-
TENANCE" for pre-operation 
check.

 Be sure to read and under-
stand the information titled as 
"DANGER", "WARNING", and 
"CAUTION" thoroughly for 
safe operation.

for detailed information, refer to 
"maintenance schedule chart" in 
chapter 7.

vISUAL CHECK ITEMS

TIPS fOR BREAKING-IN
1. Start the engine and idle the en-

gine at a low speed for 3 to 4 min-
utes in advance.

2. Increase the idling time in cold 
weather.

3. do not drive the tractor at the max-
imum speed on a road.

4. Never apply excessive load during 
work.

5. Idle the engine at a low speed for 
2 to 3 minutes before stopping it.

driving a new tractor at a high speed 
or under heavy load can affect its du-
rability.
make sure to run the tractor at the 
proper work load and speed for the 
initial operation of 10 to 20 hours.

INITIAL OPERATION

 Walk around inspection to look for 
loose of missing hardware.

 Engine oil level.
 Transmission oil level.
 Coolant level. 
 Clean the front grill and radiator 

screen.
 Inspect air cleaner element.
 Brake pedal free play.

INSPECT ALL fOR PROPER OPERATION
 All dash gauges and indicators.
 Head lights, tail lights, and working 

lights.
 Accessible wiring harness for any 

damage.
 Seat belt and cabin for damage.
 All "dANGER" and "WARNING" 

decals.
 fuel level.
 Tire pressure and wheel bolt tight-

ness condition.
 3-point hitch and securing pins.
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OPERATING THE ENGINE
STARTING THE ENGINE

To avoid accidents:
Be sure to read and under-
stand the warning and caution 
decals on the tractor thor-
oughly.
Run the engine only in a well-
ventilated area, or you can be 
suffocated by exhaust gas.
Never start the engine unless 
you are on the driver’s seat. 
The tractor can abruptly start 
off, resulting in an injury or 
accident.

•

•

•

•

WARNING

Use of a starting aid can cause 
serious damage and will not 
be covered under warranty
Never try to start the engine 
for over 10 seconds consecu-
tively to protect the start mo-
tor and battery from damage.

•

•

IMPORTANT

When the parking brake is en-
gaged, the parking brake lamp 
on the instrument cluster illu-
minates. When releasing it, the 
parking brake lamp is turned off.

•
NOTE

1. make sure there is no obstacle 
around the tractor.

2. make sure the parking brake is 
set.

(1) parking Brake lever   (2) Brake pedals
(3) pedal Interlock
(A) depressing  (B) pressing down  

M55O4M1A

TF1O501A

CABIN

(1) forward / Reverse lever
(2) main Shift lever (3) Range Shift lever
(4) pTo Switch
(A) off (B) oN

3. place the pTo switch to the "off" 
position. (It cannot be started while 
the  pTo is engaged)
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5. lower the attachment by pushing 
the position control lever foward. 

 Make sure that no one is near 
the implement or behind the 
tractor.

WARNING

T11O452A

(1) position Control lever (2) lock Bolt
(3) lower link     
(A) lifting   (B) lowering

T11O51�A

ROPS

4. Set the main, range and shuttle 
shift levers in the neutral position.

(1) forward / Reverse lever
(2) main Shift lever (3) Range Shift lever
(4) pTo Switch
(A) off (B) oN
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5
(1) Hand Throttle lever
            : fast                        : Slow

M55O547A

7. Set the hand throttle lever to the 
"Slow" position. (In case of cold 
weather you may adjust it to "fast" 
for easier starting)

8. depress the clutch pedal. (It can-
not be started when the  clutch is 
not depressed)

9. Insert the key into the key switch  
and turn it "oN" and maintain it 
until the preheat lamp is turned off 
(approx. 8 sec.).

 In case of not enough auto pre-
heating, hold the key  in "A" (pre-
heat) position for several seconds 
for manual pre-heat. during the 
same seconds, the pre-heat lamp 
on the dash board illuminates.

 It is normal that the charge warn-
ing lamp and engine oil pressure 

(1) key Switch      (A) pre-heat      (B) Stop    
(C) ACC                (d) oN              (E) Start  

M55O4K6A

operating principle of auto pre-
heating system.
 The glow plug lamp comes on 

for 8 seconds and then goes off 
when the key switch is turned to 
the "Start" or "Stop" position. 

 The engine should be started 
within 5 seconds after the glow 
plug lamp goes off. After the en-
gine is started, post-heat is per-
formed for 15 seconds with the 
key switch in the "oN" position. 

 The post-heating is a function to 
keep the glow plugs activated 
for approx. 15 seconds after 
the engine is started in order to 
enhance the engine combus-
tion performance and to reduce 
harmful emissions right after en-
gine start. 

NOTE

warning lamps come on when the 
key is in "oN" position before the 
engine start. 
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10. When the engine is started, re-
lease the key. Then, the key is 
automatically turned back to the 
"oN" position.

11. Warm up the engine for 3 to 4 
minutes (10 minutes in winter) 
after releasing the clutch pedal.

 Never operate the start motor 
for more than 10 consecu-
tive seconds as it consumes 
an excess of battery power. If 
the engine cannot be started 
within 10 seconds, wait for 30 
seconds and try again. 

 Never try to crank while the 
engine is running.

WARNING

(1) Engine Check lamp
(2) Engine oil pressure Warning lamp
(3) Charge Warning lamp

12. Check to see that all the warning 
lamps on the instrument cluster 
turn  "off". 

If any lamp remains on, immediately 
stop the engine and determine the 
cause.

TF1O502A

1. If the oil pressure warning lamp (2) 
and engine check lamp (1) does 
not go off in 4 to 5 seconds after 
the engine is properly started, stop 
the engine immediately and check 
the engine oil level. If the engine 
oil level is proper, contact your lo-
cal KIOTI dealer.

2. If the charge warning lamp (3) 
does not go off in 4 to 5 seconds 
after the engine is properly started, 
it means that the battery is not be-
ing charged. Have the charging 
system, such as the battery and 
alternator, inspected.

3. Refer to "Instrument panel" in 
chapter 4 for detailed information 
about other indicators and lamps.

 The engine can be severely 
damaged if it is ran with the oil 
pressure warning lamp ON.

WARNING

CHECKING WARNING LAMPS
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 If driving the tractor for an ex-
tended period of time with the 
charge warning lamp ON, the 
battery can be discharged and 
the tractor’s electrical system 
can be damaged.

WARNING

STOPPING THE ENGINE

1. make sure to reduce the engine 
rpm before stopping the engine.

2. depress the clutch pedal and put 
all shift levers in the neutral posi-
tion.

3. Run the engine at the idle speed 
for approx. 2 to 3 minutes, and 
then turn the key switch to the 
"off" position to stop the engine.

4. Remove the ignition key.

T85O532A

Never touch the muffler or hot 
covers until they are cooled 
down after running the engine 
or driving the tractor.

•
WARNING

Turn off all the electrical devic-
es and remove the ignition key 
before leaving the tractor. 
Do not leave the tractor outside 
unattended. It can be stolen as 
the key used for all KIOTI trac-
tors are the same in shape.
The horn, turn signal lamp 
and hazard lamp can be oper-
ated without the key inserted.  
Therefore, using these compo-
nents without the engine start-
ed can discharge the battery.

•

•

•

IMPORTANT
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It is recommended always to warm up 
the engine before driving in order to 
maintain the durability of the engine. 
Before warming up the engine, make 
sure that each part in the engine is 
properly lubricated and each hydraulic 
part is in a perfect condition in order 
to prevent malfunction in the engine 
as well as the hydraulic system.

WARMING UP HOW TO WARM UP ENGINE (fOR 
MANUAL TRACTOR)
1. Start the engine and run it at a low 

speed and without a load for ap-
prox. 3 to 4 minutes.

2. In cold weather, increase the warm 
up time to 10 minutes.

3.  If it is very cold, warm up the en-
gine for approx. 15 minutes.

4. The engine throttle can be open to 
50 % in order to shorten the warm-
ing up time.

5.	The	engine	 is	 sufficiently	warmed	
up when the temperature gauge on 
the instrument panel indicates 1/2 
of the normal temperature range, 
regardless of the warming-up time.

6. do not increase the work load rap-
idly after starting work.

7. Run the engine without load for 
approx. 2 to 3 minutes before stop-
ping the engine after work.

This vehicle is equipped with 
a turbocharged engine. Avoid 
high RPM, abrupt acceleration 
and sudden start immediately 
after starting the engine. Also, 
idle the engine for approx. 2 
minutes before driving.
Also, before stopping the en-
gine, idle the engine for ap-
prox. 2 to 3 minutes.
The engine and turbocharger 
can be damaged prematurely 
unless idling the engine for a 
certain period right after it is 
started and right before it is 
stopped.

•

•

•

IMPORTANT
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HOW TO WARM UP ENGINE 
1. After starting the engine with the 

clutch depressed, make sure that 
the shuttle lever is in its neutral po-
sition and release the clutch pedal 
slowly for warm-up. 

2. Run the engine around 1,500 rpm’s 
for the period of time indicated in the 
table below in accordance with each 
ambient temperature.

Ambient 
temperature Warm-up period

0℃ or warmer 5~10 minuites

0℃  ~ -10℃ 10~20 minutes

-10℃  ~ -20℃ 20~30 minutes

-20℃ or colder 30 minutes or more

 Warming up the engine exces-
sively increases fuel consump-
tion and affects the durability 
of the tractor negatively.

 Never leave the tractor unat-
tended while warming up. It 
can cause fire and an accident.

WARNING

 Be sure to apply parking brake 
while warming up the engine.

 If the warm-up is skipped or 
missed, the tractor can take off 
abruptly to cause a fatal accident.

WARNING

(1) dead Battery   (2) Jumper Cables (-)
(3) Jumper Cables (+) (4) Helper Battery

If the battery is discharged and the 
engine cannot be started, it is possi-
ble to start the engine by connecting 
the discharged battery to a battery 
from another tractor or other extra 
battery.

JUMP STARTING

T11O502A
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1. Check that the rated voltage of 
the discharged battery is same as 
the voltage of the other tractor or 
vehicle	for	jump	start	(specification	
for this tractor: 12 v).

2. Check the length of the jump cable 
and position another tractor near 
the tractor with the discharged bat-
tery. Then, put all the shift levers 
in the neutral position, apply the 
parking brake, and stop the en-
gine.

3. Wear protect ive g lasses and 
gloves and open the hoods of both 
tractors. Remove the battery termi-
nal cover as necessary.

4. Connect the alligator clips on both 
ends of the red positive cable to 
the positive terminals of both bat-
teries.

 5. Connect one clip of the black 
negative cable to the negative 
terminal of the normal battery 
and the other clip to the tractor 
body with the discharged battery. 

make sure to connect the clip to 
the body part without paint.

 6. Start the engine of the tractor 
with the normal battery. 

 7. Start the engine of the tractor 
with the discharged battery.

 8. disconnect the black cable from 
the negative battery terminals of 
both of the tractors.

 9. disconnect the red cable.
10. Run the engine for at least 30 

minutes to charge the discharged 
battery.

11. If the battery is discharged again, 
replace it or check the charging 
system, such as the alternator.

OPERATING THE TRACTOR
HOW TO DRIvE

(1) Seat           (2) Seatback Adjustment lever
(3) Seat Adjustment lever (Cushion Weight)
(4) Seat Adjustment lever (Sliding)
(5) Seat Adjustment lever (Height)

1. Adjust the seat and fasten the seat 
belt.

M55O548A

Check if the seat is securely 
locked after the seat adjust-
ment.
Do not adjust the seat while 
driving. The seat may move 
suddenly causing the loss of 
control of the tractor.

•

•

WARNING
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M55O508A

(1) Seat Belt

2. Wear the seat belt.  

	Always	 wear	 the	 seat	 belt	
when	cab	is	installed.

	The seat belt should go around 
your pelvis or as low as pos-
sible, not your waist or abdo-
men. Otherwise, the seat belt 
cannot protect you properly. 

	Do not wear the seat belt if the 
ROPS is not installed or folded 
down.

WARNING

T11O509A

(1) Steering Wheel             (2) Tilt pedal
(A) lifting                       (B) lowering 

3.	Adjust the steering wheel accord-
ing to the driver's physique.

Do not adjust the tilt angle of 
steering wheel while driving. 
You could lose control of your 
tractor, causing an accident.

•
WARNING

M55O550A

4. make sure both brake pedals are 
interlocked.

(1) Brake pedal (lH / RH)
(2) pedal Interlock
(A) depress

If depressing only one brake 
pedal at a high speed, the trac-
tor can lose its balance and be 
overturned.

•
WARNING
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5. When an implement is attached to 
the tractor, pull the position control 

T11O452A

(1) position Control lever (2) lock Bolt
(3) lower link    (A) lifting      (B) lowering

M55O547A

lever to the rear side of the tractor 
to lift the implement.

6. Increase slowly the engine Rpm 
from idle speed to medium speed.

(1) Hand Throttle lever
    "   "Slow"          "fast"

7. Release the parking brake.

(1) parking Brake lever   (2) Brake pedals
(3) pedal Interlock
(A) depressing  (B) pressing down  

M55O4M1A
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8. depress the clutch pedal fully .

M55O537A

(1) Clutch pedal
(A) depress

To avoid accidents:
Do not release the clutch ped-
al abruptly. The tractor may 
start off abruptly, resulting in 
rollover.

•

CAUTION

(1) main Shift lever  (2) Shuttle lever
(3) Range Shift lever

  9. Change the main shift lever, 

M55O556A

POWER SHUTTLE

MANUAL

TF1O503A

range shift lever and shuttle lever 
to the position you want.

 As this tractor is equipped with the 
power shuttle system for forward/
backward driving, it is possible 
to shift the main shift and range 
shift levers without depressing the 
clutch pedal and then operate the 
shuttle shift lever.

10. The tractor starts to move if you 
release the clutch pedal slowly.

TF120(RX6030,7030,8030)-AU-05.in13   13 2015-10-29   오후 2:25:56



5-1� RX6030 / RX7030 / RX8030

 Never rest your foot on the 
clutch pedal during driving. 
The clutch disc can be rapidly 
worn.

 Make sure to opera te the 
clutch fast when disengaging 
it and slowly when engaging it.

 Do not change the tractor 
speed abruptly for safe driving.

 When driving on a slope or 
loading or unloading the trac-
tor to a transporting vehicle, 
reduce the speed in advance 
so that there is no need to shift 
the gear in the middle of the 
slope. Also, do not put your 
hand on the shift lever while 
driving on a slope.  The tractor 
may roll down the slop due to 
the disengaged gear which is 
very dangerous.

CAUTION

PARKING

(1) parking Brake lever   (2) Brake pedals
(3) pedal Interlock            (4) Chocks
(A) depressing                 (B) pressing down  

M55O562A

1. pull the parking brake lever (1) up 
with the brake pedals depressed 
fully to engage the pedals with the 
latch. If the braking force is insuf-
ficient, depress the pedals more 
firmly.

2. Before leaving  the tractor after 
parking it, make sure to stop the  
pTo, lower the implement onto the 
ground, and stop the engine.

3. If it is necessary to leave the tractor 
with the engine running, put all the  
shift levers in the neutral position 
and	apply	the	parking	brake	firmly.

4. When parking the tractor on a 
slope, stop the engine with the  
parking brake applied and all gears 
engaged in the low speed position.

5. If it is necessary to park the tractor 
on a slope with the engine running, 
apply the parking brake and chock 
(4) all four wheels.

6. In order to release the parking 
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 The brake pad can be rapidly 
worn if you drive with the park-
ing brake applied.

 Never park the tractor on a 
steep slope in any circum-
stance. A severe accident can 
occur.

WARNING

To avoid possible injury, death 
or loss of property from a ma-
chine runaway:
 With the engine off, the tractor 

may move unexpectedly re-
gardless of the gear shift posi-
tion.

 Before leaving the tractor, cer-
tainly apply the parking brake 
to prevent machine runaway.

※	Only power shuttle model.

WARNING

 The tractor may move slowly 
with the engine running, even 
though the main and shuttle 
shift levers are in the neutral 
position. This is normal and is 
due to the fluid friction in the 
transmission. This symptom 
can occur easily when the 
engine rpm is high, the low 
speed gear is selected by the 
range shift lever, and the vis-
cosity of the transmission fluid 
is high due to low tempera-
ture. To prevent this symptom, 
make sure to apply the parking 
brake. 

 Get off the tractor after check-
ing that the tractor is com-
pletely stopped and the park-
ing brake is firmly applied.

 Do not park the tractor on tall 
grass or hay. If grass or hay 
contacts with the muffler, it 
can catch fire.

IMPORTANT You should turn slowly by reducing 
vehicle speed.

TURNING

To prevent accidents due to loss 
of steering control: 
 If you turn at high speed, the 

tractor can turn over.
 Never use the differential lock 

system turning at high and low 
speeds. A serious accident can 
occur.

WARNING
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DRIvING ON SLOPES

1. please drive according to the con-
ditions of the slope at safe speed 
so that the engine is not under 
heavy load if possible.

2. make sure to shift to the lower 
gear in order to prevent the engine 
from stalling on an uphill.

3. on the downhill slope, drive at low 
speed.

 for a heavy load job, such as 
front end loader operation, use 
low speed of the range shift 
lever.

IMPORTANT

 Make sure the brake pedals  
are interlocked and differential 
lock pedal is released. 

 Do not disengage the clutch or 
put the shift lever in the neu-
tral position on a steep slope. 
Otherwise, the tractor may 
become inoperable. Before en-
tering a steep slope, move the 
shift lever down to a proper 
gear and never try to move the 
shift lever on a slope. A seri-
ous accident can occur.

WARNING

PRECAUTIONS WHEN COMING 
IN AND OUT Of WORK fIELD

1. make sure that the left and right 
pedals are interlocked.

2.	Enter	 and	exit	 the	 field	 by	driving	
the tractor at a right angle to the 
bank.

3. It is recommended to use the 4Wd 
and drive backward when moving 
onto a bank.

 T85o536A
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M55O557A

1. When you change driving direction 
on the road, let the other car know 
your direction with turn signal 
lights.

2. do not use high beam headlights 
when another vehicle is approach-
ing from the opposite direction so 
as not to interrupt the other driver’
s view.

3. Always interlock the left and right 
brake pedal while driving on public 
roads.

(1) Turn Signal light

PRECAUTIONS WHILE DRIv-
ING ON THE ROAD

(1) parking Brake lever   (2) Brake pedals
(3) pedal Interlock            (4) Chocks
(A) depressing                 (B) pressing down  

M55O562A

 When you are driving on the 
road, observe all local traffic 
and safety regulations. 

 Only the operator should ride 
on the tractor unless a passen-
ger seat is installed.

 I f the tractor breaks down 
while driving on the road, 
move it to a safe place with 
flasher lights blinking. If not, it 
can cause personal injury.

WARNING
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1. When you load the tractor, load it 
by driving backward.

2. If the engine stalls out halfway, 
step on the brake pedal at once, 
and then release the pedal slowly 
to reach the road. After that, start 
the engine to try to load again.

yyyO186A

LOADING AND UNLOADING

 When transporting the tractor 
with a truck, secure the trac-
tor firmly onto the truck and 
be aware of the height of the 
loaded tractor to avoid hitting 
the roof of a tunnel or the bot-
tom of a bridge. 

 Make sure to follow this in-
struction as such accidents 
frequently happen.

WARNING

M55O564A

(1) power Steering Handle

1. The power steering function is acti-
vated only while the engine is run-
ning. However, the steering wheel 
becomes	slightly	difficult	when	the	
engine is running at a low speed. 

 The steering wheel can be operat-
ed	but	becomes	very	difficult	when	
the engine is stopped.

PRECAUTIONS WHEN USING 
POWER STEERING

TF120(RX6030,7030,8030)-AU-05.in18   18 2015-10-29   오후 2:25:58



5-1�opERATIoN

5

2. If you operate the steering wheel 
with the tractor loaded, using an 
implement or loader, the steering 
wheel operation can be somewhat 
difficult.	Operate	the	steering	while		
tractor is in motion.

3. When a loader is mounted, adjust 
the air pressure of the front tires 
to its maximum specification and 
mount weight or implement on the 
3 point hitch of the tractor, and re-
move the front weight to make the 
front and rear balance more stable 
for safe working.

4. When turning the steering wheel to 
its end, the operating sound of the 
safety valve (relief valve) can be 
heard. do not continue to operate 
the steering wheel to a maximum 
right or left turn when you hear the 
relief valve continually. (ok for a 
short period of time). The tempera-
ture	of	the	hydraulic	fluid	may	rise,	
causing malfunctions.

The power steering system in this 
tractor is a load reaction, full hy-
draulic type.
 The full hydraulic system means 

that power necessary for power 
steering is transferred by hydrau-
lic fluid only and therefore me-
chanical devices, such as rack 
and pinion, are not installed on 
the tractor. Therefore, the angle 
of the KIOTI emblem on the cen-
ter of the steering wheel may dif-
fer occasionally, which is normal.

 The load reaction type means 
that the reaction force or impact 
applied to the front axle is trans-
ferred to the steering wheel. 
Therefore, the steering wheel  
can be returned to its straight-
forward position from the turning 
position.

NOTE
 When driving on a road with 

an implement attached to the 
rear of the tractor, the contact 
of the front wheels becomes 
poor, resulting in poor steer-
ability. In this case, attach a 
proper front weight and drive 
at a low speed.

 If a malfunction occurs while 
driving on a road, stop the 
tractor in a safe place and ser-
vice it. If it is not possible to 
move the tractor, turn on the 
hazard lights and set a warn-
ing triangle behind the tractor. 
Otherwise, a rear end accident 
may occur. 

WARNING
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 The center of gravity of the 
tractor is higher compared to 
other common vehicles, so 
the possibility of a roll-over 
accident is very high. Be extra 
careful when driving on a lat-
eral slope, bumpy road, road 
with puddles, and narrow road. 
Make sure to set the ROPS in 
its original position (straight 
up position) and fasten the 
seat belt.

 If stopping the engine while 
driving, the steering perfor-
mance can become deterio-
rated due to loss of hydraulic 
power, resulting in a severe 
accident. Never stop the en-
gine while driving.

 Always grip the steering wheel 
using both hands while driv-
ing. 

WARNING

3-POINT HITCH CONTROL SYSTEM
POSITION CONTROL

The 3-point hitch can be controlled 
by the position control lever. 

T11O452A

(1) position Control lever (2) lock Bolt
(3) lower link     
(A) lifting   (B) lowering

1. The position control lever is used 
to lift or lower the lifting arm (lower 
link) of the 3-point hitch.

2. pushing the lever forward lowers 
the lower link while pulling the le-
ver backward lifts the lower link.

3. The height of the lower link is pre-
cisely controlled proportional to the 
position of the lever.
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4. The lower link is lifted by the hy-
draulic energy of the tractor while 
it is lowered by potential energy 
of its own weight. Therefore, the 
implement cannot be lowered by 
the hydraulic pressure.

5. Therefore, the implement attached 
to the lower l ink may be l i f ted 
by the ground when it is moving 
across the ground. This is called 
as	"floating".

(1) lower link

M55O563A

7. The lower limit of the implement’
s height can be set by limiting the 

(1) lowering Speed Control knob
(A) High Speed  (B) low Speed

M55O560A

6. The lowering speed of the lower 
link is proportional to the applied 
weight but can be controlled by ad-
justing the draining passage of the 
hydraulic fluid. (See "lifting arm 
speed control knob" on page 4-44)

T11O452A

(1) position Control lever (2) lock Bolt
(3) lower link     
(A) lifting   (B) lowering
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 If trying to lift an object with 
e x c e s s i v e w e i g h t b y t h e 
3-point hitch while the tractor 
is not equipped with proper 
front suit case weights, the 
front wheels may be l i fted 
instead, leading to roll over. 
Make sure to follow the speci-
fications for use.

WARNING

movement of the control lever us-
ing the stop bolt.

M55O558A

(1) Top link
(A) Traction power Is Not Required (Rotary Etc.) 
(B) Heavy load Traction Work
(C) Normal load Traction Work1. The draft control function is used 

to prevent the wheels from spin-
ning and the engine from stopping 
due to excessive draft load when 
the tractor is used for work which 
requires a lot of draft, such as 
plowing.

2. The draft function is activated 
when the lowest or middle hole on 
the top link of the 3-point hitch is 
used. The middle hole is for sensi-
tive draft control.

3. To keep the plowing depth shallow, 
put the draft control lever to the 
rear (shallow) position. 

 The plowing depth tends to become 
deeper naturally by outer condi-
tions. When the load increases by 

DRAfT CONTROL 

(1) draft Control lever
(A) lifting  (B) lowering

T11O453A
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the increase of the plowing depth 
while the draft control lever is set 
to the "Shallow" position, the plow-
ing depth is maintained as shal-
low because the reaction force is 
transferred to the internal system 
via the top link and the lifting arm 
is automatically lifted.

4. To keep the plowing depth deep, 
put the draft control lever to the 
front (deep) position.

5. The position of the draft control 
lever should be different based on 
the condition of soil to keep the 
plowing depth constant. 

	 When	working	on	a	new	field,	 it	 is	
recommended to put the draft con-
trol lever to the proper position for 
the desired plowing depth and lock 
the lever with the lock bolt.

6. When using an implement which 
requires no draft function, such as 
a rotary tiller and mower, use the 
highest hole on the top link and put 
the draft control lever in any posi-
tion.

	If the lifting arm is properly 
operated but abnormal noise 
is still heard, the hydraulic sys-
tem may be malfunctioning. In 
this case, let the engine idle for 
an 10 to 15 minutes addition-
ally and then try to start the 
engine again. If the problem is 
still present, contact your local 
KIOTI Dealer.

7. However, if the draft control lever is 
pushed forward to its end, the low-
est position of the lifting arm can be 
lowered a little. on the other hand, 
if the lever is pulled back to its end, 
the highest position of the lifting 
arm can be raised a little.

CAUTION

	The implement may shake up 
and down as the draft sensor 
is under impact when the trac-
tor is passing over irregular 
ground with the middle or low-
est top link hole selected. In 
this case, put the draft control 
lever to the "Deep" position 
to decrease the sensitivity of 
the draft function or select the 
highest top link hole.

	If the tractor has been stored 
for a long period of time or 
the transmission fluid is just 
changed, abnormal noise may 
be heard and the hydraulic 
lifting arm may be inoperable 
temporarily. In this case, let the 
engine idle for 3 to 4 minutes.

CAUTION
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REMOTE HYDRAULICS
DOUBLE ACTING vALvE 

(1) double Acting valve 1 & lever 1 
(A) port A  (B) port B

T11O454A

KIOTI supplies self-return type of the 
double acting valves.

Coupler Size

port A, B pT 1 / 2

pressure Returning

Lever 1 Push Pull
valve 

1
port

A out In

B In out

DOUBLE ACTING LEvER

 Put the detent valve operating 
lever into the neutral position 
when the hydraulic implement 
is not in use. If the detent 
valve is kept in the operating 
position for an extended pe-
riod of time, the relief valve is 
kept open and the temperature 
of the hydraulic fluid rises, 
leading to damage of various 
hydraulic parts, such as the 
oil seals and O-rings.

IMPORTANT

	for the self-return type double act-
ing lever, it returns to its original 
position	to	block	the	hydraulic	fluid	
when it is pushed/pulled and then 
released. However, this type of 
double acting valve lever should 
be pulled or pushed continuously 
for operation which is suitable for 
an implement with a short operat-
ing time, such as the hydraulic cyl-
inder.

optionally, KIOTI is suppling the sec-
ondary remote valve such as detent 
or self return types of valve.
While you add a detent type of valve 
to your tractor, when the relief valve 
starts to operate by operating the 
double acting lever, put the lever 
into the neutral position immediately. 
If the relief valve operates continu-
ously, the oil is overheated, leading 
to damage to related parts.
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 When the detent va lve is 
in operation, unnecessary 
load is applied to the engine. 
Therefore, the engine power 
decreases significantly, and 
noise and vibration by opening 
of the relief valve increases.

 It is hard to start the engine 
while the detent valve is in op-
eration. This is especially true 
in winter and exhaust gas in-
creases even after the engine 
is started.

IMPORTANT

This tractor is equipped with the 
remote control valve of the double 
acting type. However, this valve can 
also be used in the single acting type 
hydraulic cylinder.
1. Connect one end of the hydraulic 

port to the single acting cylinder as 
shown	 in	 the	figure.	 	The	hydraulic	
pressure is properly supplied to the 
cylinder. However, when the hydrau-
lic pressure is released, the cylinder 
is contracted only if there is outer 
force, such as potential energy.

SINGLE ACTING AND DOUBLE ACTING CYLINDER

(1) Single Acting Cylinder 
(A) External load

H11O585A

2. To contract the cylinder, operate 
the lever to the opposite direc-
tion of the expansion. Then, the 
hydraulic	fluid	is	supplied	from	the	
hydraulic pump to the hydraulic 
port which is not connected, and 
the pressure rises as the port is 
blocked. However, this pressure is 
released as the relief valve opens.

3. When the cylinder is contracted, 
the hydraulic fluid returned from 
the cylinder is drained to the trans-
mission through the draining circuit 

(2) double Acting Cylinder

m55o526A
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as the operating lever is operated 
to the opposite direction from the 
expansion position.

It is recommended to use the 
double acting cylinder instead 
of the single acting cylinder if 
the implement will be operated 
frequently and continuously. 
If using the single acting cyl-
inder too frequently or for an 
extended period of time, the 
hydraulic fluid can be over-
heated, resulting in deteriora-
tion of the hydraulic parts’ du-
rability as the main relief valve 
opens at cylinder contraction.

•
IMPORTANT

CONNECTING AND DISCON-
NECTING IMPLEMENT
CONNECTION
1. make sure to stop the engine be-

fore connecting implements.
2. move the double acting valve le-

ver forward and backward for 4 
to 5 times to release the pressure 
in the hydraulic line of the tractor. 
otherwise, it is hard to connect the 
couplers,	and	hydraulic	fluid	can	be	
sprayed from the line and get in to 
your eyes while connecting them.

3. Remove any foreign mater ia l 
around the male and female cou-
plers. If foreign material enters the 
hydraulic components, it can lead 
to malfunction of the system.

4. open the dust-proof cover of the 
female coupler of the tractor and 
insert the male coupler of the im-
plement. A clicking sound is heard 
when the couplers are engaged.

5. pull the hydraulic hose of the im-
plement to check that the couplers 
are properly connected.

6. Start the engine and check the op-
erating status and leakage.

(A) diameter

A

TC2o525A

The hose unions used must comply 
with ISo standards.
dimension (A) must be between 
20.48 and 20.56 mm (0.806 and 
0.809 in.)

PT1/2 COUPLER SOCKET  
(IMPLEMENT)
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DISCONNECTION
1. make sure to stop the engine be-

fore disconnecting implements.
2. Release any residual pressure in 

the hydraulic hoses of the imple-
ment and tractor by operating the 
double acting valve lever 4 to 5 
times.

3. Remove any foreign mater ia l 
around the couplers.

4. lower the imp lement on the 
ground or remove any external 
load applied to the implement. dis-
connecting hoses while outer load 
is applied to the implement is very 
difficult	 and	dangerous	due	 to	 the	
pressurized	fluid	in	the	hose.

5. Remove the male coupler by push-
ing the female coupler boss  back-
ward.

6. Close the dust-proof cover of the 
female coupler. Wrap the male 
coupler of the implement with a 
plastic bag to prevent contamina-
tion. 

Never connect or disconnect 
the implement hydraulic hose 
while the pressure in it is not 
released or the engine is run-
ning. It is hard to connect and 
disconnect the hose and hy-
draulic fluid can be sprayed 
from the hose, and get into 
your eyes or skin.
Stop the engine and wear pro-
tective glasses and gloves be-
fore work.

•

•

WARNING
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REMOvAL AND INsTALLATION Of 3-POINT HITCH IMPLEMENT (wITH PTO sHAfT)

1. drive the tractor backwards to 
move close to an implement (ap-
prox. 5 cm). then, adjust the 
height of the lower link to be paral-
lel to the pins of the implement.

2. put all the shift levers in the neu-
tral position, stop the engine, and 
apply the parking brake.

H11O562A

(1) Implement support (1) telescopic stabilizers pin

H11O567A

3. Remove both of the telescopic 
Stabilizers fixing pins.

	when removing/installing an 
implement, remove the check 
link pin to use the lower link 
end (cassette type) effectively.

(1) Latch                     (2) Lower Link end 

H11O564A

4. press the latch to pull out the low-
er link end. (cassette type)

IMPORTANT
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H11O566A

5. Install the lower link to the imple-
ment and fit the pins.

(1) Lower Link 

6. start the engine and drive back-
ward toward the implement. then, 
the lower link end is inserted to its 
original position. 

(1) Lower Link end          

H11O569A

7. separate the top l ink from i ts 
bracket and turn it to adjust its 
length so that it becomes close to 
the upper bracket mounting hole 
of the implement. Then, fit it to the 
mounting hole, insert the lock pins, 
and secure it with the snap pin. 
Remove the implement support as 
necessary.

(1) top Link                      (3) snap pin          
(2) Lock pin

H11O561A
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8. turn the top link to balance the 
implement. then, move the imple-
ment to the left and right, and 
secure it into the proper position 
by fitting the telescopic stabilizers  
lock pin

9. connect the pto shaft to the 
tractor`s pto if necessary. At this 
time, stop the engine, lower the 
implement onto the ground, and 
set the pto gear neutral.

(1) telescopic stabilizers pin           

H11O563A

10. Remove the implement in the 
reverse order of installation and 
use the implement support as 
necessary.

	Consult your local KIOTI Dealer 
for selection of the PTO shaft.

	when selecting a PTO shaft, 
make sure there is a minimum 
of 152 mm (6 inches) of over-
lap of the PTO shaft tubes 
when the shaft is extended to 
its maximum working length 
between the tractor and the 
piece of equipment. Also make 
sure there is 76 mm (3 inches) 
of clearance between the shaft 
tube ends and the universal 
joints at both ends when the 
PTO shaft is at its shortest 
working length between the 
tractor piece of equipment. If 
not, DO NOT UsE the PTO shaft 
and contact a KIOTI dealer.

	Move the joint back and forth 
to check that its lock pin is 
properly seated to the groove 
of the PTO shaft.

IMPORTANT
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(1) top Link  
(2) Lift Rod

(3) check Link 
(4) Lower Link (L) 

(5) Lower Link (R)
(6) draw bar

M55O618A

OPERATION TIP fOR 3-POINT HITCH ELEMENTs

M55O622A

ADjUsTMENT Of LIfT ROD

(1) Lift Rod  (2) check Link
(3) pin

1. Adjust the implement height by 
turning the lift rod after removing 
the pin.

2. After adjustment, secure it with the 
pin.
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(1) top Link  (2) set pin
(3) Retainer pin  (4) top Link Handle 

1. Install the top link to the desired 
position, and install the pin and re-
tainer pin.

2. unscrew the lock nut of the top link 
hole end. to increase the length, 
turn the top link handle clockwise. 
to decrease the length, turn it 
counterclockwise. finally, secure 
the top link with the lock nut.

M55O619A

ADjUsTMENT Of TOP LINK PRECAUTION fOR INsTALLINg / HOw TO UsE TOP LINK HOLEs

M55O620A

(1) top Link

when attaching an implement, con-
nect it according to its draft as follow:
·A : draft is not required. 
·b : Heavy load traction work
·c : normal load traction work
1. Adjust an angle of the implements 

to the desired position by shorten-
ing or lengthening the top link.

2. Adjusting top length varies accord-
ing to the type of implements used.

A plate describing how to at-
tach the implement is placed 
on the standard implement of 
our company.
when you are attaching an 
implement not requiring draft, 
mount the top link into hole A.
when you are attaching an 
implement (like plow) requir-
ing some traction, mount the 
top link into the hole B or C.
when moving with an imple-
ment attached, make sure to 
set the top link to the hole "A" 
or place the draft control le-
ver to the foremost (deepest) 
position. Otherwise, the draft 
control system may operate, 
resulting in damage to the lift-
ing control section or uninten-
tional lowering of the imple-
ment by it self. 

•

•

•

•

CAUTION
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ADjUsTMENT Of sTABILIzER

M55O612A

1. Adjust the check link to control 
horizontal sway of the implement. 
It is also used to set the implement 
on the back of the tractor in center.

2. to adjust the check link, pull out 
the pin and adjust it until the de-
sired transverse moving distance 
is obtained.

3. fit the pin to the gardening hole 
(fixed) for normal operation and 
long hole (moving) for draft work.

(1) check Link (2) pin

DIsMOUNTINg THE IMPLEMENT

1. park the tractor with the implement 
on level ground and lower the 
implement all the way down. 

 Install the implement support as 
needed.

2. disconnect the top link and lower 
links from the implement by re-
moving the pins. 

3. be sure to insert the set pins, lynch 
pins and snap pins back to the 
implement securely to keep those 
safe. 

4. stop the engine and move the re-
mote hydraulic control lever back 
and forth to relieve the hydraulic 
pressure in the system before dis-
connecting hydraulic couplers.

5. put the top link back to its hook.  
Hold both lower links together with 
a rubber "strap" or "tie down". oth-
erwise, the lower links can contact 
with rear tires   and cause damage 
to the lower links and tires while 
driving.

DRAw BAR AND TRAILER

(1) draw bar

M55O621A

the draw bar is used to pull an im-
plement, such as a trailer. make sure 
to check the max. towing weight of 
the trailer and max. vertical load that 
can be applied to the draw bar. 
 -  max. trailer weight (trailer + loaded 

weight) = 3,000 kg (6,614 lbs)
 -  vertical load on the draw bar  

= 750 kg (1,653 lbs)
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when using an implement that 
is attached to the draw bar, 
such as a trailer, make sure 
the towing hitch is firmly at-
tached.

•
CAUTION

(1) safety chain

H11O682A

H11O104A

 Never use any other part for 
pulling except draw bar. Pull-
ing with top link, ROPs and 
etc. will cause a fatal accident.

 Be sure to install the auxiliary  
safety chain when installing a 
trailer.

 Improper use of the draw-bar, 
even if correctly positioned, 
can cause a rear overturn.

 Do not overload an attachment 
or towed equipment. Use prop-
er counterweights to maintain 
tractor stability. Hitch heavy 
loads to the draw-bar only.

wARNINg

M55O117A
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T66O122A

INsTALLINg PTO sHAfT

1. consult your local KIOTI dealer 
for selection of the pto shaft.

2. when select ing a pto shaft , 
make sure that it is not too short to 
come off of the female and male 
shafts at the highest position or too 
long to impact its female and male 
shafts at the lowest position.

3. move the joint back and forth to 
check that its lock pin is properly 
seated to the groove of the pto 
shaft.

(1) pto shaft

H11O682A

11

C56O140A

	Make sure that the PTO safety 
cover is in its position before 
driving the PTO shaft.

	The tractor PTO and PTO shaft 
should not be interfered by 
any surrounding parts. 

	Never go close to the rotating 
PTO or tractor PTO shaft. A se-
vere accident can happen.

	Before driving an implement 
through the PTO, always make 
sure that all bystanders are 
well away from the tractor.

	when using the PTO drive with 
a stationary tractor, always 
make sure that the gears are 
in neutral and that the parking 
brake is applied.

wARNINg

(1) Lock pin

TF120(RX6030,7030,8030)-AU-06.in9   9 2015-10-29   오후 2:26:37



6-10 Rx6030 / Rx7030 / Rx8030

	Before starting up any PTO-
driven implement hitched to 
the three-point linkage, lift the 
implement to its full height and 
check that at least 1/4 of the 
total length of the telescopic 
section of the drive shaft is en-
gaged.

wARNINg

M55O626A

Ref to the chart below as to installing 
of an universal joint.

(1) pto cover
(A) Allowable angle of universal joint : 50˚

The type of PTO 
shaft

Allowable angle 
of universal joint

sAe 1-3 / 8" 6 
splines

50 degree
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HANDLINg LOADER 

(1) Loader mounting bracket
(2) boom cylinder
(3) Loader Arm
(4) boom 
(5) grill guard
(6) bucket cylinder
(7) bucket

for detailed information about instal-
lation and use of the front loader, 
refer to the separate manual of the 
loader.

T11O603B

Check the transmission fluid 
level and add fluid as neces-
sary after installing an attach-
ment or implement related to 
the hydraulic fluid, such as a 
loader or backhoe, and driving 
the tractor for a test.

•
IMPORTANT

TF120(RX6030,7030,8030)-AU-06.in11   11 2015-10-29   오후 2:26:39



6-1� Rx6030 / Rx7030 / Rx8030

when you do install the front loader, install the bolts for the mounting bracket at the indicated points.•
wARNINg

fIxATION POINTs fOR fRONT END LOADER 

M55O627A

[Left hand side of front axle frame]

[Left hand side of clutch housing]

[The beneath of rear transmission]

[Right hand side of front axle frame]

[Right hand side of clutch housing]
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DRIvINg ON sLOPEs
wHEN LOADED BUCKET AND REAR  BALLAsT ARE INsTALLED

when driving uphill with a loaded 
bucket and rear ballast installed, 
keep the bucket end of the tractor 
uphill. In other words, drive forward 
on uphill and backward on downhill. 

H11O554A

H11O555A

wHEN UNLOADED BUCKET AND 
REAR BALLAsT ARE INsTALLED  

H11O556A

H11O557A

To avoid injuries: 
Keep the loader arm as low 
as possible when driving on a 
slope.

•

wARNINg

DRIvINg ON UPHILL  

DRIvINg ON DOwNHILL  

DRIvINg ON UPHILL 

DRIvINg ON DOwNHILL 
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jOysTICK LEvER

when driving downhill with an empty 
bucket and rear ballast installed, 
keep the rear ballast toward the 
higher level of the ground. In other 
words, drive backward on uphill and 
forward on downhill.
use the 4wd to increase traction 
when driving on a slope with a load-
ed bucket and rear ballast installed.
set the bucket and implement as low 
as possible for vehicle stability and 
safety while driving unless there are  
obstacles along the way.

PARKINg wITH LOADER INsTALLED

11

H11O683A

FLOAT

DOWN

N

DOWN & 
ROLLBACK

UP

ROLLBACK DUMP REGEN

Lock

Unlock

UP & 
ROLLBACK

UP & 
DOWN

DUMP & 
DOWN

(1) joystick Lock Lever

(1) joystick Lever

TF1O601AM55O625A

when parking a tractor which 
is equipped with a loader or 
backhoe, make sure that the 
bucket of loader or backhoe is 
lowered on the ground. Other-
wise, the tractor can become 
unstable, leading to an unex-
pected accident, such as roll 
over. 

•
CAUTION
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1. up and down of boom
 pulling the joystick lever back (b) 

lifts the boom of the loader while 
pushing it forward (A) lowers the 
loader boom.

2. Roll back & dump
 "Roll back" means that the bucket 

scoops up. to operate this func-
tion, move the joystick lever to 
the left (A). "dump" means that 
the bucket dumps. to operate this 
function, move the joystick lever to 
the right (b).

3. float
 the floating function is activated 

when the joystick lever is pushed 

M51O650A

(1) joystick Lever
(A) boom down  (b) boom up

M51O651A

(A) bucket Roll back  (b) bucket dump

one position further to forward 
from the down position. when the 
lever is in this position, the boom 
moves up and down freely along 
the surface of the ground as the 
hydraulic line is opened from the 
valve to the boom cylinder. this 
function is useful when removing 
soft objects on hard ground (for 
example, when removing snow or 
sand on paved road.

 If moving the lever to the float-
ing position while the boom is 
up in the air, the boom can fall 
freely and lead to an accident.

WARNING

4. Regen. 
 the regen function is activated 

when the joystick lever is pushed 
one position further to the right 
from the dump position. the regen 
means "fast dumping".
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5. down & Roll back
 the boom can be lowered and the 

bucket can be rolled back at same 
time by operating the joystick lever 
to the front left position (10 o’clock 
position). However, the operation 
time may not be shortened much 
since the boom is lowered first and 
then the bucket is rolled back later 
due to unbalanced hydraulic pres-
sure in the hydraulic circuit.

6. down & dump
 the boom can be lowered and the 

bucket can dump at same time by 
operating the joystick lever to the 
front right position (2 o’clock posi-
tion). However, these two operations 
may not be performed simultane-
ously due to unbalanced hydraulic 
pressure in the hydraulic circuit.

7. up & Roll back  
 the boom can be lifted and the 

bucket can scoop up at same time 
by operating the joystick lever to 
the rear left position (7 o’clock 
position). However, these two op-
erations may not be performed 
simultaneously due to unbalanced 
hydraulic pressure in the hydraulic 
circuit.

8. up & dump
 the boom can be lifted and the 

bucket can dump at same time by 
operating the joystick lever to the 
rear right position (5 o’clock posi-
tion). However, the operation time 
may not be shortened much since 
the bucket dumps first and then 
the boom is lifted later due to the 
unbalanced hydraulic pressure in 
the hydraulic circuit.

9. Locking / unlocking joystick

 pressing the joystick lock lever in, 
locks the joystick, while pulling it 
outward, unlocks the joystick as 
shown in the figure.

TF1O602A

	Make sure to lock the joystick 
lever while moving. Otherwise, 
its vibration can cause safety 
problems, such as falling off of 
the implement.

WARNING

(1) joystick Lock Lever
(A) Lock  (b) unlock
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 Do not leave the tractor with 
the boom off the ground in any 
circumstances. If it is neces-
sary, lock the joystick.

 When the joystick lever is not 
in use, lock it since the imple-
ment can fall down if the lever 
is operated accidently.

 If the boom or bucket is not oper-
ating properly, lower the bucket 
onto the ground, stop the engine 
and move the joystick lever to 
remove all hydraulic pressure in 
the system. Then, check all the 
hydraulic connections and recon-
nect them correctly.

 Before connecting or disconnect-
ing the hydraulic hose coupling 
from the loader, lower the boom 
onto the ground, stop the en-
gine, and move the joystick lever 
front and back, left and right for 
several times to remove residual 
pressure in the hydraulic hose.

IMPORTANT

WARNING
Pressurized diesel fuel or hy-
draulic fluid may be sprayed 
on your skin or eyes, lead-
ing to a severe injury or even 
death.
To for leaks, use a board and 
wear protective gloves and 
goggles.
If your eyes come into contact 
with the hydraulic fluid, seek 
medical attention immediately.
Never try to disconnect the 
tube and quick coupler while 
the tractor and implement are 
in operation. Release the pres-
sure by operating the lever 
after the engine is stopped.

•

•

•

•

wARNINg

jOysTICK vALvE PORT

M55O615A

(e) bucket up  (f) bucket down
(g) boom up  (H) boom down

PORT DIRECTION fUNCTION

e bucket  
up

f bucket  
down

g boom  
up

H boom  
down
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sERVICE sChEDUlE MAINTENANCE  
CODEsITEM sERVICE REQUIRED

engine oil Check the oil level and add as needed. Do not overfill. D

hydraulic (trans / Diff.) fluid check level and add as needed. c

engine air filter and air in-
take system

check for leaks and damaged components. Do not use compressed air to clean 
elements. r

engine cooling system clean debris from oil cooler, radiator screen and grills. check coolant level cold, 
add premixed coolant as needed. e, f, ab

seat belt check the condition of seat belt and mounting hardware. repair or replace as needed.

tires check for wear, damaged tires and ensure for proper sized tires and correct air pressure.

parking brake check operation and adjust if required.

clean pedals clean brake pedals, travel control pedal, clutch pedal and footrest area. n

general items check for loose or broken parts, damaged operator cab, instrument operation, 
loose wheel nuts / bolts, oil leaks and damaged or missing signs (Decals).      p, af, ag, ak

pto inspect the splines. replaced damaged or missing shields and guards.

three-point linkage check operation and condition of pins, links and bars.

loader (if equipped) check mounting hardware for loose or broken parts.  

MAINTENANCE ChECk lIsT
DAIly ChECk ChART

※ for detailed information about maintenance codes, refer to the corresponding section in each chapter.
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MAINTENANCE sChEDUlE ChART

NO.
Maintenance 

Interval
Item

Run hour Run Age
Remarks

Mainte-
nance
codes10 50 100 200 250 400 600 800 1500 3000 1 year 2 year

1 engine oil & filter
change

Di / iDi ⊙ ○ ○

l
crDi

tier2 or 3 ○ ○

tier4 ○ ○

check ○ e

2 Transmission oil filter replace ⊙ ○ m

3 HST oil filter replace ⊙ ○

4
transmission fluid change ○ m

transmission fluid level check ⊙ D

5
front axle oil change ○ n

front axle oil level check ⊙

6 front axle pivot adjust ○

7 engine start system check ○

8 greasing apply ○ p

9 wheel bolt torque check ○ q

10 battery condition check ○ *3 w

※ tier2 or 3 - without Dpf,  tier4 - with Dpf
※ Di: Direct injection / iDi: in Direct injection / crDi: common rail Direct injection
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NO.
Maintenance 

Interval
Item

Run hour Run Age
Remarks

Mainte-
nance
codes10 50 100 200 250 400 600 800 1500 3000 1 year 2 year

11 air cleaner element

check ⊙

t, afclean ○ *1
#

replace ○ ○ *2

12 Fuel filter element replace ○ # s

13 fan belt, air-con belt adjust ○ *3 v, ab

14 clutch pedal free play adjust ⊙ ○ o

15 brake pedal free play adjust ⊙ ○ r

16 radiator hose and 
clamp

check ○
g

replace ○

17 radiator grill clean ⊙ z

18 power steering hose 
and oil line

check ○
aa

replace ○

19 fuel line
check ○

# u
replace ○

20 intake air line
check ○

x
replace ○ *3
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NO.
Maintenance 

Interval
Item

Run hour Run Age
Remarks

Mainte-
nance
codes10 50 100 200 250 400 600 800 1500 3000 1 year 2 year

21 toe-in adjust ○ y

22 engine valve clear-
ance adjust ○ ae

23 fuel injection nozzle 
injection pressure check ○ #

24 injection pump check ○ #

25 cooling system clean ○ aj

26
coolant replace ○ aj

coolant level check ⊙ f

27 Air-con filter replace ○ ai

28 fuel system check *3 c

29 fuse replace *3 an, 
aq, ap

30 light bulb replace *3 aq

31 seat belt check ○

32 tire pressure & damage check ○

33 parking brake check ○

34 pto cover check ○
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⊙ must be done after the first 10 or 50hours of operation.
 ＊1 Air cleaner should be cleaned more often in dusty conditions than in normal condition.
 ＊2 Every year or every 6 times of cleaning. ＊3 Replace only if necessary.
 The items listed above (# marked) are registered as emission related critical parts by KIOTI in U.S. EPA exhaust emis-

sion standard non-road emission regulation.  As the engine owner, you are responsible for the performance of the re-
quired maintenance on the above instruction.

 The components that have major impact on the tractor performance should be serviced by your local Dealer. (The per-
formance can be deteriorated, leading to a serious accident)

 * Major component: Components in engine, transmission, hydraulic system and electric system.

•
IMPORTANT

NO.
Maintenance 

Interval
Item

Run hour Run Age
Remarks

Mainte-
nance
codes10 50 100 200 250 400 600 800 1500 3000 1 year 2 year

35 3-point hitch &
drawbar check ○

36 pin fastening check ○
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lUBRICANTs
to prevent serious equipment damage, use only genuine kIOTI fluids, oils and greases, or equivalents.   

No. section Capacity  [L (U.S.gal.)] lubricants

1 fuel cabin type: 95 (25.1) 
rops type: 85 (22.45) unleaded diesel

2 coolant 9.5 (2.51) an anti freezing solution (ethylene glycol) + pure water (50:50)

3 Engine oil (with filter) 7.7 (2.03) (*)
9.0 (2.38) (**)

Oil specification :
   tier2 or 3 (without Dpf) - api ch grade above 
tier4 (with Dpf) - api cj grade above

oil viscosity : sae 10w30, 10w40, 15w40

4 transmission oil 60 (15.9)

Daedong    : utf 55
shell            : Donax-tD
Exxonmobil : Mobilfluid 424
          exxon hydraul 560
bp               : tractran uth

5 front axle oil 8.5 (2.2) sae 90 gear oil or better, or same as t/m oil

6

apply grease
• front axle support
• brake pedal
• brake lever
• top link holder
• control lever

a little sae multi purpose type grease

Check the oil level regularly. Correct the oil level, if needed, before operating.
Always check and add oil with the tractor on a flat, level surface.

•
•

WARNINg

※ (*): 4b243 engine, (**): 4f243 / 4ft-tm2 / 4ft-tp2 engine
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MAINTENANCE CODE
HOw TO OPEN THE  HOOD (A)

(1) hood (2) opening knob 
(a) pull (b) lift

T11O736A

(1) hood

M55O753A

(1) fuel tank cap

ChECkINg AND ADDINg fUEl (B)

the fuel tank is installed in the mid-
dle of the tractor body. make sure to 
use high-quality diesel fuel. 

Fuel Tank Capacity

cabin type 95 l (25.1 u.s.gal.)

rops type 85 l (22.45 u.s.gal.)

1. it is very easy to open the hood 
with one touch pulling knob. 

2. the hood stays open by itself with 
an air cylinder. to close it, just 
press down.

 Never open the hood while the 
engine is running.

CAUTION

T11O701A
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ChECkINg TRANsMIssION 
flUID lEVEl (C)

(1)  oil Dipstick & filler plug
(a) oil level is acceptable within range

To avoid personal injury:
Do not smoke while refueling.
Add the fuel in a well-ventilat-
ed area.
Be sure to stop the engine be-
fore refueling.
Dirt or sand contained in fuel 
may cause the fuel injection 
pump to malfunction, use a 
strainer when refuelling.

•
•

•

•

CAUTION

1. turn the key switch to "on", check 
the amount of fuel by fuel gauge.

2. if the needle on the fuel gauge is 
close to "e" or the fuel level is low, 
open the fuel tank filler cap and 
add fuel.

3. after adding the fuel, close the fuel 
tank filler cap.

	Be careful not to let the fuel 
tank become empty, otherwise 
air will enter the fuel system, 
necessitating bleeding before 
next engine start.

	Be careful not to spill during 
refueling. If a spill occurs, wipe 
it off at once, or it may cause a 
fire.

 If unit is not used for a long 
time, make sure the fuel vis-
cosity is suitable for the cold 
weather.

IMPORTANT

1. Park the machine on a flat surface, 
lower the implement.

2. Depress the brake pedals and ap-
ply the parking brake.

3. set all shift levers into the neutral 
position.

4. stop the engine.

T11O702A
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TF1O702A

(1) oil Dipstick 
(a) upper limit  (b) lower limit

5. pull out the oil dipstick, clean it, and 
then insert it into its original posi-
tion. pull it out again and check if 
the oil level is within the specified 
range.

6. if the oil level is too low, add some 
new oil so that the level is within 
the allowable range. (refer to 
"replacing transmission fluid and 
filter" in this chapter for fluid specs.

 If oil level is low, do not run 
engine.

 Never add the oil over the up-
per limit.

 Be sure to check the oil level 
after installing hydraulic imple-
ment. Add the fluid as needed.

 Check the oil level with the 
cylinders of an implement ex-
tended and check again with 
cylinders retracted. Add the oil 
to adjust average oil level in 
the range of the oil limit (upper 
or lower).   

IMPORTANT

(1) oil Dipstick 
(a) oil level is acceptable within this range

ChECkINg ENgINE OIl lEVEl (D)

1. check the engine oil daily.
2. park the tractor on level ground 

and lower the implement.
3. if the engine was just running, 

wait for approx. 5 minutes before 
checking the oil level.

To avoid personal injury:
Be sure to stop the engine be-
fore checking the oil level.

•

CAUTION

TF1O703A
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4. pull out the oil dipstick, clean it, 
and then insert it into its original 
position. then, pull it out again and 
check if the oil level is within the 
specified range.

5. if the oil level is too low, add some 
new oil so that the level is within 
the allowable range. 

TF1O704A

(1) oil Dipstick 
(a) upper limit (b) lower limit

(1) reservoir tank
(a) full  (b) low

ChECkINg COOlANT lEVEl (E)

1. check to see that the coolant level 
is between the "full" and "low" 
marks of the reservoir tank.

2. when the coolant level drops due 
to evaporation, add water only up 
to the middle of the range.

 in case of leakage, add anti-freeze 
and water in the specified mixing 
ratio up to the middle of the range.

3. the tractor is furnished in the factory 
with a mixture of anti-freeze (ethylene 
glycol) and water in a ratio of 50:50 
which is usable in any season.

When using oil of different 
make or viscosity from the 
previous one, remove all of the 
old oil. Never mix two different 
types of oil.
Do not start the engine when 
the oil level is below the lower 
limit.
wipe the oil dipstick with a 
clean cloth or tissue. If foreign 
material enters the oil sump, it 
can lead to malfunction of the 
engine.
Never add the oil over the up-
per limit.

•

•

•

•

IMPORTANT

TF1O705A
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(1) radiator screen   (2) bolt
(a) Detach

ClEANINg gRIll, RADIATOR sCREEN (f)

1. check front grill and side screens 
to be sure they are clean of debris.

2. lift out the radiator screen and re-
move all the foreign material.

To avoid accidents:
Be sure to stop the engine be-
fore removing the screen.

•

CAUTION

Bonnet grill and screen must 
be clean from debris to pre-
vent engine from overheating 
and to allow good air intake 
for the air cleaner.

•
IMPORTANT

ChECkINg BRAkE AND ClUTCh 
PEDALS (g)
1. the brake and c lu tch pedals 

should be inspected for free travel, 
and smooth operation.

2. you should adjust these pedals 
if an incorrect measurement is 
found. (see maintenance code "o" 
and "r" in this chapter)

 when depressing the brake ped-
als separated, both of the brake 
pedals should be moved down to 
the same depth.

NOTE

TF1O706A
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1. inspect the instrument panel for 
broken gauge(s), meter(s) and 
easy checker lamps.

2. replace if broken.

ChECkINg hEAD lIghT, hAz-
ARD lIghT ETC. (I)
1. inspect the lights for broken bulbs 

and lenses.
2. replace if broken.

ChECkINg sEAT BElT AND 
CABIN (j)
1. always check condition of seat 

belt and cabin attaching hardware 
before operating tractor.

2. replace if damaged.

ChECkINg gAUgEs, METER 
AND EAsy ChECkER (h)

CHANgINg ENgINE OIL AND REPLACINg FILTER (K)

1. park the tractor on level ground 
and start the engine to warm it up.

(1) oil Dipstick (2) engine oil filler cap
(a) oil level is acceptable within this range

(1) Drain plug

M55O761A

2. stop the engine, apply the parking 
brake and place the container un-
der the tractor. 

3. wait until the oil is cooled down.
4. Take off engine oil filler cap to al-

low easy draining for engine oil.
5. remove the drain plugs at the bot-

tom of the engine and drain the oil 
completely. all the used oil can be 
drained out easily when the engine 
is still warm. be sure to install the 
drain plugs(x2) to the oil pan se-
curely.

    allowable torque: 4~4.5kgf.m

TF1O707A
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(1) engine oil filter

6. remove the oil filter behind the 
cooling fan on the right side of the 
engine.

7. Apply a thin film of oil to the O-ring 
of a new filter and tighten the new 
filter firmly by hand.

8. Fill the engine oil to the specified 
level and tighten the oil filler cap.

 9. run the engine for approx. 5 
minutes  to deliver oil to each 
part.

10. stop the engine if the oil warning 
lamp still comes on. (it is normal 
for the oil warning lamp to be off 
while the engine is running)

11. check the engine oil level with 
the oil dipstick. if the level is low, 
add more oil.

 the engine oil filter should be 
replaced when changing the en-
gine oil.

NOTE

 The engine oil is very hot while 
the engine is running or right 
after the engine is stopped. Be 
careful not to be burned.

 Avoid oil contact while chang-
ing or adding engine oil and 
wear eye protection to prevent 
eye contact.

 Prolonged and repeated con-
tact with the engine oil may 
cause skin disorders and skin 
cancer. If skin contact is made, 
wash thoroughly with soap or 
hand cleaner as soon as pos-
sible.

 Keep the used oil out of reach 
of children.

WARNING

TF1O708A

Engine Type Oil Capacity (with Filter)

4b243 7.7 l (2.03 u.s.gal.)

4f243
4ft-tm2
4ft-tp2

9.0 l (2.38 u.s.gal.)
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REPLACINg TRANSMISSION FLUID AND FILTER (L)

(1) oil filter cartridge

T11O737A

 To avoid personal injury, be 
sure to stop the engine before 
changing the oil or replacing 
the filter.

 Check the engine oi l level 
before every operation of the 
tractor. If the engine oil is in-
sufficient, the engine can be 
damaged, and this is not cov-
ered by warranty. Be sure to 
add engine oil when its level is 
below the lower mark of the oil 
dipstick.

 Do not dispose of used oil 
and oil filter into drainage and 
other places not designated by 
regulations. Observe applica-
ble regulations when dispos-
ing used oil and filters. 

CAUTION

 Use only specified engine oil 
and kIOTI genuine filter to 
insure smooth operation and 
durability of the engine.

IMPORTANT

the transmission fluid should be 
changed if it is contaminated or after 
the transmission is serviced or every 
400 hours of operation. when chang-
ing the transmission fluid, make sure 
to change the fluid filter. However, re-
place the filter only at initial 50 hours 
and every 200 hours of operation 
afterward.
1. park the tractor on level ground 

and start the engine to warm it up.
2. stop the engine, apply the parking 

brake and wait until the oil cools 
down.

(1) Drain plug

T11O748A

3. to drain the used fluid, place the 
oil container under the transmis-
sion case and remove the drain 
plug to drain used fluid. If the fluid 
does not flow out freely, unscrew 
the air bleeding plug on the side 
of the hydraulic cylinder on the left 
of the top link bracket to facilitate 
drainage. reinstall the drain plugs 
securely afterward. 

4. unscrew the fluid filter from the 
rear right section on the tractor us-
ing a filter wrench.
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Oil Capacity

60 l (15.9 u.s.gal.)

(1) oil Dipstick & filler plug 
(a) oil level is acceptable within range

To avoid personal injury:
Be sure to stop the engine 
before changing the fluid or 
replacing the filter.
Cool down the fluid sufficient-
ly. you can get burned by hot 
fluid. 

•

•

CAUTION

To prevent serious damage to 
the hydraulic system, use only 
a KIOTI genuine filter.
Do not operate the tractor with 
heavy load right after chang-
ing the transmission fluid. Run 
the engine at medium speed 
for a few minutes to prevent 
damage to the hydraulic sys-
tem.

•

•

IMPORTANT

5. Apply a thin film of clean oil onto 
the O-ring of a new filter.

6. Tighten the filter firmly by hand.  
7. run the engine for a few minutes 

and then shut engine off to check 
for leaks and fluid level. Add fluid 
to the specified level as needed.

(1) oil filler plug

INSPECTION FRONT AxLE CASE 
OIl (M1)

1. remove the filling plug from the 
front axle.

2. check the oil level with the level 
gauge of the filler plug.

3. if the oil level is too low, add new 
oil to the allowable level.

M55O757AT11O702A
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(1)  Drain plug  (2) air bleeding plug

CHANgINg FRONT AxLE CASE OIL (M2)

1. to drain the used oil, remove the 
right and left drain plugs and fill-
ing plug at the front axle case and 
drain the oil completely into the oil 
pan.

2. after draining, reinstall the drain 
plugs securely.

3. remove the oil level checking plug 
on the left of the front axle.

Oil Capacity 

8.5 l (2.2 u.s.gal.)

4. Add new oil to the specified level  
through the oil filler. 

5. wait at least 15 minutes to allow 
the oil flow to the bevel case be-
fore checking the oil level .

6. add oil as necessary and tighten 
the oil fi l ler plugs and oil level 
checking plug.

T11O749A

ADjUSTINg BRAKE PEDAL (N)

(1) brake pedal 
(a) free play

M55O7B6A

adjust the brake pedal free play pe-
riodically. refer to the "maintenance 
schedule chart" for checking interval.
the brake pedal can be adjusted as 
follows:

1. release the parking brake and un 
lock the pedal inter-lock.

2. slightly depress the pedals by 
hand to measure the free play.
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To avoid personal injury:
	Stop the engine and chock the 

wheels before checking brake 
pedal.

3. when adjustments are needed, 
loosen the locking nut and turn the 
turn buckle until the rod length is 
at the desired and acceptable limit.

4. re-tighten the lock nuts.
5. perform the same procedure for 

the left brake pedal to make both 
free play the same.

6. interlock the brake pedals after 
checking or adjusting them.

CAUTION

Proper 
brake 
pedal 

free travel 
(A)

15 ~ 30 mm
(0.591 ~ 1.181 in.)

keep the free play in 
the right and left brake 

pedals equal.

(1) lock nut   (2) turn buckle

M55O7e1A
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Apply high-quality multi-purpose grease onto the positions in the figure at every 50 hours of operation or whenever nec-
essary.

lUBRICATINg gREAsE lOCATIONs (O)

(1) front axle support bracket (frt)
(2) front axle case support (lh)

(1) front axle support bracket (rr)
(2) front axle case support (rh)

(1) brake shaft (rh)

M55O766A M55O7B3A M55O7B4A

(1) brake shaft (lh)
T11O738A T11O739A

(1) pitman arm support
M55O7B5A

(1) hydraulic cylinder (upper/lower)
(2) top link (upper/lower)   (3) lift rod (lh/rh)
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CHECKINg wHEEL BOLT/NUT TORqUE (P)

(1) front wheel bolt / nut
(2) rear wheel bolt / nut

check wheel bolts and nuts regu-
larly especially when new. if they are 
loose, tighten them as follows.

Item Tightening Torque

front 
wheel bolt/nut

196 ~ 225 n·m
144 ~ 166 lbf-ft
20 ~ 23 kgf·m

rear 
wheel bolt/nut

275 ~ 319 n·m
203 ~ 235 lbf-ft
28 ~ 32.5 kgf·m

front
rear 
rim

bolt/nut
260 ~ 304 n·m
192 ~ 224 lbf-ft
26.5 ~ 31 kgf·m

T11O740A

To avoid personal injury:
Never operate tractor with a 
loose rim, wheel, or axle.
Any time bolts and nuts are 
loosened, retighten to speci-
fied torque.
Check all bolts and nuts fre-
quently and keep them tight.

•

•

•

CAUTION

M55O7C9A

(1) clutch pedal (2) Clutch Cable
(3) lock nut (a) free play

ADjUSTINg CLUTCH PEDAL (q)

MANUAl

1. if the clutch does not operate prop-
erly due to its excessive play, or 
periodically, adjust its play. 
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(1) element   (2) cap
(3) evacuator valve

1. the air cleaner uses a dry ele-
ment. never apply oil.

2. Dust should not accumulate in the 
dust cap or element. remove and 
clean the dust cap and the ele-
ment every week. if the tractor is 
operated in extremely dusty condi-
tions, daily inspection is required.   

3. Do not touch the filter element 
except in cases where cleaning is 
required.

REPLACINg AIR CLEANER PRIMARy ELEMENT (R)

Proper clutch pedal free play (A)

20 ~ 30 mm (0.8 ~ 1.2 in.)

T11O711A

2. to adjust the play, unscrew the 
lock nut and adjust the clutch cable

3. after setting the play properly, 
tighten the lock nut firmly.

	The air cleaner will only fulfill 
its function if it is correctly and 
regularly maintained. A poorly 
maintained air cleaner will 
mean loss of power, excessive 
fuel consumption and a reduc-
tion in engine life.

	Do not run the engine with fil-
ter element removed.

	Be sure to refit the cap with 
the arrow  (on the rear of 
cover) upright. If the cap is im-
properly fitted, evacuator valve 
will not function and dust will 
adhere to the element.

4. when cleaning the element, refer 
to the instructions that follow.

to clean the element, use only clean 
dry compressed air on the inside of 
the element. air pressure at the nozzle 
must not exceed 29 psi (2 kgf/cm²). 
maintain reasonable distance between 
the nozzle and the filter.

IMPORTANT
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EVACUATOR VAlVE

	Be sure to check any air leak 
or opening in the air intake 
system. Even the small gap 
or opening in the air intake 
system can cause the serious 
engine problems after a few 
years of operation.

IMPORTANT

(1) evacuator valve

open the evacuator valve gap once a 
week under ordinary conditions or dai-
ly when used in dusty conditions to get 
rid of large particles of dust and dirt.

fUEl fIlTER (s)
REMOVINg WATER fROM fUEl fIlTER

T11O760A TF1O709A

(1) fuel filter (2) Drain plug

1. water and dust in fuel are accumu-
lated in the filter. Remove the plug 
from the bottom of the fuel filter to 
drain any impurities.

2. Tighten the filter withe a hand (Not 
a tool) after drainage.

3. start the engine and check for fuel 
leakage.
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1. wipe the surface of the fuel filter 
clean.

2. unscrew the plug on the bottom of 
the fuel filter to drain fuel.

3. Remove the fuel filter.
4. remove foreign materials, such 

as dirt, thoroughly and replace the 
fuel filter with a new one.

REPLACINg FUEL FILTER
BlEEDINg fUEl sysTEM (T)

TF1O710A

(1) pump (2) air plug

1. make sure that the amount of fuel 
in the tank is sufficient.

2. If there is air in the fuel filter, turn 
the filter cock to the air side and 
turn the ignition key to turn the start 
motor. Then, the air in the filter port 
is discharged through the bleeding 
hose as shown in the figure.

CAUTION
Do not operate the start motor 
for more than 5 seconds con-
tinuously. Instead, operate it 
for several times within 5 sec-
onds each time.

•

NOTE
it is not necessary to bleed the 
system if filling the tank with fuel 
before installing the fuel port.

•

3. when fuel is visible through the 
bleeding bolt, tighten the bolt and 
start the engine.
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IMPORTANT
To protect the catalyst filter, 
keep the followings:

Make sure to use only genuine 
fuel.
Keep the engine oil replace-
ment schedule.
Check the engine oil level fre-
quently to keep it to the speci-
fied level.
Avoid any unnecessary engine 
idling.
Never stop the engine during 
driving.
Never place the shift lever in 
the neutral position when driv-
ing downhill.
Do not use any engine oil ad-
ditive or fuel additive.
Avoid driving with any warn-
ing lamp illuminated.
Do not allow any flammable 
materials, such as dry grass 
and paper, to come near the 
catalyst filter while parked.

•

•

•

•

•

•

•

•

•

CAUTION
Never bleed the fuel system 
while the engine is hot.

•

IMPORTANT
After bleeding, fuel without air 
bubbles is filtered by the fuel 
filter and is transferred to the 
fuel injection pump. Maintain 
the proper fuel level in the fuel 
tank before the fuel tank be-
comes empty. If all fuel is com-
pletely consumed in a Disel 
engine, fuel should be added 
to the fuel tank and then the 
fuel system should be bled.

•

NOTE
if the engine cannot be started 
even after bleeding the fuel sys-
tem, contact your local Dealer.

•

(1) adjusting bolt
(a) adjusting belt tension  (b) pull

ADjUsTINg fAN BElT TENsION (U)

in order to extend the fan belt life-
time, the tension of the belt should be 
correctly adjusted. the belt tension 
should be inspected regularly accord-
ing to the following procedure:
1. stop the engine and apply the 

parking brake.
2. open the hood.
3. apply moderate thumb pressure 

to the belt (a) between the crank-
shaft pulley and alternator pulley 
to check for tension.

T11O713A
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4. if tension is incorrect, loosen the 
alternator mounting bolt and hinge 
bolt. pull the alternator outward 
using a pry bar to reach the proper 
belt tension.

5. be sure to retighten the alternator 
mounting bolt and hinge bolt se-
curely after adjusting belt tension.

6. replace the fan belt if it is dam-
aged, cracked or worn.

Belt deflection for proper  
fan belt  tension (A)

10 ~12 mm (0.39 ~ 0.47 in.)  

(1) battery

BATTERy (V)
PRECAUTIONS FOR HANDLINg

mishandling the battery shortens the 
service life and adds to maintenance 
costs. if the battery is insufficiently 
charged, the headlights may dim and 
the engine is hard to start. it is im-
portant to inspect the battery periodi-
cally.  
1. the battery cables should always 

be clean and firmly connected. 
when installing a new or used bat-
tery, clean its terminals.

2. check the battery and cable for 
damage and corrosion.

TF1O711A

 The battery gas can explode. 
Do not expose the battery to 
flames or sparks. It may cause 
a fire.

 The battery fluid contains sul-
furic acid that can burn you. 
Do not allow the battery fluid 
to contact your eyes, skin, or 
painted surfaces. If you acci-
dentally get it in your eyes or 
on your skin, flush with water 
and contact your doctor.

 Be sure to wear eye protection 
while working on the battery. 
The battery fluid can hurt your 
eyes.

 Use only the battery with the 
specified voltage. Otherwise, it 
may cause a fire.

WARNING

3. apply grease to the terminals and 
cable end in order to prevent cor-
rosion.

CAUTION
To avoid personal injury:

Be sure to stop the engine be-
fore checking belt tension.

•
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INSPECTION

(1) battery  (2) sight glass

check the battery sight glass fre-
quently to keep the battery in the 
best condition.

blue: battery normally charged

black: battery discharged, im-
mediate charge required

white: battery replacement required

※standard for a battery provided  
    from DaeDong.

TF1O712A

1. to slow charge the battery, con-
nect the battery positive terminal 
to the charger positive terminal 
and the negative to the negative, 
and then recharge in the standard 
fashion.

2. boost charging is only for emer-
gencies. it will partially charge the 
battery at a high rate and in a short 
time. Doing this will shorten the 
battery’s service life.

3. when the battery is discharged 
and should be replaced, replace it 
with a new one with same specifi-
cation and capacity.

ChARgINg

Battery Type Volts (V)

100ah 12

CAUTION
The charge warning lamp 
comes on if the charging sys-
tem is defective. If it comes on 
while driving, have the system 
checked or repaired by your 
local kIOTI Dealer.
Keep the battery fully charged. 
If the battery fluid concentration 
is too low during the winter sea-
son, the battery may be frozen.
Do not start the engine when 
the battery is frozen. Try to 
warm it up first.
If the battery is not securely 
installed, the battery case and 
electrolytes could be damaged 
by vibration. To prevent the 
battery acid from contacting 
the terminals, apply grease 
around the battery terminals 
and connections.
Never check the charge sta-
tus of the battery by placing a 
metal object across the posts. 
Use a voltmeter or hydrometer.

•

•

•

•

•
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DIRECTION fOR sTORAgE
1. when storing the tractor for a long 

period, remove the battery from 
tractor, store in a dry place out of 
direct sunlight.

2. the battery self discharges while it 
is stored.

 recharge i t once every three 
months in hot seasons and once 
every six months in cold seasons.

ChECkINg INTAkE AIR lINE (W)

1. if the hose clamps are loose , 
tighten clamps securely.

2. if the hoses and clamps are dam-
aged, you must replace them at 
once. failure to do so could lead 
to engine damage.

3. check the following section.

(1) air line hose

section Inspection item
air cleaner – intake 

manifold
loose clamp and 
damaged hose

TF1O713A

(a) wheel - to - wheel distance at front
(b) wheel - to - wheel distance at rear

ADjUSTINg TOE-IN (x)
ADjUSTINg  PROCEDURE

T46OA36A

1. Park tractor on a flat surface
2. turn s teer ing wheel so f ront 

wheels are pointed straight ahead.
3. lower the implement, lock the 

parking brake and stop the engine.
4. measure distance between tire 

beads (center) at front of tire and 
hub height.

5. measure distance between tire 
beads at the rear of tire and hub 
height.
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6. front distance should be 2~8 mm 
less than rear distance. if not, ad-
just the tie rod length.

READjUsTMENT

(1) tie rod lock nut   (2) tie rod

1. loosen the lock nut and turn the  
turnbuckle to adjust the rod length 
until the proper toe-in measure-
ment is obtained.

2. check the toe-in value after the tie 
rod is adjusted.

3. adjust it again if necessary.

M55O782A

check to ensure the radiator hoses 
are free from damage and are tight-
ened properly every 200 hours or ev-
ery 6 months, whichever comes first.
1. if the hose clamps are loose or 

water leaks from hose, tighten 
clamps securely. 

2. if the radiator hoses are swollen, 
hardened, cracked, or otherwise 
damaged, you must replace the 
hoses. failure to do so could lead 
to coolant loss and engine damage. 

(1) clamp  (2) hose

M55O783A

ChECkINg RADIATOR hOsE 
AND CLAMP (y)
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PRECAUTION AT OvERHEATINg
take the following actions in the 
event the coolant temperature reach-
es the boiling point, what is called 
"over-heating".
1. stop the machine in a safe place 

and keep the engine idling.
2. after 5 minutes of unloaded idling, 

shut the engine down.
3. keep yourself away from the trac-

tor for another 10 minutes or until 
steam has stopped blowing out of 
the engine.

4. make sure that there is not danger 
and repair the cause of the over-
heating according to the manual’s 
instruction. 

(1) power steering oil line        (2) connect

1. check to see that all hydraulic lines and 
hose fittings are tight and undamaged.

2. if damage is found you should re-
place the hoses at once.

POwER STEERINg LINE (z)

T11O717A

1. stop the engine and apply the 
parking brake.

2. unscrew the nuts (b) and (D) and 
press the middle of the belt with 
force of 10 kg/f. adjust the belt ten-
sion to the specification with the 
nut (c). then, tighten the nuts (b) 
and (D).

(1) air conditioner belt
(a) tension amount  (b) mounting nut
(c) adjustment nut  (D) lock nut 

AIR CONDITIONER BElT TEN-
sION (AA)

Belt deflection for proper  
fan belt  tension (A)

10~12 mm ( 0.39~0.47 in.)

T11O718A
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3. replace the damaged belt.

(1) net  (2) condenser
(3) oil cooler 

ClEANINg AIR CONDITIONER 
CONDENsER (AB)

1. pull the hood lever on the right 
side forward to open the hood.

2. undo the wing bolt and pull the 
grill to the right side to remove it. 
remove the oil cooler as neces-
sary to clean the condenser.

Make sure to stop engine 
when checking. If cooler fan is 
blocked by dirt, clean with a soft 
brush or cloth using water.

•
CAUTION

T11O719A

ADjUSTINg FRONT AxLE PIvOT 
(AC)

(1) adjusting bolt  (2) lock nut

T11O741A

if the front axle pivot pin adjustment 
is not correct, front wheel vibration 
can occur causing vibration in the 
steering wheel

ADjUSTINg  PROCEDURE
loosen the lock nut, tighten the ad-
justing screw all the way, and then 
loosen the screw by 1/6 turn. re-
tighten the lock nut. 

CAUTION
Stop the engine before check-
ing air conditioner belt.

•
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engine operation can be adversely 
effected by this adjustment. there-
fore, contact your local kIOTI Dealer 
for this service.

ADjUsTINg ENgINE VAlVE 
ClEARANCE (AD)

if the air cleaner is not in good condi-
tion, the lifetime of the engine can 
be shortened, excessive soot can be 
produced, and the engine power can 
be deteriorated. Therefore, the filter 
should be inspected frequently. its 
replacement interval can be changed 
according to driving conditions. re-
place the filter according to the fol-
lowing procedure:
1. open the hood and check the suc-

tion hose and air cleaner housing 
for damage.

REPLACINg AIR CLEANER FILTER (AE)

(1) filter  (2) cap
(3) evacuator valve

T11O711A

2. unscrew the air cleaner clip and 
remove the cover.

3. clean the inside of the air cleaner 
housing by blowing compressed 
air through it.

4. replace the filter and check the 
housing for damage.

5. Install the cover and fix it with the clip.

Use only a genuine filter. Use 
of a non-recommended filter 
can cause damage to the en-
gine and sensor.
Make sure that no dust enters 
the system by installing the 
cover firmly.
When removing the filter, be 
careful not to let foreign mate-
rial enter the air inlet.

•

•

•

CAUTION

when installing the cover, make 
sure that the dust collection 
valve is heading down. 

•
NOTE
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check the linkage and condition of 
the air conditioner hose and pipe.

ChECkINg CAB CUshION 
RUBBER (Ag)
check the condition of the cab cush-
ion rubber.

ChECkINg AIR CONDITIONER 
hOsE (Af)

REPLACINg  AIR FILTER (AH)

(1) bolt  (2) filter

1. after loosening bolts from the left 
and right side of the cabin roof  
then separate the filter. 

T11O742B

flUsh COOlINg sysTEM 
AND ChANgINg COOlANT (AI) 

1. stop the engine and let it cool.
2. to drain coolant, remove the drain 

plug from the radiator and turn 
the radiator cap to the 1st notch to 
release pressure in the radiator. 
then, remove the cap completely.

3. after all coolant is drained, close 
the drain cock.

4. fil l with clean water and anti-
freeze.

5. install the radiator cap securely.

(1) Drain cock

TF1O714A
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(1) reservoir tank
(a) full  (b) low

6. add coolant to the reservoir tank 
to the "full" level.

7. start and operate the engine for 
few minutes.

8. stop engine and let cool.
9. check coolant level of reservoir 

tank and radiator. add coolant if 
necessary.

Coolant capacity

9.5 l (2.51 u.s. gal.)

TF1O705A

To avoid accidents:
Do not remove the radiator 
cap while the coolant is hot. 
you can be burned by hot 
steam. Make sure to remove 
it after the coolant is cooled 
down enough.
Even though the coolant is 
cooled down, turn the cap to 
its first stop and then wait un-
til it is depressurized before 
removing the cap completely.

•

•

CAUTION IMPORTANT
Do not start engine without 
coolant.
Use clean, fresh water and 
anti-freeze to fill the radiator 
and reservoir tank.
when the anti-freeze is mixed 
with water, the anti-freeze mix-
ing ratio must be no less than 
50% mixture of water and anti-
freeze.
Securely tighten radiator cap.
If the cap is loose or improp-
erly fitted, water may leak out 
and the engine could overheat.
If the radiator cap has to be 
removed, follow the caution 
above and securely retighten 
the cap.
If the coolant leaks, contact 
your local kIOTI Dealer.

•

•

•

•
•

•

•
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ANTI-fREEzE

This tractor is filled with 50% of eth-
ylene glycol at factory. 
if the anti-freeze has been replaced 
by tap water later on, the coolant can 
freeze, leading to damage to the cyl-
inder and radiator when the ambient 
temperature is below zero (32 °f).
therefore, make sure to change 
water into anti-freeze before winter 
season comes. 
when changing the anti-freeze with 
one of another type, flush the cooling 
system several times and contact a 
professional for the mixture ratio. 

Vol. %  
Anti-

freeze

Freezing Point Boiling Point*

°f °C °f °C

40
50

-12
-34

-24
-37

222
226

106
108

* at 760 mmhg pressure (atmosph-er-
ic). a higher boiling point is obtained 
by using a radiator pressure cap.

1. there is a plug under the clutch 
housing.

2. Drain the water completely and 
install the plug. Drain the water 
into a container and dispose of it in 
a proper manner for environment 
protection.

3. make sure to install the plug and 
not to damage the clutch severely.

4. make sure to drain water after 
working in a paddy field and wa-
tery field.

DRAININg WATER fROM 
ClUTCh hOUsINg (Aj)

(1) Drain bolt

T11O751A

NOTE
The temperatures shown on 
the left are industry standards 
that necessitate a minimum 
glycol content in the concen-
trated anti-freeze. 
when the coolant level drops 
due to evaporation, add water 
only. In case of leakage, add 
anti-freeze and water in the 
specified mixing ratio.
Anti-freeze absorbs moisture. 
Keep unused anti-freeze in a 
tightly sealed container.
Do not use radiator cleaning 
agents when anti-freeze has 
been added to the cooling wa-
ter. (Anti-freeze contains an 
anti-corrosive agent, which will 
react with the radiator cleaning 
agent forming sludge which 
will affect the engine parts.)

•

•

•

•
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IMPORTANT
If you forget to install the plug, 
the clutch can be damaged. 
foreign material can enter 
through the open drain hole.

•

(1) wiper

check the operation and wear of the 
wiper blades frequently. to replace 
the wiper blade, press the wiper fix-
ing lever to separate it and then pull 
it away.
to remove the wiper arm, lift the cap 
of the wiper arm, remove the nut, 
and set the wiper arm upright. then, 
hold the arm head and shake it left 
and right to remove the wiper arm 
from the drive spindle. Disconnect 
the washer fluid hose and then install 
a new wiper arm to its position by 
aligning it to the proper angle.

T11O743B

REPLACEMENT

(1) wiper arm (2) wiper fixing lever
(3) wiper blade  

H11O649A

1. set the wiper upright to replace the 
wiper blade.

2. hold the blade with one hand and 
press the blade fixing lever with 
the other hand to separate the 
blade from the fixing part.

CHECKINg AND REPLACINg wIPER (AK)
INSPECTION
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(1) wiper blade

H11O650A

3. lower the blade and pull out the 
blade by moving it in the shape of 
"U" (arrow direction in the figure).

(1) wiper arm   (2) fixing lever 

H11O651A

4. set a new wiper blade horizontal 
so that the fixing lever is facing 
down. align the wiper arm with 
the fixing lever slot and lower the 
blade.

H11O652A

5. lift the wiper blade to its end and 
install it so that the fixing lever 
is engaged with the wiper arm.          
(a clicking sound is heard)

CAUTION
when the wiper blade is sepa-
rated, the wiper arm should 
not contact the windshield or 
rear glass. The glass can be 
damaged.

•
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CAUTION
when wiping the windshield, 
set the wiper blade upright, 
spray water onto the glass with 
a hose, and wipe the glass with 
clean cloth.
If the wiper blade is frozen to 
the glass in a cold weather or 
there is no washer fluid, never 
operate the wiper.
In order to prevent damage 
of the wiper blade, never use 
synthetic detergent, thinner or 
solvent on the windshield.

•

•

• (a) open

M55O794AM55O794A

REPLACINg CABIN FUSE (AL)

the cabin fuse panel is behind the 
cup holder on the left fender in the 
cabin. 

(1) fuse box  (2) relay Box

the relay and fuse designation decal 
is on the fuse box cover for refer-
ence.

TF1O715A
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Fuse
Puller

Sp
are

    
5A

Sp
are

  1
0A

Sp
are

   1
5A

Sp
are

   3
0A

Stop Lapm

Escort B+

Flasher

Room Lamp
Horn/Memory Escort / Tale

Air con.

BeaconHead Lamp

Combimeter

Controller

Fuel Heater

PTO

Start

10A 10A

10A

30A

15A

10A

10A

10A

10A

10A

15A

30A

15A

10A

15A

15A

10A

15A

10A

5A

5A

T11O753B

RELAy BOx

TG1O769A

TG1O770A

(1) normal fuse

(1) blown fuse

30a
customer

15a
3piin socket

TF1O701A
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there are marks for the fuse capac-
ity and location on the cover of the 
fuse panel. replace the fuse accord-
ing to the following procedure:
1. turn the key switch to the "off" 

position and turn off all the electri-
cal devices.

2. open the fuse box cover and 
check the fuse in question using 
fuse tongs.

H11O655A

3. if the fuse is blown, replace it with 
a new fuse with the same capacity. 
Make sure it is firmly installed.

4. install the fuse box cover.

MAIN fUsE (AM)

(1) ignition power fuse
(2) preheat power fuse
(3) main power fuse
(4) charge power fuse

TF1O716A

TF1O717A
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the bulb and capacity used in this 
tractor are listed in the below table.

REPLACINg BULB (AN)

No. Bulb Capacity

1 head lamp 55w/55w

2 position lamp (front) 5w

3 stop/position lamp (rear) 21w/5w

4 turn signal lamp 21w

5 work lamp 35w

6 cluster 
indicator

charging 
warning light 3w

others 1.4w

7 backup lamp 21w

Main fuse

60a

Using a non-approved slow-
blow fuse can damage elec-
trical systems in the tractor 
severely.
Refer to the chapter "Trouble-
shoot ing" in th is manual 
or contact your local kIOTI 
Dealer for specific information 
dealing with electrical prob-
lems.

•

•

IMPORTANT

HEAD LAMP

(1) handle
(a) pull (b) open

1. turn the key switch to the "off" 
position and open the hood.

T11O745A

the main fuse is to protect electric 
devices and wirings. if the ignition, 
preheat, charge or main function is 
faulty, find and remove the fault and 
replace the fuse with a new one.
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(1) cap  (2) connector

2. remove the cap.
3. press and turn the socket coun-

terclockwise to remove the bulb. if 
the bulb is blown, replace it with a 
new bulb with the same capacity.

M55O799A

If using a bulb other than the 
specified one, the lamp can be 
damaged and the tractor can 
even catch fire.
Make sure to use bulbs with 
the specified capacity.

•

•

WARNINg

Make sure to use a kIOTI genu-
ine bulb. Using a non-recom-
mended bulb can cause a fire.
The headlamps can temporar-
ily be fogged due to rain or 
car wash. This is because of 
the temperature difference be-
tween the inside and outside 
of the lamp, which is normal.

•

•

CAUTION

wORK LAMP (FRT/RR)
the work lamp uses a halogen bulb. 
Do not touch the illuminating part of 
the halogen bulb.  
the bulb life can be shortened by 
finger prints, dust and moisture, or 
the bulb even can be broken. clean 
it with soft cloth. 
be careful of the following when re-
placing the halogen bulb:
 replace the bulb after it is cooled  

down.
 Do not touch the glass of the bulb.
 handle the bulb with care and be  

careful not to scratch or rub it.
 Do not let the bulb contact with liq-

uid when it is illuminated.
 wear protective glasses when re-

placing the bulb.
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1. turn the key switch to the "off" 
position and unscrew the screw 

(1) work lamp glass case

2. unscrew the ground wire screw, 
disconnect the connector, and 
turn the bulb counterclockwise to 
remove it. then, install a new bulb 
with the same capacity.

(1) work lamp bulb

T11O755A

T11O756A

CABIN LAMP

(1) cabin lamp bulb

1. fit a flat-bladed screwdriver into 
the edge of the cabin lamp and pry 
off the room lamp cover. 

2. remove the cabin lamp bulb by 
pulling it up. install a new bulb.

H11O666A

from the mounting hole with a 
cross-head screwdriver to sepa-
rate the front glass case.
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TURN SIgNAL LAMP (REAR)

(1) turn signal lamp (rr)

1. the turn signal lamp(rear) is in-
stalled on the rear fender.

M55O7A1A

2. unscrew the mounting bolts from 
the inside of the rear fender.

(1) protective cover 
(2) mounting bolt                         

T11O746A

(1) turn signal lamp (rr) bulb

3. remove the bulb by turning its 
socket counterclockwise. install a 
new bulb.

M55O7A3A
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TURN SIgNAL LAMP (FRONT)

(1) turn signal lamp (frt)
(2) mounting bolt
(3) turn signal lamp (frt) bulb

1. remove the cap and unscrew the 
mounting bolts to remove the front 
turn signal lamp assembly. 

2. turn the bulb body counterclock-
wise to remove it.

3. remove the bulb by pressing it 
down lightly and install a new bulb. 
fit the socket to the grooves and 
turn it clockwise.

(1) licence plate lamp
(2) mounting bolt
(3) licence plate lamp bulb

1. remove the cover and unscrew 
the bolt. then, turn the bulb while 
pressing it down lightly to remove 
it. install a new bulb.

LICENSE PLATE LAMP

M55O7A4AT11O724A

Do not touch the bulb if it is 
still illuminated or right after 
it is turned off. you can be 
burned by the hot bulb.
for some bulbs which require 
delicate handling or work pro-
cess, contact your local kIOTI 
Dealer.
Do not touch the illuminating 
glass part of the halogen bulb. 
The bulb life can be shortened 
by f inger prints, dust and 
moisture, or the bulb even can 
be broken. Clean it with soft 
cloth.
The halogen bulb contains 
compressed gas, so it can ex-
plode if dropping or scratch-
ing it. Therefore, never use a 
bulb if it is scratched or was 
dropped. 

•

•

•

•

CAUTION
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when separating the cover 
by prying it off with a screw-
driver, be careful not to dam-
age it.
Before replacing a bulb, make 
sure to put the key switch and 
the switch for the correspond-
ing bulb to the "OFF" position.
Install a new bulb with the 
same capacity after removing 
the installed bulb.

•

•

•

CAUTION

ChECkINg REfRIgERANT (AO)

if the refrigerant is insufficient, the 
performance of the air conditioner is 
deteriorated. also, charging the air 
conditioner with excessive refrigerant 
affects its performance. therefore, 
have the system checked by your lo-
cal kIOTI Dealer if a malfunction is 
found.

Only qualified service person-
nel should service the air con-
ditioner as its refrigerant is 
under high pressure. An injury 
can occur.

•
WARNINg

Park tractor on a flat place and 
chock the wheels.
Put forward/backward lever, 
Main shift lever and PTO lever 
in neutral.

•

•

CAUTION

make sure to follow the instructions 
below to keep the air conditioner in 
the best condition:
1. operation in winter season:
 During the winter time, run the air 

conditioner once or twice every 
month to prevent refrigerant leak-
age and corrosion in the air con-
ditioner system and to facilitate oil 
circulation in the compressor in 
order to prevent malfunction. 

 the a/c does not operate when 
the air temperature is below 2℃. 
therefore, warm the inside air by 
operating the heater in order to be 
able to operate the a/c.

2. air conditioner condenser care:
 if there is foreign material in the a/c 

condenser and engine radiator, their 
cooling performance may be de-
teriorated. therefore, always keep 
them clean for their optimal cooling 
performance. when cleaning the 
core of the condenser, use a soft 
brush and water. carefully clean the 
condenser so as not to bend it.

AIR CONDITIONER MAINTE-
NANCE (AP)
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3. operation in summer season:
 make sure to check the tension of 

the a/c belt before using the a/c 
frequently.

SPECIFICATIONS FOR A/C REFRIg-
ERANT AND lUBRICANT

Item
New 

refrigerant
Compressor 

oil

type hfc-134a ucon488

charging 
amount

0.75 kg
(1.65 lbs. )

265cc
(0.07 u.s.gal )

The A/C system is charged with 
new refrigerant that does not de-
stroy the ozone layer. Be careful 
when servicing the A/C system. 
Do not use unspecified refriger-
ant and compressor oil, or the 
air conditioner system could be 
seriously damaged. 
The performance of the A/C 
becomes poor when the refrig-
erant is insufficient. however, 
charging the air conditioner 
with excessive refrigerant also 
affects its performance nega-
tively. Therefore, have the sys-
tem checked by a kIOTI Dealer 
if malfunction is found.

•

•

•

CAUTION

have the air conditioner ser-
viced by qualif ied service 
personnel. If it is serviced by 
an unqualified person, he/she 
can be injured by the refriger-
ant under high pressure.

•
WARNINg

(1) turbocharger

TURBOChARgER (AQ)

T11O758A

It may rust on the turbo-char-
ger or exhaust manifold after 
this coating is deteriorated or 
burned due to heat in a short 
time of engine run hour. But 
this is normal symptom and 
there is no problem on engine 
operations.
When the coating is burn-
ing away, it can create some 
fumes, but it is also normal .

•

•

NOTE
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TRAcTOR STORAGE
DAILy STORAGE

1. check the bolts and nuts for loose-
ness, and tighten if necessary.

2. apply grease to tractor areas 
where bare metal will rust also to 
pivot areas.

3. Detach the weights from the trac-
tor body.

4. inflate the tires to a pressure a 
little higher than usual.

1. Keep the tractor clean when it is 
stored. make sure to wash it after 
work.

2. store it indoors if possible. if it 
should be kept outside, cover it.

LONG-TERm STORAGE

3. remove the battery from the trac-
tor in winter and store it indoors.

4. add anti-freeze to the tractor in 
winter season in order to prevent 
the radiator from freezing.

5. remove the ignition key and store 
it separately.

follow the instructions below if the 
tractor is not to be used for a long 
period of time.  this is to operate the 
tractor again with minimum prepara-
tion after long-term storage. repeat 
this procedure if the tractor hasn’t 
been used for one year.

5. change the engine oil and run the 
engine to circulate oil throughout 
the engine parts for about 5 min-
utes.

6. With all implements lowered to the 
ground, coat any exposed area 
such as hydraulic cylinder piston 
rods with grease.

If the tractor is not used for 
an extended period of time, 
follow the instructions below 
to prevent corrosion and per-
formance deterioration of the 
tractor while it is stored.

•
ImPORTANTWhen operating the tractor in 

an enclosed area, ventilate the 
area to release exhaust gas to 
the outside. The exhaust gas 
is colorless and not visible, 
but is harmful.

•
WARNING
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7. Use the clutch locking pin to keep 
the clutch disengaged. if the clutch 
is left engaged for a long period 
of time, the clutch cover may rust, 
making clutch disengagement im-
possible at the next operation.

8. remove the battery from the trac-
tor. store the battery following the 
battery storage procedures. (see 
section "Battery" in the chapter 7 
"maintenance")

  9. Keep the tractor in a dry place 
where the tractor is sheltered 
from rain. cover the tractor.

 10. store the tractor in a place out of 
direct sunlight and heat. if it is un-
avoidable to keep it outside, cover 
it with a waterproof cover. lift 
the tractor with a jack and place 
blocks under its front and rear ax-
les. also, keep direct sunlight and 
heat away from the tires.

11. clean the engine components as  
well as the tractor.

12. Add grease to all the grease fit-
ting.

13. Worn or damaged parts should 
be replaced.

14. if a loader or implement is at-
t ached , l ower i t on to l eve l 
ground.

15. apply grease to the exposed 
section of the cylinder rod.

16.  flush the cooling system and 
drain water from it. also, add an-
tifreeze as well as water.

17. Replace all oil and filters.
18. Replace the air cleaner filter.
19. chock the frame in order to re-

move the weight from the tires.
20.  set all control systems neutral.
21.  Plug any open exhaust pipes.
22.  attach a tag onto the tractor to 

inform the storage condition of 
the tractor.

23. for the tractor equipped with the 
air conditioning system, start its 
engine once a month to run air 
conditioning system.

(1) clutch Pedal   (2) locking Pin

M55O7D9A
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(1) Parking Brake lever (2) Brake Pedal
(3) connecting Hook
(a) Depress  (B) lower

24. interlock the brake pedals and 
apply the parking brake. 

M55O803A

  1. check the tire air pressure and 
inflate the tires if they are low.

  2. install a fully charged battery. 
  3. check the fan belt tension. 
  4. Check all fluid levels.
     (engine oil, transmission/hydrau-

lic oil, engine coolant and any at-
tached implements)

  5. remove grease from the ex-
posed cylinder rod.

  6. apply grease to the lubrication 
points.

  7. Depress the clutch pedal and 
undo the latch hook.

  8. get onto the tractor and start the 
engine.

  9. check if the instrument panel 
and all parts operate correctly 
while running the engine for a 
few minutes.

USING TRAcTOR AfTER STORAGE

cAUTION
To avoid injury:

Never clean the tractor body 
while the engine is running.
Never run the engine in an en-
closed area without proper venti-
lation system in order to prevent 
poisoning by exhaust gas.
When storing the tractor, re-
move the key from the switch 
and store it separately in order 
to prevent an unauthorized 
person from operating the 
tractor and being injured.
cover the tractor after the 
muffler and the engine have 
cooled down.
If the battery is not to be re-
moved, disconnect its nega-
tive terminal at least. The wir-
ing can be gnawed by rodents, 
leading to a fire.

•

•

•

•

•
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USAGE AND DISPOSAL

in order to protect the environment, 
use and dispose of the tractor keep-
ing the following in mind:
1. When changing the oil or coolant 

by yourself, be careful not to spill 
it. Dispose of used oil and coolant 
properly according to the appli-
cable regulations.

2. never leave or discard a old trac-
tor or implement without discretion 
on your own, but contact your local 
KIOTI Dealer to dispose of it ac-
cording to the regulations. 

3. avoid working under high load as it 
may can cause excessive exhaust 
gas, which is harmful to the envi-
ronment.

10. Drive the tractor outside and 
check if it is operating properly. 
Park the tractor outside and idle 
engine for at least 5 minutes. stop 
the engine and visually inspect the 
tractor. check if there is leakage.

11. start the engine, release the 
parking brake, and check the 
brake condition while driving for-
ward. adjust the brake pedals if 
necessary.

12. stop the engine and check for 
leaks. repair any part as required.

Unless the battery is removed 
from the vehicle, make sure to 
disconnect the negative battery 
cable. cables can be damaged 
by animals, leading to a fire.

•
cAUTION
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caUSE cOUNTERmEaSURES

1.	When	engine	is	difficult	to	
start

 Fuel	is	thick	and	doesn’t	flow.  Check	the	fuel	tank	and	fuel	filter.	
 Remove	water,	dirt	and	other	impurities. 
 All	fuel	will	be	filtered	by	the	filter,	if	there	should	be	water	of	
other	foreign	material	on	the	filter,	replace	the	filter.

 Air	or	water	mixed	in	fuel	system.  If	air	is	in	the	fuel	filter	or	injection	lines,	the	fuel	pump	will	
not	work	properly.	

 To	attain	proper	fuel	injection	pressure,	check	carefully	for	
loosened	fuel	cap	nut,	etc.	

 Loosen	air	vent	screw	over	fuel	filter	and	fuel	injection	pump	
to	eliminate	all	the	air	in	the	fuel	system.

 Thick	carbon	deposits	on	
orifice	of		injection	nozzle.

	This	is	caused	when	water	or	dirt	is	mixed	in	the	fuel.	Clean	
the	nozzle	injection	piece,	being	careful	not	to	damage	the	
orifice.

 Check	to	see	if	nozzle	is	working	properly	or	not,	if	not,	
install	a	new	nozzle.

 Valve	clearance	is	wrong 	Contact	KIOTI	dealer.
 Engine	oil	become	thick	in	
cold	weather	and	engine	
cranks	slow.

 Change	grade	of	oil	according	to	the	weather	(temperature).

This	troubleshooting	chart	summarizes	simple	service	items	for	users	who	are	familiar	with	mechanical	systems.
For	more	detailed	service	items,	contact	your	local	KIOTI Dealer.

ENGINE TROUBLESHOOTING
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9※ If	you	do	not	find	the	cause	of	trouble,	consult	your	KIOTI dealer	for	assistance.

caUSE cOUNTERmEaSURES

1.	When	engine	is	difficult	to	
start

 Start	motor	does	not	rotate	
when	key	switch	is	turned

 Depress	the	clutch	pedal	unless	depressed	(Manual	type).
 Put	the	PTO	switch	to	the	"OFF"	position.	
 If	the	switch	or	start	motor	is	faulty,	have	it	repaired	in	a	
workshop.

 If	any	terminal	is	loose	or	corroded,	clean	or	fix	it	firmly.
	Check	ENGINE	lamp	ON   Check	if	the	check	ENGINE	lamp	is	turned	on.	If	it	is,	contact	

your	dealer.
2.	When	output	is		insufficient  Valve	out	of	adjustment 	Contact	KIOTI	dealer.

 Air	cleaner	is		dirty  Clean	or	replace	the	element	at	every	100	to	200	hours	of	
operation.	

 Fuel	injection	pressure	is		wrong	 	Contact	KIOTI	dealer.
 Check	ENGINE	lamp	ON   Check	if	the	check	ENGINE	lamp	is	turned	on.	If	it	is,	contact	

your	dealer.
3.	When	color	of	exhaust	is	
especially	bad

 Fuel	is	of	extremely	poor	
quality

 Select	good	quality	fuel.
			Temperature	 	 Fuel	type
				-	Above	14°F	(-10°C)	 NO.2	Diesel
				-	Below	14°F	(-10°C)	 NO.1	Diesel

 Nozzle	is	bad  If	necessary,	replace	with	new	nozzle.
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TRacTOR TROUBLESHOOTING

caUSE cOUNTERmEaSURES

1.	When	tractor	does	not	move	
while	engine	is	running

	Shift	lever	is	in	neutral	position 	Check	the	shift	levers.
 Parking	brake	is	applied 	Release	the	parking	brake.

2.	Clutch	is	not	operating	properly  Clutch	slips	(Idles) 	Faulty	clutch	pedal	position	sensor,	Contact	KIOTI	dealer.
	Worn	hydraulic	clutch,	Contact	KIOTI	dealer.
	Poor	calibration	to	engage	clutch.	Contact	KIOTI	dealer	and	
			calibrate	engaging	time.

	Clutch	cannot	be	disengaged	 	Poor	calibration	to	engage	clutch.	Contact	KIOTI	dealer	and	
			calibrate	engaging	time.
 	Faulty	hydraulic	valve	or	hydraulic	system.	Contact	KIOTI		dealer

3.	Brake	is	not	operating	properly  Brake	does	not	operate	or	
only	one	brake	pedal	operates

 The	brake	pedal	play	is	excessive.	Adjust	the	play.
 The	brake	lining	is	worn	or	stuck.	Have	it	replaced	in	a	workshop.	

 Brake	pedal	does	not	return			
properly

 The	brake	return	spring	is	damaged.	Replace	it.	
 Grease	is	insufficient	on	each	mating	surface.																			
Remove	rust	and	apply	grease.

4.	Steering	wheel	is	not	oper-
ating	properly	

 Steering	wheel	is	heavy	or	
vibrates

 The	toe-in	is	incorrect.	Adjust	it	again.
 The	tire	inflation	pressure	is	different.	Inflate	the	left	and		
right	tires	into	the	specified	pressure.

 Each	connection	is	loose.																																																							
Re-tighten	each	connection	and	replace	the	part.	 

 Steering	wheel	play	is	exces-
sive

 The	steering	wheel	shaft	is	worn.	Have	it	repaired	in	a	
workshop.	Metal	parts	are	worn.	Have	them	repaired	in	a		
workshop.	Each	connection	has	play.		 	 	
Tighten	the	connection	again.
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caUSE cOUNTERmEaSURES

5.	Hydraulic	system	is	faulty  Oil	is	leaked	from	pipe	or	
hose

 The	pipe	clamp	is	loose.	Re-tighten	it.
 The	pipe	is	cracked.	Have	it	repaired	in	a	workshop.

 3-point	hitch	cannot	be	low-
ered		

 3-point	hitch	safety	lock	function	activated,	one	touch	button	pressed
 The	valve	and	cylinder	are	damaged.																															
Contact	KIOTI	dealer.

 3-point	hitch	cannot	be	lifted  The	transmission	fluid	is	insufficient.																																			
Add	it	to	the	specified	level.

 There	is	air	in	the	intake	pipe.	Bleed	the	pipe.
 The	oil	filter	is	clogged.	Replace	it.
 The	hydraulic	filter,	valve	and	cylinder	are	malfunctioning.	
			Contact	KIOTI	dealer.

 3-point	hitch	hops	itself	 	Each	sensor	malfunctioning,	Contact	KIOTI	dealer.
 Select	the	highest	top	link	hole.	

6.	Electric	system	is	faulty  Headlamps	cannot	be	turned	
on	or	are	dim.

 The	fuse	is	blown.	Check	the	wiring	and	replace	the	fuse.
 The	bulb	is	blown.	Replace	it
 The	ground	and	terminal	wirings	are	poorly	contacted.	
Check	and	clean	them.

 The	battery	electrolyte	level	is	low.	Charge	the	battery.
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caUSE cOUNTERmEaSURES

6.	Electric	system	is	faulty  Battery	cannot	be	charged  Check	the	battery	and	alternator.	
 Horn	does	not	sound  The	horn	switch	is	faulty.	Replace	or	see	KIOTI	dealer.

 The	wiring	is	faulty.	Replace	or	See	KIOTI	dealer.
 The	horn	is	damaged.	Repair	or	replace	it.	

 Turn	signal	lamps	do	not	
blink

 The	bulb	is	blown.	Replace	it.
 The	blinking	device	is	faulty.	Repair	or	replace	it.
 The	ground	and	terminal	wirings	are	poorly	contacted.	
			Check	and	clean	them.

 Work	lamps	do	not	come	on  The	bulb	is	blown.	Replace	it.	
 The	ground	and	terminal	wirings	are	poorly	contacted.			
Check	and	clean	them.

7.	Heater/air	conditioner	motor	
is	faulty

 Fan	speed	is	slow	or	no	air	is	
blown	out

 The	fan	speed	control	switch	and	motor	are	faulty.	
			Repair	or	replace	them.
 The	air	suction	filter	is	clogged.
 The	wiring	is	short	circuited.	Check	and	repair	it.

 Fan	speed	cannot	be	con-
trolled

 Replace	the	fan	speed	control	switch.
 The	motor	is	faulty.	Repair	or	replace	it.

8.	A/C	performance	is	poor  Abnormal	noise	occurs  The	internal	parts	are	not	sufficiently	lubricated.	 	
Add	lubricant.
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9
※ If	you	do	not	find	the	cause	of	trouble,	consult	your	dealer	for	assistance.

caUSE cOUNTERmEaSURES

8.	A/C	performance	is	poor  Abnormal	noise	occurs  The	belt	is	loose.	Adjust	the	belt	tension.
 The	bracket	is	loose.	Tighten	its	bolts	again.
 Inner	and	outer	components	are	damaged.		 	
Check	and	repair	them	

 Refrigerant	and	oil	are	leaking  The	sealing	washer	is	broken.	Replace	it.	

 The	tightening	bolt	is	loose.	Tighten	it

	High	temperature	and	low	
pressure	occur	

 The	refrigerant	is	insufficient.	See	KIOTI	dealer.
 The	compressor	is	faulty.	Repair	or	replace	it.

	Compressor	clutch	does	not	
operate		

 The	wiring	is	faulty.	Check	and	replace	it.
	The	clutch	clearance	is	excessive.	Adjust	it.
 The	voltage	is	low.	Replace	the	battery.
 The	internal	part	is	malfunctioning.	Replace	it.
	Insufficient	refrigerant.	Add	refrigerant.

	Clutch	slips  The	voltage	is	low.	Replace	the	battery.
 The	clutch	disc	is	contaminated.	Clean	it.
 The	internal	part	is	defective.	Repair	and	clean	it.
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NUMERIC
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BAttERY (V)......................................................................7-26
BAttERY chARging lAMp ............................................4-23
BEltS AnD RuBBER pARtS .............................................2-5
BlEEDing fuEl SYStEM (t) ..........................................7-24
BluEtooth plAYER/RADio ..........................................4-59
BRAkE (onE SiDE) lAMp ................................................4-30
BRAkE pEDAl ...................................................................4-43

C 
cABin lAMp ......................................................................7-43
cABin lAMp ......................................................................4-60
cABin SYStEM .................................................................4-53
cAliBRAtion SWitch .....................................................4-17
cAutionS foR DEcAl MAintEnAncE ........................1-27
chAnging EnginE oil AnD REplAcing filtER (k) .....7-14
chAnging fRont AXlE cASE oil (M2) .......................7-18
chARging ........................................................................7-27
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chEcking AiR conDitionER hoSE (Af) ....................7-33
chEcking AnD ADDing fuEl (B) ...................................7-9
chEcking AnD REplAcing WipER (Ak) .....................7-36
chEcking BRAkE AnD clutch pEDAlS (g) ..............7-13
chEcking cAB cuShion RuBBER (Ag) ......................7-33
chEcking coolAnt lEVEl (E) ....................................7-12
chEcking EnginE oil lEVEl (D) .................................7-11
chEcking gAugES, MEtER AnD EASY chEckER (h) .....7-14
chEcking hEAD light, hAzARD light Etc. (i) ........7-14
chEcking intAkE AiR linE (W) ....................................7-28
chEcking RADiAtoR hoSE AnD clAMp (Y) ...............7-29
chEcking REfRigERAnt (Ao) .....................................7-46
chEcking SEAt BElt AnD cABin (J) ...........................7-14
chEcking tRAnSMiSSion fluiD lEVEl (c) ...............7-10
chEcking WARning lAMpS ...........................................5-6
chEcking WhEEl Bolt/nut toRQuE (p) ..................7-21
cigAREttE lightER ......................................................4-61
clEAning AiR conDitionER conDEnSER (AB) ........7-31
clEAning gRill, RADiAtoR ScREEn (f) ....................7-13
clutch pEDAl ................................................................4-42
clutch pEDAl EngAgEMEnt contRol Button .....4-15
coMBinAtion SWitch .....................................................4-9
coMponEntS foR ADDitionAl fRont WEight ......4-76
connEcting AnD DiSconnEcting iMplEMEnt ......5-26

coolAnt tEMpERAtuRE WARning lAMp  ................4-28
cRuiSE contRol SWitch ............................................4-31
cRuiSE pto WARning lAMp .........................................4-30
cup holDER AnD StoRAgE  ........................................4-62
cuShion StREngth ADJuStMEnt .............................4-48

D 
DAilY chEck chARt .........................................................7-3
DAilY StoRAgE .................................................................8-2
DEcAl Mounting locAtion (cABin) ..........................1-20
DEcAl Mounting locAtion (RopS) ..........................1-22
DEcAlS .............................................................................1-24
DEScRiption of opERAting SYStEM .........................4-1
DiffEREntiAl lock pEDAl ...........................................4-46
DiffEREntiAl lock WARning lAMp ..........................4-25
DiREction foR StoRAgE .............................................7-28
DiSconnEction .............................................................5-27
DiSMounting thE iMplEMEnt ......................................6-7
DouBlE Acting lEVER..................................................5-24
DouBlE Acting lEVER..................................................4-51
DouBlE Acting VAlVE  .................................................5-24
Dpf REgEnERAtion SWitch ........................................4-14
DRAft contRol  ............................................................5-22
DRAft contRol lEVER ................................................4-50
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D
DRAining WAtER fRoM clutch houSing (AJ) ........7-35
DRAW BAR AnD tRAilER ..................................................6-7
DRiVing on SlopES .......................................................5-16
DRiVing on SlopES .......................................................6-13

E 
EnginE chEck WARning lAMp ...................................4-29
EnginE coolAnt tEMpERAtuRE gAugE ..................4-22
EnginE oil pRESSuRE WARning lAMp .....................4-24
EnginE SERiAl nuMBER .................................................2-2
EnginE tRouBlEShooting ...........................................9-2
EntRAncE ........................................................................4-54
ERRoR inDicAtoR ..........................................................4-33
ESSEntiAl REplAcEMEnt pARtS .................................2-4
EVAcuAtoR VAlVE ..........................................................7-23
EXtERioR DEVicES ........................................................4-54
EXtERioR ViEW (cABin) ...................................................4-4
EXtERioR ViEW (RopS) ...................................................4-5
EXtERnAl DiMEnSionS ...................................................3-2

F 
fAn SpEED contRol DiAl ............................................4-64

filtERS ...............................................................................2-4
fiXAtion pointS foR fRont EnD loADER  .............6-12
fluSh cooling SYStEM AnD chAnging cool-

Ant (Ai)  .........................................................................7-33
foot thRottlE  .............................................................4-45
fRont AnD REAR WhEEl Bolt AnD nut toRQuE  ......4-74
fRont/REAR  WhEEl inStAllAtion pAttERn  .........4-74
fRont/REAR tiRE tREAD [RX6030(c/p/pc)] ...............4-71
fRont/REAR tiRE tREAD [RX7030(c/p/pc)] ...............4-72
fRont/REAR tiRE tREAD [RX8030(c/p/pc)] ...............4-73
fuEl filtER (S) ................................................................7-23
fuEl gAugE ....................................................................4-21

G 
gEnERAl pREcAutionS .................................................1-2
gEnERAl SpEcificAtionS ..............................................3-2
gEnERAl SpEcificAtionS ..............................................3-4
gloW plug inDicAtoR .................................................4-24

H 
h inDicAtoR  ...................................................................4-26
hAnD clutch ..................................................................4-39
hAnD thRottlE  lEVER ................................................4-45
hAnDling loADER  ........................................................6-11

TF120(RX6030,7030,8030)-AU-10.in4   4 2016-05-17   오후 2:45:36



10-�inDEX

10

hAzARD lAMp SWitch ...................................................4-10
hEAD lAMp .......................................................................7-41
hEAD light high BEAM lAMp ......................................4-23
hEAD light SWitch .........................................................4-9
hEAtER AnD AiR conDitionER ....................................4-64
hoRn SWitch ..................................................................4-10
hoW to DRiVE .................................................................5-10
hoW to opEn thE  hooD (A) .........................................7-9
hoW to WARM up EnginE  .............................................5-9

I 
iMplEMEnt liMitAtionS ................................................3-14
inDEX.................................................................................10-1
inflAtion  pRESSuRE ...................................................4-69
initiAl opERAtion ............................................................5-2
inSpEct All foR pRopER opERAtion ........................5-2
inSpEction ......................................................................7-27
inSpEction ......................................................................7-36
inSpEction fRont AXlE cASE oil (M1) ....................7-17
inStAlling pto ShAft ....................................................6-9
inStRuMEnt pAnEl ........................................................4-18
intERioR DEVicES ..........................................................4-53

J 

JoYStick lEVER .............................................................6-14
JoYStick lEVER .............................................................4-50
JoYStick VAlVE poRt ...................................................6-17
JuMp StARting .................................................................5-9

K 
kEY SWitch .......................................................................4-8

L 
l inDicAtoR  ....................................................................4-27
licEnSE plAtE lAMp .....................................................7-45
lifting ARM (loWER link) SpEED contRol knoB .....4-51
loADing AnD unloADing.............................................5-18
long-tERM StoRAgE .....................................................8-2
loW fuEl lEVEl WARning inDicAtoR  .....................4-28
luBRicAntS .......................................................................7-8
luBRicAting gREASE locAtionS (o) ........................7-20

M 
M inDicAtoR ....................................................................4-26
MAin fuSE (AM) ...............................................................7-40
MAin Shift lEVER ..........................................................4-39
MAintEnAncE ...................................................................7-1
MAintEnAncE chEck liSt .............................................7-3
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M
MAintEnAncE coDE ........................................................7-9
MAintEnAncE SchEDulE chARt .................................7-4
MASS(ES) AnD tiRE(S) ....................................................4-77
MoDE SElEction SWitch ............................................4-58

N 
no StAll SWitch ...........................................................4-32
noiSE lEVElS AS pERcEiVED BY thE opERAtoR ....3-10

O 
oilS AnD fluiDS ...............................................................2-4
opERAting thE contRolS .........................................4-36
opERAting thE EnginE ..................................................5-3
opERAting thE tRActoR ............................................5-10
opERAtion .........................................................................5-1
opERAtion tip foR 3-point hitch ElEMEntS ..........6-5
othER coMponEntS ......................................................2-5

P 
pARking ............................................................................5-14
pARking  BRAkE  lEVER  ...............................................4-44
pARking BRAkE WARning lAMp .................................4-27
pARking With loADER inStAllED .............................6-14

poSition contRol ........................................................5-20
poSition contRol lEVER ...........................................4-49
poWER StEERing linE (z) ............................................7-30
pREcAution At oVERhEAting ....................................7-30
pREcAution foR inStAlling / hoW to uSE top 

link holES .....................................................................6-6
pREcAutionS BEfoRE opERAtion ..............................1-2
pREcAutionS BEfoRE opERAtion ..............................2-1
pREcAutionS DuRing opERAtion ..............................1-5
pREcAutionS foR hAnDling .....................................7-26
pREcAutionS WhEn coMing in AnD out of 

WoRk fiElD ..................................................................5-16
pREcAutionS WhEn uSing poWER StEERing .......5-18
pREcAutionS WhilE DRiVing on thE RoAD ...........5-17
pRE-opERAtion chEck ..................................................5-2
pt1/2 couplER SockEt (iMplEMEnt) .......................5-26
pto cRuiSE ......................................................................4-16
pto cRuiSE ActiVAtion ................................................4-16
pto cRuiSE DEActiVAtion ...........................................4-17
pto inDicAtoR ................................................................4-27
pto SElEction SWitch ................................................4-14
pto Shift lEVER  ...........................................................4-41
pto SWitch .....................................................................4-13
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Q 
Quick / tuRn WARning lAMp (if EQuippED) ............4-25

R 
RADio AntEnnA ..............................................................4-60
RADio cASSEttE/cD plAYER (if EQuippED) .............4-59
RAngE gEAR Shift lEVER ...........................................4-39
READJuStMEnt ..............................................................7-29
REAR WinDoW .................................................................4-55
REciRculAtion/fRESh AiR MoDE ...............................4-63
REgEnERAtion unDERWAY lAMp ...............................4-29
REgEnERAtion WARning lAMp ..................................4-29
REMotE hYDRAulicS ....................................................5-24
REMoVAl AnD inStAllAtion of 3-point hitch 

iMplEMEnt (With pto ShAft) ...................................6-2
REMoVing WAtER fRoM fuEl filtER ........................7-23
REplAcEMEnt .................................................................7-36
REplAcing  AiR filtER (Ah) .........................................7-33
REplAcing AiR clEAnER filtER (AE) .........................7-32
REplAcing AiR clEAnER pRiMARY ElEMEnt (R) .....7-22
REplAcing BulB (An) ....................................................7-41
REplAcing cABin fuSE (Al) ........................................7-38
REplAcing fuEl filtER................................................7-24
REplAcing tRAnSMiSSion fluiD AnD filtER (l) ....7-16
RiM Bolt AnD nut toRQuE  .........................................4-74

RooM MiRRoR (if EQuippED) .......................................4-61

S 
SAfEtY DEcAl MAintEnAncE......................................1-20
SAfEtY pREcAutionS .....................................................1-1
SAfEtY pREcAutionS DuRing SERVicing ...............1-12
SAfEtY pREcAutionS WhEn uSing thE loADER .....1-17
SEAt ADJuStMEnt..........................................................4-46
SEAt BAck REclining ...................................................4-47
SEAt BElt .........................................................................4-48
SEAt hEight ADJuStMEnt ...........................................4-47
SEAt SliDing  ..................................................................4-46
ShuttlE Shift lEVER ...................................................4-40
SiDE WinDoW ..................................................................4-56
SinglE Acting AnD DouBlE Acting cYlinDER ......5-25
SpEcificAtionS ................................................................3-1
SpEED liMit SWitch ......................................................4-31
StAnDARD SizE BY iMplEMEnt ...................................3-14
StARting thE EnginE .....................................................5-3
StEERing WhEEl ADJuStMEnt ...................................4-43
Stopping thE EnginE ....................................................5-7
StoRAgE AnD DiSpoSAl .................................................8-1
Sun ViSoR (if EQuippED) ..............................................4-62
SWitch Mounting locAtion ........................................4-6
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T 
tAchoMEtER/houRMEtER  .........................................4-21
tEMpERAtuRE contRol SWitch ...............................4-65
tipS foR BREAking-in .....................................................5-2
tiRES, WhEElS AnD BAllASt .......................................4-68
tRActoR SERiAl nuMBER ..............................................2-2
tRActoR StoRAgE ..........................................................8-2
tRActoR tRouBlEShooting .......................................9-4
tRAnSMiSSion SERiAl nuMBER ....................................2-2
tRAVEling SpEED ..........................................................3-12
tREAD ...............................................................................4-70
tRouBlEShooting .........................................................9-1
tuRBochARgER (AQ) ....................................................7-47
tuRn SignAl lAMp .........................................................4-22
tuRn SignAl lAMp (fRont) .........................................7-45
tuRn SignAl lAMp (REAR) ...........................................7-44
tuRn SignAl light SWitch .........................................4-10
tuRning ...........................................................................5-15

U 
unlocking thE DooR ..................................................4-55
uSAgE AnD DiSpoSAl ......................................................8-5
uSing tRActoR AftER StoRAgE .................................8-4

V 
VEhiclE iDEntificAtion nuMBER ................................2-2
ViBRAtion lEVElS of thE tRActoR EXpoSition 

to ViBRAtionS .............................................................3-11
ViSuAl chEck itEMS .......................................................5-2

W 
WARMing up ......................................................................5-8
WAtER in fuEl WARning lAMp ...................................4-28
WhEEl inStAllAtion DiREction ................................4-75
WhEEl toRQuE AnD DiREction .................................4-74
WhEn DRiVing thE tRActoR ........................................1-9
WhEn loADED BuckEt AnD REAR  BAllASt ARE 

inStAllED .....................................................................6-13
WhEn opERAting thE pto ..........................................1-11
WhEn pARking thE tRActoR .....................................1-11
WhEn StARting thE EnginE .........................................1-5
WhEn unloADED BuckEt AnD REAR BAllASt 

ARE inStAllED   ..........................................................6-13
WhEn uSing thE 3-point hitch .................................1-12
WipER  ...............................................................................4-57
WoRk lAMp (fRt/RR) .....................................................7-42
WoRking light ..............................................................4-56
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